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8.2.3.29
Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Associated with signalling connection release during simultaneous PS and CS call
8.2.3.29.1
Definition

8.2.3.29.2
Conformance requirement
If the UE receives:

-
a RADIO BEARER RELEASE message:

it shall:

1>
set the variable ORDERED_RECONFIGURATION to TRUE;

1>
if the UE will enter the CELL_DCH state from any state other than CELL_DCH state at the conclusion of this procedure:
2>
perform the physical layer synchronisation procedure A as specified in TS 25.214;

1>
act upon all received information elements as specified in TS 25.331 subclause 8.6, unless specified in the following and perform the actions below.
The UE may first release the physical channel configuration used at reception of the reconfiguration message. The UE shall then:

…
1>
enter a state according to TS25.331 subclause 8.6.3.3. 

…
If the UE was in CELL_DCH state upon reception of the reconfiguration message and remains in CELL_DCH state, the UE shall:

1>
if the IE "Uplink DPCH Info" is absent:

2>
not change its current UL Physical channel configuration.1>
in TDD:

2>
if "Primary CCPCH Info" is included indicating a new target cell and "New C-RNTI" is not specified:

3>
remove any C-RNTI from MAC;

3>
clear the variable C_RNTI.

…

In case the procedure was triggered by reception of a RADIO BEARER RELEASE message, the UE shall:

1>
transmit a RADIO BEARER RELEASE COMPLETE message as response message on the uplink DCCH using AM RLC.
….

If the IE "Signalling Connection release indication" is present in a message, the UE shall:

1>
if all radio access bearers for the CN domain identified with the value of the IE "Signalling Connection release indication" would have been released in the variable ESTABLISHED_RABS after processing of the received message:

2>
indicate release of the signalling connection identified with the value of the IE "Signalling Connection release indication" to the upper layers;
2>
remove the signalling connection identified with the value of the IE "Signalling Connection release indication" from the variable ESTABLISHED_SIGNALLING_CONNECTIONS.
Reference

3GPP TS 25.331 clause 8.2.2.3, 8.2.2.4, 8.6.1.3.

8.2.3.29.3
Test purpose

To confirm that the UE releases the existing radio access bearer and signalling connection according to a RADIO BEARER RELEASE message.

8.2.3.29.4
Method of test

Initial Condition

System Simulator: 1 cell.

UE: CS-DCCH+DTCH_DCH (state 6-9) as specified in clause 7.4 of TS 34.108
Test Procedure

The UE is in CELL_DCH state of cell 1. The UE initiates a session setup to establish a PS signalling connection. Then UE and SS establish a PS session while the CS call is still active. The SS transmits a DISCONNECT message to release a CS domain signalling connection. After the CC procedure, SS transmit a RADIO BEARER RELEASE message which includes IE "Signalling Connection release indication" set to "CS domain" and new configuration for remained service to the UE. The UE shall configure the specified channel and transmit a RADIO BEARER RELEASE COMPLETE message on the uplink DCCH using AM RLC. SS calls for generic procedure C.3 to check that UE is in CELL_DCH state.

Expected sequence
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The initial state of UE is in CELL_DCH state of cell 1.

	2
	(
	INITIAL DIRECT TRANSFER

(SERVICE REQUEST)
	GMM (PS Session setup is initiated from the UE side.) 

	3
	(
	DOWNLINK DIRECT TRANSFER

(AUTHENTICATION AND CIPHERING REQUEST)
	GMM

	4
	(
	UPLINK DIRECT TRANSFER

(AUTHENTICATION AND CIPHERING RESPONSE)
	GMM

	5
	(
	SECURITY MODE COMMAND
	

	6
	(
	SECURITY MODE COMPLETE
	

	7
	(
	UPLINK DIRECT TRANSFER 

(ACTIVATE PDP CONTEXT REQUEST)
	SM

	8
	(
	RADIO BEARER SETUP
	

	9
	(
	RADIO BEARER SETUP COMPLETE
	

	10
	(
	DOWNLINK DIRECT TRANSFER 

(ACTIVATE PDP CONTEXT ACCEPT)
	SM 

	11
	(
	DOWNLINK DIRECT TRANSFER

(DISCONNECT)
	CC

	12
	(
	UPLINK DIRECT TRANSFER

(RELEASE)
	CC

	13
	(
	DOWNLINK DIRECT TRANSFER 

(RELEASE COMPLETE)
	CC

	14
	(
	RADIO BEARER RELEASE
	Including IE "signalling connection release indication" set to "CS domain"

	15
	(
	RADIO BEARER RELEASE COMPLETE
	

	16
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific Message Contents

RADIO BEARER RELEASE (STEP 14)

The contents of RADIO BEARER RELEASE message in this test case is identical to the message sub-type titled as "Non speech in CS" or "Speech in CS" as found in Clause 9 of TS 34.108, with the following exceptions
	Information Element
	Value/remark

	Signalling Connection release indication
	

	        - CN domain identity
	CS domain


8.2.3.29.5
Test requirement

After step 14 the UE shall transmit a RADIO BEARER RELEASE COMPLETE message.
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