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Recommended test case applicability

<Text Skipped>

Table 1: Applicability of tests
<Text Skipped>

	7.1.6.4.3
	MAC-es/e Correct handling of MAC-es/e reset
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	1 Execution: PS

	7.1.7.1
	MAC-ehs segmentation / UE discard of partial PDU
	Rel-7
	CXXW
	UEs supporting FDD and HS-PDSCH and improved L2 for high data rates
	1 Execution: PS

	
	
	
	CXXX
	UEs supporting 1.28 Mcps TDD and HS-PDSCH and improved L2 for high data rates
	

	
	
	
	CXXY
	UEs supporting 3.84 Mcps TDD and HS-PDSCH and improved L2 for high data rates
	

	
	
	
	CXXZ
	UEs supporting 7.68 Mcps TDD and HS-PDSCH and improved L2 for high data rates
	


<Text Skipped>

Table 1a: Applicability of tests Conditions
<Text Skipped>

	C564
IF C560 THEN O ELSE ( IF C408 THEN R ELSE N/A)

	CXXW      IF A.1/1 AND A.18a/14 AND A.18a/2X THEN R ELSE N/A

	CXXX       IF A.1/3 AND A.18b/10 AND A.18b/1X THEN R ELSE N/A

	CXXY       IF A.1/2 AND A.18b/10 AND A.18b/1X THEN R ELSE N/A

	CXXZ       IF A.1/8 AND A.18b/10 AND A.18b/1X THEN R ELSE N/A

	NOTE:
A reference to and item in TS 51.010-2 is preceded with the normative reference [52]


<Text Skipped>

A.4.3.3
Physical Layer Baseline Implementation Capabilities

Table A.17: Void

Table A.18: Void

Table A.18a: FDD Layer 1 UE Radio Access Capabilities

<Text Skipped>

	22
	Full support of F-DPCH
	25.331, 10.2.39, 10.3.3.42, 10.3.3.42oa, 11.2, 11.3
	Rel-6 only
	pc_full_FDPCH
	

	2X
	Support of improved L2 for high data rates
	25.3.2.1, 4.2.3.5, 4.2.4.6, 11.6.3, 11.6.4
	Rel-7
	pc_improved_L2
	


<Text Skipped>

Table A.18b: TDD Layer 1 UE Radio Access Capabilities

<Text Skipped>

	10
	Support of HS-PDSCH
	25.306, 4.5.3
	Rel-5
	pc_HSDPA
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	1X
	Support of improved L2 for high data rates
	25.3.2.1, 4.2.3.5, 4.2.4.6, 11.6.3, 11.6.4
	Rel-7
	pc_improved L2
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps
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