Annex A (normative):
Specific message contents
The messages contained in this annex are represented in tabular form in accordance with the guidelines presented in ISO/IEC 9646‑7 [14].
For the used column /rows titles the following definitions apply.

Derivation Path line

A Derivation Path line takes the form: Derivation Path: <reference>.
A Derivation Path line at the beginning of a table indicates that the table is derived from another table which could be found following the reference provided.
A Derived table shall contain only the table entries which values differ to the values specified in source table and when needed one or more new entries. To construct the complete table of a derived table the original table shall be used with the values shown in the derived table updated and any new entry shown in the derived table added.
Information Element / field column

The Information Element / field column contains the names of Information elements and/or their sub-fields in accordance with the particular message specification.

Values/remark column

The values / remark column contains either the values or the ranges of values allowed or a clarifying remark where appropriate.
A.1
PAGING TYPE 1
For the detailed specification of the PAGING TYPE 1 message see TS 25.331 [8].
Table A.1.1

	Derivation Path: TS 25.331 [8], 10.2.20
	

	Information Element / Field
	Value/remark

	Message Type
	

	Paging record list
	Only 1 entry

	>Paging record
	

	     - CHOICE Used paging identity
	UTRAN identity

	      - U-RNTI
	

	       - SRNC Identity
	Set to the same SRNC identity as previously assigned.

	       - S-RNTI
	Set to the same S-RNTI as previously assigned.

	      - CN originated page to connected mode UE
	Not Present

	BCCH modification info
	Not Present


Table A.1.2

	Derivation Path: A.1.1
	

	Information Element
	Value/remark

	       - SRNC Identity
	Set to an arbitrary 16-bit string which is different from the SRNC identity assigned.

	       - S-RNTI
	Set to an arbitrary 20-bit string which is different from the S-RNTI assigned.


Table A.1.3

	Derivation Path: TS 25.331 [8], 10.2.20
	

	Information Element
	Value/remark

	Message Type
	

	Paging record list
	Only 1 entry

	Paging record
	

	CHOICE Used paging identity
	CN identity

	     - Paging cause
	Terminating Call with one of the supported services 

	     - CN domain identity
	A Registered Domain  (PS Domain or CS Domain)

	     - CHOICE UE Identity
	IMSI

	      - IMSI 
	Set to an arbitrary octet string of length 7 bytes which is different from the IMSI value stored in the TEST USIM card.

	BCCH modification info
	Not Present


Table A.1.4

	Derivation Path: A.1.3
	

	Information Element
	Value/remark

	     - CHOICE UE Identity
	Local (P)TMSI

	      - Local (P)TMSI
	

	        - Routing parameter
	Same as registered TMSI or P-TMSI


Table A.1.5

	Derivation Path: TS 25.331 [8], 10.2.20
	

	Information Element
	Value/remark

	Message Type
	

	Paging record list
	Not Present

	BCCH modification info
	

	      - MIB Value Tag
	Set to (Current MIB value tag + 1)

	      - BCCH Modification time
	Not Present


Table A.1.6

	Derivation Path: TS 25.331 [8], 10.2.20
	

	Information Element
	Value/remark

	Message Type
	

	Paging record list
	

	
- Paging record 1
	

	

- CHOICE Used paging identity
	CN identity

	

     - Paging cause
	Terminating Call with one of the supported services 

	

     - CN domain identity
	A Registered Domain  (PS Domain or CS Domain)

	

     - CHOICE UE Identity
	IMSI

	

      - IMSI 
	Set to an arbitrary octet string of length 7 bytes which is different from the IMSI value stored in the TEST USIM card.

	
- Paging record 2
	

	     

- CHOICE Used paging identity
	UTRAN identity

	      

- U-RNTI
	

	        


- SRNC Identity
	Set to an arbitrary SRNC identity. 

	       


- S-RNTI
	Set to an arbitrary 20-bit string.

	      
- CN originated page to connected mode UE
	Not Present

	BCCH modification info
	Not Present


Table A.1.7

	Derivation Path: A.1.6
	

	Information Element
	Value/remark

	Paging record list
	

	
- Paging record 3
	

	

- CHOICE Used paging identity
	CN identity

	


- Paging cause
	Terminating Call with one of the supported services

	


- CN domain identity
	CS domain

	


- CHOICE UE identity
	

	



- IMSI (GSM-MAP)
	Set to the same octet string as in the IMSI stored in the USIM card 


Table A.1.8

	Derivation Path: A.1.6
	

	Information Element
	Value/remark

	Paging record list
	

	
- Paging record 3
	

	

- CHOICE Used paging identity
	CN identity

	


- Paging cause
	Terminating Call with one of the supported services

	


- CN domain identity
	PS domain

	


- CHOICE UE identity
	

	



- P-TMSI
	Use P-TMSI allocated by SS at initial attach.


Table A.1.9

	Derivation Path: A.1.6
	

	Information Element
	Value/remark

	Paging record list
	

	
- Paging record 3
	

	

- CHOICE Used paging identity
	UTRAN identity

	


- U-RNTI
	

	



- SRNC Identity
	Set to the previously assigned SRNC identity

	



- S-RNTI
	Set to previously assigned S-RNTI

	

- CN originated page to connected mode UE
	Not Present


