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Introduction
This document provides a summary of CRs for LCR TDD to be presented in RAN5 meeting #37 signalling group. 

This summary will be presented in agenda item 6.3.1. The companies who interested are asked to review in detail offline for LCR TDD. If no objections are received before the last day of RAN5 meeting this group of CRs will be agreed.

MBMS for LCR TDD 
	R5-073088
	Addition of MBMS content for LCR TDD in 34.123-2
	CATT

	R5-073089
	Addition of message contents required for 1.28Mcps TDD to the default messages contents for signalling
	CATT

	R5-073129
	Correction to some parameters of Both MEASUREMENT CONTROL(1.28Mcps TDD) and MEASUREMENT REPORT (1.28Mcps TDD) in 8.5.1.4
	ZTE

	R5-073130
	Correction to the parameter of PHYSICAL CHANNEL RECONFIGURATION (1.28McpsTDD) in 8.5.1.5
	ZTE

	R5-073131
	Correction of the test case 8.5.2.4 for LCR TDD
	ZTE

	R5-073132
	Addition of LCR TDD part of 8.5.3.3
	ZTE

	R5-073133
	Addition of LCR TDD part of 8.5.6.4
	ZTE

	R5-073134
	Correction to some parameters of PHYSICAL CHANNEL RECONFIGURATION (1.28Mcps TDD) in 8.5.6.5
	ZTE


Contents
	R5-073088
	Addition of MBMS content for LCR TDD in 34.123-2
	CATT


Reason for change:

No MBMS content for LCR TDD in 34.123-2

Summary of change:

Adding MBMS content for LCR TDD in 34.123-2

	R5-073089
	Addition of message contents required for 1.28Mcps TDD to the default messages contents for signalling
	CATT


Reason for change:

Currently there are no default messages defined for MBMS tests in the set of default signalling messages 
Summary of change:

Default messages for MBMS testing are added for 1.28Mcps TDD
	R5-073129
	Correction to some parameters of Both MEASUREMENT CONTROL(1.28Mcps TDD) and MEASUREMENT REPORT (1.28Mcps TDD) in 8.5.1.4
	ZTE


Reason for change:

Some Parameters of Both MEASUREMENT CONTROL(1.28Mcps TDD) and MEASUREMENT REPORT(1.28Mcps TDD) are wrong 
Summary of change:

1) Modify the parameters of MEASUREMENT CONTROL(1.28Mcps TDD);
2) Modify the parameter of MEASUREMENT REPORT(1.28Mcps TDD).
	R5-073130
	Correction to the parameter of PHYSICAL CHANNEL RECONFIGURATION (1.28McpsTDD) in 8.5.1.5
	ZTE


Reason for change:

The Cell Id of PHYSICAL CHANNEL RECONFIGURATION(1.28McpsTDD) is incorrect.

Summary of change:

Modify the Cell Id of PHYSICAL CHANNEL RECONFIGURATION (1.28McpsTDD)
	R5-073131
	Correction of the test case 8.5.2.4 for LCR TDD
	ZTE


Reason for change:

The “MBMS Common p-t-m rb Information”message content is different for TDD and FDD.

Summary of change:

UE begins reception of the MBMS service using the 259.2kbps radio bearer configuration as specified in TS 34.108 clause 6.10.2.4.3.7(FDD) or clause 6.11.5.4.4.7 (1.28 Mcps TDD).
UE begins reception of the MBMS service using the 129.6kbps radio bearer configuration as specified in TS 34.108 clause 6.10.2.4.3.6(FDD) or clause 6.11.5.4.4.6 (1.28 Mcps TDD).
	R5-073132
	Addition of LCR TDD part of 8.5.3.3
	ZTE


Reason for change:

The current test case 8.5.3.3 does not contain LCR TDD part.

Summary of change:

Test case 8.5.3.3 is updated to include LCR TDD part.

	R5-073133
	Addition of LCR TDD part of 8.5.6.4
	ZTE


Reason for change:

The current test case 8.5.6.4 does not contain LCR TDD part.

Summary of change:
Test case 8.5.6.4 is updated to include LCR TDD part.

	R5-073134
	Correction to some parameters of PHYSICAL CHANNEL RECONFIGURATION (1.28Mcps TDD) in 8.5.6.5
	ZTE


Reason for change:

Some parameters of PHYSICAL CHANNEL RECONFIGURATION(1.28Mcps TDD) are incorrect.

Summary of change:
Modify the wrong parameters of PHYSICAL CHANNEL RECONFIGURATION (1.28Mcps TDD)
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