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6.1.0b
Default System Information Block Messages

Contents of System Information Block type 1 (supported PLMN type is GSM-MAP)

	- CN common GSM-MAP NAS system information
	A1
	

	 - GSM-MAP NAS system information
	
	00 01H

	- CN domain system information
	
	

	 - CN domain identity
	
	PS

	 - CHOICE CN Type
	
	GSM-MAP

	  - CN domain specific NAS system information
	
	

	  - GSM-MAP NAS system information
	
	05 00H

	 - CN domain specific DRX cycle length coefficient
	
	7

	  - CN domain identity
	
	CS

	 - CHOICE CN Type
	
	GSM-MAP

	  - CN domain specific NAS system information
	
	

	   - GSM-MAP NAS system information
	
	1E 01H

	 - CN domain specific DRX cycle length coefficient
	
	7

	- CN common GSM-MAP NAS system information
	A2
	

	 - GSM-MAP NAS system information
	
	00 80H (see note)

	- CN domain system information
	
	

	 - CN domain identity
	
	PS

	 - CHOICE CN Type
	
	GSM-MAP

	  - CN domain specific NAS system information
	
	

	  - GSM-MAP NAS system information
	
	00 00H (see note)

	 - CN domain specific DRX cycle length coefficient
	
	7

	  - CN domain identity
	
	CS

	 - CHOICE CN Type
	
	GSM-MAP

	  - CN domain specific NAS system information
	
	

	   - GSM-MAP NAS system information
	
	1E 01H

	 - CN domain specific DRX cycle length coefficient
	
	7

	- UE Timers and constants in idle mode
	A1, A2
	

	 -T300
	
	4 000 milliseconds 

	 -N300
	
	3

	 -T312
	
	10 seconds

	 - N312
	
	1

	- UE Timers and constants in connected mode
	
	

	 - T301
	
	Not Present (2 000 milliseconds: default value)

	 - N301
	
	Not Present (2: default value)

	 - T302
	
	Not Present (4 000 milliseconds: default value)

	 - N302
	
	Not Present (3: default value)

	 - T304
	
	Not Present (2 000 milliseconds: default value)

	 - N304
	
	Not Present (2: default value)

	 - T305
	
	Not Present (30 minutes: default value)

	 - T307
	
	Not Present (30 seconds: default value)

	 - T308
	
	Not Present (160 milliseconds: default value)

	 - T309
	
	Not Present (5 seconds: default value)

	 - T310
	
	Not Present (160 milliseconds: default value)

	 - N310
	
	Not Present (4: default value)

	 - T311
	
	Not Present (2 000 milliseconds: default value)

	 - T312
	
	Not Present (1 seconds: default value)

	 - N312
	
	Not Present (1: default value)

	 - T313
	
	Not Present (3 seconds: default value)

	 - N313
	
	Not Present (20: default value)

	 - T314
	
	Not Present (12 seconds: default value)

	 - T315
	
	Not Present (180 seconds: default value)

	 - N315
	
	Not Present (1: default value)

	 - T316
	
	Not Present (30 seconds: default value)

	 - T317
	
	Not Present

	NOTE:
For Inter-RAT test cases GERAN and UTRAN cells use different LAC and RAC.


	Condition
	Explanation

	A1
	UTRAN cell environment

	A2
	UTRAN/GSM inter-RAT cell environment
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