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Introduction
This document provides a summary of CRs for LCR TDD to be presented in RAN5 meeting #38 signalling group. 

This summary will be presented in agenda item 6.3. The companies who interested are asked to review in detail offline for LCR TDD. If no objections are received before the last day of RAN5 meeting this group of CRs will be agreed.
LCR TDD EDCH             
	R5-080099
	CR for 34.108:Correction of CELL UPDATE CONFIRM default message contents for LCR TDD EDCH
	CATT

	R5-080100
	CR for 34.108:Correction of PHYSICAL CHANNEL RECONFIGURATION default message contents for LCR TDD EDCH
	CATT

	R5-080101
	CR for 34.108:Correction of RADIO BEARER RECONFIGURATION default message contents for LCR TDD EDCH
	CATT

	R5-080102
	CR for 34.108:Correction of RADIO BEARER RELEASE default message contents for LCR TDD EDCH
	CATT

	R5-080103
	CR for 34.108:Correction of RADIO BEARER SETUP default message contents for LCR TDD EDCH
	CATT

	R5-080104
	CR for 34.108:Correction of TRANSPORT CHANNEL RECONFIGURATION default message contents for LCR TDD EDCH
	CATT

	R5-080190
	Correction to the cotents of RRC CONNECTION SETUP message: UM (Transition to CELL_DCH) (1.28 Mcps TDD option)
	ZTE


TEIx_Test
	R5-080193
	New test case 8.1.2.1a addition to verify the UE supporting the features and operation of multi-frequency and UpPCH Shifting for LCR TDD.
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI

	R5-080194
	New test case addition to verify the UE supporting the features and operation of multi-frequency and UpPCH Shifting for LCR TDD.
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI

	R5-080195
	New test case addition to verify the UE supporting the features and operation of multi-frequency and UpPCH Shifting for LCR TDD.
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI

	R5-080196
	New test case addition to verify the UE supporting the feature of UpPCH Shifting for LCR TDD.
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI

	R5-080197
	NEW test case addition to verify the UE supporting the feature of UpPCH Shifting for LCR TDD.
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI


Contents
	R5-080099
	CR for 34.108:Correction of CELL UPDATE CONFIRM default message contents for LCR TDD EDCH
	CATT


Reason for change:

There is no contents for LCR TDD EDCH in the CELL UPDATE CONFIRM default message.
Summary of change:
To add the contents for LCR TDD EDCH in the CELL UPDATE CONFIRM default message.
	R5-080100
	CR for 34.108:Correction of PHYSICAL CHANNEL RECONFIGURATION default message contents for LCR TDD EDCH
	CATT


Reason for change:
There is no contents for LCR TDD EDCH in the PHYSICAL CHANNEL RECONFIGURATION default message.
Summary of change:

To add the contents for LCR TDD EDCH in the PHYSICAL CHANNEL RECONFIGURATION default message.
	R5-080101
	CR for 34.108:Correction of RADIO BEARER RECONFIGURATION default message contents for LCR TDD EDCH
	CATT



Reason for change:
There is no contents for LCR TDD EDCH in the RADIO BEARER RECONFIGURATION default message.
Summary of change:
To add the contents for LCR TDD EDCH in the PHYSICAL CHANNEL RECONFIGURATION default message.
	R5-080102
	CR for 34.108:Correction of RADIO BEARER RELEASE default message contents for LCR TDD EDCH
	CATT


Reason for change:
There is no contents for LCR TDD EDCH in the RADIO BEARER RELEASE default message.
Summary of change:
To add the contents for LCR TDD EDCH in the RADIO BEARER RELEASE default message.
	R5-080103
	CR for 34.108:Correction of RADIO BEARER SETUP default message contents for LCR TDD EDCH
	CATT


Reason for change:
There is no contents for LCR TDD EDCH in the RADIO BEARER SETUP default message.
Summary of change:
To add the contents for LCR TDD EDCH in the RADIO BEARER SETUP default message.
	R5-080104
	CR for 34.108:Correction of TRANSPORT CHANNEL RECONFIGURATION default message contents for LCR TDD EDCH
	CATT


Reason for change:
There is no contents for LCR TDD EDCH in the TRANSPORT CHANNEL RECONFIGURATION default message.
Summary of change:
To add the contents for LCR TDD EDCH in the TRANSPORT CHANNEL RECONFIGURATION default message.
	R5-080190
	Correction to the cotents of RRC CONNECTION SETUP message: UM (Transition to CELL_DCH) (1.28 Mcps TDD option)
	ZTE


Reason for change:
In 34.108 RRC CONNECTION SETUP message: UM (Transition to CELL_DCH) (1.28 Mcps TDD option), "RB mapping info" is  for "Stand-alone SRBs mapped on DCH ". 
But "Stand-alone SRBs can be mapped on E-DCH and HS-DSCH" in LCR TDD, so the message need IE for " E-DCH and HS-DSCH "
Summary of change:
Correct the cotents of RRC CONNECTION SETUP message: UM (Transition to CELL_DCH)   (1.28 Mcps TDD option) for "Stand-alone SRBs mapped on E-DCH and HS-DSCH".
	R5-080193
	New test case 8.1.2.1a addition to verify the UE supporting the features and operation of multi-frequency and UpPCH Shifting for LCR TDD.
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI


Reason for change:
The features and operation of Multi-frequency and UpPCH shifting have been introduced to core specification for LCR TDD, test case shall cover these thess features accordingly.

Summary of change:
New test case addition and test parameter clarification according to the UE operating carrier in multi-frequency network and UpPCH Shifting configured in 8.1.2.1a

	R5-080194
	New test case addition to verify the UE supporting the features and operation of multi-frequency and UpPCH Shifting for LCR TDD.
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI


Reason for change:
The features and operation of Multi-frequency and UpPCH shifting have been introduced to core specification for LCR TDD, test case shall cover these thess features accordingly.

Summary of change:
New test case addition and test parameter clarification according to the UE operating carrier in multi-frequency network and UpPCH Shifting configured in 8.2.1.1a
	R5-080195
	New test case addition to verify the UE supporting the features and operation of multi-frequency and UpPCH Shifting for LCR TDD.
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI


Reason for change:
The features and operation of Multi-frequency and UpPCH shifting have been introduced to core specification for LCR TDD, test case shall cover these thess features accordingly.

Summary of change:
New test case addition and test parameter clarification according to the UE operating carrier in multi-frequency network and UpPCH Shifting configured in 8.2.1.10a
	R5-080196
	New test case addition to verify the UE supporting the feature of UpPCH Shifting for LCR TDD.
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI


Reason for change:
The feature and operation of UpPCH shifting has been introduced to core specification for LCR TDD, test case shall cover this feature accordingly.

Summary of change:
New test case addition and test parameter clarification according to UpPCH Shifting is configured in the neighbour cell in 8.2.2.1a
	R5-080197
	NEW test case addition to verify the UE supporting the feature of UpPCH Shifting for LCR TDD.
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI


Reason for change:
The feature and operation of UpPCH shifting has been introduced to core specification for LCR TDD, test case shall cover this feature accordingly.

Summary of change:
New test case addition and test parameter clarification according to UpPCH Shifting is configured in the neighbour cell in 8.2.3.1a
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