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7.8.5
Power control in the downlink for F-DPCH

7.8.5.1
Definition and applicability


Power control in the downlink is the ability of the UE receiver to converge to required link quality set by the network while using as low power as possible in downlink. 

The requirements and this test apply to release 6 and later releases for all types of UTRA for the FDD UE that support F-DPCH and HSDPA.

7.8.5.2
Minimum requirements

For the parameters specified in table 7.8.5.1 the downlink 
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 power ratio measured values, which are averaged over TPC symbols of the F-DPCH frame, shall be below the specified value in table 7.8.5.2 more than 90% of the time. TPC Command Error Rate shall be as shown in table 7.8.5.2. Power control in downlink is ON during the test.

Table 7.8.5.1: Test parameter for downlink power control for F-DPCH

	Parameter
	Test 1
	Test 2
	Unit
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	9
	-1
	dB
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	60
	dBm / 3,84 MHz

	Spreading Factor (SF)
	256
	

	Target quality value on Fractional DPCH (F-DPCH)
	1
	5
	%

	Propagation condition
	Case 4
	

	Maximum_DL_Power (note)
	7
	dB

	Minimum_DL_Power (note)
	-18
	dB

	DL Power Control step size, TPC
	1
	dB

	Limited Power Increase
	"Not used"
	-

	Power Control Algorithm
	Algorithm 1
	

	NOTE:
Power is compared to P-CPICH as specified in [9].


Table 7.8.5.2: Requirements in downlink power control for F-DPCH

	Parameter
	Test 1
	Test 2
	Unit
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	-15,9
	-12,0
	dB

	TPC Command Error Rate
	0,01 ± 50 %
	0,05 ± 30 %
	%


The reference for this requirement is TS 25.101 [1] clause 8.8.1.1.

7.8.5.3
Test purpose

To verify that the UE receiver is capable of converging to required link quality set by network while using as low power as possible.

7.8.5.4
Method of test

7.8.5.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect SS, multipath fading simulator and an AWGN source to the UE antenna connector as shown in figure A.10.

2.
Set up a HSDPA connection with looping back 12.2kbps RMC according to the generic HSDPA set-up procedure specified in TS 34.108 [3] sub clause 7.3.6  with the exceptions for information elements listed in table 7.8.5.2A, with levels according to table E.5C.0.
3.
Once the HSDPA connection is setup, change levels according to Table E.5C.1 and start transmitting HSDPA Data.


3)
RF parameters are set up according to table 7.8.5.3.

4) Signal the uplink DPCH power control parameters to use Algorithm 1 and a step size of 1 dB.

5)
SS will vary the physical channel power in downlink according to the TPC commands from UE. Downlink power control mode (DPC_MODE) 0 shall be used. 

See TS 34.108 [3] for details regarding generic call setup procedure.

7.8.5.4.2
Procedure

1)
After call set up, the SS waits 15 seconds. 

2)
After this period, TPC Command Error Rate is measured. Simultaneously the downlink  
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 power ratio averaged over TPC symbols of the F-DPCH frame is measured.
Table 7.8.5.2A: Specific Message Contents for F-DPCH
 RRC CONNECTION REQUEST
	Information Element
	Value/remark
	Version

	Message Type
	
	

	Support for F-DPCH
	TRUE
	Rel-6


RADIO BEARER SETUP HSDPA
	Information Element
	Value/remark
	Version

	Downlink information common for all radio links
	
	

	- Downlink F-DPCH info common for all RL
	
	Rel-6

	- Timing Indication
	Maintain
	

	       - Timing maintained Synchronization indicator
	FALSE
	

	   - Downlink F-DPCH power control information
	
	

	       - DPC mode
	0 (single)
	

	- TPC command error rate target
	0,01 ± 50 % (Test 1), 0,05 ± 30 % (Test 2)
	

	Downlink information for each radio link
	
	

	   - Downlink information for each radio link 
	
	

	- Choice mode
	FDD
	

	  - Primary CPICH info
	
	

	   - Primary scrambling code
	Reference to clause 6.1 "Default settings (FDD)"
	

	 - Serving HS-DSCH radio link indicator
	TRUE
	Rel-5

	 - Downlink DPCH info for each RL
	Not Present
	

	 - Downlink F-DPCH info for each RL
	
	Rel-6

	  - Primary CPICH usage for channel estimation
	Primary CPICH may be used
	

	  - F-DPCH frame offset
	Set to value Default DPCH Offset Value (as currently stored in SS) mod 38 400
	

	  - Secondary CPICH info
	Not Present
	

	  - Secondary scrambing code
	Not Present
	

	  - Code number
	12
	

	  - TPC combination index
	0
	


7.8.5.5
Test Requirements

The test parameters are specified in table 7.8.5.3.

Table 7.8.5.3: Test parameter for downlink power control for F-DPCH

	Parameter
	Test 1
	Test 2
	Unit
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	9,6
	-0,4
	dB
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	60
	dBm / 3,84 MHz

	Spreading Factor (SF)
	256
	

	Target quality value on Fractional DPCH (F-DPCH)
	1
	5
	%

	Propagation condition
	Case 4
	

	Maximum_DL_Power (note)
	7
	dB

	Minimum_DL_Power (note)
	-18
	dB

	DL Power Control step size, TPC
	1
	dB

	Limited Power Increase
	"Not used"
	-

	Power Control Algorithm
	Algorithm 1
	

	NOTE:
Power is compared to P-CPICH as specified in [9].


a)
The measured quality on F-DPCH does not exceed the values in table 7.8.5.4. TPC Command Error Rate shall be performanced as specified in TS 25.214 [9].

b)
The downlink 
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 power ratio values, which are averaged over TPC symbols of the F-DPCH frame, shall be below the values in table 7.8.5.4 more than 90 % of the time.

Table 7.8.5.4: Requirements in downlink power control for F- DPCH

	Parameter
	Test 1
	Test 2
	Unit
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	-15,8
	-11,9
	dB

	TPC Command Error Rate
	0,01 ± 50 %
	0,05 ± 30 %
	%


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

---------------------------------- NEXT CHANGED SECTION ----------------------------------------------
Annex E (normative):
Downlink Physical Channels

E.1
General

This normative annex specifies the downlink physical channels that are needed for setting a connection and channels that are needed during a connection. For the definition of OCNS, the power of OCNS shall be controlled so as to keep the total transmit power spectral density Ior constant. The Ior shall be measured as the mean power defined in 3.1 Definitions. The mean power shall be kept constant from one slot to the next. 

In test cases where the Ior should be kept constant, it shall be acceptable to continuously send logical channel DCCH data which is allowed to be dummy DCCH data, so that it is not necessary to count the number of power off symbols and calculate OCNS power every symbol or slot period to keep the Ior constant.
NOTE: The power level specified for each physical channel in this annex is an average power, as measured during periods when the physical channel transmission is ON (see [19] for definitions), and no DTX symbols are being transmitted on that physical channel.

E.2
Connection Set-up for non-HSDPA test cases

Table E.2.1 describes the downlink Physical Channels that are required for connection set up.

Table E.2.1: Downlink Physical Channels required for connection set-up

	Physical Channel

	CPICH

	P-CCPCH

	SCH

	S-CCPCH

	PICH

	AICH

	DPCH


E.2.1
Measurement without dedicated connection

Table E.2.2 describes the downlink Physical Channels that are required for measurement before connection. This is applicable for the clauses 5.4.1 and 5.5.2.
Table E.2.2: Downlink Physical Channels transmitted without dedicated connection

	Physical Channel
	Power

	Îor
	Test dependent power

	CPICH
	CPICH_Ec / Ior

= 3.9 dB

	P-CCPCH
	P-CCPCH_Ec / Ior
= 8.3 dB

	SCH
	SCH_Ec / Ior


= 8.3 dB

	PICH
	PICH_Ec / Ior


= 8.3 dB

	S-CCPCH
	S-CCPCH_Ec / Ior
= 5.3 dB


E.3
During connection for non-HSDPA test cases

The following clauses describe the downlink Physical Channels that are transmitted during a connection i.e., when measurements are done. For these measurements the offset between DPCH and SCH shall be zero chips at base station meaning that SCH is overlapping with the first symbols in DPCH in the beginning of DPCH slot structure.

E.3.1
Measurement of Tx Characteristics

Table E.3.1 is applicable for measurements on the Transmitter Characteristics (clause 5) with the exception of clauses 5.3, 5.4.1, 5.4.4 and 5.5.2.

NOTE:
Applicability to clause 5.7 (Power setting in uplink compressed mode) is FFS.

Table E.3.1: Downlink Physical Channels transmitted during a connection

	Physical Channel
	Power

	Îor
	–93 dBm / 3,84MHz

	CPICH
	CPICH_Ec / DPCH_Ec

= 7 dB

	P-CCPCH
	P-CCPCH_Ec / DPCH_Ec
= 5 dB

	SCH
	SCH_Ec / DPCH_Ec


= 5 dB

	PICH
	PICH_Ec / DPCH_Ec

= 2 dB

	DPCH
	–103,3 dBm / 3,84MHz


E.3.2
Measurement of Rx Characteristics

Table E.3.2.1 is applicable for measurements on the Receiver Characteristics (clause 6) including clauses 5.3, excluding clauses 6.3 and 6.8.

Table E.3.2.1: Downlink Physical Channels transmitted during a connection

	Physical Channel
	Power

	CPICH
	CPICH_Ec / DPCH_Ec
= 7 dB

	P-CCPCH
	P-CCPCH_Ec/ DPCH_Ec
= 5 dB

	SCH
	SCH_Ec / DPCH_Ec
= 5 dB

	PICH
	PICH_Ec / DPCH_Ec
= 2 dB

	DPCH
	Test dependent power


Table E.3.2.2 describes the downlink Physical Channels that are required for the test of Spurious Emissions (clause 6.8). The UE is in the CELL_FACH state during the measurement.

Table E.3.2.2: Downlink Physical Channels transmitted during the Rx Spurious Emissions test
	Physical Channel
	Power

	CPICH
	–86dBm / 3,84MHz

	P-CCPCH
	P-CCPCH_Ec/ CPICH_Ec
= -2 dB

	SCH
	SCH_Ec / CPICH_Ec
= -2 dB

	PICH
	PICH_Ec / CPICH_Ec
= -5 dB

	S-CCPCH
	S-CCPCH_Ec / CPICH_Ec
= -2 dB


E.3.3
Measurement of Performance requirements

Table E.3.3 is applicable for measurements on the Performance requirements (clause 7), including clauses 6.3 and 5.4.4, excluding clauses 7.6.1,7.6.2, 7.11 and 7.12.

Table E.3.3.1 is applicable for measurements on the Performance requirements (clause 7) that are done without a dedicated connection (i.e. clauses 7.11 and 7.12).

Table E.3.3: Downlink Physical Channels transmitted during a connection

	Physical Channel
	Power2
	Note

	P-CPICH
	P-CPICH_Ec/Ior
= 10 dB
	Use of P-CPICH or S‑CPICH as phase reference is specified for each requirement and is also set by higher layer signalling.

	S-CPICH
	S-CPICH_Ec/Ior
= 10 dB
	When S-CPICH is the phase reference in a test condition, the phase of S-CPICH shall be 180 degrees offset from the phase of P-CPICH. When S-CPICH is not the phase reference, it is not transmitted.

	P-CCPCH
	P-CCPCH_Ec/Ior
= 12 dB
	

	SCH
	SCH_Ec/Ior
= 12 dB
	This power shall be divided equally between Primary and Secondary Synchronous channels

	PICH
	PICH_Ec/Ior
= 15 dB
	

	DPCH
	Test dependent power
	When S-CPICH is the phase reference in a test condition, the phase of DPCH shall be 180 degrees offset from the phase of 
P-CPICH.

	OCNS
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1
	OCNS interference consists of 16 dedicated data channels as specified in table E.3.6.

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.

NOTE 2:
Power levels are based on the assumption that multipath propagation conditions and noise source representing interference from other cells Ioc are turned on after the call-set-up phase.


Table E.3.3.1: Downlink Physical Channels transmitted without a dedicated connection

	Physical Channel
	Power2
	Note

	P-CPICH
	P-CPICH_Ec/Ior
= 10 dB
	

	P-CCPCH
	P-CCPCH_Ec/Ior
= 12 dB
	

	S-CCPCH
	S-CCPCH_Ec/Ior
= 12 dB
	This value is set in case the SCCPCH is not a test dependent power

	SCH
	SCH_Ec/Ior
= 12 dB
	This power shall be divided equally between Primary and Secondary Synchronous channels

	PICH
	PICH_Ec/Ior
= 15 dB
	This value is set in case the PICH is not a test dependent power

	AICH
	AICH_Ec/Ior 
= 10 dB
	This value is set in case the AICH is not a test dependent power

	OCNS
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1
	OCNS interference consists of 16 dedicated data channels as specified in table E.3.6.

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.

NOTE 2:
Power levels are based on the assumption that multipath propagation conditions and noise source representing interference from other cells Ioc are turned on after the call-set-up phase.


E.3.4
Connection with open-loop transmit diversity mode

Table E.3.4 is applicable for measurements for clause 7.6.1.

Table E.3.4: Downlink Physical Channels transmitted during a connection

	Physical Channel
	Power2
	Note

	P-CPICH (antenna 1)
	P-CPICH_Ec1/Ior
= 13 dB
	1.
Total P-CPICH_Ec/Ior = 10 dB

	P-CPICH (antenna 2)
	P-CPICH_Ec2/Ior
= 13 dB
	

	P-CCPCH (antenna 1)
	P-CCPCH_Ec1/Ior 
= 15 dB
	1.
STTD applied

2.
Total P-CCPCH_Ec/Ior = 12 dB

	P-CCPCH (antenna 2)
	P-CCPCH_Ec2/Ior 
= 15 dB
	

	SCH (antenna 1 / 2)
	SCH_Ec/Ior
= 12 dB
	1.
TSTD applied.

2.
This power shall be divided equally between Primary and Secondary Synchronous channels

	PICH (antenna 1)
	PICH_Ec1/Ior
= 18 dB
	1.
STTD applied

2.
Total PICH_Ec/Ior = 15 dB

	PICH (antenna 2)
	PICH_Ec2/Ior
= 18 dB
	

	DPCH
	Test dependent power
	1.
STTD applied

2.
Total power from both antennas

	OCNS
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1
	1.
This power shall be divided equally between antennas

2.
OCNS interference consists of 16 dedicated data channels as specified in Table E.3.6.

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.

NOTE 2:
Power levels are based on the assumption that multipath propagation conditions and noise source representing interference from other cells Ioc are turned on after the call-set-up phase.

NOTE 3:
The time alignment of the P-CPICH from Antenna 1 and Antenna 2 as measured at the UE antenna connection shall be within 1/4 chip.


E.3.5
Connection with closed loop transmit diversity mode

table E.3.5 is applicable for measurements for clause 7.6.2.

Table E.3.5: Downlink Physical Channels transmitted during a connection

	Physical Channel
	Power2
	Note

	P-CPICH (antenna 1)
	P-CPICH_Ec1/Ior
= 13 dB
	1.
Total P-CPICH_Ec/Ior = 10 dB

	P-CPICH (antenna 2)
	P-CPICH_Ec2/Ior
= 13 dB
	

	P-CCPCH (antenna 1)
	P-CCPCH_Ec1/Ior
= 15 dB
	1.
STTD applied

	P-CCPCH (antenna 2)
	P-CCPCH_Ec2/Ior
= 15 dB
	1.
STTD applied, total 

P-CCPCH_Ec/Ior = 12 dB

	SCH (antenna 1 / 2)
	SCH_Ec/Ior
= 12 dB
	1.
TSTD applied

	PICH (antenna 1)
	PICH_Ec1/Ior
= 18 dB
	1.
STTD applied

2.
STTD applied, total PICH_Ec/Ior = 15 dB

	PICH (antenna 2)
	PICH_Ec2/Ior
= 18 dB
	

	DPCH
	Test dependent power
	1.
Total power from both antennas

	OCNS
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1,3
	1.
This power shall be divided equally between antennas 

2.
OCNS interference consists of 16 dedicated data channels as specified in Table E.3.6. 

	NOTE 1: 
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.

NOTE 2:
Power levels are based on the assumption that multipath propagation conditions and noise source representing interference from other cells Ioc are turned on after the call-set-up phase.

NOTE 3:
For the case of DPCH with transmit diversity, the OCNS power calculation shall be based on the addition of the power from Antenna 1 and Antenna 2, i.e. disregarding any phase relationship between the antennas.

NOTE 4:
The time alignment of the P-CPICH from Antenna 1 and Antenna 2 as measured at the UE antenna connection shall be within 1/4 chip.


E.3.6
OCNS Definition

Table E.3.6: DPCH Channelization Code and relative level settings for OCNS signal.

	Channelization Code at SF=1281
	Relative Level setting (dB)1,2
	DPCH Data

	2
	-1
	The DPCH data for each channelization code shall be uncorrelated with each other and with any wanted signal over the period of any measurement. For OCNS with transmit diversity the DPCH data sent to each antenna shall be either STTD encoded or generated from uncorrelated sources.

	11
	-3
	

	17
	-3
	

	23
	-5
	

	31
	-2
	

	38
	-4
	

	47
	-8
	

	55
	-7
	

	62
	-4
	

	69
	-6
	

	78
	-5
	

	85
	-9
	

	94
	-10
	

	125
	-8
	

	113
	-6
	

	119
	0
	


NOTE 1:
The DPCH Channelization Codes and relative level settings are chosen to simulate a signal with realistic Peak to Average Ratio.

NOTE 2:
The relative level setting specified in dB refers only to the relationship between the OCNS channels. The level of the OCNS channels relative to the Ior of the complete signal is a function of the power of the other channels in the signal with the intention that the power of the group of OCNS channels is used to make the total signal add up to 1.

E.4
W-CDMA Modulated Interferer for non-HSDPA test cases

The W-CDMA modulated interferer consists of the downlink channels defined in table E.4.1 plus the OCNS channels defined in Table E.3.6. The relative power of the OCNS channels shall be such that the power of the total signal adds up to one. In this subclause Ior refers to the power of the interferer.

Table E.4.1: Spreading Code, Timing offsets and relative level settings for W-CDMA Modulated Interferer signal channels.

	Channel Type
	Spreading Factor
	Channelization Code
	Timing offset (x256Tchip)
	Power
	NOTE

	P-CCPCH
	256
	1
	0
	P-CCPCH_Ec/Ior
= -10 dB
	

	SCH 
	256
	-
	0
	SCH_Ec/Ior
= -10 dB
	The SCH power shall be divided equally between Primary and Secondary Synchronous channels

	P-CPICH
	256
	0
	0
	P-CPICH_Ec/Ior
= *10 dB
	

	PICH
	256
	16
	16
	PICH_Ec/Ior
= -15 dB
	

	OCNS
	See table E.3.6
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
	OCNS interference consists of the dedicated data channels. as specified in Table E.3.6.


E.5
HSDPA DL Physical channels

E.5.0
Downlink Physical Channels for connection set-up

Table E.5.0: Levels for HSDPA connection setup

	Parameter

During Connection setup
	Unit
	Value

	P-CPICH_Ec/Ior
	dB
	-10

	P-CCPCH and SCH_Ec/Ior
	dB
	-12

	PICH _Ec/Ior
	dB
	-15

	HS-PDSCH
	dB
	off

	HS-SCCH_1
	dB
	off

	DPCH_Ec/Ior
	dB
	-5

	OCNS_Ec/Ior
	dB
	-3.1


E.5.1
Downlink Physical Channels for measurement

Table E.5.1 is applicable for the measurements for tests in subclauses 5.2A, 5.2AA, 5.2C, 5.7A, 5.9A, 5.10A, 5.13.1A, 5.13.1AA, 5.13.2A, 6.3A, 9.2.1A to 9.2.1I, 9.3.1 and 9.3.2. Table E.5.2 is applicable for the measurements for tests in subclauses 9.2.2A to 9.2.2D, 9.3.3 and 9.3.4. Table E.5.3 is applicable for the measurements for tests in subclauses 9.2.3A to 9.2.3D, 9.3.5 and 9.3.6. Table E.5.4 is applicable for the measurements for tests in subclauses 9.4.1, 9.4.1A. Table E.5.4A is applicable for the measurements for tests in subclauses 9.4.2, 9.4.2A.

 Table E.5.1: Downlink physical channels for HSDPA receiver testing for Single Link performance

	Physical Channel
	Parameter
	Value
	Note

	P-CPICH
	P-CPICH_Ec/Ior
	-10dB
	

	P-CCPCH
	P-CCPCH_Ec/Ior
	-12dB
	Mean power level is shared with SCH.

	SCH
	SCH_Ec/Ior
	-12dB
	Mean power level is shared with P-CCPCH – SCH includes P- and S-SCH, with power split between both.

P-SCH code is S_dl,0 as per [14]

S-SCH pattern is scrambling code group 0

	PICH
	PICH_Ec/Ior
	-15dB
	

	DPCH
	DPCH_Ec/Ior
	Test-specific
	12.2 kbps DL reference measurement channel as defined in Annex C.3.1

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	Test-specific
	Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval). During TTIs, in which the HS-SCCH is not allocated to the UE the HS-SCCH shall be transmitted continuously  with constant  power.

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-SCCH-3
	HS-SCCH_Ec/Ior
	DTX’d
	As HS-SCCH-2.

	HS-SCCH-4
	HS-SCCH_Ec/Ior
	DTX’d
	As HS-SCCH-2.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	.

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1
	OCNS interference consists of a number of  dedicated data channels as specified in table E.5.5 and E.5.5A. Table E.5.5 specifies the OCNS setup for H-Set 1 to H-Set 6. Table E.5.5A specifies the OCNS setup for H-Set 8.

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.


Table E.5.2: Downlink physical channels for HSDPA receiver testing for Open Loop Transmit Diversity performance and MIMO performance
	Physical Channel
	Parameter
	Value
	Note

	P-CPICH (antenna 1)
	P-CPICH_Ec1/Ior
	-13dB
	1. Total P-CPICH_Ec/Ior = -10dB

	P-CPICH (antenna 2)
	P-CPICH_Ec2/Ior
	-13dB
	

	P-CCPCH (antenna 1)
	P-CCPCH_Ec1/Ior
	-15dB
	1. STTD applied.

2. Total P-CCPCH Ec/Ior is –12dB.

	P-CCPCH (antenna 2)
	P-CCPCH_Ec2/Ior
	-15dB
	

	SCH (antenna 1/2)
	SCH_Ec/Ior
	-12dB
	1. TSTD applied.

2. Power divided equally between primary and secondary SCH.

	PICH (antenna 1)
	PICH_Ec1/Ior
	-18dB
	1. STTD applied.

2. Total PICH Ec/Ior is –15dB.

	PICH (antenna 2)
	PICH_Ec2/Ior
	-18dB
	

	DPCH
	DPCH_Ec/Ior
	Test-specific
	1. STTD applied.
2. Total power from both antennas

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	Test-specific
	1. STTD applied.
2. Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval). During TTIs, in which the HS-SCCH_1 is not allocated to the UE, the HS-SCCH_1 shall be transmitted continuously  with constant  power.

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	1. UE assumes STTD applied.

2. No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-SCCH-3
	HS-SCCH_Ec/Ior
	DTX’d
	1. As HS-SCCH-2.

	HS-SCCH-4
	HS-SCCH_Ec/Ior
	DTX’d
	2. As HS-SCCH-2.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	1. STTD applied.
2. Total power from both antennas

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1,2
	1. Balance of power 
[image: image10.wmf]or
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 of the Node-B is assigned to OCNS.

2. Power divided equally between antennas.

3. OCNS interference consists of 6 dedicated data channels as specified in table E.5.5.

	NOTE 1: 
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.

NOTE 2:
For the case of DPCH with transmit diversity, the OCNS power calculation shall be based on the addition of the power from Antenna 1 and Antenna 2, i.e. disregarding any phase relationship between the antennas.


Table E.5.3: Downlink physical channels for HSDPA receiver testing for Closed Loop
Transmit Diversity (Mode-1) performance.

	Physical Channel
	Parameter
	Value
	Note

	P-CPICH (antenna 1)
	P-CPICH_Ec1/Ior
	-13dB
	1. Total P-CPICH_Ec/Ior = -10dB

	P-CPICH (antenna 2)
	P-CPICH_Ec2/Ior
	-13dB
	

	P-CCPCH (antenna 1)
	P-CCPCH_Ec1/Ior
	-15dB
	1. STTD applied.

2. Total P-CCPCH Ec/Ior is –12dB.

	P-CCPCH (antenna 2)
	P-CCPCH_Ec2/Ior
	-15dB
	

	SCH (antenna 1/2)
	SCH_Ec/Ior
	-12dB
	1. TSTD applied.

2. Power divided equally between primary and secondary SCH.

	PICH (antenna 1)
	PICH_Ec1/Ior
	-18dB
	1. STTD applied.

2. Total PICH Ec/Ior is –15dB.

	PICH (antenna 2)
	PICH_Ec2/Ior
	-18dB
	

	DPCH
	DPCH_Ec/Ior
	Test-specific
	1. CL1 applied.
2. Total power from both antennas

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	Test-specific
	1. STTD applied.
2. Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval). During TTIs, in which the HS-SCCH_1 is not allocated to the UE, the HS-SCCH_1 shall be transmitted continuously  with constant  power.

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	1. UE assumes STTD applied.

2. No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-SCCH-3
	HS-SCCH_Ec/Ior
	DTX’d
	1. As HS-SCCH-2.

	HS-SCCH-4
	HS-SCCH_Ec/Ior
	DTX’d
	2. As HS-SCCH-2.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	1. CL1 applied.
2. Total power from both antennas

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1,2
	1. Balance of power 
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 of the Node-B is assigned to OCNS.

2. Power divided equally between antennas.

3. OCNS interference consists of 6 dedicated data channels as specified in table E.5.5.

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.

NOTE 2:
For the case of DPCH with transmit diversity, the OCNS power calculation shall be based on the addition of the power from Antenna 1 and Antenna 2, i.e. disregarding any phase relationship between the antennas.


Table E.5.4: Downlink physical channels for HSDPA receiver testing for HS-SCCH detection performance

	Parameter
	Units
	Value
	Comment

	CPICH 
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	dB
	-10
	

	CCPCH 
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	dB
	-12
	Mean power level is shared with SCH.

	SCH 
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	dB
	-12
	Mean power level is shared with P-CCPCH – SCH includes P- and S-SCH, with power split between both.

P-SCH code is S_dl,0 as per [14]

S-SCH pattern is scrambling code group 0

	PICH 
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	dB
	-15
	

	HS-PDSCH-1 
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	dB
	-10
	HS-PDSCH associated with HS-SCCH-1. The HS-PDSCH shall be transmitted continuously with constant  power.

	HS-PDSCH-2 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-2

	HS-PDSCH-3 
[image: image18.wmf]/

cor

EI


	dB
	DTX
	HS-PDSCH associated with HS-SCCH-3

	HS-PDSCH-4 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-4

	DPCH 
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	dB
	-8
	12.2 kbps DL reference measurement channel as defined in Annex C.3.1

	HS-SCCH-1
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	dB
	Test Specific
	All HS-SCCH’s  allocated equal  
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. Specifies 
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 when TTI is active. During TTIs, in which the HS-SCCH’s are not allocated to the UE, the HS-SCCH’s shall be transmitted continuously  with constant  power.

	HS-SCCH-2 
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	dB
	
	

	HS-SCCH-3 
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	dB
	
	

	HS-SCCH-4 
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	dB
	
	

	OCNS 
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	dB
	Remaining power at Node-B (including HS-SCCH power allocation when HS-SCCH’s inactive).1,2
	OCNS interference consists of 6 dedicated data channels as specified in table E.5.5

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.

NOTE 2:
For the case of DPCH with transmit diversity, the OCNS power calculation shall be based on the addition of the power from Antenna 1 and Antenna 2, i.e. disregarding any phase relationship between the antennas.


Table E.5.4A: Downlink physical channels for HSDPA receiver testing for HS-SCCH detection with Open Loop Transmit Diversity performance
	Parameter
	Units
	Value
	Comment

	P-CPICH (antenna 1)
	P-CPICH_Ec1/Ior
	-13dB
	1. Total P-CPICH_Ec/Ior = -10dB

	P-CPICH (antenna 2)
	P-CPICH_Ec2/Ior
	-13dB
	

	P-CCPCH (antenna 1)
	P-CCPCH_Ec1/Ior
	-15dB
	1. STTD applied.

2. Total P-CCPCH Ec/Ior is –12dB.

	P-CCPCH (antenna 2)
	P-CCPCH_Ec2/Ior
	-15dB
	

	SCH (antenna 1/2)
	SCH_Ec/Ior
	-12dB
	1. TSTD applied.

2. Power divided equally between primary and secondary SCH.

	PICH (antenna 1)
	PICH_Ec1/Ior
	-18dB
	1. STTD applied.

2. Total PICH Ec/Ior is –15dB.

	PICH (antenna 2)
	PICH_Ec2/Ior
	-18dB
	

	HS-PDSCH-1 
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	dB
	-10 dB
	1. STTD applied.
2.HS-PDSCH associated with HS-SCCH-1. The HS-PDSCH shall be transmitted continuously with constant  power.
3. Total power from both antennas

	HS-PDSCH-2 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-2

	HS-PDSCH-3 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-3

	HS-PDSCH-4 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-4

	DPCH 
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	dB
	-8
	1. STTD applied.
2. Total power from both antennas

	HS-SCCH-1
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	dB
	Test Specific
	1. UE assumes STTD applied.
2.All HS-SCCH’s  allocated equal  
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. Specifies 
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 when TTI is active. During TTIs, in which the HS-SCCH’s are not allocated to the UE, the HS-SCCH’s shall be transmitted continuously  with constant  power.

	HS-SCCH-2 
[image: image36.wmf]/

cor

EI


	dB
	
	

	HS-SCCH-3 
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	dB
	
	

	HS-SCCH-4 
[image: image38.wmf]/

cor

EI


	dB
	
	

	OCNS 
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	dB
	Remaining power at Node-B (including HS-SCCH power allocation when HS-SCCH’s inactive).1,2
	OCNS interference consists of 6 dedicated data channels as specified in table E.5.5

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.

NOTE 2:
For the case of DPCH with transmit diversity, the OCNS power calculation shall be based on the addition of the power from Antenna 1 and Antenna 2, i.e. disregarding any phase relationship between the antennas.


E.5.2
HSDPA OCNS Definition

The selected channelization codes and relative power levels for OCNS transmission for HSDPA performance assessment are defined in Table E.5.5 and E.5.5A. The selected codes are designed to have a single length-16 parent code.

Table E.5.5: OCNS definition for HSDPA receiver testing

	Channelization Code at SF=128
	Relative Level setting (dB)
	DPCH Data

	122
	0
	The DPCH data for each channelization code shall be uncorrelated with each other and with any wanted signal over the period of any measurement. For OCNS with transmit diversity the DPCH data sent to each antenna shall be either STTD encoded or generated from uncorrelated sources.

	123
	-2
	

	124
	-2
	

	125
	-4
	

	126
	-1
	

	127
	-3
	


Table E.5.5A: OCNS definition for HSDPA receiver testing, FRC H-Set 8.

	Channelization Code at SF=128
	Relative Level setting (dB) 
(Note 1)
	DPCH Data

	4
	0
	The DPCH data for each channelization code shall be uncorrelated with each other and with any wanted signal over the period of any measurement. For OCNS with transmit diversity the DPCH data sent to each antenna shall be either STTD encoded or generated from uncorrelated sources.

	5
	-2
	

	6
	-4
	

	7
	-1
	


NOTE 1:
The relative level setting specified in dB refers only to the relationship between the OCNS channels. The level of the OCNS channels relative to the Ior of the complete signal is a function of the power of the other channels in the signal with the intention that the power of the group of OCNS channels is used to make the total signal add up to 1.

E.5.3
Downlink Physical Channels for measurement including test tolerances

Table E.5.6 to E.5.8B are applicable for tests in subclause 9.2. Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3, PB3, VA30, VA120) vary. Table E.5.6 is also applicable for tests in subclause 9.5.1 and 9.5.1A.

Table E.5.6: Level set 1 for HSDPA measurements including test tolerances

	Parameter

During Measurement
	Unit
	Value

	P-CPICH_Ec/Ior
	dB
	-9.9

	P-CCPCH and SCH_Ec/Ior
	dB
	-11.9

	PICH _Ec/Ior
	dB
	-14.9

	HS-PDSCH
	dB
	-5,9

	HS-SCCH_1
	dB
	-7.4

	DPCH_Ec/Ior
	dB
	-5

	OCNS_Ec/Ior
	dB
	-13.3

	Measurement conditions
	PA3 & Case 8:HS-PDSCH = -6dB, Ior/Ioc = 0 dB

Case 8: HS-PDSCH = -9 dB, Ior/Ioc = 0 dB


Table E.5.7: Level set 2 for HSDPA measurements including test tolerances

	Parameter

During Measurement
	Unit
	Value

	P-CPICH_Ec/Ior
	dB
	-9.9

	P-CCPCH and SCH_Ec/Ior
	dB
	-11.9

	PICH _Ec/Ior
	dB
	-14.9

	HS-PDSCH
	dB
	-5.9

	HS-SCCH_1
	dB
	-8.4

	DPCH_Ec/Ior
	dB
	-5

	OCNS_Ec/Ior
	dB
	-10.75

	Measurement conditions
	HS-PDSCH = -6dB,   

Ior/Ioc = 10dB and 0dB


Table E.5.8: Level set 3 for HSDPA measurements including test tolerances

	Parameter

During Measurement
	Unit
	Value

	P-CPICH_Ec/Ior
	dB
	-9.9

	P-CCPCH and SCH_Ec/Ior
	dB
	-11.9

	PICH _Ec/Ior
	dB
	-14.9

	HS-PDSCH
	dB
	-2,9

	HS-SCCH_1
	dB
	-8.4

	DPCH_Ec/Ior
	dB
	-8.4

	OCNS_Ec/Ior
	dB
	off

	Measurement conditions
	HS-PDSCH = -3dB,  

 Ior/Ioc = 10dB and 0 dB


Table E.5.8A: Level set 4 for HSDPA measurements including test tolerances

	Parameter

During Measurement
	Unit
	Value

	P-CPICH_Ec/Ior
	dB
	-9.9

	P-CCPCH and SCH_Ec/Ior
	dB
	-11.9

	PICH _Ec/Ior
	dB
	-14.9

	HS-PDSCH
	dB
	-8,9

	HS-SCCH_1
	dB
	-8.4

	DPCH_Ec/Ior
	dB
	-5

	OCNS_Ec/Ior
	dB
	-6.75

	Measurement conditions
	HS-PDSCH = -9dB,  

 Ior/Ioc = 10dB


Table E.5.8B: Level set 5 for HSDPA measurements including test tolerances

	Parameter

During Measurement
	Unit
	Value

	P-CPICH_Ec/Ior
	dB
	-9.9

	P-CCPCH and SCH_Ec/Ior
	dB
	-11.9

	PICH _Ec/Ior
	dB
	-14.9

	HS-PDSCH
	dB
	-11,9

	HS-SCCH_1
	dB
	-8.4

	DPCH_Ec/Ior
	dB
	-5

	OCNS_Ec/Ior
	dB
	-5.6

	Measurement conditions
	HS-PDSCH = -12dB,  

 Ior/Ioc = 10dB


Table E.5.9: Application of level sets for measurement

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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 (dB)
	T-put [image: image41.wmf]R

 (kbps) 
 [image: image42.wmf]ˆ

/

oroc

II

= 0 dB
	T-put [image: image43.wmf]R

 (kbps) 
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/

oroc

II

= 10 dB

	1
	PA3
	-12
	Not tested
	Level set 5

	
	
	-9
	Not tested
	Level set 4

	
	
	-6
	Level set 1
	Level set 2

	
	
	-3
	Level set 3
	Level set 3

	2
	PB3
	-9
	Not tested
	Level set 4

	
	
	-6
	Level set 2
	Level set 2

	
	
	-3
	Level set 3
	Level set 3

	3
	VA30
	-9
	Not tested
	Level set 4

	
	
	-6
	Level set 2
	Level set 2

	
	
	-3
	Level set 3
	Level set 3

	4
	VA120
	-9
	Not tested
	Level set 4

	
	
	-6
	Level set 2
	Level set 2

	
	
	-3
	Level set 3
	Level set 3


E.5.4
Downlink Physical Channels for Transmitter Characteristics with HS-DPCCH

Table E.5.10 is applicable for measurements on the Transmitter Characteristics with HSDPA in clauses 5.2A, 5.2AA, 5.2C, 5.7A, 5.9A, 5.10A, 5.13.1A, 5.13.1AA and 5.13.2A.

Table E.5.10: Test specific downlink physical channels

	Parameter
	Unit
	Test 

	DPCH
	DPCH_Ec/Ior (dB)
	-9

	HS-SCCH_1
	HS-SCCH_Ec/Ior (dB)
	-8

	HS-PDSCH
	HS-PDSCH_Ec/Ior (dB)
	-3

	Note:
The power levels are selected high enough to keep the DTX reporting ratio very small and to ensure that the radio link is maintained during the test.


E.5A
E-DCH with HSDPA DL Physical channels

E.5A.0
Downlink Physical Channels for connection set-up

Table E.5A.0: Levels for connection setup

	Parameter

During Connection setup
	Unit
	Value

	P-CPICH_Ec/Ior
	dB
	-10

	P-CCPCH and SCH_Ec/Ior
	dB
	-12

	PICH _Ec/Ior
	dB
	-15

	HS-PDSCH
	dB
	off

	HS-SCCH_1
	dB
	off

	DPCH_Ec/Ior
	dB
	-5

	E-HICH
	dB
	off

	E-AGCH
	dB
	off

	E-RGCH
	dB
	off

	OCNS_Ec/Ior
	dB
	-3.1


E.5A.1
Downlink Physical Channels for measurement

Table E.5A.1 is applicable for tests in subclause 5.2B, 5.2D, 5.9B, 5.10B, and 5.13.2B. Table E.5A.2 is applicable for tests in subclause 10.2.1, 10.3.1, 10.4.1. and 10.4.1A. Table E.5A.3 is applicable for tests in subclause 10.2.2, 10.3.2 and 10.3.2A.
Table E.5A.1: Downlink Physical Channel parameters for E-DCH the Transmitter Characteristics tests
	Parameter

During Measurement
	Unit
	Value
	Remark

	P-CPICH_Ec/Ior
	dB
	-10
	

	P-CCPCH and SCH_Ec/Ior
	dB
	-12
	

	PICH _Ec/Ior
	dB
	-15
	

	HS-PDSCH
	dB
	-3
	During TTIs, in which the HS-PDSCH is not allocated to the UE via HS-SCCH signalling, the HS-PDSCH shall be transmitted continuously  with constant  power

	HS-SCCH_1
	dB
	-8
	During TTIs, in which the HS-SCCH is not allocated to the UE the HS-SCCH shall be transmitted continuously  with constant  power.

	DPCH_Ec/Ior
	dB
	-10
	

	E-AGCH
	dB
	-20
	

	E-HICH
	dB
	-20
	

	E-RGCH
	dB
	DTX’d
	

	OCNS_Ec/Ior
	dB
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
	OCNS interference consists of 6 dedicated data channels as specified in table E.5A.4

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.
NOTE 2:
For 5.2B, 5.9B, 5.10B, the power levels are selected high enough to keep the DTX reporting ratio very small and to ensure that the radio link is maintained during the test.


Table E.5A.2: Downlink Physical Channel parameters for E-DCH singlelink performance tests
	Parameter

During Measurement
	Unit
	Value
	Remark

	P-CPICH_Ec/Ior
	dB
	-10
	

	P-CCPCH and SCH_Ec/Ior
	dB
	-12
	

	PICH _Ec/Ior
	dB
	-15
	

	HS-PDSCH
	dB
	-3
	During TTIs, in which the HS-PDSCH is not allocated to the UE via HS-SCCH signalling, the HS-PDSCH shall be transmitted continuously  with constant  power

	HS-SCCH_1
	dB
	-7.5
	During TTIs, in which the HS-SCCH is not allocated to the UE the HS-SCCH shall be transmitted continuously  with constant  power.

	DPCH_Ec/Ior
	dB
	-10
	

	E-AGCH
	dB
	Test specific
	Test-specific value or –20dB is used 

	E-HICH
	dB
	Test specific
	Test-specific value or DTX’d is used

	E-RGCH
	dB
	Test specific
	Test-specific value or DTX’d is used

	OCNS_Ec/Ior
	dB
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
	OCNS interference consists of 6 dedicated data channels as specified in table E.5A.4

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.


Table E.5A.3: Downlink Physical Channel parameters for E-DCH in Inter-cell SHO tests
	Parameter

During Measurement (Note 1)
	Unit
	Value
	Remark

	P-CPICH_Ec/Ior 1 and 2
	dB
	-10
	

	P-CCPCH and SCH_Ec/Ior1 and 2
	dB
	-12
	

	PICH _Ec/Ior1 and 2
	dB
	-15
	

	HS-PDSCH1 
	dB
	Test specific
	During TTIs, in which the HS-PDSCH is not allocated to the UE via HS-SCCH signalling, the HS-PDSCH shall be transmitted continuously  with constant  power

	HS-SCCH_11 
	dB
	-7.5
	 During TTIs, in which the HS-SCCH is not allocated to the UE the HS-SCCH shall be transmitted continuously  with constant  power.

	DPCH_Ec/Ior1 and 2
	dB
	-10
	

	E-AGCH1 
	dB
	Test specific
	Test-specific value or –20dB is used

	E-HICH 1  
	dB
	Test specific
	Test-specific value or DTX’d is used

	E-RGCH1   
	dB
	Test specific
	Test-specific value or DTX’d is used

	OCNS_Ec/Ior 1 and 2
	dB
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one).
	OCNS interference consists of 6 dedicated data channels as specified in table E.5A.4

	NOTE1:
Index 1: cell belonging to RLS containing the Serving E-DCH cell, Index 2: cell belonging to RLS  not containing the Serving E-DCH cell


E.5A.2
E-DCH OCNS Definition

The selected channelization codes and relative power levels for OCNS transmission for E-DCH tests assessment are defined in Table E.5A.4. The selected codes are designed to have a single length-16 parent code.

Table E.5A.4: OCNS definition for HSDPA receiver testing

	Channelization Code at SF=128
	Relative Level setting (dB)
	DPCH Data

	122
	0
	The DPCH data for each channelization code shall be uncorrelated with each other and with any wanted signal over the period of any measurement. For OCNS with transmit diversity the DPCH data sent to each antenna shall be either STTD encoded or generated from uncorrelated sources.

	123
	-2
	

	124
	-2
	

	125
	-4
	

	126
	-1
	

	127
	-3
	


NOTE 1:
The relative level setting specified in dB refers only to the relationship between the OCNS channels. The level of the OCNS channels relative to the Ior of the complete signal is a function of the power of the other channels in the signal with the intention that the power of the group of OCNS channels is used to make the total signal add up to 1.

E.5B
MBMS DL Physical channels

E.5B.1
Downlink Physical Channels for connection set-up

Table E.5B.1 is applicable for measurements on the Performance requirements in Clause 11.

Table E.5B.1: Downlink Physical Channels on each radiolink
	Physical Channel
	Power ratio
	NOTE

	P-CPICH
	P-CPICH_Ec/Ior = -10 dB
	Only P-CPICH is used as phase reference for S-CCPCH carrying MCCH or MTCH. 

	P-CCPCH
	P-CCPCH_Ec/Ior = -12 dB
	

	SCH
	 SCH_Ec/Ior = -12 dB
	This power shall be divided equally between Primary and Secondary Synchronous channels

	PICH
	PICH_Ec/Ior = -15 dB
	This power shall be high enough such that UE can transition to CELL_PCH state reliably

	S-CCPCH_1
	S-CCPCH_Ec/Ior = -7 dB
	Specifies the power of the S-CCPCH carrying the FACH/PCH/MCCH

	S-CCPCH_2
	S-CCPCH_Ec/Ior = test dependent
	Specifies the power of the S-CCPCH carrying the MTCH

	MICH
	MICH_Ec/Ior = -15 dB
	

	OCNS
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
	OCNS interference consists of 16 dedicated data channels as specified in table E.3.6


E.5C
F-DPCH with HSDPA DL Physical channels

E.5C.0
Downlink Physical Channels for connection set-up

Table E.5C.0: Levels for connection setup

	Parameter

During Connection setup
	Unit
	Value

	P-CPICH_Ec/Ior
	dB
	-10

	P-CCPCH and SCH_Ec/Ior
	dB
	-12

	PICH _Ec/Ior
	dB
	-15

	HS-PDSCH
	dB
	off

	HS-SCCH_1
	dB
	off

	DPCH_Ec/Ior
	dB
	-5

	F-DPCH_Ec/Ior
	dB
	off

	OCNS_Ec/Ior
	dB
	-3.1


E.5C.1
Downlink Physical Channels for measurement

Table E.5A.1 is applicable for tests in subclause 7.8.5.
Table E.5C.1: Downlink Physical Channel parameters for F-DPCH performance tests
	Parameter

During Measurement
	Unit
	Value
	Remark

	P-CPICH_Ec/Ior
	dB
	-10
	

	P-CCPCH and SCH_Ec/Ior
	dB
	-12
	

	PICH _Ec/Ior
	dB
	-15
	

	HS-PDSCH
	dB
	-3
	During TTIs, in which the HS-PDSCH is not allocated to the UE via HS-SCCH signalling, the HS-PDSCH shall be transmitted continuously  with constant  power

	HS-SCCH_1
	dB
	-7.5
	During TTIs, in which the HS-SCCH is not allocated to the UE the HS-SCCH shall be transmitted continuously  with constant  power.

	DPCH_Ec/Ior
	dB
	off
	

	F-DPCH_Ec/Ior
	dB
	Test specific
	

	OCNS_Ec/Ior
	dB
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
	OCNS interference consists of 6 dedicated data channels as specified in table E.5.5

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS F-DPCH channels may be used.
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