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<Start of modified section>
8.1.2.7
RRC Connection Establishment in RRC Idle state: Success after T300 timeout 
TC Scope:

RRC connection establishment procedure in RRC Idle state, RRC connection request retry procedure. To confirm that the UE retries to establish the RRC connection until V300 is greater than N300 when after the expiry of T300 timer the SS transmits no response for an RRC CONNECTION REQUEST message.
8.1.2.7.1
Minimum conformance requirements
References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.331 clauses 5.3.3.5 and 5.3.3.6. The following represent an extraction of the requirements relevant to the test purpose.
[TS 36.331, clause 5.3.3.5]
The UE shall:

…

1> if timer T300 expires:
2> perform the RRC connection request retry procedure as specified in 5.3.3.6;

[TS 36.331, clause 5.3.3.6]
The UE shall:

1>
if V300 is equal to or smaller than N300:

2>
transmit a new RRC CONNECTION REQUEST message in accordance with 5.3.3.3;

2>
increment counter V300;

2>
restart timer T300 when the MAC layer indicates success to transmit the message.

1>
else:

2> stop timer T300, if it is running;

2> resume acting on PAGING messages;

2> inform upper layers about the failure to establish the RRC connection.

8.1.2.7.2
Test description
TC is applicable to:
-
All Rel-8 supporting E-UTRA. 
8.1.2.7.2.1
Test Purpose (TP)
with { UE in E-UTRA RRC_IDLE state having sent an RRC CONNECTION REQUEST message }
ensure that {
  when { T300 timer expires}
   then { UE performs the RRC connection request retry procedure }
  when { V300 is equal to or smaller than N300 and the access barring check is successful }
   then { UE transmits a new RRC CONNECTION REQUEST message, increments V300 counter and restarts T300 timer}
  when { UE receives an RRC CONNECTION SETUP message including an IE "Initial UE identity" equal to the one included in the RRC CONNECTION REQUEST }
   then { UE stops T300}
   then { UE establishes SRB 1 }
   then { UE enters in E-UTRA RRC_CONNECTED state }
   then { UE submits an RRC CONNECTION SETUP COMPLETE message }
}
8.1.2.7.2.2
Pre-test conditions
System Simulator:
-
1 cell.

UE:
-
UE in E-UTRA RRC_IDLE state.
8.1.2.7.3
Test procedure sequence
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	P
	F

	1
	SS initializes an internal counter K to 0 and then prompts the operator to make an outgoing call.
	
	
	
	
	

	2
	UE transmits an RRC CONNECTION REQUEST message and starts T300 timer. 
	-->
	RRC CONNECTION REQUEST
	
	Y
	N

	3
	SS does not respond to any RRC CONNECTION REQUEST message but increments the counter K by 1 and waits for T300 timer to expire.
	
	
	
	
	

	4
	UE shall perform the RRC connection request retry procedure. If K is equal to N300, goes to step 5 else proceeds to step 2.
	
	
	
	
	

	5
	UE transmits an RRC CONNECTION REQUEST message. 
	-->
	RRC CONNECTION REQUEST
	
	Y
	N

	6
	SS transmits a RRC CONNECTION SETUP message with the IE "Initial UE identity" identical to the one included in the RRC CONNECTION REQUEST message and increments the counter K by one. 
	<--
	RRC CONNECTION SETUP
	
	
	

	7
	The UE stops T300 Timer, establishes SRB1 and enters RRC CONNECTED State.
	UE
	
	
	
	

	8
	Check: the UE  transmits a RRC CONNECTION SETUP COMPLETE to confirm the successful completion of the connection establishment.
	-->
	RRC CONNECTION SETUP COMPLETE
	
	Y
	N

	9
	Check: If the test result of CALL generic procedure  indicates that UE is in E-UTRA RRC_CONNECTED state, the test passes, otherwise it fails
	<--->
	CALL generic procedure (FFS) 
	
	Y
	N


8.1.2.7.4
Specific message contents
RRC CONNECTION REQUEST (step 2 and step 5)

Table 8.1.2.7.1
	Derivation Path: TS 36.331 [17], 6.2.14
	

	Information Element / Field
	Value/remark

	Initial UE identity
	TBD

	Establishment cause
	FFS


RRC CONNECTION SETUP (step 6)

Table 8.1.2.7.2
	Derivation Path: TS 36.331 [17], 6.2.16
	

	Information Element / Field
	Value/remark

	Initial UE identity
	Same as the one sent in the previous 

RRC CONNECTION REQUEST  

	Radio resource configuration
	Only SRB 1 establishment information is applicable


RRC CONNECTION SETUP COMPLETE (step 8)

Table 8.1.2.7.3
	Derivation Path: TS 36.331 [17], 6.2.17
	

	Information Element / Field
	Value/remark

	Selected PLMN identity
	 FFS

	NAS dedicated information
	TBD
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