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8.5.1.1
MBMS PTP Session Start at MCCH Acquisition in Idle mode / MBMS Selected Service
8.5.1.1.1
Definition
This test is applicable for all UEs that support MBMS broadcast services.

8.5.1.1.2
Conformance requirement
The UE applies the MCCH acquisition procedure to determine the MBMS services available in the cell and to initiate reception of the services that the UE has joined. The procedure applies to all UEs supporting MBMS, irrespective of their state (idle, URA_PCH, CELL_PCH, CELL_FACH and CELL_DCH).

…

If the variable MBMS_ACTIVATED_services is not empty, the UE shall apply the MCCH acquisition procedure upon selecting (eg. upon power on) or re- selecting a cell supporting MBMS, upon change of MBMS controlling cell (eg. due to an active set update or hard handover), upon entering UTRA from another RAT, upon release of a MBMS PTP RB for the purpose of changing transfer mode, upon return from loss of coverage and upon receiving an indication from upper layers that the set of activated services has changed.

…

The UE shall detect the available MBMS services by acquiring the MBMS MODIFIED SERVICES INFORMATION and the MBMS UNMODIFIED SERVICES INFORMATION messages without delaying reading of MCCH until the next modification period and without stopping at the end of the modification period, in accordance with subclause 8.7.1.3.

The UE shall immediately acquire the MBMS ACCESS INFORMATION and the MBMS GENERAL INFORMATION messages ie. it shall not delay reception of these messages until it has completed the acquisition of the MBMS MODIFIED SERVICES INFORMATION and the MBMS UNMODIFIED SERVICES INFORMATION messages. Likewise, the UE should immediately acquire the MBMS CURRENT CELL P-T-M RB INFORMATION and MBMS NEIGHBOURING CELL P-T-M RB INFORMATION messages. 

The UE shall continue acquiring the above messages until it has received a consistent set of MCCH information eg. both the MBMS MODIFIED SERVICES INFORMATION and the MBMS UNMODIFIED SERVICES INFORMATION message should be acquired in the same modification period.

…

When requested to acquire MBMS control information other than the MBMS Access Information message , the UE shall:

1>
if requested to start reading MCCH at the next modification period:

2>
start reading MCCH at the beginning of the next modification period.

1>
otherwise

2>
start reading MCCH at the beginning of the next repetition period.

1>
if requested to stop reading MCCH at the end of the modification period:

2>
continue reading MCCH until the required MBMS control information is received or until the UE detects a TTI in which no MCCH information is transmitted, whichever is first;

2>
continue reading MCCH in this manner at every subsequent repetition period, until the information is received correctly or until the end of the modification period.

1>
otherwise:

2>
continue reading MCCH until the required MBMS control information is received or until the UE detects a TTI in which no MCCH information is transmitted, whichever is first;

2>
continue reading MCCH in this manner at every subsequent repetition period, until the information is received correctly.

NOTE 1:
The UE may combine information received at different repetition periods within a modification period.

When requested to acquire the MBMS Access Information message, the UE shall:

1>
if requested to start reading MCCH at the next modification period:

2>
start reading MCCH at the beginning of the next modification period.

1>
otherwise:

2>
start reading MCCH at the beginning of the next access info period.

1>
continue reading MCCH in this manner at every subsequent access info period, until the message is received correctly or until the end of the modification period.

If the UE is CELL_DCH and has a compressed mode pattern that overlaps with the period in which it needs to read MCCH, the UE may temporarily refrain from receiving MCCH unless it is capable of simultaneous operation. If the UE is CELL_FACH and has a measurement occasion that overlaps with the period in which it needs to read MCCH, the UE may temporarily refrain from receiving MCCH unless it is capable of simultaneous operation. A UE in CELL_FACH may omit performing measurements during a measurement occasion in order to receive MCCH provided that this does not prevent it from fulfilling the measurement performance requirements as specified in [19]. In Idle mode as well as in CELL_PCH and URA_PCH states the UE may temporarily refrain from receiving MCCH if needed to fulfil the measurements performance requirements as specified in [19].

NOTE 2:
The UTRAN should endeavour to ensure that for each UE in CELL_FACH the assigned measurement occasions do not overlap constantly with the periodic MCCH transmissions.

If the UE selects to another cell, the UE shall re-establish the RLC entity used for MCCH reception.

…

The UE may:

1>
if in idle mode, URA_PCH, CELL_PCH or CELL_FACH state; and

1>
if not receiving an MBMS service provided via a p-t-m radio bearer:

2>
monitor the MBMS notification Indicator Channel (MICH).

2>
if a notification on the MICH for one or more of the MBMS services included in the variable MBMS_ACTIVATED_SERVICES is detected:

3>
acquire the MBMS MODIFIED SERVICES INFORMATION message with delaying the reading of MCCH until the next modification period and with stopping at the end of the modification period, in accordance with subclause 8.7.1.3;

3>
handle the MBMS MODIFIED SERVICES INFORMATION message as specified in subclause 8.7.3.4.

The UE shall:

1>
if in idle mode, URA_PCH, CELL_PCH or CELL_FACH state:

2>
if receiving an MBMS service that is provided via a p-t-m radio bearer; or
2>
if not receiving an MBMS service that is provided via a p-t-m radio bearer and not monitoring MICH:

3>
acquire the MBMS MODIFIED SERVICES INFORMATION message from MCCH at the start of every modification period, in accordance with subclause 8.7.1.3;

3>
handle the MBMS MODIFIED SERVICES INFORMATION message as specified in subclause 8.7.3.4.

…

If the IE "MBMS required UE action" is included and concerns an MBMS activated service the UE shall:

…

1>
if the IE "MBMS required UE action" is set to 'Request PTP RB':

2>
if the UE is in idle mode:

3>
indicate to upper layers that establishment of a PS signalling connection is required to receive the concerned MBMS service [5],  unless the UE has already requested p-t-p RB establishment in the current modification period, and use the establishment cause set to 'MBMS ptp RB request' in the RRC connection establishment procedure.

…

The UE shall, in the transmitted RRC CONNECTION REQUEST message:

…

1>
if the UE performs connection establishment for MBMS ptp radio bearer request as specified in subclause 8.6.9.6; and

1>
if one or more of the MBMS services for which the UE initiates the ptp radio bearer request concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates the ptp radio bearer request:

3>
order the MBMS Selected Services such that those selected with a higher priority are listed in the IE "MBMS Selected Services Short" before those selected with a lower priority;

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

…

In the UE, the initial direct transfer procedure shall be initiated, when the upper layers request establishment of a signalling connection. This request also includes a request for the transfer of a NAS message.

Upon initiation of the initial direct transfer procedure the UE shall:

1>
set the variable ESTABLISHMENT_CAUSE to the cause for establishment indicated by upper layers.

Upon initiation of the initial direct transfer procedure when the UE is in idle mode, the UE shall:

1>
perform an RRC connection establishment procedure, according to subclause 8.1.3;

NOTE:
If an RRC connection establishment is ongoing, this procedure continues unchanged, i.e. it is not interrupted.

1>
if the RRC connection establishment procedure was not successful:

2>
if the establishment cause for the failed RRC connection establishment was set to "MBMS reception" and a different cause value is stored in the variable "ESTABLISHMENT_CAUSE":

3>
UE-AS (RRC) initiates a new RRC connection establishment procedure, using the establishment cause as contained in the variable ESTABLISHMENT_CAUSE.

2>
otherwise:

3>
indicate failure to establish the signalling connection to upper layers and end the procedure.

1>
when the RRC connection establishment procedure is completed successfully:

2>
continue with the initial direct transfer procedure as below.

Upon initiation of the initial direct transfer procedure when the UE is in CELL_PCH or URA_PCH state, the UE shall:

1>
perform a cell update procedure, according to subclause 8.3.1, using the cause "uplink data transmission";

1>
when the cell update procedure completed successfully:

2>
continue with the initial direct transfer procedure as below.

The UE shall, in the INITIAL DIRECT TRANSFER message:

1>
set the IE "NAS message" as received from upper layers; and

1>
set the IE "CN domain identity" as indicated by the upper layers; and

1>
set the IE "Intra Domain NAS Node Selector" as follows:

2>
derive the IE "Intra Domain NAS Node Selector" from TMSI/PMTSI, IMSI, or IMEI; and

2>
provide the coding of the IE "Intra Domain NAS Node Selector" according to the following priorities:

1.
derive the routing parameter for IDNNS from TMSI (CS domain) or PTMSI (PS domain) whenever a valid TMSI/PTMSI is available;

2.
base the routing parameter for IDNNS on IMSI when no valid TMSI/PTMSI is available;

3.
base the routing parameter for IDNNS on IMEI only if no (U)SIM is inserted in the UE.

1>
if the UE, on the existing RRC connection, has received a dedicated RRC message containing the IE "Primary PLMN Identity" in the IE "CN Information Info":

2>
set the IE "PLMN identity" in the INITIAL DIRECT TRANSFER message to the latest PLMN information received via dedicated RRC signalling. If NAS has indicated the PLMN towards which a signalling connection is requested, and this PLMN is not in agreement with the latest PLMN information received via dedicated RRC signalling, then the initial direct transfer procedure shall be aborted, and NAS shall be informed.

1>
if the UE, on the existing RRC connection, has not received a dedicated RRC message containing the IE "CN Information Info" , and if the IE "Multiple PLMN List" was broadcast in the cell where the current RRC connection was established:

2>
set the IE "PLMN identity" in the INITIAL DIRECT TRANSFER message to the PLMN chosen by higher layers [5, 25] amongst the PLMNs in the IE "Multiple PLMN List" broadcast in the cell where the RRC connection was established.
1>
if the IE "Activated service list" within variable MBMS_ACTIVATED_SERVICES includes one or more MBMS services with the IE "Service type" set to "Multicast" and;

1>
if the IE "CN domain identity" as indicated by the upper layers is set to "CS domain" and;

1>
if the variable ESTABLISHED_SIGNALLING_CONNECTIONS does not include the CN domain identity 'PS domain':

2>
include the IE "MBMS joined information";

2>
include the IE "P-TMSI" within the IE "MBMS joined information" if a valid PTMSI is available.
1>
if the variable ESTABLISHMENT_CAUSE_ is initialised:

2>
set the IE "Establishment cause" to the value of the variable ESTABLISHMENT_CAUSE;

2>
clear the variable ESTABLISHMENT_CAUSE.

1>
calculate the START according to subclause 8.5.9 for the CN domain as set in the IE "CN Domain Identity"; and

1>
include the calculated START value for that CN domain in the IE "START".

The UE shall:

1>
transmit the INITIAL DIRECT TRANSFER message on the uplink DCCH using AM RLC on signalling radio bearer RB3;

1>
when the INITIAL DIRECT TRANSFER message has been submitted to lower layers for transmission:

2>
confirm the establishment of a signalling connection to upper layers; and

2>
add the signalling connection with the identity indicated by the IE "CN domain identity" in the variable ESTABLISHED_SIGNALLING_CONNECTIONS.

1>
when the successful delivery of the INITIAL DIRECT TRANSFER message has been confirmed by RLC:

2>
the procedure ends.

When not stated otherwise elsewhere, the UE may also initiate the initial direct transfer procedure when another procedure is ongoing, and in that case the state of the latter procedure shall not be affected.

A new signalling connection request may be received from upper layers during transition to idle mode. In those cases, from the time of the indication of release to upper layers until the UE has entered idle mode, any such upper layer request to establish a new signalling connection shall be queued. This request shall be processed after the UE has entered idle mode.

…

The UE shall:

1>
if the IE "Secondary CCPCH system information MBMS" is included:

2>
apply the Secondary CCPCH and FACH indicated by the IE "FACH carrying MCCH" for receiving MCCH.

1>
otherwise, if the IE "Secondary CCPCH system information" includes the IE "MCCH configuration information":

2>
apply the Secondary CCPCH and FACH indicated by the IE “MCCH configuration information” for receiving MCCH.

…

The UE shall select the Secondary CCPCH for acquiring MCCH information according to the following rules:

1>
if System Information Block type 5 or System Information Block type 5bis is defined and includes an S-CCPCH within the IE "Secondary CCPCH system information" including a FACH for which the IE "MCCH configuration information" is included:

2>
select that S-CCPCH and FACH for receiving MCCH.

1>
otherwise if System Information Block type 5 or System Information Block type 5bis is defined and includes an SCCPCH within the IE "Secondary CCPCH system information MBMS" for which the IE "FACH carrying MCCH" is included:

2>
select that S-CCPCH and FACH for receiving MCCH.

Reference

3GPP TS 25.331 clauses 8.7.2, 8.7.1.3, 8.7.3.3.1, 8.6.9.6, 8.1.3.3, 8.1.8.2, 8.1.1.6.5, 8.5.19a
8.5.1.1.3
Test purpose
To verify that the UE receives the MBMS info in idle mode state and to verify that the UE starts the reception of MBMS services at MCCH acquisition. 

8.5.1.1.4
Method of test

Initial condition
System Simulator:
2 MBMS cells, Cell 21 and Cell 22.

User Equipment:

The UE is in Idle Mode as specified in clause 7.6 of TS 34.108.

The UE is interested in the selected service to be provided by the SS (included in MBMS_ACTIVATED_SERVICES variable).
Related ICS/IXIT statements
-
MBMS Broadcast service application available on UE
Yes/No.

Test procedure
Table 8.5.1.1
	Parameter
	Unit
	Cell 21
	Cell 22

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 1

	CPICH Ec (FDD)
	dBm/3.84MHz
	-60
	OFF
	-70
	-60

	P-CCPCH RSCP (TDD)
	dBM
	-60
	OFF
	-70
	-60


Table 8.5.1.1 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  
1)
The UE is camping on cell 21, the SS configures its downlink transmission power settings according to columns "T1" in table 8.5.1.1, the UE re-selects to cell 22 supporting MBMS (MBMS_ACTIVATED_services is not empty). The SS transmits SYSTEM INFORMATION BLOCK TYPE 5 or 5bis messages including the MCCH configuration specified within the IE "Secondary CCPCH system information" (there is only one S-CCPCH  in this cell) mapped on to an S-CCPCH also used for non-MBMS purposes. The UE shall perform the MCCH acquisition procedure:
2)
The UE shall detect the available MBMS services by acquiring the MBMS MODIFIED SERVICES INFORMATION, the MBMS UNMODIFIED SERVICES INFORMATION (including both IEs “MBMS required UE action” set to “Request PTP RB”) and  the MBMS GENERAL INFORMATION.

3)
The UE shall request a p-t-p RB establishment.

4)
The SS transmits a RADIO BEARER SETUP message to the UE. This message requests the establishment of a radio access bearer. The UE shall establish this radio bearer. Then the UE transmits a RADIO BEARER SETUP COMPLETE message using AM RLC. 
5)
The UE shall receive the MBMS service provided via a p-t-p radio bearer.

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	
	
	
	The UE re-selects to cell 22 supporting MBMS (MBMS service already activated).

	1
	(
	SYSTEM INFORMATION BLOCK TYPE 5 / SYSTEM INFORMATION BLOCK TYPE 5bis 
	

	2
	(
	MBMS MODIFIED SERVICES INFORMATION
	

	3
	
	
	The UE shall continue acquiring the above messages until it has received a consistent set of MCCH information in the same modification period.

	4
	(
	MBMS UNMODIFIED SERVICES INFORMATION
	"MBMS required UE action" set to Request PTP RB.

	5
	(
	MBMS GENERAL INFORMATION
	

	6
	(
	RRC CONNECTION REQUEST
	The UE transmits the message with Establishment cause set to “MBMS ptp RB request” and with the “MBMS Selected Services Short” IE referring to the concerned MBMS Selected service and the corresponding Modification period identity.

	7
	(
	RRC CONNECTION SETUP 
	RRC state indicator set to Cell_FACH

	8
	(
	RRC CONNECTION SETUP COMPLETE
	

	8a
	(
	MBMS MODIFICATION REQUEST 
	The UE completing the RRC Connection Setup procedure shall initiate the MBMS MODIFICATION REQUEST procedure. This message may be received at any point after step 8 and before step 14.

	9
	UE
	
	UE transmits SERVICE REQUEST, with IE "Service type" set to "MBMS Broadcast service Reception”.

	10
	(
	SECURITY MODE COMMAND
	

	11
	(
	SECURITY MODE COMPLETE
	

	12
	(
	RADIO BEARER SETUP
	

	13
	(
	RADIO BEARER SETUP COMPLETE
	

	14
	UE
	
	The UE is receiving the MBMS service provided by the p-t-p RB. [FFS]


Specific message contents

All messages have the same content as defined in 34.108 clause 9.1.1 with the following exceptions:

MBMS MODIFIED SERVICES INFORMATION (Step 2)
	Information Element
	Value/remark

	Modified services list
	Only 1 entry

	- MBMS Transmission identity
	MBMS Transmission identity (different from the MBMS activated service)

	- MBMS required UE action
	request PTP RB 

	
	

	MBMS number of neighbour cells
	1


MBMS UNMODIFIED SERVICES INFORMATION (Step 4)

	Information Element
	Value/remark

	Unmodified services list
	Only 1 entry

	- MBMS Transmission identity
	MBMS Transmission identity indicating MBMS activated service

	 MBMS required UE action
	Request PTP RB


RRC CONNECTION REQUEST (Step 6)

	Information Element
	Value/remark

	Message type
	

	Initial UE identity
	Same as the registered TMSI or P-TMSI

	Establishment Cause
	MBMS ptp RB request

	Domain indicator
	PS domain 

	MBMS Selected Services
	

	- MBMS Selected Services
	Only 1 entry

	     - MBMS Selected Service ID
	MBMS short transmission identity referring to the service the UE has selected

	- Modification period identity
	Indicates the modification period the MBMS short transmission identities refer to


RRC CONNECTION SETUP (Step 7)

	Information Element
	Value/remark

	Message type
	

	Initial UE identity
	Set to same value as received in Step 6

	RRC State Indicator
	Cell_FACH


MBMS MODIFICATION REQUEST (Step 8a)

	Information Element
	Value/remark

	MBMS preferred frequency request
	Check that the IE is not present

	MBMS RB list requested to be released
	Check that the IE is not present

	MBMS Selected Service Info
	

	  - CHOICE Status
	Some

	     - MBMS Selected Services Full
	

	        - MBMS Selected Service ID
	Only 1 entry

	           - MBMS Service ID
	MBMS service ID of the activated MBMS service

	           - CHOICE PLMN identity
	Check to see that one of the below choice element is present

	              - SameAs-MIB
	(no data)

	              - explicitPLMN_Id
	Check to see if it is set to the same value as "PLMN ID” in the Master Information block transmitted for the current serving cell.



	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


RADIO BEARER SETUP (Step 12)
Use the same message as the one specified for "MBMS PtP" in TS 34.108 clause 9, with the condition B2.
SYSTEM INFORMATION BLOCK TYPE 5 and 5bis (Step1)

As specified in TS 34.108 clause 6.1 and by using condition M2 for SYSTEM INFORMATION BLOCK TYPE 5 message.

8.5.1.1.5
Test requirements

After step 2, after the UE has received a MBMS modified services Information message, the UE continues acquiring the MBMS informations.
At step 4, after the UE has received an MBMS unmodified services Information message including the IE “MBMS required UE action” set to Request PTP RB, the UE shall indicate to upper layers that the establishment of an RRC connection is required to receive the concerned MBMS service with the establishment cause set to “MBMS ptp RB request”.


At step 13, the UE shall send a RADIO BEARER SETUP COMPLETE message.

At step 14, the UE shall receive the MBMS service provided via a p-t-p radio bearer [FFS].

8.5.1.1m
MBMS PTP Session Start at MCCH Acquisition in Idle mode / MBMS Multicast Service
8.5.1.1m.1
Definition
This test is applicable for all UEs that support MBMS multicast services.

8.5.1.1m.2
Conformance requirement 
Same conformance requirement as in clause 8.5.1.1.2 except there is no reference to 3GPP TS 25.331 clause 8.1.3.3

Reference

3GPP TS 25.331 clauses 8.7.2, 8.7.1.3, 8.7.3.3.1, 8.6.9.6, 8.1.8.2, 8.1.1.6.5, 8.5.19a.
8.5.1.1m.3
Test purpose
Same test purpose as in clause 8.5.1.1.3. 

8.5.1.1m.4
Method of test

Initial condition
System Simulator:
2 MBMS cells, Cell 21 and Cell 22.

User Equipment:

The UE is in Idle Mode as specified in clause 7.6 of TS 34.108.

The UE has joined the multicast service to be provided by the SS (included in MBMS_ACTIVATED_SERVICES variable).
Related ICS/IXIT statements
-
MBMS Multicast service application available on UE
 
Yes/No.

Test procedure
Same test procedure as in clause 8.5.1.1.4.
Expected sequence

Same expected sequence as in clause 8.5.1.1.4 except for RRC CONNECTION REQUEST message content (step 6) and MODIFICATION REQUEST procedure not required.
	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	
	
	
	The UE re-selects to cell 22 supporting MBMS (MBMS service already activated).

	1
	(
	SYSTEM INFORMATION BLOCK TYPE 5 / SYSTEM INFORMATION BLOCK TYPE 5bis 
	

	2
	(
	MBMS MODIFIED SERVICES INFORMATION
	

	3
	
	
	The UE shall continue acquiring the above messages until it has received a consistent set of MCCH information in the same modification period.

	4
	(
	MBMS GENERAL INFORMATION
	

	5
	(
	MBMS UNMODIFIED SERVICES INFORMATION
	"MBMS required UE action" set to Request PTP RB.

	6
	(
	RRC CONNECTION REQUEST
	The UE transmits the message with Establishment cause set to “MBMS ptp RB request”.

	7
	(
	RRC CONNECTION SETUP 
	RRC state indicator set to Cell_FACH

	8
	(
	RRC CONNECTION SETUP COMPLETE
	

	9
	UE
	
	UE transmits SERVICE REQUEST, with IE "Service type" set to "MBMS Multicast service Reception”.

	10
	(
	SECURITY MODE COMMAND
	

	11
	(
	SECURITY MODE COMPLETE
	

	12
	(
	RADIO BEARER SETUP
	

	13
	(
	RADIO BEARER SETUP COMPLETE
	

	14
	UE
	
	The UE is receiving the MBMS service provided by the p-t-p RB. [FFS]


Specific message contents

Same specific messages contents as in clause 8.5.1.1.4 except for RRC CONNECTION REQUEST message content (step 6).
RRC CONNECTION REQUEST (Step 6)

	Information Element
	Value/remark

	Message type
	

	Initial UE identity
	Same as the registered TMSI or P-TMSI

	Establishment Cause
	MBMS ptp RB request

	Domain indicator
	PS domain 


8.5.1.1m.5
Test requirements

Same test requirement as in clause 8.5.1.1.5.

<<TEXT SKIPPED HERE>>
8.5.1.11
MBMS PTP Session Start at MCCH Notification in Idle Mode / MBMS Selected Service
8.5.1.11.1
Definition
This test is applicable for all UEs that support MBMS broadcast services.

8.5.1.11.2
Conformance requirement
If the IE "MBMS required UE action" is included and concerns an MBMS activated service the UE shall:

…

1>
if the IE "MBMS required UE action" is set to 'Request PTP RB':

2>
if the UE is in idle mode:

3>
indicate to upper layers that establishment of a PS signalling connection is required to receive the concerned MBMS [5], unless the UE has already requested p-t-p RB establishment in the current modification period, and use the establishment cause set to 'MBMS ptp RB request' in the RRC connection establishment procedure.

…

The UE shall, in the transmitted RRC CONNECTION REQUEST message:

1>
set the IE "Establishment cause" to the value of the variable ESTABLISHMENT_CAUSE;

1>
set the IE "Initial UE identity" to the value of the variable INITIAL_UE_IDENTITY;

1>
set the IE "Protocol error indicator" to the value of the variable PROTOCOL_ERROR_INDICATOR; and

1>
include the IE "Predefined configuration status information" and set this IE to true if  the UE has all pre- configurations stored with the same value tag as broadcast in the cell in which the RRC connection establishment is initiated.

1>
if the UE is attempting to establish the signalling connection to PS-domain:

2> include the IE "Domain Indicator" and set it to "PS domain".

1> else if the UE is attempting to establish the signalling connection to CS domain:

2>
include the IE "Domain Indicator" and set it to "CS domain".

1>
if the UE only supports HS-DSCH but not E-DCH:

2>
include the IE "UE capability indication" and set it to the "HS-DSCH" value.

1>
if the UE supports HS-DSCH and E-DCH:

2>
include the IE "UE capability indication" and set it to the "HS-DSCH+E-DCH" value.

1>
if the UE performs connection establishment for MBMS ptp radio bearer request as specified in subclause 8.6.9.6; and

1>
if one or more of the MBMS services for which the UE initiates the ptp radio bearer request concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates the ptp radio bearer request:

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

1>
otherwise if the UE performs connection establishment for MBMS counting as specified in subclause 8.7.4; and

1>
if one or more of the MBMS services for which the UE initiates the counting response concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates the counting response:

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

1>
if the UE included one or more "MBMS Selected Service ID" IEs:

2>
include the IE "MBMS Modification Period identity" and set it to a value in accordance with subclause 8.5.29.

The UE shall not include the IE "UE Specific Behaviour Information 1 idle".

…

If the IE "MBMS short transmission ID" is included the UE shall:

1>
if the value of the "MBMS short transmission ID" is less than or equal to the number of services identified by the IE "Modified services list" included in the MBMS MODIFIED SERVICES INFORMATION message acquired in the same modification period as the one in which the "MBMS short transmission ID" is received:

2>
consider the "MBMS short transmission ID" to be an index to the list of services contained in the IE "Modified services list" and apply the MBMS transmission identity specified for this entry.

1>
otherwise:

2>
compile a list of available MBMS services, as included in the MBMS MODIFIED SERVICES INFORMATION and the MBMS UNMODIFIED SERVICES INFORMATION messages acquired in the same modification period as the one in which the "MBMS short transmission ID" is received:

3>
concatenate the services contained in IE "Modified services list" included in the MBMS MODIFIED SERVICES INFORMATION and the services contained in IE "Unmodified services list" included in the MBMS UNMODIFIED SERVICES INFORMATION.

2>
consider the "MBMS short transmission ID" to be the index of the entry in the list of available services and apply the MBMS transmission identity specified for this entry.

…

The UE shall calculate the identity of a Modification period as follows:

MP identity= (SFNMP div MPlen) mod 2

With
SFNMP being the SFN corresponding with the frame in which the concerned Modification Period starts

MPlen being the length of the Modification Period, that is indicated by the IE "Modification period coefficient" that is included in System Information Block type 5 and 5bis.

Reference

3GPP TS 25.331 clauses 8.6.9.6, 8.1.3.3, 8.6.9.8, 8.5.29.
8.5.1.11.3
Test purpose
To verify that the UE receives the MBMS info in idle mode state and correctly triggers the P-t-p request procedure.

<<START OF MODIFIED SECTION>>
8.5.1.11.4
Method of test

Initial condition
System Simulator:

1 MBMS cell
User Equipment:


The UE is in Idle Mode as specified in clause 7.6 of TS 34.108.


The UE is interested in the selected service to be provided by the SS (included inMBMS_ACTIVATED_SERVICES variable).

Related ICS/IXIT statements
-
MBMS Broadcast service application available on UE
Yes/No.

Test procedure
1)
 The UE camping on Cell 21, receives an MBMS MODIFIED SERVICES INFORMATION messages including IEs “MBMS required UE action” set to “Request PTP RB”.

2)
The UE shall request a p-t-p RB establishment.The UE transmits a RRC  CONNECTION REQUEST message including the IE "MBMS Selected Service ID" of the concerned MBMS selected services within the IE "MBMS Selected Services Short" and the IE "MBMS Modification Period identity".

3)
The SS transmits a RADIO BEARER SETUP message to the UE. This message requests the establishment of a radio access bearer. The UE shall establish this radio bearer. Then the UE transmits a RADIO BEARER SETUP COMPLETE message using AM RLC.
Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	(
	MBMS MODIFIED SERVICES INFORMATION
	"MBMS required UE action" set to Request PTP RB.

	2
	(
	RRC CONNECTION REQUEST
	The UE transmits the message with Establishment cause set to “MBMS ptp RB request” and with the “MBMS Selected Services Short” IE referring to the concerned MBMS Selected service and the corresponding Modification period identity.

	3
	(
	RRC CONNECTION SETUP 
	RRC state indicator set to Cell_DCH

	4
	(
	RRC CONNECTION SETUP COMPLETE
	

	5
	(
	MBMS MODIFICATION REQUEST
	The UE completing the RRC connection Setup procedure shall initiate the MBMS MODIFICATION REQUEST procedure. This message may be received at any point after step 5 and before step 11.

	6
	UE
	
	UE transmits SERVICE REQUEST, with IE "Service type" set to "MBMS Broadcast service Reception”.

	7
	(
	SECURITY MODE COMMAND
	

	8
	(
	SECURITY MODE COMPLETE
	

	9
	(
	RADIO BEARER SETUP
	

	10
	(
	RADIO BEARER SETUP COMPLETE
	

	11
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes otherwise it fails. 


Specific message contents

All messages have the same content as defined in 34.108 clause 9.1.1 with the following exceptions:

MBMS MODIFIED SERVICES INFORMATION (Step 1)

	Information Element
	Value/remark

	Modified service list
	Only 1 entry

	- MBMS Transmission identity
	MBMS Transmission identity indicating MBMS activated service

	- MBMS required UE action
	Request PTP RB 

	- Continue MCCH reading
	FALSE


RRC CONNECTION REQUEST (Step 2)

	Information Element
	Value/remark

	Message type 
	

	Initial UE identity
	Same as the registered TMSI or P-TMSI.

	Establishment Cause
	MBMS ptp RB request

	Protocol Error Indicator
	Check to see if it is set to FALSE

	Measured results on RACH
	Not checked.

	MBMS Selected Services
	

	 MBMS Selected Services
	Only 1 entry

	- MBMS Selected Service ID
	MBMS short transmission identity referring to the service the UE has selected

	- Modification period identity
	Indicates the modification period the MBMS short transmission identities refer to


RRC CONNECTION SETUP (Step 3)
	Information Element
	Value/remark

	Message type
	

	RRC State Indicator
	Cell_DCH


MBMS MODIFICATION REQUEST (steps 5)

	Information Element
	Value/remark

	MBMS preferred frequency request
	Check that the IE is not present

	MBMS RB list requested to be released
	Check that the IE is not present

	MBMS Selected Service Info
	

	  - CHOICE Status
	Some

	     - MBMS Selected Services Full
	

	        - MBMS Selected Service ID
	Only 1 entry

	           - MBMS Service ID
	MBMS service ID of the activated MBMS service

	           - CHOICE PLMN identity
	Check to see that one of the below choice element is present

	              - SameAs-MIB
	(no data)

	              - explicitPLMN_Id
	Check to see if it is set to the same value as "PLMN ID” in the Master Information block transmitted for the current serving cell.



	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


<<END OF MODIFIED SECTION>>
RADIO BEARER SETUP (Step 9)

Use the same message as the one specified for "MBMS PtP" in TS 34.108 clause 9 with the condition B1.

8.5.1.11.1.5
Test requirements

At step 2, the UE shall transmit a RRC CONNECTION REQUEST message with Establishment cause set to “MBMS ptp RB request”. The UE shall include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and the IE "MBMS Modification Period identity".

8.5.1.11m
MBMS PTP Session Start at MCCH Notification in Idle Mode / MBMS Multicast Service
8.5.1.11m.1
Definition
This test is applicable for all UEs that support MBMS multicast services. 

8.5.1.11m.2
Conformance requirement 
Same conformance requirement as in clause 8.5.1.11.2 except there is no reference to 3GPP TS 25.331 clause 8.1.3.3..
Reference

3GPP TS 25.331 clauses 8.6.9.6, 8.6.9.8, 8.5.29.
8.5.1.11m.3
Test purpose
Same test purpose as in clause 8.5.1.11.3. 

<<START OF MODIFIED SECTION>>
8.5.1.11m.4
Method of test

Initial condition
System Simulator:
1 MBMS cell
User Equipment:

The UE is in Idle Mode as specified in clause 7.6 of TS 34.108.

The UE has joined the multicast service to be provided by the SS (included in MBMS_ACTIVATED_SERVICES variable).
Related ICS/IXIT statements
-
MBMS Multicast service application available on UE
 
Yes/No.

Test procedure
Same test procedure as in clause 8.5.1.11.4 except for the point 2:

2)
The UE shall request a p-t-p RB establishment.The UE transmits a RRC  CONNECTION REQUEST message.

Expected sequence
Same expected sequence as in clause 8.5.5.11.4 except for RRC CONNECTION REQUEST message content (step 2) and MODIFICATION REQUEST procedure not required.
	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	(
	MBMS MODIFIED SERVICES INFORMATION
	"MBMS required UE action" set to Request PTP RB.

	2
	(
	RRC CONNECTION REQUEST
	The UE transmits the message with Establishment cause set to “MBMS ptp RB request” 

	3
	(
	RRC CONNECTION SETUP 
	RRC state indicator set to Cell_DCH

	4
	(
	RRC CONNECTION SETUP COMPLETE
	

	5
	UE
	
	UE transmits SERVICE REQUEST, with IE "Service type" set to "MBMS Multicast service Reception”.

	6
	(
	SECURITY MODE COMMAND
	

	7
	(
	SECURITY MODE COMPLETE
	

	8
	(
	RADIO BEARER SETUP
	

	9
	(
	RADIO BEARER SETUP COMPLETE
	

	10
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes otherwise it fails. 


<<END OF MODIFIED SECTION>>
Specific message contents

Same specific messages contents as in clause 8.5.1.11.4 except for RRC CONNECTION REQUEST message content (step 2)

RRC CONNECTION REQUEST (Step 2)

	Information Element
	Value/remark

	Message type 
	

	Initial UE identity
	Same as the registered TMSI or P-TMSI.

	Establishment Cause
	MBMS ptp RB request

	Protocol Error Indicator
	Check to see if it is set to FALSE

	Measured results on RACH
	Not checked.

	MBMS Selected Services
	Not Present


8.5.1.11m.5
Test requirements

At step 2, the UE shall transmit a RRC CONNECTION REQUEST message with Establishment cause set to “MBMS ptp RB request”.
8.5.1.12
MBMS PTP Session Start at MCCH Notification in URA_PCH / MBMS Selected Service
8.5.1.12.1
Definition
This test is applicable for all UEs that support MBMS broadcast services.

8.5.1.12.2
Conformance requirement
The MBMS notification procedure is used by the UE to respond to a notification provided by UTRAN, indicating a change applicable for one or more MBMS services the UE has joined. The procedure applies to all UEs supporting MBMS, irrespective of their state (idle and connected mode: URA_PCH, CELL_PCH, CELL_FACH and CELL_DCH). The actual notification mechanism to be used depends on the UE state.

…

The UE shall:

1>
if in idle mode, URA_PCH, CELL_PCH or CELL_FACH state:

2>
if not monitoring MICH:

3>
acquire the MBMS MODIFIED SERVICES INFORMATION message from MCCH at the start of every modification period, in accordance with subclause 8.7.1.3;

3>
handle the MBMS MODIFIED SERVICES INFORMATION message as specified in subclause 8.7.3.4.

….

If the IE "MBMS required UE action" is included and concerns an MBMS activated service the UE shall:

…

1>
if the IE "MBMS required UE action" is set to 'Request PTP RB':

…

2>
if the UE is in URA_PCH, Cell_PCH or CELL_FACH states:

3>
indicate to upper layers to initiate a service request procedure [5] to receive the concerned MBMS service;

3>
perform the cell update procedure with cause "MBMS ptp RB request", as specified in subclause 8.3.1.2, unless the UE has already requested p-t-p RB establishment in the current modification period.

…

A UE shall initiate the cell update procedure in the following cases:

....

1>
MBMS ptp RB request:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met; and

2>
if the UE is in URA_PCH, Cell_PCH or Cell_FACH state; and

2>
if the UE should perform cell update for MBMS ptp radio bearer request as specified in 8.6.9.6:

3>
perform cell update using the cause "MBMS ptp RB request".

…

The UE shall set the IEs in the CELL UPDATE message as follows:

…

1>
if the UE performs cell update for MBMS ptp radio bearer request as specified in subclause 8.6.9.6; and

1>
if one or more of the MBMS services for which the UE initiates the ptp radio bearer request concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates ptp radio bearer request:

3>
order the MBMS Selected Services such that those selected with a higher priority are listed in the IE "MBMS Selected Services Short" before those selected with a lower priority;

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

1>
otherwise, if the UE performs cell update for MBMS counting as specified in subclause 8.7.4; and

1>
if one or more of the MBMS services for which the UE initiates the counting response concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates the counting response:

3>
order the MBMS Selected Services such that those selected with a higher priority are listed in the IE "MBMS Selected Services Short" before those selected with a lower priority;

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

1>
if the UE included one or more "MBMS Selected Service ID" IEs:

2>
include the IE "MBMS Modification Period identity" and set it to a value in accordance with subclause 8.5.29.

…

If the IE "MBMS short transmission ID" is included the UE shall:

1>
if the value of the "MBMS short transmission ID" is less than or equal to the number of services identified by the IE "Modified services list" included in the MBMS MODIFIED SERVICES INFORMATION message acquired in the same modification period as the one in which the "MBMS short transmission ID" is received:

2>
consider the "MBMS short transmission ID" to be an index to the list of services contained in the IE "Modified services list" and apply the MBMS transmission identity specified for this entry.

1>
otherwise:

2>
compile a list of available MBMS services, as included in the MBMS MODIFIED SERVICES INFORMATION and the MBMS UNMODIFIED SERVICES INFORMATION messages acquired in the same modification period as the one in which the "MBMS short transmission ID" is received:

3>
concatenate the services contained in IE "Modified services list" included in the MBMS MODIFIED SERVICES INFORMATION and the services contained in IE "Unmodified services list" included in the MBMS UNMODIFIED SERVICES INFORMATION.

2>
consider the "MBMS short transmission ID" to be the index of the entry in the list of available services and apply the MBMS transmission identity specified for this entry.

…

The UE shall calculate the identity of a Modification period as follows:

MP identity= (SFNMP div MPlen) mod 2

With
SFNMP being the SFN corresponding with the frame in which the concerned Modification Period starts

MPlen being the length of the Modification Period, that is indicated by the IE "Modification period coefficient" that is included in System Information Block type 5 and 5bis.

Reference

3GPP TS 25.331 clauses 8.7.3.1, 8.7.3.3.1, 8.6.9.6, 8.3.1.2, 8.3.1.3, 8.6.9.8, 8.5.29.
8.5.1.12.3
Test purpose
To verify that the UE receives the MBMS info in URA_PCH state and correctly triggers the P-t-p request procedure.

<<START OF MODIFIED SECTION>>
8.5.1.12.4
Method of test

Initial condition
System Simulator:

1 MBMS cell.

User Equipment:


The UE is in URA_PCH state as specified in clause 7.6 of TS 34.108


The UE is interested in the selected service to be provided by the SS (included in MBMS_ACTIVATED_SERVICES variable).

Related ICS/IXIT statements
-
MBMS Broadcast service application available on UE
Yes/No.

Test procedure 

1)
The UE is in URA_PCH state, shall detect the available MBMS services by acquiring the MBMS MODIFIED SERVICES INFORMATION including the IE “MBMS required UE action” set to “Request PTP RB”.
2)
The UE shall perform a cell update procedure with cause "MBMS ptp RB request". In case of  MBMS Selected service, the UE transmits a CELL UPDATE message including the IE "MBMS Selected Service ID" of the concerned MBMS Selected service within the IE "MBMS Selected Services Short" and the IE "MBMS Modification Period identity".

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	(
	MBMS MODIFIED SERVICES INFORMATION
	"MBMS required UE action" set to Request PTP RB". 

	1a
	
	
	The UE enters the CELL_FACH state(Test procedure 2 and 3 only).

	2
	(
	CELL UPDATE
	UE performs cell update procedure. The CELL UPDATE message shall contain the value "Cell Update Cause" set to "MBMS ptp RB request" 

	3
	(
	CELL UPDATE CONFIRM
	RRC State Indicator is set to CELL_FACH

	4
	UE
	
	UE transmits SERVICE REQUEST, with IE "Service type" set to "MBMS Broadcast service Reception”.

	5
	SS
	
	SS transmits the SERVICE ACCEPT message to the UE.

	6
	(
	RADIO BEARER SETUP
	RRC State Indicator is set to CELL_DCH

	7
	(
	RADIO BEARER SETUP COMPLETE
	

	8
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific message contents

MBMS modified services Information (Step 1) 
	Information Element
	Value/remark

	Modified services list
	Only 1 entry

	- MBMS Transmission identity
	MBMS Transmission identity indicating MBMS activated service

	- MBMS required UE action
	request PTP RB 


CELL UPDATE (Step 2) 

	Information Element
	Value/remark

	Cell update cause
	MBMS ptp RB request

	MBMS Selected Services
	

	- MBMS Selected Services
	Only 1 entry

	     - MBMS Selected Service ID
	MBMS short transmission identity referring to the service the UE has selected

	- Modification period identity
	Indicates the modification period the MBMS short transmission identities refer to



	
	

	
	


<<END OF MODIFIED SECTION>>
RADIO BEARER SETUP (Step 6)

Use the same message as the one specified for "MBMS PtP" in TS 34.108 clause 9 with the condition B4.

8.5.1.12.5
Test requirements

At step 2, the UE shall initiate a cell update procedure for MBMS ptp radio bearer request. The UE shall include in the transmitted CELL_UPDATE message the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and the IE "MBMS Modification Period identity" in case of  MBMS Selected service.

8.5.1.12m
MBMS PTP Session Start at MCCH Notification in URA_PCH / MBMS Multicast Service
8.5.1.12m.1
Definition
This test is applicable for all UEs that support MBMS multicast services. 

8.5.1.12m.2
Conformance requirement 
Same conformance requirement as in clause 8.5.1.12.2.
8.5.1.12m.3
Test purpose
Same test purpose as in clause 8.5.1.12.3. 

<<START OF MODIFIED SECTION>>
8.5.1.12m.4
Method of test

Initial condition
System Simulator:
1 MBMS cell
User Equipment:

The UE is in URA_PCH state as specified in clause 7.6 of TS 34.108

The UE has joined the multicast service to be provided by the SS (included in MBMS_ACTIVATED_SERVICES variable).
Related ICS/IXIT statements
-
MBMS Multicast service application available on UE
 
Yes/No.

Test procedure
Same test procedure as in clause 8.5.1.12.4, except that at step 4 UE transmits Service Request, with IE "Service type" set to "MBMS Multicast service Reception”.
Specific message contents

Same specific messages contents as in clause 8.5.1.12.4 except for CELL UPDATE (Step 2) and Service Request (Step 4)

CELL UPDATE (Step 2) 

	Information Element
	Value/remark

	Cell update cause
	MBMS ptp RB request

	MBMS Selected Services
	Not present 



	
	

	
	


<<END OF MODIFIED SECTION>>
8.5.1.12m.5
Test requirements

At step 2, the UE shall initiate a cell update procedure for MBMS ptp radio bearer request .

8.5.1.13
MBMS PTP Session Start at MCCH Notification in CELL_FACH / MBMS Selected Service
8.5.1.13.1
Definition
This test is applicable for all UEs that support MBMS broadcast services.

8.5.1.13.2
Conformance requirement
The MBMS notification procedure is used by the UE to respond to a notification provided by UTRAN, indicating a change applicable for one or more MBMS services the UE has joined. The procedure applies to all UEs supporting MBMS, irrespective of their state (idle and connected mode: URA_PCH, CELL_PCH, CELL_FACH and CELL_DCH). The actual notification mechanism to be used depends on the UE state.

…

The UE shall:

1>
if in idle mode, URA_PCH, CELL_PCH or CELL_FACH state:

2>
if not monitoring MICH:

3>
acquire the MBMS MODIFIED SERVICES INFORMATION message from MCCH at the start of every modification period, in accordance with subclause 8.7.1.3;

3>
handle the MBMS MODIFIED SERVICES INFORMATION message as specified in subclause 8.7.3.4.

….

If the IE "MBMS required UE action" is included and concerns an MBMS activated service the UE shall:

…

1>
if the IE "MBMS required UE action" is set to 'Request PTP RB':

…

2>
if the UE is in URA_PCH, Cell_PCH or CELL_FACH states:

3>
indicate to upper layers to initiate a service request procedure [5] to receive the concerned MBMS service;

3>
perform the cell update procedure with cause "MBMS ptp RB request", as specified in subclause 8.3.1.2, unless the UE has already requested p-t-p RB establishment in the current modification period.

…

A UE shall initiate the cell update procedure in the following cases:

....

1>
MBMS ptp RB request:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met; and

2>
if the UE is in URA_PCH, Cell_PCH or Cell_FACH state; and

2>
if the UE should perform cell update for MBMS ptp radio bearer request as specified in 8.6.9.6:

3>
perform cell update using the cause "MBMS ptp RB request".

…

The UE shall set the IEs in the CELL UPDATE message as follows:

…

1>
if the UE performs cell update for MBMS ptp radio bearer request as specified in subclause 8.6.9.6; and

1>
if one or more of the MBMS services for which the UE initiates the ptp radio bearer request concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates ptp radio bearer request:

3>
order the MBMS Selected Services such that those selected with a higher priority are listed in the IE "MBMS Selected Services Short" before those selected with a lower priority;

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

1>
otherwise, if the UE performs cell update for MBMS counting as specified in subclause 8.7.4; and

1>
if one or more of the MBMS services for which the UE initiates the counting response concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates the counting response:

3>
order the MBMS Selected Services such that those selected with a higher priority are listed in the IE "MBMS Selected Services Short" before those selected with a lower priority;

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

1>
if the UE included one or more "MBMS Selected Service ID" IEs:

2>
include the IE "MBMS Modification Period identity" and set it to a value in accordance with subclause 8.5.29.

…

If the IE "MBMS short transmission ID" is included the UE shall:

1>
if the value of the "MBMS short transmission ID" is less than or equal to the number of services identified by the IE "Modified services list" included in the MBMS MODIFIED SERVICES INFORMATION message acquired in the same modification period as the one in which the "MBMS short transmission ID" is received:

2>
consider the "MBMS short transmission ID" to be an index to the list of services contained in the IE "Modified services list" and apply the MBMS transmission identity specified for this entry.

1>
otherwise:

2>
compile a list of available MBMS services, as included in the MBMS MODIFIED SERVICES INFORMATION and the MBMS UNMODIFIED SERVICES INFORMATION messages acquired in the same modification period as the one in which the "MBMS short transmission ID" is received:

3>
concatenate the services contained in IE "Modified services list" included in the MBMS MODIFIED SERVICES INFORMATION and the services contained in IE "Unmodified services list" included in the MBMS UNMODIFIED SERVICES INFORMATION.

2>
consider the "MBMS short transmission ID" to be the index of the entry in the list of available services and apply the MBMS transmission identity specified for this entry.

…

The UE shall calculate the identity of a Modification period as follows:

MP identity= (SFNMP div MPlen) mod 2

With
SFNMP being the SFN corresponding with the frame in which the concerned Modification Period starts

MPlen being the length of the Modification Period, that is indicated by the IE "Modification period coefficient" that is included in System Information Block type 5 and 5bis.

Reference

3GPP TS 25.331 clauses 8.7.3.1, 8.7.3.3.1, 8.6.9.6, 8.3.1.2, 8.3.1.3, 8.6.9.8,  8.5.29.
8.5.1.13.3
Test purpose
To verify that the UE receives the MBMS info in Cell_FACH state and correctly triggers the P-t-p request procedure.

<<START OF MODIFIED SECTION>>
8.5.1.13.4
Method of test

Initial condition
System Simulator:

1 MBMS cell.

User Equipment:


The UE is in CELL_FACH state as specified in clause 7.6 of TS 34.108.


The UE is interested in the selected service to be provided by the SS (included in MBMS_ACTIVATED_SERVICES variable).

Related ICS/IXIT statements
-
MBMS Broadcast service application available on UE
Yes/No.

Test procedure 

1)
The UE is in Cell_FACH state, shall detect the available MBMS services by acquiring the MBMS MODIFIED SERVICES INFORMATION including the IE “MBMS required UE action” set to “Request PTP RB”.
2)
The UE shall perform a cell update procedure with cause "MBMS ptp RB request". In case of  MBMS Selected service, the UE transmits a CELL UPDATE message including the IE "MBMS Selected Service ID" of the concerned MBMS Selected service within the IE "MBMS Selected Services Short" and the IE "MBMS Modification Period identity".

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	(
	MBMS MODIFIED SERVICES INFORMATION
	"MBMS required UE action" set to Request PTP RB". 

	2
	(
	CELL UPDATE
	UE performs cell update procedure. The CELL UPDATE message shall contain the value "Cell Update Cause" set to "MBMS ptp RB request" 

	3
	(
	CELL UPDATE CONFIRM
	RRC State Indicator is set to CELL_FACH

	4
	UE
	
	UE transmits SERVICE REQUEST, with IE "Service type" set to "MBMS Broadcast service Reception”.

	5
	SS
	
	SS transmits the SERVICE ACCEPT message to the UE.

	6
	(
	RADIO BEARER SETUP
	RRC State Indicator is set to CELL_DCH

	7
	(
	RADIO BEARER SETUP COMPLETE
	

	8
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific message contents

MBMS modified services Information (Step 1) 
	Information Element
	Value/remark

	Modified services list
	Only 1 entry

	- MBMS Transmission identity
	MBMS Transmission identity indicating MBMS activated service

	- MBMS required UE action
	request PTP RB 


CELL UPDATE (Step 2) 

	Information Element
	Value/remark

	Cell update cause
	MBMS ptp RB request

	MBMS Selected Services
	

	- MBMS Selected Services
	Only 1 entry

	     - MBMS Selected Service ID
	MBMS short transmission identity referring to the service the UE has selected

	- Modification period identity
	Indicates the modification period the MBMS short transmission identities refer to



	
	

	
	


<<END OF MODIFIED SECTION>>
RADIO BEARER SETUP (Step 6)

Use the same message as the one specified for "MBMS PtP" in TS 34.108 clause 9 with the condition B4.

8.5.1.13.5
Test requirements

At step 2, the UE shall initiate a cell update procedure for MBMS ptp radio bearer request. The UE shall include in the transmitted CELL_UPDATE message the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and the IE "MBMS Modification Period identity" in case of  MBMS Selected service.

8.5.1.13m
MBMS PTP Session Start at MCCH Notification in CELL_FACH / MBMS Multicast Service
8.5.1.13m.1
Definition
This test is applicable for all UEs that support MBMS multicast services. 

8.5.1.13m.2
Conformance requirement 
Same conformance requirement as in clause 8.5.1.13.2.
8.5.1.13m.3
Test purpose
Same test purpose as in clause 8.5.1.13.3. 

<<START OF MODIFIED SECTION>>
8.5.1.13m.4
Method of test

Initial condition
System Simulator:
1 MBMS cell
User Equipment:

The UE is in CELL_FACH state as specified in clause 7.6 of TS 34.108.

The UE has joined the multicast service to be provided by the SS (included in MBMS_ACTIVATED_SERVICESvariable).
Related ICS/IXIT statements
-
MBMS Multicast service application available on UE
 
Yes/No.

Test procedure
Same test procedure as in clause 8.5.1.13.4, except that at step 4 UE transmits Service Request, with IE "Service type" set to "MBMS Multicast service Reception”.
Specific message contents

Same specific messages contents as in clause 8.5.1.13.4 except for CELL UPDATE (Step 2) and Service request(step 4)

CELL UPDATE (Step 2) 

	Information Element
	Value/remark

	Cell update cause
	MBMS ptp RB request

	MBMS Selected Services
	Not present 



	
	

	
	


<<END OF MODIFIED SECTION>>
8.5.1.13m.5
Test requirements

At step 2, the UE shall initiate a cell update procedure for MBMS ptp radio bearer request.

<<TEXT SKIPPED HERE>>
8.5.2.1
MBMS PTP Session Reconfiguration – Change of Activated Service / MBMS Selected Service

8.5.2.1.1
Definition

This test is applicable for all UEs that support MBMS broadcast services and capable of reading MCCH in CELL_DCH state.
8.5.2.1.2
Conformance requirement

If the UE has included the IE "Support of MBMS service change for a ptp RB" in a previous MBMS MODIFICATION REQUEST message and if the IE "RAB information for MBMS ptp bearer" is included then the UE shall:

1>
if an entry for the radio access bearer identified by the IE "RB Identity" already exists in the variable ESTABLISHED_RABS and a value of the IE "MBMS Service Identity" is stored in this entry of the variable ESTABLISHED_RABS:

2>
notify upper layers that the radio access bearer characterised by the parameters currently stored in this entry of the variable ESTABLISHED_RABS is released;

2>
reuse this entry of the variable ESTABLISHED_RABS and update it with the received value of IE "MBMS Service Identity" and, if included, with the received value of IE "MBMS Session Identity";

2>
notify upper layers that the radio access bearer characterised by the updated parameters in this entry is established.

1>
else:

2>
set the variable INVALID_CONFIGURATION to TRUE.

…

The UE may:

1>
if not receiving an MBMS service provided via a p-t-m radio bearer; or

1>
if receiving an MBMS service provided via a p-t-m radio bearer that has scheduling information for that service on MSCH:

2>
monitor the MBMS notification Indicator Channel (MICH).

2>
if a notification on the MICH for one or more of the MBMS services included in the variable MBMS_ACTIVATED_SERVICES is detected:

3>
acquire the MBMS MODIFIED SERVICES INFORMATION message with delaying the reading of MCCH until the next modification period and with stopping at the end of the modification period, in accordance with subclause 8.7.1.3;

3>
handle the MBMS MODIFIED SERVICES INFORMATION message as specified in subclause 8.7.3.4.

…

The UE shall:

…

1>
if in CELL_DCH state:

2>
if receiving an MBMS service that is provided via a p-t-m radio bearer:
3>
acquire the MBMS MODIFIED SERVICES INFORMATION message from MCCH at the start of every modification period, in accordance with subclause 8.7.1.3;

3>
handle the MBMS MODIFIED SERVICES INFORMATION message as specified in subclause 8.7.3.4.

…

If the IE "MBMS required UE action" is included and concerns an MBMS activated service the UE shall:

1>
if the IE "MBMS required UE action" is set to 'Acquire PTM RB info'; or

1>
if the IE "MBMS required UE action" is set to 'Acquire counting info– PTM RBs unmodified' and the UE is not receiving a p-t-m RB for the concerned service:

2>
continue acquiring the MBMS COMMON P-T-M RB INFORMATION, MBMS CURRENT CELL P-T-M RB INFORMATION and the MBMS NEIGHBOURING CELL P-T-M RB INFORMATION messages without delaying reading of MCCH until the next modification period and without stopping at the end of the modification period, in accordance with subclause 8.7.1.3;

2>
act upon the MBMS COMMON P-T-M RB INFORMATION, MBMS CURRENT CELL P-T-M RB INFORMATION and the MBMS NEIGHBOURING CELL P-T-M RB INFORMATION message, if received,  in accordance with subclause 8.7.5

…

The UE shall set the contents of the MBMS MODIFICATION REQUEST message as follows:

…

1>
if there is a change in selection of one or more of the MBMS Selected Services:

2>
if the UE has not selected any MBMS Selected Service:

3>
include the IE "MBMS Selected Service Info" and set the Status to 'None'.

2>
otherwise:

3>
include the IE "MBMS Selected Service Info" and set the Status to 'Some';

3>
if the UE supports the actions specified upon reception of the IE "RAB information for MBMS ptp bearer":

4>
include the IE "Support of MBMS service change for a ptp RB";

3>
for each MBMS Selected Service:

4>
order the MBMS Selected Services such that those selected with a higher priority are listed in the IE "MBMS Selected Services Full" before those selected with a lower priority;
4>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Full".
Reference

3GPP TS 25.331 clauses 8.6.4.2b, 8.7.3.3.1, 8.6.9.6, 8.7.6.2a.

8.5.2.1.3
Test purpose

To verify that the UE in Cell_DCH, stops the reception of an MBMS service and starts the reception of a new MBMS service.

<<START OF MODIFIED SECTION>>
8.5.2.1.4
Method of test

Initial condition

System Simulator:


2 MBMS cells, Cell 21 and Cell 24 

User Equipment:


The UE is in Idle Mode as specified in clause 7.6 of TS 34.108.


The UE has selected the broadcast service to be provided by the SS (MBMS Selected Services: Service_1 included in MBMS_ACTIVATED_SERVICES variable).
Related ICS/IXIT statements


MBMS Broadcast service application available on UE
Yes/No


UE supports MCCH reception in CELL_DCH state 

Yes/No


UE Supports MBMS service change for a ptp RB
 

Yes/No

Test procedure
1)
The UE camping on cell 21, receives an MBMS UNMODIFIED SERVICES INFORMATION message including the IE “MBMS required UE action” set to “Request PTP RB”.

2)
The UE shall request a p-t-p RB establishment. The UE transmits a RRC CONNECTION REQUEST message including the IE "MBMS Selected Service ID" of the concerned MBMS selected services within the IE "MBMS Selected Services Short" and the IE "MBMS Modification Period identity".

3)
Upon reception of the RADIO BEARER SETUP message, the UE shall establish this radio bearer. Then the UE transmits a RADIO BEARER SETUP COMPLETE message and starts receiving the MBMS service provided by the p-t-p RB. The variable ESTABLISHED_RABS contains the RB Identity and the MBMS Service Identity of MBMS Selected Service Service_1.
4)
The UE selects the MBMS Service_2 and indicates there is a change in selection of the MBMS Selected Services by transmitting an MBMS MODIFICATION REQUEST message including the IE “Support of MBMS service change for a ptp RB” to indicate it supports the actions upon reception of IE “RAB information for MBMS ptp bearer”.
5)
The SS transmits a RADIO BEARER RECONFIGURATION including IE "RAB information for MBMS ptp bearer list " with RAB information for MBMS Selected Service Service_2: 

-
The radio access bearer for MBMS Service_1 is released, the UE stops the reception of MBMS Service_1.

-
The ESTABLISHED_RABS  is updated with the parameters forMBMS Selected Service Service_2. The radio access bearer for MBMS Selected Service Service_2 is established.

6)
The UE shall transmit a RADIO BEARER RECONFIGURATION COMPLETE message on Cell 24.

Expected Sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	
	
	
	Service_1 is available in Cell 21

	1
	(
	MBMS MODIFIED SERVICES INFORMATION
	

	2
	(
	MBMS GENERAL INFORMATION
	

	3
	(
	MBMS UNMODIFIED SERVICES INFORMATION
	"MBMS required UE action" set to Request PTP RB.

	4
	(
	RRC CONNECTION REQUEST
	The UE transmits the message with Establishment cause set to “MBMS ptp RB request” and with the “MBMS Selected Services Short” IE referring to the concerned MBMS Selected service and the corresponding Modification period identity.

	5
	(
	RRC CONNECTION SETUP 
	RRC state indicator set to Cell_FACH

	6
	(
	RRC CONNECTION SETUP COMPLETE
	

	6a
	(
	MBMS MODIFICATION REQUEST
	The UE completing the RRC Connection Setup procedure shall initiate the MBMS MODIFICATION REQUEST procedure. This message may be received at any point after step 6 and before step 12.

	7
	UE
	
	UE transmits SERVICE REQUEST, with IE "Service type" set to "MBMS Broadcast service Reception”.

	8
	(
	SECURITY MODE COMMAND
	

	9
	(
	SECURITY MODE COMPLETE
	

	10
	(
	RADIO BEARER SETUP
	

	11
	(
	RADIO BEARER SETUP COMPLETE
	

	12
	UE
	
	The UE is receiving the MBMS service provided by the p-t-p RB.

RB Identity and MBMS Service Identity of MBMS Service_1

stored in ESTABLISHED_RABS

	13
	UE
	
	The UE selects the MBMS Service_2 and de-selects MBMS Service_1 ( via MMI command)

	14
	(
	MBMS MODIFICATION REQUEST 
	The UE transmits the message with IE “Support of MBMS service change for a ptp RB” set to TRUE.

	15
	(
	RADIO BEARER RECONFIGURATION 
	IE "RAB information for MBMS ptp bearer list" with RAB information for MBMS Selected Service_2.

	16
	UE
	
	-RAB for MBMS Selected Service_1 is released.The UE stops receiving the MBMS service 1.
-ESTABLISHED_RABS is updated with RB Identity and  MBMS Service Identity of MBMS Service_2.

-RAB for MBMS Selected Service_2 is is established.  

The UE shall move to the Cell 24 where Service_2 is available

	17
	(
	RADIO BEARER RECONFIGURATION COMPLETE
	

	18
	UE
	
	The UE is receiving the MBMS Selected Service_2 provided by the p-t-p RB.

	19
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific message contents

All messages have the same content as defined in 34.108 clause 9.1.1 with the following exceptions:

MBMS UNMODIFIED SERVICES INFORMATION (Step 3)

	Information Element
	Value/remark

	Unmodified services list
	Only 1 entry

	- MBMS Transmission identity
	MBMS Transmission identity indicating MBMS activated service

	 MBMS required UE action
	Request PTP RB


RRC CONNECTION REQUEST (Step 4)

	Information Element
	Value/remark

	Message type
	

	Initial UE identity
	Same as the registered TMSI or P-TMSI

	Establishment Cause
	MBMS ptp RB request

	Domain indicator
	PS domain 

	MBMS Selected Services
	

	- MBMS Selected Services
	Only 1 entry

	     - MBMS Selected Service ID
	MBMS short transmission identity referring to the service the UE has selected

	- Modification period identity
	Indicates the modification period the MBMS short transmission identities refer to


RRC CONNECTION SETUP (Step 5)

	Information Element
	Value/remark

	Message type
	

	Initial UE identity
	Set to same value as received in Step 4

	RRC State Indicator
	Cell_FACH


MBMS MODIFICATION REQUEST (Step 6a)

	Information Element
	Value/remark

	MBMS preferred frequency request
	Check that the IE is not present

	MBMS RB list requested to be released
	Check that the IE is not present

	MBMS Selected Service Info
	

	  - CHOICE Status
	Some

	     - MBMS Selected Services Full
	

	        - MBMS Selected Service ID
	Only 1 entry

	           - MBMS Service ID
	MBMS service ID of the activated MBMS service

	           - CHOICE PLMN identity
	Check to see that one of the below choice element is present

	              - SameAs-MIB
	(no data)

	              - explicitPLMN_Id
	Check to see if it is set to the same value as "PLMN ID” in the Master Information block transmitted for the current serving cell.



	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


<<END OF MODIFIED SECTION>>
RADIO BEARER SETUP (Step 10)

Use the same message as the one specified for "MBMS PtP" in TS 34.108 clause 9, with the condition B2.
MBMS MODIFICATION REQUEST (Step 14)
	Information Element
	Value/remark

	Message Type
	

	MBMS Selected Service Info
	

	MBMS RB list requested to be released
	

	    - RB information to release
	

	     - RB identity
	RB identity for MBMS service1 provided via ptp RB 

	MBMS Selected Service Info
	

	        - MBMS Selected Service ID
	Only 1entry 

	            - MBMS Service ID
	MBMS short transmission identity referring to the service the UE has selected Service_2

	Support of MBMS service change for a ptp RB
	TRUE


RADIO BEARER RECONFIGURATION (Step 15)

	Information Element
	Value/remark

	RB information elements
	

	  - RAB information for MBMS ptp bearer list
	Only 1 entry 

	       - RAB information for MBMS ptp bearer
	

	       - RB Identity
	RBid_1

	       - MBMS Service Identity
	Coded as octets 3 to 5 of the IE Temporary Mobile Group Identity for Service_2

	       - MBMS Session Identity
	Session_id_2


8.5.2.1.5
Test requirements

At step 4, the UE shall transmit a RRC CONNECTION REQUEST message with Establishment cause set to “MBMS reception” and with the IE “MBMS Selected Service ID” within the IE “MBMS Selected Services Short” and the IE “MBMS Modification Period identity”.

After step 6, the UE shall transmit a RADIO BEARER SETUP COMPLETE message.

At step 13, the UE shall request MBMS P-T-P Modification Request.
After step 15, upon reception of a RADIO BEARER RECONFIGURATION message, the radio access bearer for ptp transmission of MBMS Selected Service Service_1 is released and the radio access bearer used for ptp transmission of MBMS Selected Service Service_2 is established. The UE stops receiving the MBMS Selected Service Service_1 and moves to cell 24.
At step 17, the UE shall transmit a RADIO BEARER RECONFIGURATION COMPLETE message.

<<TEXT SKIPPED HERE>>
8.5.2.3
MBMS PTP Session Reconfiguration - Transfer mode change to PTM / MBMS Selected Service

8.5.2.3.1
Definition

This test is applicable for all UEs that support MBMS broadcast services and capable of reading MCCH in CELL_DCH state.
8.5.2.3.2
Conformance requirement

If the variable MBMS_ACTIVATED_services is not empty, the UE shall apply the MCCH acquisition procedure upon selecting (eg. upon power on) or re- selecting a cell supporting MBMS, upon change of MBMS controlling cell (eg. due to an active set update or hard handover), upon entering UTRA from another RAT, upon release of a MBMS PTP RB for the purpose of changing transfer mode, upon return from loss of coverage and upon receiving an indication from upper layers that the set of activated services has changed.

…

A UE entering CELL_DCH shall initiate the MBMS modification request procedure in the following cases:

1>
if the UE has any MBMS Selected Service; and

1>
if the IE "MCCH configuration information" was received in System Information Block Type 5 or System Information Block Type 5bis prior to entering CELL_DCH.

A UE completing an RRC Connection Setup procedure shall initiate the MBMS modification request procedure in the following cases:

1>
if the UE has any MBMS Selected Service; and

1>
if the IE "MCCH configuration information" was received in System Information Block Type 5 or System Information Block Type 5bis prior to completing the RRC Connection Setup procedure.

A UE in CELL_DCH shall initiate the MBMS modification request procedure in the following cases:

1>
the preferred frequency applicable for the MBMS service prioritised by upper layers is different from the currently used frequency;

1>
upper layers request to discontinue reception of an MBMS service provided via a p-t-p radio bearer e.g. because this inhibits reception of a higher priority service;

1>
upon a change in selection of the MBMS Selected Services.

NOTE:
The above case may occur upon receiving a dedicated notification or in other cases eg. a change of transfer mode from p-t-p to p-t-m for the UE's highest priority MBMS service.

…

If the IE "MBMS RB list released to change transfer mode" is included the UE shall:

1>
perform the service prioritisation procedure as specified in subclause 8.5.26, taking into account that the MBMS service(s) for which the radio bearers are released will be provided via p-t-m radio bearer(s).

…

A UE in CELL_DCH shall initiate the MBMS modification request procedure in the following cases:

1>
the preferred frequency applicable for the MBMS service prioritised by upper layers is different from the currently used frequency;

1>
upper layers request to discontinue reception of an MBMS service provided via a p-t-p radio bearer e.g. because this inhibits reception of a higher priority service;

1>
upon a change of the MBMS Selected Services.

NOTE:
The above case may occur upon receiving a dedicated notification or in other cases eg. a change of transfer mode from p-t-p to p-t-m for the UE's highest priority MBMS service.

…

1>
if the IE "MBMS required UE action" is set to 'Request PTP RB':

2>
if the UE is in idle mode:

3>
indicate to upper layers that establishment of a PS signalling connection is required to receive the concerned MBMS service [5], unless the UE has already requested p-t-p RB establishment in the current modification period, and use the establishment cause set to 'MBMS ptp RB request' in the RRC connection establishment procedure.

…

If the IE "MBMS RB list released to change transfer mode" is included the UE shall:

1>
perform the service prioritisation procedure as specified in subclause 8.5.26, taking into account that the MBMS service(s) for which the radio bearers are released will be provided via p-t-m radio bearer(s).

Reference

3GPP TS 25.331 clauses 8.7.2.2, 8.7.6.2, 8.6.9.5, 8.6.9.6, 8.6.9.5.

8.5.2.3.3
Test purpose

To verify that the UE shall apply the MCCH acquisition procedure upon upon release of a MBMS PTP RB for the purpose of changing transfer mode.

<<START OF MODIFIED SECTION>>
8.5.2.3.4
Method of test

Initial condition

System Simulator: 1 MBMS cell, Cell 21.
User Equipment:


The UE has a valid IMSI.


The UE is interested in  the selected service to be provided by the SS (included in MBMS_ACTIVATED_SERVICES variable).


The UE is in Idle Mode as specified in clause 7.6 of TS 34.108.
Related ICS/IXIT statements

-
MBMS Broadcast service application available on UE Yes/No

-
UE supports MCCH reception in CELL_DCH
 Yes/No

Test procedure
1)
The UE camping on cell A, receives an MBMS MODIFIED SERVICES INFORMATION message including IE “MBMS required UE action” set to “Request PTP RB”.

2)
The UE shall request a p-t-p RB establishment. The UE transmits a RRC CONNECTION REQUEST message including the IE "MBMS Selected Service ID"of the concerned MBMS selected services within the IE "MBMS Selected Services Short" and the IE "MBMS Modification Period identity".

3)
Upon reception of the RADIO BEARER SETUP message, the UE shall establish this radio bearer. Then the UE transmits a RADIO BEARER SETUP COMPLETE message and start receiving the MBMS service provided by the p-t-p RB.

4)
Upon reception of the RADIO BEARER RELEASE message including the IE “MBMS RB list released to change transfer mode”, the UE shall release the MBMS p-t-p radio bearer for the purpose of changing transfer mode.

5)
The UE shall apply the MCCH acquisition procedure. The UE receives a MBMS UNMODIFIED SERVICES INFORMATION message with “MBMS required UE action” IE set to “Acquire PTM RB info”. The UE start receiving the indicated p-t-m radio bearer.

6)
The SS waits for the UE to start reception of the MBMS data on MTCH and then the MBMS radio bearer on MTCH is put into loopback mode 3.

7)
The SS starts broadcasting MBMS data on MTCH on the new concerned MBMS radio bearer. The SS continues to transmit MBMS data for 5s and then the SS retrieves the number of RLC SDUs on MTCH counted by the UE by sending the UE TEST LOOP MODE 3 RLC SDU COUNTER REQUEST message. The number of received RLC SDUs reported by the UE shall be at least one.
8)
The loopback mode 3 in the UE is deactivated and SS calls for generic procedure C.3 to check that UE is in CELL_DCH state.
Expected Sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	
	
	
	UE in Idle mode on Cell 21. 

	1
	(
	MBMS MODIFIED SERVICES INFORMATION
	

	2
	(
	MBMS GENERAL INFORMATION
	

	3
	(
	MBMS UNMODIFIED SERVICES INFORMATION
	"MBMS required UE action" set to Request PTP RB.

	4
	(
	RRC CONNECTION REQUEST
	The UE transmits the message with Establishment cause set to “MBMS ptp RB request” and with the “MBMS Selected Services Short” IE referring to the concerned MBMS Selected service and the corresponding Modification period identity.

	5
	(
	RRC CONNECTION SETUP 
	RRC state indicator set to Cell_FACH

	6
	(
	RRC CONNECTION SETUP COMPLETE
	

	6a
	(
	MBMS MODIFICATION REQUEST 
	The UE completing the RRC Connection Setup procedure shall initiate the MBMS MODIFICATION REQUEST procedure. This message may be received at any point after step 6 and before step 12

	7
	UE
	
	UE transmits SERVICE REQUEST, with IE "Service type" set to "MBMS Broadcast service Reception”.

	8
	(
	SECURITY MODE COMMAND
	

	9
	(
	SECURITY MODE COMPLETE
	

	10
	(
	RADIO BEARER SETUP
	

	11
	(
	RADIO BEARER SETUP COMPLETE
	

	12
	UE
	
	The UE is receiving the MBMS service provided by the p-t-p RB. 

	13
	(
	RADIO BEARER RELEASE
	IE "RAB information for MBMS ptp bearer list " with RAB information for MBMS Selected Service_1 

	14
	(
	RADIO BEARER RELEASE COMPLETE
	the UE releases the MBMS p-t-p radio bearer for the purpose of changing transfer mode.

	15
	(
	ACTIVATE RB TEST MODE
	The SS activates the RB TEST MODE

	16
	(
	ACTIVATE RB TEST MODE COMPLETE
	

	17
	SS
	
	The following messages are sent on the next MP. 

	18
	(
	MBMS MODIFIED SERVICES INFORMATION
	“MBMS required UE action” IE is set to "Acquire PTM RB info".

	19
	(
	MBMS UNMODIFIED SERVICES INFORMATION
	

	20
	(
	MBMS GENERAL INFORMATION
	

	21
	(
	MBMS COMMON P-T-M RB INFORMATION
	

	22
	(
	MBMS NEIGHBOURING CELL P-T-M RB INFORMATION
	

	23
	SS
	
	The SS waits a few seconds for the UE to activate MTCH reception

	24
	(
	CLOSE UE TEST LOOP
	

	25
	(
	CLOSE UE TEST LOOP COMPLETE
	Loop back mode 3 on MTCH is activated.

	26
	
	
	The SS broadcasts MBMS data 10 RLC SDUs of on MTCH on the concerned MBMS radio bearer.

	27
	(
	UE TEST LOOP MODE 3 RLC SDU COUNTER REQUEST
	The SS checks that the UE has received MBMS data.

	28
	(
	UE TEST LOOP MODE 3 RLC SDU COUNTER RESPONSE
	

	29
	(
	OPEN UE TEST LOOP
	

	30
	(
	OPEN UE TEST LOOP COMPLETE
	

	31
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific message contents

All messages have the same content as defined in 34.108 clause 9.1.1 with the following exceptions:

MBMS MODIFIED SERVICES INFORMATION (Step 1) 
	Information Element
	Value/remark

	Modified services list
	Only 1 entry

	- MBMS Transmission identity
	MBMS Transmission identity 

	- MBMS required UE action
	-

	MBMS number of neighbour cells
	1


MBMS UNMODIFIED SERVICES INFORMATION (Step 3)

	Information Element
	Value/remark

	Unmodified services list
	Only 1 entry

	- MBMS Transmission identity
	MBMS Transmission identity indicating MBMS activated service

	 MBMS required UE action
	Request PTP RB


RRC CONNECTION REQUEST (Step 4)

	Information Element
	Value/remark

	Message type
	

	Initial UE identity
	Same as the registered TMSI or P-TMSI

	Establishment Cause
	MBMS ptp RB request

	Domain indicator
	PS domain 

	MBMS Selected Services
	

	- MBMS Selected Services
	Only 1 entry

	     - MBMS Selected Service ID
	MBMS short transmission identity referring to the service the UE has selected

	- Modification period identity
	Indicates the modification period the MBMS short transmission identities refer to


RRC CONNECTION SETUP (Step 5)

	Information Element
	Value/remark

	Message type
	

	Initial UE identity
	Set to same value as received in Step 4 

	RRC State Indicator
	Cell_FACH


MBMS MODIFICATION REQUEST (steps 6a)

	Information Element
	Value/remark

	MBMS preferred frequency request
	Check that the IE is not present

	MBMS RB list requested to be released
	Check that the IE is not present

	MBMS Selected Service Info
	

	  - CHOICE Status
	Some

	     - MBMS Selected Services Full
	

	        - MBMS Selected Service ID
	Only 1 entry

	           - MBMS Service ID
	MBMS service ID of the activated MBMS service

	           - CHOICE PLMN identity
	Check to see that one of the below choice element is present

	              - SameAs-MIB
	(no data)

	              - explicitPLMN_Id
	Check to see if it is set to the same value as "PLMN ID” in the Master Information block transmitted for the current serving cell.



	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


<<END OF MODIFIED SECTION>>
RADIO BEARER SETUP (Step 10)

Use the same message as the one specified for "MBMS PtP" in TS 34.108 clause 9, with the condition B2.
RADIO BEARER RELEASE (Step 13)
	Information Element
	Value/remark

	MBMS RB list released to change transfer mode
	Only 1 entry

	- RB information to release
	

	     - RB identity
	RB identity for MBMS service1 provided via ptp RB 


MBMS MODIFIED SERVICES INFORMATION (Step 18)
	Information Element
	Value/remark

	Modified service list
	Only 1 entry

	- MBMS Transmission identity
	MBMS Transmission identity indicating MBMS activated service

	- MBMS required UE action
	Acquire PTM RB info

	- MBMS preferred frequency 
	

	     - PFL index
	-

	MBMS number of neighbour cells
	1


8.5.2.3.5
Test requirements

At step 6, the UE shall send a RRC CONNECTION SETUP COMPLETE message.
At step 11, the UE shall send a RADIO BEARER SETUP COMPLETE message.
At step 14, the UE shall send a RADIO BEARER RELEASE COMPLETE message. 

At step 28, the UE shall transmit a UE TEST LOOP MODE 3 RLC SDU COUNTER RESPONSE message with the number of reported RLC SDUs shall be greater than zero.

8.5.2.3m
MBMS PTP Session Reconfiguration - Transfer mode change to PTM / MBMS Multicast Service
8.5.2.3m.1
Definition
This test is applicable for all UEs that support MBMS multicast services and capable of reading MCCH in CELL_DCH state.

8.5.2.3m.2
Conformance requirement 
Same conformance requirement as in clause 8.5.2.3.2
8.5.2.3m.3
Test purpose
Same test purpose as in clause 8.5.2.3.3. 

<<START OF MODIFIED SECTION>>
8.5.2.3m.4
Method of test

Initial condition
System Simulator:

1 MBMS cell
User Equipment:


The UE is in Idle Mode as specified in clause 7.6 of TS 34.108.


The UE has joined the multicast service to be provided by the SS (included in MBMS_ACTIVATED_SERVICES variable).
Related ICS/IXIT statements
-
MBMS Multicast service application available on UE

Yes/No.

-
UE supports MCCH reception in CELL_DCH
Yes/No

Test procedure
Same test procedure as in clause 8.5.2.2.4 except for the point 2:

2)
The UE shall request a p-t-p RB establishment. The UE transmits a RRC CONNECTION REQUEST message.

Expected Sequence

Same expected sequence as in clause 8.5.2.3.4 except for RRC CONNECTION REQUEST message content (step 4) and MODIFICATION REQUEST procedure not required.
	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	
	
	
	UE in Idle mode on Cell 21. 

	1
	(
	MBMS MODIFIED SERVICES INFORMATION
	

	2
	(
	MBMS GENERAL INFORMATION
	

	3
	(
	MBMS UNMODIFIED SERVICES INFORMATION
	"MBMS required UE action" set to Request PTP RB.

	4
	(
	RRC CONNECTION REQUEST
	The UE transmits the message with Establishment cause set to “MBMS ptp RB request” 

	5
	(
	RRC CONNECTION SETUP 
	RRC state indicator set to Cell_FACH

	6
	(
	RRC CONNECTION SETUP COMPLETE
	

	7
	UE
	
	UE transmits SERVICE REQUEST, with IE "Service type" set to "MBMS Multicast service Reception”.

	8
	(
	SECURITY MODE COMMAND
	

	9
	(
	SECURITY MODE COMPLETE
	

	10
	(
	RADIO BEARER SETUP
	

	11
	(
	RADIO BEARER SETUP COMPLETE
	

	12
	UE
	
	The UE is receiving the MBMS service provided by the p-t-p RB. 

	13
	(
	RADIO BEARER RELEASE
	IE "RAB information for MBMS ptp bearer list " with RAB information for MBMS Service_1 

	14
	(
	RADIO BEARER RELEASE COMPLETE
	the UE releases the MBMS p-t-p radio bearer for the purpose of changing transfer mode.

	15
	(
	ACTIVATE RB TEST MODE
	The SS activates the RB TEST MODE

	16
	(
	ACTIVATE RB TEST MODE COMPLETE
	

	17
	SS
	
	The following messages are sent on the next MP. 

	18
	(
	MBMS MODIFIED SERVICES INFORMATION
	“MBMS required UE action” IE is set to "Acquire PTM RB info".

	19
	(
	MBMS UNMODIFIED SERVICES INFORMATION
	

	20
	(
	MBMS GENERAL INFORMATION
	

	21
	(
	MBMS COMMON P-T-M RB INFORMATION
	

	22
	(
	MBMS NEIGHBOURING CELL P-T-M RB INFORMATION
	

	23
	SS
	
	The SS waits a few seconds for the UE to activate MTCH reception

	24
	(
	CLOSE UE TEST LOOP
	

	25
	(
	CLOSE UE TEST LOOP COMPLETE
	Loop back mode 3 on MTCH is activated.

	26
	
	
	The SS broadcasts MBMS data 10 RLC SDUs of on MTCH on the concerned MBMS radio bearer.

	27
	(
	UE TEST LOOP MODE 3 RLC SDU COUNTER REQUEST
	The SS checks that the UE has received MBMS data.

	28
	(
	UE TEST LOOP MODE 3 RLC SDU COUNTER RESPONSE
	

	29
	(
	OPEN UE TEST LOOP
	

	30
	(
	OPEN UE TEST LOOP COMPLETE
	

	31
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


<<END OF MODIFIED SECTION>>
Specific message contents

Same specific messages contents as in clause 8.5.2.3.4 except for RRC CONNECTION REQUEST message content (step 4). 
RRC CONNECTION REQUEST (Step 4)

	Information Element
	Value/remark

	Message type
	

	Initial UE identity
	Same as the registered TMSI or P-TMSI

	Establishment Cause
	MBMS ptp RB request

	Domain indicator
	PS domain 


8.5.2.3m.5
Test requirements

Same test requirement as in clause 8.5.2.3.5.
<<TEXT SKIPPED HERE>>
8.5.3.1
MBMS Session Start (Frequency Layer Convergence)/Session Stop (Frequency Layer Dispersion) in Idle mode / MBMS Selected Service
8.5.3.1.1
Definition
This test is applicable for all UEs supporting MBMS broadcast services.
8.5.3.1.2 
Conformance requirement 
The UE shall perform the MBMS frequency layer selection procedure upon receiving the IE "MBMS Preferred frequency information" or when specified explicitly e.g. as in subclause 8.6.9.2, or when the priority for an MBMS service as indicated by upper layers changes.

The UE shall:

1>
if there exist two or more preferred frequencies for services included in variable MBMS_ACTIVATED_SERVICES:

2>
request from upper layers the priorities of the different MBMS services included in variable MBMS_ACTIVATED_SERVICES for which a preferred frequency has been received.

1>
if the UE is in idle mode:

2>

if a preferred frequency layer applies for a service included in variable MBMS_ACTIVATED_SERVICES:

3>

select the preferred frequency indicated for the MBMS service(s) prioritised most by upper layers for which a preferred frequency exists as the preferred frequency.

….

1>
if a preferred frequency has been selected:

2>
if the UE is not in CELL_DCH state:

3>
apply the cell-reselection procedure as described in [4], using the received "MBMS Preferred frequency information" applicable to the selected frequency:

4>
if HCS is not used, and the IE "Qoffmbms" is not present for the MBMS preferred frequency:

5>
consider the cells on the MBMS preferred frequency having a Qoffmbms equal to "infinity".

4>
if HCS is used, and the IE "HCS_OFFmbms" is not present for the MBMS preferred frequency:

5>
consider the cells on the MBMS preferred frequency having the highest HCS priority level.

3>
if the UE re-selects to a cell on the indicated preferred frequency:

4>
if the UE is in CELL_FACH, CELL_PCH or URA_PCH:

5>
act according to subclause 8.3.1.2.

4>
store the frequency information of the frequency on which the UE was operating prior to cell-reselection to the preferred frequency in the variable MBMS_PREV_FREQUENCY_INFORMATION.

4>
apply the MCCH acquisition procedure, as specified in subclause 8.7.2.

…

If the IE "MBMS required UE action" is included and concerns an MBMS activated service the UE shall:

1>
if the "MBMS required UE action" is set to 'None':

2>
take no action with respect to this IE.

1>
if the IE "MBMS required UE action" is set to 'Acquire counting info' or set to 'Acquire counting info– PTM RBs unmodified':

2>
perform the MBMS counting procedure as specified in subclause 8.7.4;

NOTE:
If upper layers indicate that an MBMS transmission has already been received correctly, the UE will continue as if the information about the concerned MBMS transmission was not included in the message. This implies that the UE does not respond to counting for a transmission already received correctly.

1>
if the IE "MBMS required UE action" is set to 'Acquire PTM RB info'; or

1>
if the IE "MBMS required UE action" is set to 'Acquire counting info– PTM RBs unmodified' and the UE is not receiving a p-t-m RB for the concerned service:

2>
continue acquiring the MBMS COMMON P-T-M RB INFORMATION, MBMS CURRENT CELL P-T-M RB INFORMATION and the MBMS NEIGHBOURING CELL P-T-M RB INFORMATION messages without delaying reading of MCCH until the next modification period and without stopping at the end of the modification period, in accordance with subclause 8.7.1.3

2>
act upon the MBMS COMMON P-T-M RB INFORMATION, MBMS CURRENT CELL P-T-M RB INFORMATION and the MBMS NEIGHBOURING CELL P-T-M RB INFORMATION message, if received,  in accordance with subclause 8.7.5;

…

1>
if the IE "MBMS required UE action" is set to 'Release PTM RB':

2>
stop receiving the concerned MBMS service;

2>
if the UE is in a state other than CELL_DCH (for FDD) or if the UE is in Idle mode, URA_PCH or CELL_PCH state (for TDD); and

2>
if the UE does not decide to receive an MBMS service for which a preferred frequency applies; and

2>
if the IE ‘MBMS dispersion indicator’ is set to TRUE; and
2>
if the variable MBMS_PREV_FREQUENCY_INFO is not empty:
3>
if any frequency in SIB11 or SIB12 has  the same frequency stored in the variable MBMS_PREV_FREQUENCY_INFO:

4>
select a suitable UTRA cell in that frequency.

4>
if no suitable UTRA cell in that frequency is found:

5>
select a suitable UTRA cell in another frequency.

3>
if no frequency in SIB11 or SIB12 has the same frequency stored in the variable MBMS_PREV_FREQUENCY_INFO.
4>
select a frequency randomly among the inter-frequencies indicated in SIB11 or SIB12.

5>
select a suitable UTRA cell in the selected frequency 

5>
if no suitable UTRA cell in the selected frequency is found:

6>
select a suitable UTRA cell in another frequency.

3>
clear the variable MBMS_PREV_FREQUENCY_INFO.
2>
clear all service specific information applicable for the concerned service.
NOTE:
The UE is only required to acquire the relevant SIB11 or SIB12, according to what is specified in subclauses 8.1.1.6.11 and 8.1.1.6.12.

…

If the UE is receiving an MBMS service that is not included in variable MBMS_ACTIVATED_SERVICES and that is using a p-t-m radio bearer, the UE shall:

1>
stop receiving the concerned MBMS service and clear all service specific information applicable for the concerned service.
Upon completing the reception of the MBMS MODIFIED SERVICES INFORMATION and the MBMS UNMODIFIED SERVICES INFORMATION messages, the UE shall

1>
act as follows for each of the services included in these messages provided that the service is included in variable MBMS_ACTIVATED_SERVICES and upper layers indicate that the session has not yet been received correctly (referred to as 'applicable services');

1>
act upon all received information elements as specified in subclause 8.6, unless specified otherwise in the following;

1>
if one or more preferred frequency applies for the applicable services:

2>
delay acting upon the "MBMS Preferred frequency information" until receiving  the relevant MCCH information i.e. the MBMS GENERAL INFORMATION message;

2>
act upon the "MBMS Preferred frequency information" as specified in subclause 8.6.9.4 for the service(s) that upper layers indicate to have highest priority.

1>
perform MBMS frequency selection procedure as specified in subclause 8.5.27;

1>
if the UE receives an MBMS service using a p-t-m radio bearer and the received messages do not contain an IE "MBMS required UE action" set to "Acquire PTM RB info" or set to "Acquire counting info– PTM RBs unmodified" for that service then the UE shall:

2>
stop receiving the concerned MBMS service and clear all service specific information applicable for the concerned service.

…

The UE shall, in the transmitted RRC CONNECTION REQUEST message:

1>
otherwise if the UE performs connection establishment for MBMS counting as specified in subclause 8.7.4; and

1>
if one or more of the MBMS services for which the UE initiates the counting response concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates the counting response:

3>
order the MBMS Selected Services such that those selected with a higher priority are listed in the IE "MBMS Selected Services Short" before those selected with a lower priority;

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

Reference

3GPP TS 25.331 clauses 8.5.27, 8.6.9.6, 8.7.2.4, 8.1.3.3.
8.5.3.1.3
Test purpose
To verify that in idle mode, the UE at session start, re-selects to the preferred Frequency Layer for the MBMS services it has activated.

To verify that at session stop the UE re-selects to the frequency where it has previously camped.

<<START OF MODIFIED SECTION>>
8.5.3.1.4
Method of test

Initial condition
System Simulator:

2 MBMS (Cell 21, Cell 24).

User Equipment:


The UE is in Idle Mode as specified in clause 7.6 of TS 34.108.

The UE is interested in the broadcast service to be provided by the SS (included in MBMS_ACTIVATED_SERVICES variable).

Related ICS/IXIT statements
-
MBMS Broadcast service application available on UE
Yes/No.

Test procedure
The UE receives, at notification via MCCH, an MBMS MODIFIED SERVICES INFORMATION message including a preferred frequency in the IE “MBMS preferred frequency”.
The UE shall consider this frequency as the preferred frequency layer for cell re-selection and re-select to Cell 24 at session start for the MBMS service it has activated. The UE shall store the frequency information of the frequency on which the UE was operating prior to cell-reselection to the preferred frequency in the variable MBMS_PREV_FREQUENCY_INFORMATION.

The UE shall perform the MCCH acquisition procedure on the new cell.

The SS transmits an MBMS MODIFIED SERVICE INFORMATION message which includes in the “Modified service list” for the MBMS activated service “MBMS required UE action” set to “Acquire counting info” and MBMS ACCESS INFORMATION message, which includes the MBMS Short Transmission ID associated to the MBMS activated service and “Access probability factor – Idle” set to 0 (corresponds to an actual Probability Factor = 1).

The UE shall transmit an RRC CONNECTION REQUEST message, with “Establishment cause” set to “MBMS reception”. The SS transmits a RRC CONNECTION SETUP. The UE establishes an RRC connection and transmits an RRC CONNECTION SETUP COMPLETE message.

The UE receives an MBMS MODIFIED SERVICES INFORMATION message “MBMS required UE action” IE set to “Acquire PTM RB info”. The UE shall apply the MBMS p-t-m radio bearer configuration procedure to acquire the radio bearer configuration for the MBMS service provided by the SS.
The UE starts receiving the indicated p-t-m radio bearer.

The UE receives an MBMS MODIFIED SERVICES INFORMATION message with IE “MBMS required UE action” set to “Release PTM RB”. The UE shall stop receiving the concerned MBMS service. The IE “MBMS dispersion indicator” is set to TRUE, the variable MBMS_PREV_FREQUENCY_INFO is not empty, and any frequency in SIB11 or SIB12 has the same frequency stored in the variable MBMS_PREV_FREQUENCY_INFO, therefore the UE shall select Cell 21 (suitable UTRA cell in that frequency).
Expected sequence

	Step
	Direction
	Message
	Comments

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	
	
	The UE is in Idle mode on cell 21.

	2
	(
	MBMS MODIFIED SERVICES INFORMATION
	Service_id = service activated 

“MBMS required UE action is set to “none (FLC)” and PFL index is set to the index of the frequency of f2 in the preferred frequency list in MBMS GENERAL INFORMATION.

	3
	(
	MBMS GENERAL INFORMATION
	MBMS preferred frequency information is set to f2.

	4
	
	
	The UE re-selects to cell 24. The SS allows 2 modification periods for the UE to reselect before sending the following messages on cell 24.

	5
	(
	MBMS MODIFIED SERVICES INFORMATION
	“MBMS required UE action” IE is set to “Acquire counting info”.

	6
	(
	MBMS GENERAL INFORMATION
	MBMS preferred frequency information set without index into SIB11 neighbour list. 

	7
	(
	MBMS ACCESS INFORMATION
	“MBMS short transmission ID” IE set to 1, “Access probability factor – Idle” set to 0 (corresponding to the actual probability factor value 1). SS sends MBMS ACCESS INFORMATION throughout the modification period as defined in 34.108 clause 11.1.2

	8
	(
	RRC CONNECTION REQUEST
	The UE transmits the message with Establishment cause set to “MBMS reception” and in case of MBMS Selected service with the “MBMS Selected Services Short” IE referring to the concerned MBMS Selected service and the corresponding Modification period identity.

	9
	(
	RRC CONNECTION SETUP 
	

	10
	(
	RRC CONNECTION SETUP COMPLETE
	

	10a
	(
	MBMS MODIFICATION REQUEST
	The UE completing the RRC connection Setup procedure shall initiate the MBMS MODIFICATION REQUEST procedure in case of MBMS Selected service. This message may be received at any point after step 10 and before step 12.

	11
	UE
	
	UE transmits SERVICE REQUEST, with IE "Service type" set to "MBMS Broadcast service Reception”.

	12
	(
	RRC CONNECTION RELEASE
	

	13
	(
	RRC CONNECTION RELEASE COMPLETE 
	The UE shall enter idle mode.

	14
	SS
	
	The following MBMS messages sent on the MCCH will be received in the next Modification Period.

	15
	(
	MBMS MODIFIED SERVICES INFORMATION
	“MBMS required UE action” IE is set to "Acquire PTM RB info".

	16
	(
	MBMS GENERAL INFORMATION
	MBMS preferred frequency information set without index into SIB11 neighbour list. 

	17
	SS
	
	The following MBMS messages sent on the MCCH will be received in a new Modification Period.

	18
	(
	SYSTEM INFORMATION BLOCK TYPE 12 SYSTEM INFORMATION BLOCK TYPE 11
	With the same frequency stored in the variable MBMS_PREV_FREQUENCY_INFO.

	19
	(
	MBMS MODIFIED SERVICES INFORMATION
	 “MBMS required UE action” IE is set to "Release PTM RB”.

	20
	
	
	The UE stops receiving the concerned MBMS service and reselects to Cell 21.

	21
	((
	CALL C.1
	If the test result of C.1 indicates that UE is in Idle Mode state, the test passes, otherwise it fails.


Specific message contents

All messages have the same content as defined in 34.108 clause 9.1.1 with the following exceptions:

MBMS MODIFIED SERVICES INFORMATION (Step 2)

	Information Element
	Value/remark

	Modified service list
	 Only 1 entry

	- MBMS Transmission identity
	MBMS Transmission identity indicating MBMS activated service

	- MBMS required UE action
	None (FLC)

	- MBMS preferred frequency 
	

	     - PFL index
	Index of the frequency of Cell 24 in the preferred frequency list  


MBMS GENERAL INFORMATION(Step 3)

	Information Element
	Value/remark

	MBMS preferred frequency information
	Only 1 entry

	MBMS preferred frequency list
	

	- MBMS preferred frequency
	Value N corresponds with the nth frequency included in the IE New inter-frequency cells that is specified within SIB 11, corresponding to cell 24 frequency (f2).

	- CHOICE Layer convergence information
	No HCS

	  - Qoffmbms
	Infinity


MBMS MODIFIED SERVICES INFORMATION (Step 5)

	Information Element
	Value/remark

	Modified service list
	Only 1 entry

	-MBMS Transmission identity
	MBMS Transmission identity indicating MBMS activated service

	-MBMS required UE action
	Acquire counting info


MBMS GENERAL INFORMATION (Steps 6 and 16)

	Information Element
	Value/remark

	MBMS preferred frequency information
	Only 1 entry

	MBMS preferred frequency list
	

	- MBMS preferred frequency
	Not present (indicates PFL is current cell frequency)

	- CHOICE Layer convergence information
	No HCS

	  - Qoffmbms
	Infinity


MBMS ACCESS INFORMATION (Step 7)

	Information Element
	Value/remark

	Service list
	Only 1 entry

	- MBMS short transmission ID
	Index to the MBMS transmission identity in the previous MBMS MODIFIED SERVICES INFORMATION 

	- Access probability factor - Idle
	0 (corresponding to the actual probability factor value 1) 

	- Connected mode counting scope
	

	     - URA_PCH
	FALSE

	     - CELL_PCH
	FALSE

	     - CELL_FACH
	FALSE


MBMS MODIFICATION REQUEST (steps 10a)

	Information Element
	Value/remark

	MBMS preferred frequency request
	Check that the IE is not present

	MBMS RB list requested to be released
	Check that the IE is not present

	MBMS Selected Service Info
	

	  - CHOICE Status
	Some

	     - MBMS Selected Services Full
	

	        - MBMS Selected Service ID
	Only 1 entry

	           - MBMS Service ID
	MBMS service ID of the activated MBMS service

	           - CHOICE PLMN identity
	Check to see that one of the below choice element is present

	              - SameAs-MIB
	(no data)

	              - explicitPLMN_Id
	Check to see if it is set to the same value as "PLMN ID” in the Master Information block transmitted for the current serving cell.


<<END OF MODIFIED SECTION>>
MBMS MODIFIED SERVICES INFORMATION (Step 15)

	Information Element
	Value/remark

	Modified service list
	1

	-MBMS Transmission identity
	MBMS Transmission identity indicating MBMS activated service

	-MBMS required UE action
	Acquire PTM RB info


MBMS MODIFIED SERVICES INFORMATION (Step 19)

	Information Element
	Value/remark

	Modified service list
	1

	-MBMS Transmission identity
	MBMS Transmission identity indicating MBMS activated service

	-MBMS required UE action
	'Release PTM RB'

	-MBMS dispersion indicator
	TRUE


8.5.3.1.1.5
Test requirements

At step 8, the UE shall send an RRC CONNECTION REQUEST message on Cell 24 with Establishment cause set to “MBMS reception”.

At step 21, the test result of C.1 shall indicate that the UE is in idle mode on Cell 21.
8.5.3.1m
MBMS Session Start (Frequency Layer Convergence)/Session Stop (Frequency Layer Dispersion) in Idle mode / MBMS Multicast Service
8.5.3.1m.1
Definition
This test is applicable for all UEs that support MBMS multicast services.

8.5.3.1m.2
Conformance requirement 
Same conformance requirement as in clause 8.5.3.1.2
8.5.3.1m.3
Test purpose
Same test purpose as in clause 8.5.3.1.3. 

8.5.3.1m.4
Method of test

Initial condition
System Simulator:

2 MBMS cells, Cell 21, Cell 24.

User Equipment:


The UE is in Idle Mode as specified in clause 7.6 of TS 34.108.

The UE has joined the multicast service to be provided by the SS (included in MBMS_ACTIVATED_SERVICES variable).
Related ICS/IXIT statements
-
MBMS Multicast service application available on UE
 
Yes/No.

Test procedure
Same test procedure as in clause 8.5.3.1.4, except that at step 11 UE transmits Service Request, with IE "Service type" set to "MBMS Multicast service Reception”.
Specific message contents

Same specific messages contents as in clause 8.5.3.1.4 

8.5.3.1m.5
Test requirements

Same test requirement as in clause 8.5.3.1.5.

8.5.4.1
Transmission of the MBMS Selected Services Information when entering RRC connected mode and CELL_DCH state / MBMS Selected Service

8.5.4.1.1
Definition
This test is applicable for all UEs that support MBMS broadcast services.

8.5.4.1.2
Conformance requirement
A UE entering CELL_DCH shall initiate the MBMS modification request procedure in the following cases:

1>
if the UE has any MBMS Selected Service; and

1>
if the IE "MCCH configuration information" was received in System Information Block Type 5 or System Information Block Type 5bis prior to entering CELL_DCH.

A UE completing an RRC Connection Setup procedure shall initiate the MBMS modification request procedure in the following cases:

1>
if the UE has any MBMS Selected Service; and

1>
if the IE "MCCH configuration information" was received in System Information Block Type 5 or System Information Block Type 5bis prior to completing the RRC Connection Setup procedure.

…

The UE shall set the contents of the MBMS MODIFICATION REQUEST message as follows:

1>
if there is a change in selection of one or more of the MBMS Selected Services:

2>
if the UE has not selected any MBMS Selected Service:

3>
include the MBMS Selected Service Info and set the Status to 'None'.

2>
otherwise:

3>
include the MBMS Selected Service Info and set the Status to 'Some'.

3>
for each MBMS Selected Service:

4>
include the MBMS Selected Service ID.
Reference

3GPP TS 25.331 clauses 8.7.6.2, 8.7.6.2a.
8.5.4.1.3
Test purpose
1.
To verify that when the list of MBMS Selected Services is not empty, the UE sends the MBMS Selected Services Information to the network when entering RRC connected mode.

2.
To verify that when the list of MBMS Selected Services is not empty, the UE sends the MBMS Selected Services Information to the network when entering CELL_DCH state.

<<START OF MODIFIED SECTION>>
8.5.4.1.4
Method of test

Initial condition
System Simulator:

1 MBMS cell.

User Equipment:


The UE is interested in the selected service to be provided by the SS (included in MBMS_ACTIVATED_SERVICES variable).

The UE is in Idle Mode as specified in clause 7.6 of TS 34.108.

Related ICS/IXIT statements
-
MBMS Broadcast service application available on UE 
Yes / No

Test procedure
The UE is in idle mode and has selected MBMS Service 1. The UE performs an outgoing call to setup a PS service. After the RRC connection establishment, the UE transmits an MBMS MODIFICATION REQUEST message containing the selected service to the SS.

Then the SS transmits a PHYSICAL CHANEL RECONFIGURATION message to move the UE to CELL_DCH state. After entering CELL_DCH state, the UE transmits an MBMS MODIFICATION REQUEST message containing the selected service to the SS.

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	(
	RRC CONNECTION REQUEST
	

	2
	(
	RRC CONNECTION SETUP 
	

	3
	(
	RRC CONNECTION SETUP COMPLETE
	

	4
	(
	MBMS MODIFICATION REQUEST
	This message may be received at any point after step 3 but before step 10.

	5
	UE
	 
	UE transmits SERVICE REQUEST, with IE "Service type" set to "MBMS Broadcast service Reception”.

	6
	(
	SECURITY MODE COMMAND
	

	7
	(
	SECURITY MODE COMPLETE
	

	8
	(
	RADIO BEARER SETUP
	

	9
	(
	RADIO BEARER SETUP COMPLETE
	

	10
	(
	PHYSICAL CHANNEL RECONFIGURATION
	

	11
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	The UE enters CELL_DCH state

	12
	(
	MBMS MODIFICATION REQUEST
	


Specific message contents

RRC CONNECTION SETUP (Step 2)

Use the message sub-type titled “Transition to CELL_FACH” in TS 34.108 clause 9.
MBMS MODIFICATION REQUEST (steps 4 and 12)

	Information Element
	Value/remark

	MBMS preferred frequency request
	Check that the IE is not present

	MBMS RB list requested to be released
	Check that the IE is not present

	MBMS Selected Service Info
	

	  - CHOICE Status
	Some

	     - MBMS Selected Services Full
	

	        - MBMS Selected Service ID
	

	           - MBMS Service ID
	MBMS service ID of the activated MBMS service

	           - CHOICE PLMN identity
	Check to see that one of the below choice element is present

	              - SameAs-MIB
	(no data)

	              - explicitPLMN_Id
	Check to see if it is set to the same value as "PLMN ID” in the Master Information block transmitted for the current serving cell.


<<END OF MODIFIED SECTION>>
RADIO BEARER SETUP (Step 8)

Use the same message as the one specified for "MBMS PtP" in TS 34.108 clause 9 with the condition B2.
PHYSICAL CHANNEL RECONFIGURATION (Step 10)

Use the message sub-type titled "Packet to CELL_DCH from CELL_FACH in PS" in 34.108 clause 9.

8.5.4.1.5
Test requirements

After step 3, the UE shall transmit an MBMS MODIFICATION REQUEST message.

After step 11, the UE shall transmit an MBMS MODIFICATION REQUEST message.
<<TEXT SKIPPED HERE>>
8.5.5.1
MBMS Counting in Idle Mode / MBMS Selected Service

8.5.5.1.1
Definition

This test case is applicable for all UEs supporting MBMS broadcast services.

8.5.5.1.2
Conformance requirement
The MBMS counting procedure is used by the UE to inform UTRAN about its interest to receive an MBMS transmission.

…

The UE initiates the MBMS counting procedure for an MBMS transmission upon receiving an MBMS MODIFIED SERVICES message including IE "MBMS required UE action" with the value set to 'Acquire counting info' or set to "Acquire counting info– PTM RBs unmodified".

…

Upon receiving the MBMS ACCESS INFORMATION message including one or more MBMS service(s) it has joined, and/ or including one or more MBMS Selected Services the UE shall for each joined and / or selected service:

1>
if the UE is in idle mode:

2>
draw a random number, "rand", uniformly distributed in the range: 0 ≤ rand < 1

2>
if 'rand' is lower than the value indicated by the IE 'Access probability factor-Idle' for the concerned service:

3>
indicate to upper layers that establishment of an RRC connection is required to receive the concerned MBMS service, with the establishment cause set to 'MBMS reception';

3>
if the above condition applies for more than one service, initiate a single indication to upper layers;

3>
if the RRC connection establishment succeeds, the procedure ends.

…

The UE shall, in the transmitted RRC CONNECTION REQUEST message:

…

1>
otherwise if the UE performs connection establishment for MBMS counting as specified in subclause 8.7.4; and

1>
if one or more of the MBMS services for which the UE initiates the counting response concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates the counting response:

3>
order the MBMS Selected Services such that those selected with a higher priority are listed in the IE "MBMS Selected Services Short" before those selected with a lower priority;

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

1>
if the UE included one or more "MBMS Selected Service ID" IEs:

2>
include the IE "MBMS Modification Period identity" and set it to a value in accordance with subclause 8.5.29.

Reference

3GPP TS 25.331 clauses 8.7.4, 8.7.4.1, 8.7.4.2, 8.7.4.3, 8.1.3.3.
8.5.5.1.3
Test purpose

To confirm that the UE starts the MBMS counting procedure in idle mode upon receiving an MBMS MODIFIED SERVICES message including IE "MBMS required UE action" and an ACCESS INFORMATION message including IE "Access probability factor – Idle" set to 0 (corresponding to the actual probability factor value 1).

To verify that the UE correctly includes the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and IE "MBMS Modification Period identity" in the counting response initiated for a MBMS Selected Service.

<<START OF MODIFIED SECTION>>
8.5.5.1.4
Method of test

Initial Condition

System Simulator: 1 MBMS cell (cell 21) using MCCH Longest Default scheduling, and combination C1 as defined in TS 34.108 clause 11.

User Equipment:
The UE is in Idle Mode as specified in clause 7.6 of TS 34.108.
The UE is interested in the selected service to be provided by the SS (included in MBMS_ACTIVATED_SERVICES variable).

Related ICS/IXIT statements
-
MBMS Broadcast service application available on UE
Yes/No.

Test Procedure
The SS transmits an MBMS MODIFIED SERVICE INFORMATION message which includes in the “Modified service list” for the MBMS activated service “MBMS required UE action” set to “Acquire counting info”.

The SS transmits an MBMS ACCESS INFORMATION message, which includes the MBMS Short transmission ID associated to the MBMS activated service and “Access probability factor – Idle” set to 0.

NOTE:
The “Access probability factor” sent in the MBMS ACCESS INFORMATION message set to 0 corresponds to an actual Probability Factor = 1, according to the formula in TS 25.331 clause 10.2.16e.

The UE transmits an RRC CONNECTION REQUEST message to the SS, with “Establishment cause” set to “MBMS reception”.

The SS transmits an RRC CONNECTION SETUP message to the UE which moves the UE to CELL_DCH state.
When the UE receives this message, the UE establishes an RRC connection and transmits an RRC CONNECTION SETUP COMPLETE message.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	
	
	
	The UE is in idle mode.

	1
	(
	MBMS MODIFIED SERVICES INFORMATION
	The SS transmits the message, which includes “MBMS required UE action” set to “Acquire counting info”

	2
	(
	MBMS ACCESS INFORMATION
	The SS transmits the message, which includes “MBMS short transmission ID” IE referring to the service the UE has activated and “Access probability factor – Idle” IE set to 0 (corresponding to actual Access Probability = 1).

	3
	(
	RRC CONNECTION REQUEST
	The UE transmits the message with Establishment cause set to “MBMS reception” and with the “MBMS Selected Services Short” IE referring to the concerned MBMS Selected service and the corresponding Modification period identity.

	4
	(
	RRC CONNECTION SETUP
	SS assigns DPCH resources to allow UE to establish an RRC connection.

RRC state indicator set to CELL_DCH.

	5
	(
	RRC CONNECTION SETUP COMPLETE
	

	5a
	(
	MBMS MODIFICATION REQUEST 
	The UE completing the RRC Connection Setup procedure shall initiate the MBMS MODIFICATION REQUEST procedure. This message may be received at any point after step 5 and before step 7.

	6
	UE
	
	UE transmits SERVICE REQUEST, with IE "Service type" set to "MBMS Broadcast service Reception”.

	7
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific Message Contents

All messages have the same content as defined in 34.108 clause 9.1.1 with the following exceptions:

MBMS MODIFIED SERVICES INFORMATION (Step 1)

	Information Element
	Value/remark

	Modified service list
	Only 1 entry

	- MBMS Transmission identity
	MBMS Transmission identity indicating MBMS activated service

	- MBMS required UE action
	Acquire counting info


MBMS ACCESS INFORMATION (Step 2)

	Information Element
	Value/remark

	Service list
	Only 1 entry

	- MBMS short transmission ID
	Index to the MBMS transmission identity in the previous MBMS MODIFIED SERVICES INFORMATION 

	- Access probability factor – Idle
	0 (corresponding to the actual probability factor value 1)

	- Connected mode counting scope
	

	     - URA_PCH
	FALSE

	     - CELL_PCH
	FALSE

	     - CELL_FACH
	FALSE


RRC CONNECTION REQUEST (Step 3)

	Information Element
	Value/remark

	Message type 
	

	Initial UE identity
	Same as the registered TMSI or P-TMSI.

	Establishment Cause
	MBMS reception

	Protocol Error Indicator
	Check to see if it is set to FALSE

	Measured results on RACH
	Not checked.

	MBMS Selected Services
	

	- MBMS Selected Services
	Only 1 entry

	     - MBMS Selected Service ID
	MBMS short transmission identity referring to the service the UE has selected

	- Modification period identity
	Indicates the modification period the MBMS short transmission identities refer to


MBMS MODIFICATION REQUEST (steps 5a)

	Information Element
	Value/remark

	MBMS preferred frequency request
	Check that the IE is not present

	MBMS RB list requested to be released
	Check that the IE is not present

	MBMS Selected Service Info
	

	  - CHOICE Status
	Some

	     - MBMS Selected Services Full
	

	        - MBMS Selected Service ID
	Only 1 entry

	           - MBMS Service ID
	MBMS service ID of the activated MBMS service

	           - CHOICE PLMN identity
	Check to see that one of the below choice element is present

	              - SameAs-MIB
	(no data)

	              - explicitPLMN_Id
	Check to see if it is set to the same value as "PLMN ID” in the Master Information block transmitted for the current serving cell.



	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


<<END OF MODIFIED SECTION>>
8.5.5.1.5
Test requirement

At step 3, the UE shall transmit an RRC CONNECTION REQUEST message with “Establishment Cause” set to “MBMS reception” on the uplink CCCH and  including in case of MBMS Selected services the IE “MBMS Selected Service ID” of the concerned MBMS selected service within the IE “MBMS Selected Services Short” and the IE “MBMS Modification Period identity”.

At step 5, the UE shall transmit an RRC CONNECTION SETUP COMPLETE message on a dedicated channel.
8.5.5.1m
MBMS Counting in Idle Mode / MBMS Multicast Service
8.5.5.1m.1
Definition
This test is applicable for all UEs that support MBMS multicast services.

8.5.5.1m.2
Conformance requirement 
Same conformance requirement as in clause 8.5.5.1.2 except there is no reference to 3GPP TS 25.331 clause 8.1.3.3.

Reference

3GPP TS 25.331 clauses 8.7.4, 8.7.4.1, 8.7.4.2, 8.7.4.3.
8.5.5.1m.3
Test purpose
To confirm that the UE starts the MBMS counting procedure in idle mode upon receiving an MBMS MODIFIED SERVICES message including IE "MBMS required UE action" and an ACCESS INFORMATION message including IE "Access probability factor – Idle" set to 0 (corresponding to the actual probability factor value 1). 

<<START OF MODIFIED SECTION>>
8.5.5.1m.4
Method of test

Initial condition
System Simulator:
2 MBMS cells, Cell 21 and Cell 22

User Equipment:

The UE is in Idle Mode as specified in clause 7.6 of TS 34.108.

The UE has joined the multicast service to be provided by the SS (included in MBMS_ACTIVATED_SERVICES variable).
Related ICS/IXIT statements
-
MBMS Multicast service application available on UE
 
Yes/No.

Test procedure
Same test procedure as in clause 8.5.5.1.4.

Expected sequence
Same expected sequence as in clause 8.5.5.1.4 except for RRC CONNECTION REQUEST message content (step 3) and MODIFICATION REQUEST procedure not required.
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	
	
	
	The UE is in idle mode.

	1
	(
	MBMS MODIFIED SERVICES INFORMATION
	The SS transmits the message, which includes “MBMS required UE action” set to “Acquire counting info”

	2
	(
	MBMS ACCESS INFORMATION
	The SS transmits the message, which includes “MBMS short transmission ID” IE referring to the service the UE has joined and “Access probability factor – Idle” IE set to 0 (corresponding to actual Access Probability = 1).

	3
	(
	RRC CONNECTION REQUEST
	The UE transmits the message with Establishment cause set to “MBMS reception” 

	4
	(
	RRC CONNECTION SETUP
	SS assigns DPCH resources to allow UE to establish an RRC connection.

RRC state indicator set to CELL_DCH.

	5
	(
	RRC CONNECTION SETUP COMPLETE
	

	6
	UE
	
	UE transmits SERVICE REQUEST, with IE "Service type" set to "MBMS Multicast service Reception”.

	7
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


<<END OF MODIFIED SECTION>>
Specific message contents

Same specific messages contents as in clause 8.5.5.1.4 except for RRC CONNECTION REQUEST message content (step 3).
RRC CONNECTION REQUEST (Step 3)

	Information Element
	Value/remark

	Message type 
	

	Initial UE identity
	Same as the registered TMSI or P-TMSI.

	Establishment Cause
	MBMS reception

	Protocol Error Indicator
	Check to see if it is set to FALSE

	Measured results on RACH
	Not checked.

	MBMS Selected Services
	Not present 


8.5.5.1m.5
Test requirements

At step 3, the UE shall transmit an RRC CONNECTION REQUEST message with “Establishment Cause” set to “MBMS reception” on the uplink CCCH.

At step 5, the UE shall transmit an RRC CONNECTION SETUP COMPLETE message on a dedicated channel.
<<TEXT SKIPPED HERE>>
8.5.5.7
RRC Connection establishment for MBMS Counting :Success after T318 Timeout/ MBMS Selected Service
8.5.5.7.1
Definition
This test case is applicable for UEs that support MBMS broadcast services.
8.5.5.7.2
Conformance requirement
The MBMS counting procedure is used by the UE to inform UTRAN about its interest to receive an MBMS transmission. The procedure applies to UEs supporting MBMS that are in idle mode or in connected mode for cells not operating in MBSFN mode as indicated in subclause 8.1.1.6.3.

…

The UE initiates the MBMS counting procedure for an MBMS transmission upon receiving an MBMS MODIFIED SERVICES message including IE "MBMS required UE action" with the value set to 'Acquire counting info' or set to "Acquire counting info– PTM RBs unmodified".

…

Upon receiving the MBMS ACCESS INFORMATION message for cells not operating in MBSFN mode as indicated in subclause 8.1.1.6.3 including one or more MBMS service(s) it has joined and/or including one or more MBMS Selected Services, the UE shall for each joined and/or selected service:

1>
if the UE is in idle mode:

2>
draw a random number, "rand", uniformly distributed in the range: 0 ≤ rand < 1

2>
if 'rand' is lower than the value indicated by the IE 'Access probability factor-Idle' for the concerned service:

3>
indicate to upper layers that establishment of an RRC connection is required to receive the concerned MBMS service, with the establishment cause set to 'MBMS reception';

3>
if the above condition applies for more than one service, initiate a single indication to upper layers;

3>
if the RRC connection establishment succeeds, the procedure ends.

…

1>
submit the RRC CONNECTION REQUEST message for transmission on the uplink CCCH;

1>
set counter V300 to 1; and

1>
if the variable ESTABLISHMENT_CAUSE is set to "MBMS reception":

2>
when the MAC layer indicates success or failure to transmit the message:

3>
if the MAC layer indicates failure:

4>
enter idle mode;

4>
consider the procedure to be unsuccessful;

4>
perform other actions when entering idle mode from connected mode as specified in subclause 8.5.2;

4>
the procedure ends.

3>
else:

4>
start timer T318;

4>
apply value 0 for counter N300 regardless of the value included in IE "UE Timers and Constants in idle mode".

…

The UE shall, in the transmitted RRC CONNECTION REQUEST message:

…

1>
otherwise if the UE performs connection establishment for MBMS counting as specified in subclause 8.7.4; and

1>
if one or more of the MBMS services for which the UE initiates the counting response concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates the counting response:

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

1>
if the UE included one or more "MBMS Selected Service ID" IEs:

2> include the IE "MBMS Modification Period identity" and set it to a value in accordance with subclause 8.5.29.

    …

If the counting response procedure (RRC connection establishment or Cell update) fails, the UE shall:

1>
if the failure occurs in the same modification period as the one in which the UE initiated the counting response procedure; or

1>
if the message triggering the MBMS counting procedure included the IE "Continue MCCH reading" with a value set to TRUE that is applicable in the modification period in which the UE detects the failure:

2>
continue acquiring further MBMS ACCESS INFORMATION messages without delaying reading of MCCH until the next modification period and without stopping at the end of the modification period, in accordance with subclause 8.7.1.3.

1>
otherwise:

2>
the procedure ends.

Reference

3GPP TS 25.331 clauses 8.7.4, 8.7.4.1, 8.7.4.2, 8.7.4.3, 8.1.3.2, 8.1.3.3, 8.7.4.5.
8.5.5.7.3
Test purpose

To confirm that the UE starts T318 timer once UE MAC layer indicates successful transmission of RRC Connection Request message for MBMS counting.

To verify that the UE continues to acquire MBMS ACCESS INFORMATION messages after Expiry of T318, and hence re-start RRC Connection Request procedure for counting.

<<START OF MODIFIED SECTION>>
8.5.5.7.4
Method of test

Initial Condition

System Simulator: 1 MBMS cell (cell 21).

User Equipment:
The UE is in Idle Mode as specified in clause 7.6 of TS 34.108.
The UE is interested in the selected service to be provided by the SS (included in MBMS_ACTIVATED_SERVICES variable).

Longest MCCH scheduling configuration defined in 34.108 clause 11.1.1.3 is used.

Related ICS/IXIT statements
-
MBMS Broadcast service application available on UE
Yes/No.

Test Procedure
The SS transmits an MBMS MODIFIED SERVICE INFORMATION message which includes in the “Modified service list” for the MBMS activated service “MBMS required UE action” set to “Acquire counting info”.

The SS transmits an MBMS ACCESS INFORMATION message, which includes the MBMS Short transmission ID associated to the MBMS activated service and “Access probability factor – Idle” set to 0.

NOTE:
The “Access probability factor” sent in the MBMS ACCESS INFORMATION message set to 0 corresponds to an actual Probability Factor = 1, according to the formula in TS 25.331 clause 10.2.16e.

The UE transmits an RRC CONNECTION REQUEST message to the SS, with “Establishment cause” set to “MBMS reception”. After MAC indication on successful transmission, starts T318 timer.

SS does not respond to the RRC CONNECTION REQUEST message.

After expiry of T318, UE Re-acquires MBMS ACCESS INFORMATION, and re-starts the counting procedure. The UE transmits an RRC CONNECTION REQUEST message to the SS, with “Establishment cause” set to “MBMS reception”.

The SS transmits an RRC CONNECTION SETUP message to the UE which moves the UE to CELL_DCH state.
When the UE receives this message, the UE establishes an RRC connection and transmits an RRC CONNECTION SETUP COMPLETE message.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	
	
	
	The UE is in idle mode.

	1
	(
	MBMS MODIFIED SERVICES INFORMATION
	The SS transmits the message, which includes “MBMS required UE action” set to “Acquire counting info”

	2
	(
	MBMS ACCESS INFORMATION
	The SS transmits the message, which includes “MBMS short transmission ID” IE referring to the service the UE has activated and “Access probability factor – Idle” IE set to 0 (corresponding to actual Access Probability = 1).

	3
	(
	MBMS GENERAL INFORMATION
	

	4
	(
	RRC CONNECTION REQUEST
	The UE transmits the message with Establishment cause set to “MBMS reception” 

	5
	
	
	SS does not respond to RRC Connection Request message in step 4.

	6
	(
	RRC CONNECTION REQUEST
	The UE re-sends the message with Establishment cause set to “MBMS reception” with the “MBMS Selected Services Short” IE referring to the concerned MBMS Selected service and the corresponding Modification period identity.

	7
	(
	RRC CONNECTION SETUP
	SS assigns DPCH resources to allow UE to establish an RRC connection.

RRC state indicator set to CELL_DCH.

	8
	(
	RRC CONNECTION SETUP COMPLETE
	

	8a
	(
	MBMS MODIFICATION REQUEST
	The UE completing the RRC connection Setup procedure shall initiate the MBMS MODIFICATION REQUEST procedure. This message may be received at any point after step 8 and before step 10.

	9
	UE
	
	UE transmits SERVICE REQUEST, with IE "Service type" set to "MBMS Broadcast service Reception”.

	10
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific Message Contents

System Information Block type 1 (FDD)

Use the default system information block with the same type specified in clause 6.1 of TS 34.108, with the following exceptions:

	Information Element
	Value/remark

	- UE Timers and constants in idle mode
	

	 -T300
	8000 milli seconds


MBMS MODIFIED SERVICES INFORMATION (Step 1)

	Information Element
	Value/remark

	Modified service list
	Only 1 entry

	- MBMS Transmission identity
	MBMS Transmission identity indicating MBMS activated service

	- MBMS required UE action
	Acquire counting info

	- Continue MCCH reading
	TRUE


MBMS ACCESS INFORMATION (Step 2)

	Information Element
	Value/remark

	Service list
	Only 1 entry

	- MBMS short transmission ID
	Index to the MBMS transmission identity in the previous MBMS MODIFIED SERVICES INFORMATION 

	- Access probability factor – Idle
	0 (corresponding to the actual probability factor value 1)


MBMS GENERAL INFORMATION (Step 3)

Use the default message type found in TS 34.108, 9.1.1 except for

	MBMS timers and counters
	

	      - T318
	1500 ms


RRC CONNECTION REQUEST (Step 4 and 6)

	Information Element
	Value/remark

	Message type 
	

	Initial UE identity
	Same as the registered TMSI or P-TMSI.

	Establishment Cause
	MBMS reception

	Protocol Error Indicator
	Check to see if it is set to FALSE

	Measured results on RACH
	Not checked.

	MBMS Selected Services
	

	- MBMS Selected Services
	Only 1 entry

	     - MBMS Selected Service ID
	MBMS short transmission identity referring to the service the UE has selected

	- Modification period identity
	Indicates the modification period the MBMS short transmission identities refer to


RRC CONNECTION SETUP (Step 7)

Use the default message type found in TS 34.108, 9.1.1.

RRC CONNECTION SETUP COMPLETE (Step 8)

Use the default message type found in TS 34.108, 9.1.1.

MBMS MODIFICATION REQUEST (steps 8a)

	Information Element
	Value/remark

	MBMS preferred frequency request
	Check that the IE is not present

	MBMS RB list requested to be released
	Check that the IE is not present

	MBMS Selected Service Info
	

	  - CHOICE Status
	Some

	     - MBMS Selected Services Full
	

	        - MBMS Selected Service ID
	Only 1 entry

	           - MBMS Service ID
	MBMS service ID of the activated MBMS service

	           - CHOICE PLMN identity
	Check to see that one of the below choice element is present

	              - SameAs-MIB
	(no data)

	              - explicitPLMN_Id
	Check to see if it is set to the same value as "PLMN ID” in the Master Information block transmitted for the current serving cell.



	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


<<END OF MODIFIED SECTION>>
8.5.5.7.5
Test requirement

At step 4 and 6, the UE shall transmit an RRC CONNECTION REQUEST message with “Establishment Cause” set to “MBMS reception” on the uplink CCCH and including the IE “MBMS Selected Service ID” of the concerned MBMS selected service within the IE “MBMS Selected Services Short” and the IE “MBMS Modification Period identity”.

The time difference between step 4 and 6 should be at least 1500 milliseconds (T318 expiry), and less than 6 seconds (T318 [1500ms] +2*AP [1280ms] +Transmission time on PRACH)

At step 8, the UE shall transmit an RRC CONNECTION SETUP COMPLETE message on a dedicated channel.
8.5.5.7m
RRC Connection establishment for MBMS Counting :Success after T318 Timeout / MBMS Multicast Service
8.5.5.7m.1
Definition
This test is applicable for all UEs that support MBMS multicast services.

8.5.5.7m.2
Conformance requirement 
Same conformance requirement as in clause 8.5.5.7.2.
8.5.5.7m.3
Test purpose
Same test purpose as in clause 8.5.5.7.3. 

<<START OF MODIFIED SECTION>>
8.5.5.7m.4
Method of test

Initial Condition

System Simulator: 1 MBMS cell (cell 21).

User Equipment:
The UE is in Idle Mode as specified in clause 7.6 of TS 34.108.
The UE has joined the multicast service to be provided by the SS (included in MBMS_ACTIVATED_SERVICES variable).
Related ICS/IXIT statements
-
MBMS Multicast service application available on UE

Yes/No.

Test procedure
Same test procedure as in clause 8.5.5.7.4, except expected sequence step 8a is not applicable and at step 9 UE transmits Service Request, with IE "Service type" set to "MBMS Multicast service Reception”.
<<END OF MODIFIED SECTION>>
Specific message contents

Same specific messages contents as in clause 8.5.5.7.4 except for RRC CONNECTION REQUEST message content (step 4 and 6). Step 8a contents are not applicable.
RRC CONNECTION REQUEST (Step 4 and 6)

	Information Element
	Value/remark

	Message type 
	

	Initial UE identity
	Same as the registered P-TMSI.

	Establishment Cause
	MBMS reception

	Protocol Error Indicator
	Check to see if it is set to FALSE

	Measured results on RACH
	Not checked.

	MBMS Selected Services
	Not present 


8.5.5.7m.5
Test requirements

Same Test Requirements as in clause 8.5.5.7.5, except UE shall not include in the IE “MBMS Selected Service ID” of the concerned MBMS selected service within the IE “MBMS Selected Services Short” and the IE “MBMS Modification Period identity” in step 4 and 6.
8.5.5.8
RRC Connection establishment for MBMS Counting :Success after MAC Layer Failure Indication/ MBMS Selected Service
8.5.5.8.1
Definition
This test case is applicable for UEs that support MBMS broadcast services.
8.5.5.8.2
Conformance requirement
The MBMS counting procedure is used by the UE to inform UTRAN about its interest to receive an MBMS transmission. The procedure applies to UEs supporting MBMS that are in idle mode or in connected mode for cells not operating in MBSFN mode as indicated in subclause 8.1.1.6.3.

…

The UE initiates the MBMS counting procedure for an MBMS transmission upon receiving an MBMS MODIFIED SERVICES message including IE "MBMS required UE action" with the value set to 'Acquire counting info' or set to "Acquire counting info– PTM RBs unmodified".

…

Upon receiving the MBMS ACCESS INFORMATION message for cells not operating in MBSFN mode as indicated in subclause 8.1.1.6.3 including one or more MBMS service(s) it has joined and/or including one or more MBMS Selected Services, the UE shall for each joined and/or selected service:

1>
if the UE is in idle mode:

2>
draw a random number, "rand", uniformly distributed in the range: 0 ≤ rand < 1

2>
if 'rand' is lower than the value indicated by the IE 'Access probability factor-Idle' for the concerned service:

3>
indicate to upper layers that establishment of an RRC connection is required to receive the concerned MBMS service, with the establishment cause set to 'MBMS reception';

3>
if the above condition applies for more than one service, initiate a single indication to upper layers;

3>
if the RRC connection establishment succeeds, the procedure ends.

…

1>
submit the RRC CONNECTION REQUEST message for transmission on the uplink CCCH;

1>
set counter V300 to 1; and

1>
if the variable ESTABLISHMENT_CAUSE is set to "MBMS reception":

2>
when the MAC layer indicates success or failure to transmit the message:

3>
if the MAC layer indicates failure:

4>
enter idle mode;

4>
consider the procedure to be unsuccessful;

4>
perform other actions when entering idle mode from connected mode as specified in subclause 8.5.2;

4>
the procedure ends.

3>
else:

4>
start timer T318;

4>
apply value 0 for counter N300 regardless of the value included in IE "UE Timers and Constants in idle mode".

…

The UE shall, in the transmitted RRC CONNECTION REQUEST message:

…

1>
otherwise if the UE performs connection establishment for MBMS counting as specified in subclause 8.7.4; and

1>
if one or more of the MBMS services for which the UE initiates the counting response concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates the counting response:

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

1>
if the UE included one or more "MBMS Selected Service ID" IEs:

3> include the IE "MBMS Modification Period identity" and set it to a value in accordance with subclause 8.5.29.

    …

If the counting response procedure (RRC connection establishment or Cell update) fails, the UE shall:

1>
if the failure occurs in the same modification period as the one in which the UE initiated the counting response procedure; or

1>
if the message triggering the MBMS counting procedure included the IE "Continue MCCH reading" with a value set to TRUE that is applicable in the modification period in which the UE detects the failure:

2>
continue acquiring further MBMS ACCESS INFORMATION messages without delaying reading of MCCH until the next modification period and without stopping at the end of the modification period, in accordance with subclause 8.7.1.3.

1>
otherwise:

2>
the procedure ends.

Reference

3GPP TS 25.331 clauses  8.7.4, 8.7.4.1, 8.7.4.2, 8.7.4.3, 8.1.3.2, 8.1.3.3,8.7.4.5.
8.5.5.8.3
Test purpose

To confirm that the UE does not start T318 timer once UE MAC layer indicates un-successful transmission of RRC Connection Request message for MBMS counting.

To verify that the UE continues to acquire MBMS ACCESS INFORMATION messages after MAC layer failure indication for first RRC Connection Request transmission, and hence re-start RRC Connection Request procedure for counting.

<<START OF MODIFIED SECTION>>
8.5.5.8.4
Method of test

Initial Condition

System Simulator: 1 MBMS cell (cell 21).

User Equipment:
The UE is in Idle Mode as specified in clause 7.6 of TS 34.108.
The UE is interested in the selected service to be provided by the SS (included in MBMS_ACTIVATED_SERVICES variable).

Longest MCCH scheduling configuration defined in 34.108 clause 11.1.1.3 is used.

Related ICS/IXIT statements
-
MBMS Broadcast service application available on UE
Yes/No.

Test Procedure
The SS transmits an MBMS MODIFIED SERVICE INFORMATION message which includes in the “Modified service list” for the MBMS activated service “MBMS required UE action” set to “Acquire counting info”.

The SS transmits an MBMS ACCESS INFORMATION message, which includes the MBMS Short transmission ID associated to the MBMS activated service and “Access probability factor – Idle” set to 0.

NOTE:
The “Access probability factor” sent in the MBMS ACCESS INFORMATION message set to 0 corresponds to an actual Probability Factor = 1, according to the formula in TS 25.331 clause 10.2.16e.

The UE submits RRC CONNECTION REQUEST message for transmission, with “Establishment cause” set to “MBMS reception”.

SS does not acknowledge the RACH access on AICH.

After Failure indication by UE MAC Layer, UE Re-acquires MBMS ACCESS INFORMATION, and re-starts the counting procedure. The UE transmits RRC CONNECTION REQUEST message to the SS, with “Establishment cause” set to “MBMS reception”.

The SS transmits an RRC CONNECTION SETUP message to the UE which moves the UE to CELL_DCH state.
When the UE receives this message, the UE establishes an RRC connection and transmits an RRC CONNECTION SETUP COMPLETE message.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	
	
	
	The UE is in idle mode.

	1
	(
	MBMS MODIFIED SERVICES INFORMATION
	The SS transmits the message, which includes “MBMS required UE action” set to “Acquire counting info”

	2
	(
	MBMS ACCESS INFORMATION
	The SS transmits the message, which includes “MBMS short transmission ID” IE referring to the service the UE activated and “Access probability factor – Idle” IE set to 0 (corresponding to actual Access Probability = 1).

	3
	(
	MBMS GENERAL INFORMATION
	

	4
	(
	ACCESS PREAMBLE(RRC CONNECTION REQUEST)
	

	5
	
	
	SS does not respond to ACCESS PREAMBLE on AICH channel.

	6
	
	
	After Failure indication by MAC Layer, UE starts acquiring MBMS ACCESS INFORMATION

	7
	(
	RRC CONNECTION REQUEST
	The UE re-sends the message with Establishment cause set to “MBMS reception”. (SS ACKS on AICH for ACCESS PREAMBLE)

	8
	(
	RRC CONNECTION SETUP
	SS assigns DPCH resources to allow UE to establish an RRC connection.

RRC state indicator set to CELL_DCH.

	9
	(
	RRC CONNECTION SETUP COMPLETE
	

	9a
	(
	MBMS MODIFICATION REQUEST
	The UE completing the RRC connection Setup procedure shall initiate the MBMS MODIFICATION REQUEST procedure. This message may be received at any point after step 9 and before step 11.

	10
	UE
	
	UE transmits SERVICE REQUEST, with IE "Service type" set to "MBMS Broadcast service Reception”.

	11
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific Message Contents

System Information Block type 1 (FDD)

Use the default system information block with the same type specified in clause 6.1 of TS 34.108, with the following exceptions:

	Information Element
	Value/remark

	- UE Timers and constants in idle mode
	

	 -T300
	8000 milli seconds


MBMS MODIFIED SERVICES INFORMATION (Step 1)

	Information Element
	Value/remark

	Modified service list
	Only 1 entry

	- MBMS Transmission identity
	MBMS Transmission identity indicating MBMS activated service

	- MBMS required UE action
	Acquire counting info

	- Continue MCCH reading
	TRUE


MBMS ACCESS INFORMATION (Step 2)

	Information Element
	Value/remark

	Service list
	Only 1 entry

	- MBMS short transmission ID
	Index to the MBMS transmission identity in the previous MBMS MODIFIED SERVICES INFORMATION 

	- Access probability factor – Idle
	0 (corresponding to the actual probability factor value 1)


MBMS GENERAL INFORMATION (Step 3)

Use the default message type found in TS 34.108, 9.1.1 except for

	MBMS timers and counters
	

	      - T318
	16000 ms


RRC CONNECTION REQUEST (Step 7)

	Information Element
	Value/remark

	Message type 
	

	Initial UE identity
	Same as the registered TMSI or P-TMSI.

	Establishment Cause
	MBMS reception

	Protocol Error Indicator
	Check to see if it is set to FALSE

	Measured results on RACH
	Not checked.

	MBMS Selected Services
	

	- MBMS Selected Services
	Only 1 entry

	     - MBMS Selected Service ID
	MBMS short transmission identity referring to the service the UE has selected

	- Modification period identity
	Indicates the modification period the MBMS short transmission identities refer to


RRC CONNECTION SETUP (Step 8)

Use the default message type found in TS 34.108, 9.1.1.

RRC CONNECTION SETUP COMPLETE (Step 9)

Use the default message type found in TS 34.108, 9.1.1.

MBMS MODIFICATION REQUEST (steps 9a)

	Information Element
	Value/remark

	MBMS preferred frequency request
	Check that the IE is not present

	MBMS RB list requested to be released
	Check that the IE is not present

	MBMS Selected Service Info
	

	  - CHOICE Status
	Some

	     - MBMS Selected Services Full
	

	        - MBMS Selected Service ID
	Only 1 entry

	           - MBMS Service ID
	MBMS service ID of the activated MBMS service

	           - CHOICE PLMN identity
	Check to see that one of the below choice element is present

	              - SameAs-MIB
	(no data)

	              - explicitPLMN_Id
	Check to see if it is set to the same value as "PLMN ID” in the Master Information block transmitted for the current serving cell.



	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


<<END OF MODIFIED SECTION>>
8.5.5.8.5
Test requirement

At step 7, the UE shall transmit an RRC CONNECTION REQUEST message with “Establishment Cause” set to “MBMS reception” on the uplink CCCH and including the IE “MBMS Selected Service ID” of the concerned MBMS selected service within the IE “MBMS Selected Services Short” and the IE “MBMS Modification Period identity”.

The time difference between step 4(last Access Preamble Reception) and 7 should be at least 1280 milliseconds (one AP), and less than 4 seconds (2*AP[1280ms]+Transmission time on PRACH).

At step 9, the UE shall transmit an RRC CONNECTION SETUP COMPLETE message on a dedicated channel.
8.5.5.8m
RRC Connection establishment for MBMS Counting :Success after MAC Layer Failure Indication / MBMS Multicast Service
8.5.5.8m.1
Definition
This test is applicable for all UEs that support MBMS multicast services.

8.5.5.8m.2
Conformance requirement 
Same conformance requirement as in clause 8.5.5.8.2.
8.5.5.8m.3
Test purpose
Same test purpose as in clause 8.5.5.8.3.

<<START OF MODIFIED SECTION>>
8.5.5.8m.4
Method of test

Initial Condition

System Simulator: 1 MBMS cell (cell 21).

User Equipment:
The UE is in Idle Mode as specified in clause 7.6 of TS 34.108.
The UE has joined the multicast service to be provided by the SS (included in MBMS_ACTIVATED_SERVICES variable).
Related ICS/IXIT statements
-
MBMS Multicast service application available on UE

Yes/No.

Test procedure
Same test procedure as in clause 8.5.5.8.4, except expected sequence step 9a is not applicable and at step 10 UE transmits Service Request, with IE "Service type" set to "MBMS Multicast service Reception”.

<<END OF MODIFIED SECTION>>
Specific message contents

Same specific messages contents as in clause 8.5.5.8.4 except for RRC CONNECTION REQUEST message content (step 7). Step 9a contents are not applicable.
RRC CONNECTION REQUEST (Step 7)

	Information Element
	Value/remark

	Message type 
	

	Initial UE identity
	Same as the registered P-TMSI.

	Establishment Cause
	MBMS reception

	Protocol Error Indicator
	Check to see if it is set to FALSE

	Measured results on RACH
	Not checked.

	MBMS Selected Services
	Not present 


8.5.5.8m.5
Test requirements

Same Test Requirements as in clause 8.5.5.8.5, except UE shall not include in the IE “MBMS Selected Service ID” of the concerned MBMS selected service within the IE “MBMS Selected Services Short” and the IE “MBMS Modification Period identity” in step 7.
8.5.6.1
MBMS Controlling Cell Change - Idle mode - Frequency Layer Convergence – HCS Not Used / MBMS Selected Service

8.5.6.1.1
Definition

Test to verify that the UE performs the cell reselection correctly if system information parameters Qoffset, Qhyst, Qoffmbms and Treselection are applied for non-hierarchical cell structures. This test case is applicable for all UEs that support MBMS broadcast services.

8.5.6.1.2
Conformance requirement

When camped normally, the UE shall perform the following tasks:

-
select and monitor the indicated PICH and PCH of the cell as specified in clause 8 according to information sent in system information;

-
monitor relevant System Information. This is specified in [8];

-
perform necessary measurements for the cell reselection evaluation procedure;

-
execute the cell reselection evaluation process on the following occasions/triggers:

1)
UE internal triggers, so as to meet performance as specified in [22] and [23];

2)
When information on the BCCH used for the cell reselection evaluation procedure has been modified 

If the UE supports MBMS and MBMS is active in the cell and the UE is permitted to receive MBMS services in the cell, the UE shall perform MBMS tasks as specified in subclause 6.3 of TS 25.304.

…

The cell-ranking criterion R is defined by:
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where:

the signalled value Qoffmbms is only applied to those cells (serving or neighbouring) belonging to the MBMS PL

…

The cells shall be ranked according to the R criteria specified above, deriving Qmeas,n and Qmeas,s and calculating the R values using CPICH RSCP, P-CCPCH RSCP and the averaged received signal level as specified in [22] and [23] for FDD, TDD and GSM cells, respectively.
The offset Qoffset1s,n is used for Qoffsets,n to calculate Rn, the hysteresis Qhyst1s is used for Qhysts to calculate Rs. For UE in RRC connected mode states CELL_PCH or URA_PCH the hysteresis Qhysts takes the value Qhyst1s,PCH to calculate Rs, if provided in SIB4 [see 8]. For UE in RRC connected mode state CELL_FACH the hysteresis Qhysts takes the value Qhyst1s,FACH to calculate Rs, if provided in SIB4 [see 8].

…

If an FDD cell is ranked as the best cell and the quality measure for cell selection and re-selection is set to CPICH RSCP, the UE shall perform cell re-selection to that FDD cell. If this cell is found to be not suitable, the UE shall behave according to subclause 5.2.6.1.3 of TS 25.304.

…
In all cases, the UE shall reselect the new cell, only if the following conditions are met:
-
the new cell is better ranked than the serving cell during a time interval Treselection. For UE in RRC connected mode states CELL_PCH or URA_PCH the interval Treselections,PCH applies, if provided in SIB4 [see 8], while for UE in RRC connected mode state CELL_FACH the interval Treselections,FACH applies, if provided in SIB4 [see 8]. For hierarchical cell structures when high mobility state has not been detected, if according to the HCS rules the serving cell is not ranked then all the ranked cells are considered to be better ranked than the serving cell.

Reference

3GPP TS 25.304 clauses 5.2.5.1, 5.2.6.1.4.

8.5.6.1.3
Test purpose
1.
To verify that a UE in idle mode calculates R from Qhyst, and Qoffset and Qoffmbms and that the modification of these parameters on the BCCH triggers the cell reselection evaluation process.

2.
To verify that a UE in idle mode performs a Serving Cell Reselection to the Preferred Layer at Session Start.

3.
To verify that a UE in idle mode performs an intra-frequency Cell Reselection on the Preferred Layer during an ongoing Session

<<START OF MODIFIED SECTION>>
8.5.6.1.4
Method of test

Initial Condition

System Simulator: 3 MBMS cells (Cell 21, Cell 24, Cell 26) with the downlink transmission power shown in column marked "T0" in table 8.5.6.1-1.

The UE is in Idle Mode as specified in clause 7.6 of TS 34.108 and camped on Cell 21.

The UE is interested in the broadcast service to be provided by the SS (included in MBMS_ACTIVATED_SERVICES variable).

Specific message contents for System information blocks 3 and 11 are used in Cell 21.

Related ICS/IXIT statement(s)

-
MBMS Broadcast service application available on UE 
Yes/no

Test procedure
Table 8.5.6.1-1 illustrates the downlink power to be applied for the 3 cells at various time instants of the test execution. Columns marked “T0” denote the initial conditions, while columns marked “T1” are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.5.6.1-1
	Parameter
	Unit
	Cell 21
	Cell 24
	Cell 26

	
	
	T0
	T1
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2
	Ch. 2

	CPICH Ec (FDD)
	dBm/3.84 MHz
	-60
	-60
	-66
	-75
	-75
	-66

	P-CCPCH RSCP (TDD)
	dBm
	-60
	-60
	-66
	-75
	-75
	-66


The UE is in idle mode in Cell 21.

The SS notifies on MICH and MCCH in Cell 1 about the start of an MBMS session including a preferred frequency in the IE “MBMS preferred frequency”. The UE reselects to Cell 24 (Frequency Layer Convergence).

The SS transmits an MBMS MODIFIED SERVICE INFORMATION message which includes in the “Modified service list” for the MBMS activated service “MBMS required UE action” set to “Acquire counting info” and MBMS ACCESS INFORMATION message, which includes the MBMS Short Transmission ID associated to the MBMS activated service and “Access probability factor – Idle” set to 0 (corresponds to an actual Probability Factor = 1).

The UE shall transmit an RRC CONNECTION REQUEST message, with “Establishment cause” set to “MBMS reception”. The SS transmits a RRC CONNECTION SETUP. The UE establishes an RRC connection and transmits an RRC CONNECTION SETUP COMPLETE message. 

The UE receives an MBMS MODIFIED SERVICES INFORMATION message “MBMS required UE action” IE  set to “Acquire PTM RB info”. The UE receives an MBMS NEIGHBOURING CELL P-T-M RB INFORMATION including MBMS neighbouring cell information for Cell 26. The UE shall apply the MBMS p-t-m radio bearer configuration procedure to acquire the radio bearer configuration for the MBMS service provided by the SS.
The UE starts receiving the indicated p-t-m radio bearer.

The SS applies the power settings of “T1” in table 8.5.6.1-1. Then the UE shall reselect to Cell 26 applying the Qoffmbms.

The UE receives an MBMS UNMODIFIED SERVICES INFORMATION message “MBMS required UE action” IE set to “Acquire PTM RB info”. The UE receives an MBMS NEIGHBOURING CELL P-T-M RB INFORMATION including MBMS neighbouring cell information for Cell 24. The UE shall apply the MBMS p-t-m radio bearer configuration and continues receiving the indicated p-t-m radio bearer.

SS calls for generic procedure C.1 to check that UE is in idle mode.

Expected sequence
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	UE
	
	The UE is in idle mode on Cell 21. 

	2
	(
	SYSTEM INFORMATION
	See specific message contents for SIB3

	3
	(
	MBMS MODIFIED SERVICES INFORMATION
	“MBMS required UE action” IE is set to “none” and the “MBMS preferred frequency” IE indicates the reference to Ch. 2.

	4
	(
	MBMS GENERAL INFORMATION
	MBMS preferred frequency information is set to Ch. 2. Qoffmbms is set to 12 dB.

	5
	UE
	
	UE reselects to Cell 24

	5a
	SS
	
	The following MCCH messages are sent on Cell 24.

	6
	(
	MBMS MODIFIED SERVICES INFORMATION
	Transmitted “MBMS required UE action” IE is set to “Acquire counting info”

	7
	(
	MBMS ACCESS INFORMATION
	“MBMS short transmission ID” IE  set to 1, “Access probability factor – Idle” set to 0 (corresponding to the actual probability factor value 1).

	8
	(
	MBMS GENERAL INFORMATION
	MBMS preferred frequency information set without index into SIB11 neighbour list. 

	9
	(
	RRC CONNECTION REQUEST
	The UE transmits the message with Establishment cause set to “MBMS reception” and in case of MBMS Selected service with the “MBMS Selected Services Short” IE referring to the concerned MBMS Selected service and the corresponding Modification period identity.

	10
	(
	RRC CONNECTION SETUP 
	

	11
	(
	RRC CONNECTION SETUP COMPLETE
	

	11a
	(
	MBMS MODIFICATION REQUEST
	The UE completing the RRC connection Setup procedure shall initiate the MBMS MODIFICATION REQUEST procedure in case of MBMS selected Service. This message may be received at any point after step 11 and before step 13.

	12
	UE
	
	UE transmits SERVICE REQUEST, with IE "Service type" set to "MBMS Broadcast service Reception”.

	13
	(
	RRC CONNECTION RELEASE
	

	14
	(
	RRC CONNECTION RELEASE COMPLETE 
	The UE shall enter idle state.

	15
	(
	MBMS MODIFIED SERVICES INFORMATION
	MBMS session start. The SS also sets the Notification Indicator on MICH. The SS waits for the UE to establish the MTCH.

	16
	(
	MBMS GENERAL INFORMATION
	MBMS preferred frequency information set without index into SIB11 neighbour list.

	17
	(
	MBMS NEIGHBOURING CELL P-T-M RB INFORMATION
	This message has info for neighbouring  cell 26

	18
	SS
	
	The SS applies the power settings of “T1” in Table 8.5.6.1-1

	19
	UE
	
	UE performs reselection applying Qoffmbms and reselects the Cell 26

	20
	(
	MBMS UNMODIFIED SERVICES INFORMATION
	There is no change in MBMS services already ongoing in previous cell

	21
	(
	MBMS GENERAL INFORMATION
	MBMS preferred frequency information set without index into SIB11 neighbour list. 

	22
	(
	MBMS NEIGHBOURING CELL P-T-M RB INFORMATION
	 This message has info for neighbouring cell 24 

	23
	((
	CALL C.1
	If the test result of C.1 indicates that UE is in idle mode, the test passes, otherwise it fails.


Specific Message Contents

SYSTEM INFORMATION BLOCK TYPE 3 (Step 2)

	Information Element
	Value/remark

	Sintersearch
	Not Present


MBMS MODIFIED SERVICES INFORMATION (Step 3)
	Information Element
	Value/remark

	Modified service list
	Only 1 entry

	- MBMS Transmission identity
	MBMS Transmission identity indicating MBMS activated service

	- MBMS required UE action
	None

	- MBMS preferred frequency 
	

	 - PFL index
	Index for Ch 2 (the frequency that UEs shall consider as the preferred frequency layer for cell re-selection during a session for an MBMS service the UE has activated)

	- Continue MCCH reading
	FALSE


MBMS GENERAL INFORMATION (Step 4)
	Information Element
	Value/remark

	MBMS preferred frequency information
	

	- MBMS preferred frequency list
	Only 1 entry

	 - MBMS preferred frequency
	Ch 2 (the frequency that UEs shall consider as the preferred frequency layer for cell re-selection during a session for an MBMS service the UE has activated)

	 - CHOICE Layer convergence information
	

	  - No HCS
	

	    - Qoffmbms
	12 dB


MBMS MODIFIED SERVICES INFORMATION (Step 6)

	Information Element
	Value/remark

	Modified service list
	Only 1 entry

	- MBMS Transmission identity
	MBMS Transmission identity indicating MBMS activated service

	- MBMS required UE action
	Acquire counting info

	- Continue MCCH reading
	FALSE


MBMS MODIFIED SERVICES INFORMATION (Step 15)

	Information Element
	Value/remark

	Message type
	

	Modified service list
	

	    - MBMS Transmission identity
	MBMS Transmission identity indicating MBMS activated service

	    - MBMS required UE action
	Acquire PTM RB info

	MBMS p-t-m activation time
	SS shall choose a value which is sufficient far ahead for the UE to establish the MTCH


MBMS UNMODIFIED SERVICES INFORMATION (Step 20)

	Information Element
	Value/remark

	Message type
	

	Unmodified service list
	

	    - MBMS Transmission identity
	MBMS Transmission identity indicating MBMS activated service

	    - MBMS required UE action
	Acquire PTM RB info

	MBMS p-t-m activation time
	SS shall choose a value which is sufficient far ahead for the UE to establish the MTCH


<<END OF MODIFIED SECTION>>
8.5.6.1.5
Test requirement

After step 6, the UE upon receiving an MBMS MODIFIED SERVICES INFORMATION message with IE "MBMS required UE action" set to 'Acquire counting info', shall perform the counting procedure.

At step 8, the UE shall send an RRC CONNECTION REQUEST message with "Establishment cause" set to 'MBMS reception'.

After step 15, the UE shall reselect to Cell 26 applying the Qoffmbms and the SS shall check that the UE is camped on Cell 26 in idle mode.
8.5.6.1m
MBMS Controlling Cell Change - Idle mode - Frequency Layer Convergence – HCS Not Used / MBMS Multicast Service
8.5.6.1m.1
Definition
This test is applicable for all UEs that support MBMS multicast services.

8.5.6.1m.2
Conformance requirement 
Same conformance requirement as in clause 8.5.6.1.2
8.5.6.1m.3
Test purpose
Same test purpose as in clause 8.5.6.1.3.

<<START OF MODIFIED SECTION>> 

8.5.6.1m.4
Method of test

Initial condition
System Simulator:

3 MBMS cells , Cell 21, Cell 24, Cell 26.
User Equipment:


The UE is in Idle Mode as specified in clause 7.6 of TS 34.108.

The UE has joined the multicast service to be provided by the SS (included in MBMS_ACTIVATED_SERVICES variable).
Related ICS/IXIT statements
-
MBMS Multicast service application available on UE
 
Yes/No.

Test procedure
Same test procedure as in clause 8.5.6.1.4, except that at step 12 UE transmits Service Request, with IE "Service type" set to "MBMS Multicast service Reception”.

<<END OF MODIFIED SECTION>>
Specific message contents

Same specific messages contents as in clause 8.5.6.1.4 
8.5.6.1m.5
Test requirements

Same test requirement as in clause 8.5.6.1.5.
8.5.6.4
MBMS Controlling Cell Change - Idle mode - Frequency Layer Convergence – With HCS / MBMS Selected Service

8.5.6.4.1
Definition

Test to verify that the UE performs the cell reselection correctly for hierarchical cell structures. This shall be done according to the HCS priority, the received signal quality value Q and the quality level threshold criterion H. This test case is applicable for all UEs that support MBMS broadcast services.

8.5.6.4.2
Conformance requirement

When camped normally, the UE shall perform the following tasks:

-
select and monitor the indicated PICH and PCH of the cell as specified in clause 8 according to information sent in system information;

-
monitor relevant System Information. This is specified in [8];

-
perform necessary measurements for the cell reselection evaluation procedure;

-
execute the cell reselection evaluation process on the following occasions/triggers:

1)
UE internal triggers, so as to meet performance as specified in [22] and [23];

2)
When information on the BCCH used for the cell reselection evaluation procedure has been modified 

If the UE supports MBMS and MBMS is active in the cell and the UE is permitted to receive MBMS services in the cell, the UE shall perform MBMS tasks as specified in subclause 6.3 of TS 25.304.

…

In the cell reselection process, an MBMS PL shall only be applicable while the UE is receiving an MBMS session from one or more of the ongoing activated MBMS services for which this PL is indicated.

…

The measurement rules below apply in Idle, URA_PCH, CELL_PCH states. In CELL_FACH state the UE is required to perform measurements on all intra-frequency, inter-frequency and inter-RAT cells listed in system information according to requirements specified in [10]. In Idle, URA_PCH, CELL_PCH and CELL_FACH states the UE shall only consider those cells the UE is mandated to measure according to the measurement rules below as measured cells in the cell reselection criteria (subclause 5.2.6.1.4).

If the system information broadcast in the serving cell indicates that HCS is used, then for intra-frequency and inter-frequency measurements, the UE shall:
use HCS priority1 as the HCS priority broadcast in the system information and apply the following rule:

IF an MBMS PL is used THEN 

-
If the UE is in HCS low mobility state, for serving cell and neighbour cells belonging to the MBMS PL set the HCS priority = HCS priority1 + HCS_OFFmbms.

-
If the UE is in HCS high mobility state, for serving cell and neighbour cells belonging to the MBMS PL set the HCS priority = HCS priority1.

-
for serving cell and neighbour cells not belonging to the MBMS PL, set the HCS priority = HCS priority1.
IF an MBMS PL is not used THEN


For serving cell and all neighbour cells set HCS priority = HCS priority1
…

The quality level threshold criterion H for hierarchical cell structures is used to determine whether prioritised ranking according to hierarchical cell re-selection rules shall apply, and is defined by:


[image: image2.wmf]H

s

 = 

Q

meas

,

s

 - Qhcs

s

H

n

 = 

Q

meas

,

n

 - Qhcs

n 

–

 

TO

n 

*  L

n


…

The cell-ranking criterion R is defined by:
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where:

the signalled value Qoffmbms is only applied to those cells (serving or neighbouring) belonging to the MBMS PL

where:
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TEMP_OFFSETn applies an offset to the H and R criteria for the duration of PENALTY_TIMEn after a timer Tn has started for that neighbouring cell.

TEMP_OFFSETn and PENALTY_TIMEn are only applicable if the usage of HCS is indicated in system information.

…

If HCS is used in the serving cell the UE shall perform ranking of all cells that fulfil the criterion S among

1.
when in low-mobility (see subclause 5.2.6.1.2),

-
all measured cells, that have the highest HCS_PRIO among those cells that fulfil the criterion H >= 0. 

-
all measured cells, not considering HCS priority levels, if no cell fulfil the criterion H >= 0. 
…

If the usage of HCS is indicated in system information, TEMP_OFFSET1n is used for TEMP_OFFSETn to calculate TOn. If it is indicated in system information that HCS is not used, TEMP_OFFSETn is not applied when calculating Rn. The best ranked cell is the cell with the highest R value.

…

If a TDD or GSM cell is ranked as the best cell, then the UE shall perform cell re-selection to that TDD or GSM cell
…

If an FDD cell is ranked as the best cell and the quality measure for cell selection and re-selection is set to CPICH RSCP, the UE shall perform cell re-selection to that FDD cell. If this cell is found to be not suitable, the UE shall behave according to subclause 5.2.6.1.3.

…

The cells shall be ranked according to the R criteria specified above, deriving Qmeas,n and Qmeas,s and calculating the R values using CPICH RSCP, P-CCPCH RSCP and the averaged received signal level as specified in [22] and [23] for FDD, TDD and GSM cells, respectively.
The offset Qoffset1s,n is used for Qoffsets,n to calculate Rn, the hysteresis Qhyst1s is used for Qhysts to calculate Rs. For UE in RRC connected mode states CELL_PCH or URA_PCH the hysteresis Qhysts takes the value Qhyst1s,PCH to calculate Rs, if provided in SIB4 [see 8]. For UE in RRC connected mode state CELL_FACH the hysteresis Qhysts takes the value Qhyst1s,FACH to calculate Rs, if provided in SIB4 [see 8].

…

If an FDD cell is ranked as the best cell and the quality measure for cell selection and re-selection is set to CPICH RSCP, the UE shall perform cell re-selection to that FDD cell. If this cell is found to be not suitable, the UE shall behave according to subclause 5.2.6.1.3 of TS 25.304.

…
In all cases, the UE shall reselect the new cell, only if the following conditions are met:
-
the new cell is better ranked than the serving cell during a time interval Treselection. For UE in RRC connected mode states CELL_PCH or URA_PCH the interval Treselections,PCH applies, if provided in SIB4 [see 8], while for UE in RRC connected mode state CELL_FACH the interval Treselections,FACH applies, if provided in SIB4 [see 8]. For hierarchical cell structures when high mobility state has not been detected, if according to the HCS rules the serving cell is not ranked then all the ranked cells are considered to be better ranked than the serving cell.

...

The UE shall perform the MBMS frequency layer selection procedure upon receiving the IE "MBMS Preferred frequency information", when specified explicitly e.g. as in subclause 8.6.9.2, or when the priority for an MBMS service as indicated by upper layers changes.

The UE shall:

1>
if there exist two or more preferred frequencies for services included in variable MBMS_ACTIVATED_SERVICES:

2>
request from upper layers the priorities of the different MBMS services included in variable MBMS_ACTIVATED_SERVICES for which a preferred frequency has been received.

1>
if the UE is in idle mode:

2>

if a preferred frequency layer applies for a service included in variable MBMS_ACTIVATED_SERVICES:

3>

select the preferred frequency indicated for the MBMS service(s) prioritised most by upper layers for which a preferred frequency exists as the preferred frequency.

Reference


3GPP TS 25.304 clauses 5.2.5.1, 5.2.6.1.0, 5.2.6.1.2, 5.2.6.1.4.


3GPP TS 25.331 clause 8.5.27

8.5.6.4.3
Test purpose
1.
To verify that a UE in idle mode ranks cells based on both HCS priority and R. Qhyst, Qoffset and PENALTY TIME are not applied so R equals CPICH_RSCP.

2.
To verify that a UE in idle mode performs a Serving Cell Reselection to the Preferred Layer at Session Start.

3. 
To verify that a UE in idle mode performs an intra-frequency Cell Reselection on the Preferred Layer during an ongoing Session

<<START OF MODIFIED SECTION>>
8.5.6.4.4
Method of test

Initial Condition


System Simulator: 3 MBMS cells (Cell 21, Cell 24, Cell 26 ) with the downlink transmission power shown in column marked "T0" in table 8.5.6.4-1. 


SS shall indicate in System Information that HCS is in use. Qhcs = 0 so all cells fulfil the criterion H >=0.


Each cell shall include the other cells as neighbouring cells in System Information Block Type 11.

UE:

The UE is in Idle Mode as specified in clause 7.6 of TS 34.108.


The UE is interested in the broadcast service to be provided by the SS (included in MBMS_ACTIVATED_SERVICES variable).


Specific message contents for System information blocks 3 and 11 are used in Cell 21.

Related ICS/IXIT statement(s)

-
MBMS Broadcast service application available on UE yes/no

Test procedure
Table 8.5.6.4-1 illustrates the downlink power to be applied for the 3 cells at various time instants of the test execution. Columns marked "T0" denote the initial conditions, while columns marked "T1 are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.5.6.4-1
	Parameter
	Unit
	Cell 21
	Cell 24
	Cell 26

	
	
	T0
	T1
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2
	Ch. 2

	CPICH Ec (FDD)
	dBm/3.84 MHz
	-60
	-60
	-60
	-75
	-75
	-60

	P-CCPCH RSCP (TDD)
	dBm
	-60
	-60
	-60
	-75
	-75
	-60

	HCS_PRIO
	
	5
	3
	3


Method C is applied (as described and used in clause 6 of TS 34.123-1).

The SS activates Cell 21, Cell 24 and Cell 26 and monitors them for access request from the UE. The UE is in idle mode state on Cell 21.The UE receives at notification via MCCH, an MBMS MODIFIED SERVICES INFORMATION message including a preferred frequency in the IE ”MBMS preferred frequency”. The HCS_OFFmbms is added to the normal HCS priority level of cells on this MBMS preferred frequency. Cell 24 and Cell 26 have the highest priority. 

The UE shall consider this frequency as the preferred frequency layer for cell re-selection. The SS waits for random access requests from the UE. The UE moves to Cell 24 at session start for the concerned MBMS service. The UE shall store the frequency information of the frequency on which the UE was operating prior to cell-reselection to the preferred frequency in the variable MBMS_PREV_FREQUENCY_INFORMATION.

The HCS_OFFmbms is added to the normal HCS priority level of cells on this MBMS preferred frequency. Cell 24 and Cell 26 have the highest priority. 

The SS transmits an MBMS MODIFIED SERVICE INFORMATION message which includes in the “Modified service list” for the MBMS activated service “MBMS required UE action” set to “Acquire counting info” and MBMS ACCESS INFORMATION message, which includes the MBMS Short Transmission ID associated to the MBMS activated service and “Access probability factor – Idle” set to 0 (corresponds to an actual Probability Factor = 1).

The UE shall transmit an RRC CONNECTION REQUEST message, with “Establishment cause” set to “MBMS reception”. The SS transmits a RRC CONNECTION SETUP. The UE establishes an RRC connection and transmits an RRC CONNECTION SETUP COMPLETE message. 

The UE receives an MBMS MODIFIED SERVICES INFORMATION message “MBMS required UE action” IE  set to “Acquire PTM RB info”. The UE receives an MBMS NEIGHBOURING CELL P-T-M RB INFORMATION including MBMS neighbouring cell information for Cell 26. The UE shall apply the MBMS p-t-m radio bearer configuration procedure to acquire the radio bearer configuration for the MBMS service provided by the SS.
The UE starts receiving the indicated p-t-m radio bearer.

The SS applies the power settings of “T1” in table 8.5.6.4-1. The SS waits for random access requests from the UE. The UE shall reselect to Cell 26.

The UE receives an MBMS UNMODIFIED SERVICES INFORMATION message “MBMS required UE action” IE set to “Acquire PTM RB info”. The UE receives an MBMS NEIGHBOURING CELL P-T-M RB INFORMATION including MBMS neighbouring cell information for Cell 24. The UE shall apply the MBMS p-t-m radio bearer configuration and continues receiving the indicated p-t-m radio bearer.

SS calls for generic procedure C.1 to check that UE is in idle mode.

Expected sequence
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	UE
	
	The UE is in idle mode on Cell 21. 

	2
	(
	SYSTEM INFORMATION
	SS indicates that HCS is used. 

	3
	(
	MBMS MODIFIED SERVICES INFORMATION
	“MBMS required UE action” IE is set to “none” and the “MBMS preferred frequency” IE indicates the reference to Ch. 2.

	4
	(
	MBMS GENERAL INFORMATION
	MBMS preferred frequency information is set to Ch. 2.

	5
	
	
	The SS waits for random access requests from the UE. The UE shall responds on Cell 24. 

	6
	(
	MBMS MODIFIED SERVICES INFORMATION
	“MBMS required UE action” IE is set to “Acquire counting info”

	7
	(
	MBMS GENERAL INFORMATION
	MBMS preferred frequency information set without index into SIB11 neighbour list.

	8
	(
	MBMS ACCESS INFORMATION
	“MBMS short transmission ID” IE  set to 1, “Access probability factor – Idle” set to 0 (corresponding to the actual probability factor value 1).

	9
	(
	RRC CONNECTION REQUEST
	Establishment cause set to MBMS reception.

	10
	(
	RRC CONNECTION SETUP 
	

	11
	(
	RRC CONNECTION SETUP COMPLETE
	

	11a
	(
	MBMS MODIFICATION REQUEST
	The UE completing the RRC connection Setup procedure shall initiate the MBMS MODIFICATION REQUEST procedure in case of MBMS selected Service. This message may be received at any point after step 11 and before step 13.

	12
	UE
	
	UE transmits SERVICE REQUEST, with IE "Service type" set to "MBMS Broadcast service Reception”.

	13
	(
	RRC CONNECTION RELEASE
	

	14
	(
	RRC CONNECTION RELEASE COMPLETE 
	The UE shall enter idle state.

	15
	(
	MBMS MODIFIED SERVICES INFORMATION
	MBMS session start. The SS also sets the Notification Indicator on MICH. The SS waits for the UE to establish the MTCH.

	16
	(
	MBMS GENERAL INFORMATION
	MBMS preferred frequency information set without index into SIB11 neighbour list.

	17
	(
	MBMS NEIGHBOURING CELL P-T-M RB INFORMATION
	This message has info for neighbouring  cell 26

	18
	SS
	
	The SS applies the power settings of “T1” in Table 8.5.6.4-1

	19
	UE
	
	The SS waits for random access requests from the UE. The UE shall responds on Cell 26. 

	20
	(
	MBMS UNMODIFIED SERVICES INFORMATION
	There is no change in MBMS services already ongoing in previous cell

	21
	(
	MBMS GENERAL INFORMATION
	MBMS preferred frequency information set without index into SIB11 neighbour list.

	22
	(
	MBMS NEIGHBOURING CELL P-T-M RB INFORMATION
	This message has info for neighbouring cell 24  

	23
	((
	CALL C.1
	If the test result of C.1 indicates that UE is in idle mode, the test passes, otherwise it fails.


<<END OF MODIFIED SECTION>>
Specific Message Contents

SYSTEM INFORMATION BLOCK TYPE 3 (Step 2)

	Information Element
	Value/remark

	Sintersearch
	Not Present


MBMS MODIFIED SERVICES INFORMATION (Step 3)
	Information Element
	Value/remark

	Modified service list
	Only 1 Entry

	- MBMS Transmission identity
	MBMS Transmission identity indicating MBMS activated service

	- MBMS required UE action
	None

	- MBMS preferred frequency 
	

	 - PFL index
	Index for Ch 2 (the frequency that UEs shall consider as the preferred frequency layer for cell re-selection during a session for an MBMS service the UE has activated)

	- Continue MCCH reading
	FALSE


MBMS GENERAL INFORMATION (Step 4)
	Information Element
	Value/remark

	MBMS preferred frequency information
	

	- MBMS preferred frequency list
	Only 1 Entry

	 - MBMS preferred frequency
	Ch 2 (the frequency that UEs shall consider as the preferred frequency layer for cell re-selection during a session for an MBMS service the UE has activated)

	 - CHOICE Layer convergence information
	

	  - HCS
	

	    - HCS_OFFmbms
	4 (Offset added to the normal HCS priority level of cells on this MBMS preferred frequency)

	- MBMS PL Service Restriction Information
	TRUE


MBMS MODIFIED SERVICES INFORMATION (Step 6)

	Information Element
	Value/remark

	Modified service list
	Only 1 entry

	- MBMS Transmission identity
	MBMS Transmission identity indicating MBMS activated service

	- MBMS required UE action
	Acquire counting info

	- Continue MCCH reading
	FALSE


MBMS MODIFIED SERVICES INFORMATION (Step 15)

	Information Element
	Value/remark

	Message type
	

	Modified service list
	

	    - MBMS Transmission identity
	MBMS Transmission identity indicating MBMS activated service

	    - MBMS required UE action
	Acquire PTM RB info

	MBMS p-t-m activation time
	Set to the first TTI of the next modification period


MBMS UNMODIFIED SERVICES INFORMATION (Step 20)

	Information Element
	Value/remark

	Message type
	

	Unmodified service list
	

	    - MBMS Transmission identity
	MBMS Transmission identity indicating MBMS activated service

	    - MBMS required UE action
	Acquire PTM RB info

	MBMS p-t-m activation time
	SS shall choose a value which is sufficient far ahead for the UE to establish the MTCH


8.5.6.4.5
Test requirement

At step 5, the UE shall respond on Cell 24.

At step 15, the UE shall respond on Cell 26.

8.5.6.4m
MBMS Controlling Cell Change - Idle mode - Frequency Layer Convergence – With HCS / MBMS Multicast Service
8.5.6.4m.1
Definition
This test is applicable for all UEs that support MBMS multicast services.

8.5.6.4m.2
Conformance requirement 
Same conformance requirement as in clause 8.5.6.4.2
8.5.6.4m.3
Test purpose
Same test purpose as in clause 8.5.6.4.3. 

<<START OF MODIFIED SECTION>>
8.5.6.4m.4
Method of test

Initial condition
System Simulator:

3 MBMS cells, Cell 21, Cell 24 , Cell 26.
User Equipment:


The UE is in Idle Mode as specified in clause 7.6 of TS 34.108.

The UE has joined the multicast service to be provided by the SS (included in MBMS_ACTIVATED_SERVICES variable).
Related ICS/IXIT statements
-
MBMS Multicast service application available on UE
 
Yes/No.

Test procedure
Same test procedure as in clause 8.5.6.4.4, except that at step 12 UE transmits Service Request, with IE "Service type" set to "MBMS Multicast service Reception”.

<<END OF MODIFIED SECTION>>
Specific message contents

Same specific messages contents as in clause 8.5.6.4.4 
8.5.6.4m.5
Test requirements

Same test requirement as in clause 8.5.6.4.5.
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Hs = Qmeas,s - Qhcss







Hn = Qmeas,n - Qhcsn – TOn *  Ln
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Rs = Qmeas,s + Qhysts + Qoffmbms







Rn = Qmeas,n - Qoffsets,n �+ Qoffmbms - TOn *  (1 – Ln)
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TOn = TEMP_OFFSETn * W(PENALTY_TIMEn – Tn)







Ln = 0		if  HCS_PRIOn = HCS_PRIOs�Ln = 1		if  HCS_PRIOn <> HCS_PRIOs







W(x) = 0	for x < 0



W(x) = 1	for x >= 0




















