Page 1



3GPP TSG-RAN-WG5 Meeting #38
(
R5-080245
Malaga, Spain, 28th Jan -1st Feb

	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	34.121-1
	CR
	CRNum
	(

rev
	-
	(

Current version:
	8.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Correction to 8.6.5.1

	
	

	Source to WG:
(

	Anritsu

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	TEI6_Test
	
	Date: (

	28/01/2008

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	In 8.6.5.1 with DCS1800 and WCDMA Band III or IX, the frequencies of GSM and WCDMA are overlapped.

	
	

	Summary of change:
(

	GSM test frequencies are shifted.

	
	

	Consequences if 
(

not approved:
	Test may not perform properly.

	
	

	Clauses affected:
(

	8.6.5.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	This CR applies from Rel-6 and later releases.


8.6.5
Combined Interfrequency and GSM measurements

8.6.5.1 
Correct reporting of neighbours in AWGN propagation condition

{Unchanged Sections are clipped here}
Table 8.6.5.1.4.5: Cell specific test parameters for Correct reporting of GSM neighbours in AWGN propagation condition (cell 3)
	Parameter
	Unit
	Cell 3

	
	
	T0
	T1
	T2
	T3
	T4
	T5

	Absolute RF Channel Number
	
	BCCH ARFCN of cell A as defined in the initial conditions in clause 26.6.5.1 of TS 51.010-1 [25] for the GSM band under test.
BCCH ARFCN is 744 for FDD Band II and PCS1900 under test.

BCCH ARFCN is 241 for FDD Band V or VI and GSM850 under test.

BCCH ARFCN is 114 for FDD Band VIII and GSM900 under test.
BCCH ARFCN is 885 for FDD Band III or IX and DCS1800 under test.

	RXLEV
	dBm
	-Infinity
	-74

	GSM BSIC
	
	N/A
	Valid
	Not valid


For the test to pass, the total number of successful tests shall be at least 90% of the cases, with a confidence level of 95%. For the overall outcome of the test to be considered a pass, the counters for 2B events, 3A events and for BSIC events shall independently indicate a pass result.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
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