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Progress Report since the last TSG (for all involved WGs):
At the RAN5#38 meeting an updated work plan was agreed in [1]. 
RAN5 has agreed principles on how to achieve necessary test coverage for radio bearer combinations for enhanced L2, 64QAM DL, 16QAM UL and MIMO with minimum impact on existing legacy test cases, see [2]. 

Contributions at RAN5#38:

· CR to 34.123-3 to introducing Rel-7 test model was agreed in [XXX]
· Correction to HSPA radio bearer configuration in 34.108 was agreed in [XXX]. Also HSPA UM radio bearer configuration in [xxxx] and enhanced L2 configurations for SRBs in [XXX] for 34.108 were agreed. An LS is sent to RAN1 and RAN2 to confirm the Layer 1 and Layer 2 parameters.
· CR agreed to add a new MAC-ehs transport block size selection test case for enhanced L2 , QPSK and DL:16QAM case ([XXX]). 

· CR to correct the generic radio bearer test procedure for enhanced L2 was agreed ([XXXX])

· CR in [xxx] was agreed to update legacy HSDPA radio bearer test cases based on principles as agreed in [2]

· CRs agreed to add three (3) new radio bearer test cases for enhanced L2, QPSK and DL16QAM case ([XX],[YY]). 
The completion status of the work item was increased from 50% to 100%.

RAN5 has agreed to close the work item as 100% completion reached.
List of Completed elements (for complex work items):
Not Applicable.
List of open issues:

None 

Estimates of the level of completion (when possible):

100% 


WI completion date review resulting from the discussion at the working group:
TSG RAN #39, March 2008

References to WG's internal documentation and/or TRs:
[1] R5-073252
Work plan for Improved L2 support for high data rates – Status after RAN5#37
[2] R5-080365
Discussion paper on radio bearer and MAC TB size selection test cases for HSPA Rel-7 work items; Ericsson
[3] R5-080044
Introducing Rel-7 test model; MCC TF160, Motorola
[4] R5-080531
Update of the default RADIO BEARER SETUP message to support enhanced data rates; Ericsson
[5] R5-080287
Addition of enhanced L2 configurations for DL SRBs on HS; Ericsson
[6] R5-080289
Correction of physical layer parameters for radio bearer configuration 6.10.2.4.5 and HSPA; Ericsson
[7] R5-080484
Addition of enhanced L2 configurations to conversational UM PS radio bearer 6.10.2.4.6.6; Ericsson
[8] R5-080523
Update of the default RRC Connection Setup message to support enhanced data rate; Ericsson (for email agreement)
[9] R5-080605
Addition of a new test case for DL Improved Layer2: Reconfiguration between fixed and flexible AM RLC, Serving HS-DSCH cell change between MAC-hs and MAC-ehs; Anritsu
[10] R5-080535
Addition of generic test procedure for MAC-ehs TB size selection test cases; Ericsson
[11] R5-080360
Addition of MAC-ehs TB size selection test case for QPSK and 16QAM; Ericsson
[12] R5-080509
Update of RLC test case 7.2.3.36 for Flexible handling of RLC PDU sizes for AM RLC; Ericsson
[13] R5-080563
Addition of RLC test case for Flexible handling of RLC PDU sizes for UM RLC in downlink; Ericsson
[14] R5-080511
Correction to generic test procedure for Enhanced L2 radio bearer test cases; Ericsson
[15] R5-080330
Update of existing HSDPA radio bearer test cases in section 14.6 for Rel-7 UE HS_DSCH physical layer categories 13 to 18; Ericsson
[16] R5-080331
New Rel-7 HSPA IB radio bearer test case for enhanced L2, QPSK and 16QAM; Ericsson
[17] R5-080337
New Rel-7 HSPA streaming radio bearer test case for enhanced L2, QPSK and 16QAM; Ericsson
[18] R5-080564
New Rel-7 HSPA conversational radio bearer test case using SRBs with flexible RLC; Ericsson

