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8.2.6.56.5
   Test requirements
After step 1, the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.

After step 2, the UE shall be in Cell_DCH state
<START OF NEW SECTION>

8.2.6.60
Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Failure (Timing re-initialised hard handover, Serving E-DCH cell change with discontinuous uplink transmission, physical channel failure and reversion to old channel)

8.2.6.60.1
Definition

All UEs, which support FDD and UL DTX.

8.2.6.60.2
Conformance requirement

If the received message caused the UE to be in CELL_DCH state and the UE according to subclause 8.5.4 failed to establish the dedicated physical channel(s) indicated in the received message or for 3.84 Mcps TDD and 7.68 Mcps TDD failed to establish the physical channel(s) indicated in the received message to which DCCH(s) are mapped the UE shall:

1>
if the CM_PATTERN_ACTIVATION_ABORTED flag is not set to TRUE:

2>
revert to the configuration prior to the reception of the message (old configuration), including any HS-DSCH and E-DCH configuration if existing;

2>
if the UE was in Cell DCH state prior to the reconfiguration:

3>
perform the physical layer synchronisation procedure A as specified in [29] (FDD only);

3>
apply power control preamble according to [26] during the number of frames indicated in the IE "PC preamble" in the variable LATEST_CONFIGURED_SRB_DELAY_AND_PC_PREAMBLE; and

3>
then not send any data on signalling radio bearers RB0 to RB4 during the number of frames indicated in the IE "SRB delay" in the variable LATEST_CONFIGURED_SRB_DELAY_AND_PC_PREAMBLE or while the physical channel is not considered established;.

1>
if the CM_PATTERN_ACTIVATION_ABORTED flag is set to TRUE or if the old configuration includes dedicated physical channels (CELL_DCH state) and the UE is unable to revert to the old configuration:

2>
initiate a cell update procedure according to subclause 8.3.1, using the cause "radio link failure";

2>
after the cell update procedure has completed successfully:

3>
proceed as below.

1>
if the old configuration does not include dedicated physical channels (CELL_FACH state):

2>
select a suitable UTRA cell according to [4];

2>
if the UE selects another cell than the cell the UE camped on upon reception of the reconfiguration message:

3>
initiate a cell update procedure according to subclause 8.3.1, using the cause "Cell reselection";

3>
after the cell update procedure has completed successfully:

4>
proceed as below.

1>
transmit a failure response message as specified in subclause 8.2.2.9, setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

2>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

2>
set the IE "failure cause" to "physical channel failure".

1>
set the variable ORDERED_RECONFIGURATION to FALSE;

1>
continue with any ongoing processes and procedures as if the reconfiguration message was not received.

The procedure ends.

Reference(s)

TS 25.331 clause 8.2.2.7

8.2.6.60.3
Test purpose

To confirm that the UE reverts to the old E-DCH / HS-DSCH configuration and transmits a PHYSICAL CHANNEL RECONFIGURATION FAILURE message if the UE fails to reconfigure the new physical channel according to the received PHYSICAL CHANNEL RECONFIGURATION message before the expiry of timer T312.

8.2.6.60.4
Method of test
Initial conditions

System Simulator: 2 cells - Cell 1 & Cell 6.
UE: PS_DCCH+DTCH E_DCH/HS_DSCH (state 6-18) under condition A13, as specified in clause 7.4 of TS 34.108.
Related ICS/IXIT statement(s)

-
UE supports FDD

-
UE supports discontinuous uplink transmission.

Test Procedure

The UE is in the CELL_DCH state and has a radio bearer mapped on E-DCH and HS-DSCH established with active E-DCH transmission and HS-DSCH reception. 
The SS transmits a PHYSICAL CHANNEL RECONFIGURATION message to the UE ordering the UE to perform a timing re-initialized hard handover to Cell 6 and UL DTX configured, but the SS does not configure the dedicated physical channels in Cell 6. At the activation time the UE attempts to establish dedicated physical channels on Cell 6, but fails to do so. 
The UE shall then revert to the old E-DCH / HS-DSCH configuration on Cell 1 and transmit a PHYSICAL CHANNEL RECONFIGURATION FAILURE message to the SS on the DCCH using AM RLC, with the value "physical channel failure" in the IE "failure cause". The SS calls for generic procedure C.3 to check that the UE is in CELL_DCH state.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	PHYSICAL CHANNEL RECONFIGURATION 
	The SS instructs the UE to perform a timing re-initialized hard handover to Cell 6. The SS does not configure the physical channels in Cell 6.

	2
	
	
	The UE attempts to establish dedicated physical channels on Cell 6, but fails to do so. 

	3
	(
	PHYSICAL CHANNEL RECONFIGURATION
FAILURE 
	The UE sends this message on Cell 1. The IE “failure cause” is set to “physical channel failure”.

	4
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


PHYSICAL CHANNEL RECONFIGURATION (Step 1)
Use the same message as specified for "Packet to CELL_DCH from CELL_DCH in PS" in 34.108 Clause 9, except for the following:

For UE category supporting 2ms TTI:

	Information Element
	Value/remark

	New H-RNTI
	'0101 0101 0101 0101'

	New Primary E-RNTI
	‘0101 0101 0101 0101’

	New Secondary E-RNTI
	Not Present

	Frequency info
	

	
- UARFCN uplink(Nu)
	Not Present

Absence of this IE is equivalent to applying the default duplex distance defined for the operating frequency according to 3GPP TS 25.101 [21]

	
- UARFCN downlink(Nd)
	Same downlink UARFCN as used for Cell 6

	DTX-DRX timing information
	

	CHOICE timing
	

	- New timing
	

	   - Enabling Delay
	8

	   - UE DTX DRX Offset
	5

	DTX-DRX Information
	

	- CHOICE E-DCH TTI length
	

	   - 2 ms
	

	       - UE DTX cycle 1
	8

	       - UE DTX cycle 2
	16

	       - MAC DTX cycle
	8

	- Inactivity Threshold for UE DTX cycle 2
	128

	- UE DTX long preamble length
	4

	- MAC Inactivity Threshold
	1

	- CQI DTX Timer
	32

	- UE DPCCH burst_1
	2

	- UE DPCCH burst_2
	5

	DRX Information
	

	- UE DRX cycle
	8

	- Inactivity Threshold for UE DRX cycle
	128

	- Inactivity Threshold for UE Grant Monitoring
	128

	- UE DRX Grant Monitoring
	TRUE

	Uplink DPCCH slot format information
	4

	Uplink DPCH info
	Not Present

	E-DCH Info
	Not Present

	Downlink HS-PDSCH Information
	Not Present

	Downlink information common for all radio links
	

	        - Downlink DPCH info common for all RL
	

	            - Timing indication
	Initialise

	            - Downlink DPCH power control information
	Not Present

	            - Downlink rate matching restriction information
	Not Present

	            - Spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set 

	            - Fixed or flexible position
	Reference to TS34.108 clause 6.10 Parameter Set 

	            - TFCI existence
	Reference to TS34.108 clause 6.10 Parameter Set 

	            - CHOICE SF
	Reference to TS34.108 clause 6.10 Parameter Set 

	        - DPCH compressed mode info
	Not present

	         - TX Diversity mode
	Not Present

	         - Default DPCH Offset Value
	Arbitrary set to value 0..306688 by step of 512

	        - MAC-hs reset indicator
	TRUE 

	Downlink information per radio link list
	1 radio link

	      Downlink information for each radio link
	

	         - CHOICE mode
	FDD

	           - Primary CPICH info
	Set to the scrambling code of Cell 6

	           - Cell ID
	Not present

	           - Serving HS-DSCH radio link indicator
	TRUE


For UE category not supporting 2ms TTI (use 10ms TTI):

	Information Element
	Value/remark

	New H-RNTI
	'0101 0101 0101 0101'

	New Primary E-RNTI
	‘0101 0101 0101 0101’

	New Secondary E-RNTI
	Not Present

	Frequency info
	

	
- UARFCN uplink(Nu)
	Not Present

Absence of this IE is equivalent to applying the default duplex distance defined for the operating frequency according to 3GPP TS 25.101 [21]

	
- UARFCN downlink(Nd)
	Same downlink UARFCN as used for Cell 6

	DTX-DRX timing information
	

	CHOICE timing
	

	- New timing
	

	   - Enabling Delay
	8

	   - UE DTX DRX Offset
	5

	DTX-DRX Information
	

	- CHOICE E-DCH TTI length
	

	   - 10 ms
	

	       - UE DTX cycle 1
	10

	       - UE DTX cycle 2
	20

	       - MAC DTX cycle
	10

	- Inactivity Threshold for UE DTX cycle 2
	32

	- UE DTX long preamble length
	4

	- MAC Inactivity Threshold
	1

	- CQI DTX Timer
	32

	- UE DPCCH burst_1
	2

	- UE DPCCH burst_2
	5

	DRX Information
	

	- UE DRX cycle
	10

	- Inactivity Threshold for UE DRX cycle
	128

	- Inactivity Threshold for UE Grant Monitoring
	128

	- UE DRX Grant Monitoring
	TRUE

	Uplink DPCCH slot format information
	4

	Uplink DPCH info
	Not Present

	E-DCH Info
	Not Present

	Downlink HS-PDSCH Information
	Not Present

	Downlink information common for all radio links
	

	        - Downlink DPCH info common for all RL
	

	            - Timing indication
	Initialise

	            - Downlink DPCH power control information
	Not Present

	            - Downlink rate matching restriction information
	Not Present

	            - Spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set 

	            - Fixed or flexible position
	Reference to TS34.108 clause 6.10 Parameter Set 

	            - TFCI existence
	Reference to TS34.108 clause 6.10 Parameter Set 

	            - CHOICE SF
	Reference to TS34.108 clause 6.10 Parameter Set 

	        - DPCH compressed mode info
	Not present

	         - TX Diversity mode
	Not Present

	         - Default DPCH Offset Value
	Arbitrary set to value 0..306688 by step of 512

	        - MAC-hs reset indicator
	TRUE 

	Downlink information per radio link list
	1 radio link

	      Downlink information for each radio link
	

	         - CHOICE mode
	FDD

	           - Primary CPICH info
	Set to the scrambling code of Cell 6

	           - Cell ID
	Not present

	           - Serving HS-DSCH radio link indicator
	TRUE


PHYSICAL CHANNEL RECONFIGURATION FAILURE (Step 3)
Use the same message as specified in 34.108 Clause 9, except for the following:

	Information Element
	Value/remark

	Failure cause
	Physical channel failure


8.2.6.60.5
Test requirements

At step 3, the UE shall revert to the old E-DCH / HS-DSCH configuration on Cell 1 and transmit a PHYSICAL CHANNEL RECONFIGURATION FAILURE message.

<END OF NEW SECTION>
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