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1
Introduction

This document proposes an update of the list of test cases and/or scenarios or features to be tested for 3G Long Term Evolution Terminal Protocol Conformance Test Specifications for RRC part 3 (Measurement Configuration Control and Reporting).
The list has been updated based on the latest progress of Stage 3 specification TS 36.331 version 8.0.0.
2
LTE/SAE Protocol Test List [RRC part 3]
	Area


	TS
	Clause
	Release
	Title
	TC Scope
	Company
	Target
	Status
	TDOC
	Comments

	8.3 Measurement Configuration Control and Reporting
	
	
	
	
	
	
	

	
	36.523-1
	
	Rel-8
	RRC Connection Reconfiguration / Measurement configuration control 
	To check Measurement configuration procedure if IE Measurement configuration included in RRC Connection Reconfiguration
	
	RAN5#42
	0%
	
	Different test cases.

	
	
	
	
	
	
	
	
	
	
	

	
	36.523-1
	
	Rel-8
	Measurement configuration control and reporting: intra-frequency measurement for event a1
	To test the triggering of an intra-frequency measurement event a1 when Serving becomes better than absolute threshold


	
	RAN5#42
	0%
	
	See TS 36.331 v8.0.0 clause 6.3.5.4 and 6.3.5.1.a


	
	36.523-1
	
	Rel-8
	Measurement configuration control and reporting: intra-frequency measurement for event a2
	To test the triggering of an intra-frequency measurement event a2 when Serving becomes worse than absolute threshold


	
	RAN5#42
	0%
	
	See TS 36.331 v8.0.0 clause 6.3.5.4 and 6.3.5.1.a


	
	36.523-1
	
	Rel-8
	Measurement configuration control and reporting: intra-frequency measurement for event a3
	To test the triggering of an intra-frequency measurement event a3 when Neighbour becomes amount of hysteresis better than serving

	
	RAN5#42
	0%
	
	See TS 36.331 v8.0.0 clause 6.3.5.4 and 6.3.5.1.a


	
	36.523-1
	
	Rel-8
	Measurement configuration control and reporting: intra-frequency measurement for periodic reporting
	To test the triggering of periodic reporting of intra- frequency cells
	
	RAN5#42
	0%
	
	See TS 36.331 v8.0.0 clause 6.3.5.4 and 6.3.5.1.a


	
	
	
	
	
	
	
	
	
	
	

	
	36.523-1
	
	Rel-8
	Measurement configuration control and reporting: inter-frequency measurement for event b1
	To test the triggering of an inter-frequency measurement event b1 when Neighbour becomes better than absolute threshold

	
	RAN5#42
	0%
	
	See TS 36.331 v8.0.0 clause 6.3.5.5 and 6.3.5.1.a


	
	36.523-1
	
	Rel-8
	Measurement configuration control and reporting: inter-frequency measurement for event b2
	To test the triggering of an inter-frequency measurement event b2 when Serving becomes worse than absolute threshold AND Neighbour becomes better than another absolute threshold
	
	RAN5#42
	0%
	
	See TS 36.331 v8.0.0 clause 6.3.5.5 and 6.3.5.1.a


	
	36.523-1
	
	Rel-8
	Measurement configuration control and reporting: inter-frequency measurement for event b3
	To test the triggering of an inter-frequency measurement event b3 when Neighbour becomes threshold better than serving
	
	RAN5#42
	0%
	
	See TS 36.331 v8.0.0 clause 6.3.5.5 and 6.3.5.1.a


	
	36.523-1
	
	Rel-8
	Measurement configuration control and reporting: inter-frequency measurement periodic reporting
	To test the triggering of periodic reporting of inter- frequency cells
	
	RAN5#42
	0%
	
	See TS 36.331 v8.0.0 clause 6.3.5.5 and 6.3.5.1.a


	
	36.523-1
	
	Rel-8
	Measurement configuration control and reporting: UE internal measurement
	To test UE internal measurements
	
	RAN5#42
	0%
	
	See TS 36.331 v8.0.0 clause 6.3.5.1


	
	36.523-1
	
	Rel-8
	Measurement configuration control and reporting: Traffic volume measurement
	To test traffic volume measurement
	
	RAN5#42
	0%
	
	See TS 36.331 v8.0.0 clause 6.3.5.1
 
(this TC might be part of MAC)

	
	36.523-1
	
	Rel-8
	Measurement configuration control and reporting: UE positioning measurement
	To test UE positioning measurement
	
	RAN5#42
	0%
	
	See TS 36.331 v8.0.0 clause 6.3.5.1


	
	36.523-1
	
	Rel-8
	RRC Connection Reconfiguration / Configuration of measurement gap 
	To test Reconfiguration / Configuration of measurement gap
	
	RAN5#42
	0%
	
	See TS 36.331 v8.0.0 clause 6.3.5.2



	
	
	
	
	
	
	
	
	
	
	


	
	36.523-1
	
	Rel-8
	Measurement configuration control and reporting: inter-RAT measurement for event c1
	To test the triggering of an inter-RAT measurement event c1 when Neighbour becomes better than absolute threshold (measurement of UTRA and GERAN cells )

	
	RAN5#42
	0%
	
	See TS 36.331 v8.0.0 clause 6.3.5.6


	
	36.523-1
	
	Rel-8
	Measurement configuration control and reporting: inter-RAT measurement for event c2
	To test the triggering of an inter-RAT measurement event c2 when : Serving becomes worse than absolute threshold1 AND Neighbour becomes better than another absolute threshold2 (measurement of UTRA and GERAN cells )
	
	RAN5#42
	0%
	
	See TS 36.331 v8.0.0 clause 6.3.5.6


	
	36.523-1
	
	Rel-8
	Measurement configuration control and reporting: inter-RAT measurement periodic reporting
	To test the triggering of periodic reporting of inter-RAT cells (measurement of UTRA and GERAN cells )
	
	RAN5#42
	0%
	
	See TS 36.331 v8.0.0 clause 6.3.5.6



	
	36.523-1
	
	Rel-8
	Measurement configuration control and reporting: inter-RAT measurement for event c1
	To test the triggering of an inter-RAT measurement event c1 when Neighbour becomes better than absolute threshold (measurement of HPRD and 1xRTT cells)

	
	RAN5#42
	0%
	
	See TS 36.331 v8.0.0 clause 6.3.5.6



	
	36.523-1
	
	Rel-8
	Measurement configuration control and reporting: inter-RAT measurement for event c2
	To test the triggering of an inter-RAT measurement event c2 when : Serving becomes worse than absolute threshold1 AND Neighbour becomes better than another absolute threshold2 (measurement of HPRD and 1xRTT cells)
	
	RAN5#42
	0%
	
	See TS 36.331 v8.0.0 clause 6.3.5.6



	
	36.523-1
	
	Rel-8
	Measurement configuration control and reporting: inter-RAT measurement periodic reporting
	To test the triggering of periodic reporting of inter-RAT cells (measurement of HPRD and 1xRTT cells)
	
	RAN5#42
	0%
	
	See TS 36.331 v8.0.0 clause 6.3.5.6




3
Conclusions and proposal

It is proposed to consider this updated list of features and/or scenarios as identified above as the new baseline for the Work Plan of LTE/SAE protocol testing part. This list is obviously very dependent of the progress of Stage 3 core specifications in RAN2.This list will have to be updated as much as possible based on the last changes in Stage 3 core specifications. 
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