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1. Overall Description:

RAN5 MTSI test cases includes verification of SDP details and requirements for bandwidth (“b=”) are identified in the specifications TS 24.229 V7.10.0 and TS 26.114 V7.2.0. 

In TS 24.229, Application usage of SDP, clause 6.1.1 General: the “AS” bandwidth modifier is mandatory for each video and audio media stream and “RS” and “RR” bandwidth modifiers are optional.    

 “For "video" and "audio" media types that utilize the RTP/RTCP, the UE shall specify the proposed bandwidth for each  media stream utilizing the "b=" media descriptor and the "AS" bandwidth modifier in the SDP.
If the media line in the SDP indicates the usage of RTP/RTCP, and if the RTCP bandwidth level for the session is different than the default RTCP bandwidth as specified in RFC 3556 [56], then in addition to the "AS" bandwidth modifier in the media-level "b=" line, the UE shall include two media-level "b=" lines, one with the "RS" bandwidth modifier and the other with the "RR" bandwidth modifier as described in RFC 3556 [56] to specify the required bandwidth allocation for RTCP”

In TS 26.114 clause 6.2.5 Bandwidth negotiation: the “AS” bandwidth modifier is mandatory for each media stream and session.

“The SDP shall include bandwidth information for each media stream and also for the session in total. The bandwidth information for each media stream and for the session is defined by the Application Specific (AS) bandwidth modifier as defined in RFC 4566 [8].”
In TS 26.114, RTCP usage, clause 7.3.1 General: the “RS” and “RR” bandwidth modifiers are mandatory.    
“The bandwidth for RTCP traffic shall be described using the "RS" and "RR" SDP bandwidth modifiers at media level, as specified by RFC 3556 [42]. Therefore, an MTSI terminal shall include the "b=RS:" and "b=RR:" fields in SDP, and shall be able to interpret them.”
To understand the bandwidth requirements with respect to TS 24.229 and additional MTSI requirements in TS 26.114 the following SDP question is raised.
Session description:

 -    b=AS:

 Media description:

  -   b=AS:

  -   b=RS:

  -   b=RR:

Shall these four “b=” be mandatory present in all SDP offer and answers for media speech, video and text ?
2. Actions:

To SA WG4
RAN5 kindly asks SA WG4 to provide guidance on how to interpret the mandatory MTSI bandwidth requirements for the SDP offer/answer contents. 
3. Date of Next TSG-RAN WG5new Meetings:
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