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List with AGREED at the meeting CRs that shall be submitted to TSG plenary for approval:

	Doc numb
	Subject
	Source
	Agenad Item

	R5-080247
	Correction to RRC Connection setup and RB setup messages for 64kbps(Channel2)
	Anritsu
	5.4.1

	R5-080419
	Correction to Spectrum emission mask
	Anritsu
	5.4.2.1

	R5-080381
	Correction to Test Procedure in 5.2B
	Anritsu
	5.4.2.1

	R5-080141
	Correction to test case 6.5 for Band V operation
	AT4wireless
	5.4.2.2

	R5-080425
	CR to 34.121-1: Correction to test case power control in the downlink, wind up effects
	Motorola
	5.4.2.3

	R5-080421
	Correction to DL RMC for Channel2(64kbps)
	Anritsu
	5.4.2.3

	R5-080240
	Correction to SHO messages
	Anritsu
	5.4.2.3

	R5-080383
	Correction to target quality on DCCH
	Anritsu
	5.4.2.3

	R5-080385
	Correction to TC 7.8.5 (F-DPCH power control test case)
	Nokia, Motorola
	5.4.2.3

	R5-080386
	Correction to Table F6.1.10.3 for Power control in the downlink, constant BLER target
	Anritsu
	5.4.2.3

	R5-080174
	Correction to test case 8.7.9 UE Transmission Power Headroom
	Qualcomm
	5.4.2.4

	R5-080243
	Correction to system uncertainty of RRM test cases
	Anritsu
	5.4.2.4

	R5-080422
	Correction to MEASUREMENT REPORT message in 8.7.6.1A
	Anritsu
	5.4.2.4

	R5-080245
	Correction to 8.6.5.1
	Anritsu
	5.4.2.4

	R5-080249
	Correction to RRM test cases 8.4.4.1 and 8.4.4.2
	Nokia
	5.4.2.4

	R5-080288
	TC 8.3.2.1 – Correction to Measurement Report
	Anite
	5.4.2.4

	R5-080319
	Uniform application of Annex F.6.2.8 (statistical annex) to all tests in clause 8.7
	Rohde & Schwarz
	5.4.2.4

	R5-080403
	Completion and correction of Annex F.6.2.8 (Statistical testing)
	Rohde & Schwarz
	5.4.2.4

	R5-080139
	Correction to table F.1.5 for test case 8.6.2.1A
	AT4wireless
	5.4.2.5

	R5-080140
	Correction to 9.4.2 and 9.4.2A channel levels
	AT4wireless
	5.4.2.5

	R5-080242
	Correction to 34.121-1 HSDPA tests' applicabilities for Enhanced performance type 1 and type 3 terminals
	Nokia
	5.4.2.5

	R5-080250
	Corrections to applicability of CQI test cases 9.3.1 to 9.3.6
	Nokia
	5.4.2.5

	R5-080388
	CR to 34.121-2: Introduction of power control in the downlink for F-DPCH Applicability
	Motorola
	5.4.3

	R5-080246
	Correction to 34.121-2 HSDPA tests' applicabilities for Enhanced performance type 1 and type 3 terminals
	Nokia
	5.4.3

	R5-080251
	Corrections to applicability of CQI test cases 9.3.1 to 9.3.6
	Nokia
	5.4.3

	R5-080389
	Correcting the pass fail decision rule in annex F6.3.5 for 1.28Mcps TDD option
	CATT,RITT
	5.4.4

	R5-080095
	Adding the test tolerance of performance requiremet for 1.28Mcps TDD option
	CATT,RITT
	5.4.4

	R5-080096
	Adding the test parameter of midamble allocation for performance requiremet for LCR TDD
	CATT,RITT
	5.4.4

	R5-080097
	Adding the test case of maximum input level for HS-PDSCH reception for 1.28Mcps TDD option
	CATT,RITT
	5.4.4

	R5-080400
	Addition of test case applicability and ICS proforma to TS 34.171
	7 layers, Spirent
	5.4.5

	R5-080191
	Adding the test case of E-HICH detection parameter for 1.28Mcps TDD Option
	CATT,RITT
	5.5.2.2

	R5-080192
	Adding the test case of E-AGCH detection parameter for 1.28Mcps TDD Option
	CATT,RITT
	5.5.2.2

	R5-080149
	Addition of default message contents for MBMS RF/RRM testing
	NEC
	5.5.3.1

	R5-080418
	PICH power level for MBMS performance test
	NEC
	5.5.3.2

	R5-080147
	Clarification on MBMS MTCH reference channel for TC 11.3
	NEC
	5.5.3.2

	R5-080391
	Correction to TC 8.3.6.3
	NEC
	5.5.3.2

	R5-080392
	Correction to test procedure in 8.3.5.4 and 8.3.6.3
	Anritsu
	5.5.3.2

	R5-080224
	Addition the message exceptions to 8.3.6.3
	Anritsu
	5.5.3.2

	R5-080225
	Correction to the time for sending valid MAC haders and RLS SDUs in 11.2 and 11.2A
	Anritsu
	5.5.3.2

	R5-080227
	Correction to cell update procedure in the transition from CELL_PCH to CELL_FACH
	Anritsu
	5.5.3.2

	R5-080228
	Correction to the BCCH ARFCN for 8.3.6.3
	Anritsu
	5.5.3.2

	R5-080393
	Correction to MBMS testcase 11.3
	Ericsson
	5.5.3.2

	R5-080428
	Addition of test frequency to MBMS test case 11.2A
	Anritsu
	5.5.3.2

	R5-080394
	Addition of downlink physical channels power definition for 64QAM performance tests
	Ericsson
	5.5.5.2

	R5-080265
	Correction of table captions in Annex F.6.3.4
	Ericsson
	5.5.5.2

	R5-080426
	Correction to maximum input power 64QAM test case
	Qualcomm
	5.5.5.2

	R5-080264
	Addition of new testcases for 64QAM Single Link Performance
	Ericsson
	5.5.5.3

	R5-080118
	CR to 34.108: Introduction of the UE E-DCH 16-QAM feature
	Motorola
	5.5.6.1

	R5-080395
	CR to 34.121-1: Correction to UE Transmitter 16-QAM test cases
	Motorola
	5.5.6.2

	R5-080417
	CR to 34.121-1: Introduction of test tolerances for UE Transmitter 16-QAM test cases
	Motorola
	5.5.6.2

	R5-080396
	CR to 34.121-2: Introduction of UE Transmitter 16-QAM Applicability
	Motorola
	5.5.6.3

	R5-080414
	Introduction of continuous packet connectivity (CPC) to intrafrequency CPICH measurement requirements
	Nokia
	5.5.7.2

	R5-080398
	Adding test tolerances for test case 9.2.4A: MIMO Performance – Fixed Reference Channel (FRC) H-Set 9
	Qualcomm,  R&S
	5.5.8.2

	R5-080427
	Adding test tolerances in the annex for MIMO test cases
	Qualcomm, R&S
	5.5.8.2

	R5-080399
	Adding test procedure for MIMO CQI reporting test cases 9.3.7A and 9.3.7B
	Qualcomm
	5.5.8.2

	R5-080401
	New MIMO Test case: HS-SCCH Detection Performance: HS-SCCH Type M Performance
	Qualcomm
	5.5.8.2

	R5-080423
	Code allocation for HSDPA test cases
	Qualcomm
	5.5.8.2

	R5-080171
	Applicability of new MIMO Test case: HS-SCCH Detection Performance: HS-SCCH Type M Performance
	Qualcomm
	5.5.8.3

	R5-080346
	Addition of combinations on E-DCH to 6.11 of 34.108 for 3.84Mcps TDD
	IPWireless
	6.3.1.1

	R5-080350
	Update of radio bearer setup in default message contents to include E-DCH conditions for 3.84Mcps and 7.68Mcps TDD
	IPWireless
	6.3.1.1

	R5-080377
	Addition of MAC-es/e tests for 3.84Mcps and 7.68Mcps TDD to section 7 of 34.123-1
	IPWireless
	6.3.1.2

	R5-080596
	Update of Radio bearer control procedure tests to include E-DCH test for 3.84Mcps and 7.68Mcps TDD
	IPWireless
	6.3.1.2

	R5-080378
	Update of Implementation conformance statement to include E-DCH tests for 3.84Mcps and 7.68Mcps TDD
	IPWireless
	6.3.1.3

	R5-080099
	CR for 34.108:Correction of CELL UPDATE CONFIRM default message contents for LCR TDD EDCH
	CATT
	6.3.2.1

	R5-080100
	CR for 34.108:Correction of PHYSICAL CHANNEL RECONFIGURATION default message contents for LCR TDD EDCH
	CATT
	6.3.2.1

	R5-080101
	CR for 34.108:Correction of RADIO BEARER RECONFIGURATION default message contents for LCR TDD EDCH
	CATT
	6.3.2.1

	R5-080102
	CR for 34.108:Correction of RADIO BEARER RELEASE default message contents for LCR TDD EDCH
	CATT
	6.3.2.1

	R5-080103
	CR for 34.108:Correction of RADIO BEARER SETUP default message contents for LCR TDD EDCH
	CATT
	6.3.2.1

	R5-080104
	CR for 34.108:Correction of TRANSPORT CHANNEL RECONFIGURATION default message contents for LCR TDD EDCH
	CATT
	6.3.2.1

	R5-080190
	Correction to the cotents of RRC CONNECTION SETUP message: UM (Transition to CELL_DCH) (1.28 Mcps TDD option)
	ZTE corporation
	6.3.2.1

	R5-080193
	New test case 8.1.2.1a addition to verify the UE supporting the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI
	6.3.3.2

	R5-080610
	New test case addition to verify the UE supporting the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI
	6.3.3.2

	R5-080195
	New test case addition to verify the UE supporting the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI
	6.3.3.2

	R5-080196
	New test case addition to verify the UE supporting the feature of UpPCH Shifting for LCR TDD
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI
	6.3.3.2

	R5-080197
	NEW test case addition to verify the UE supporting the feature of UpPCH Shifting for LCR TDD
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI
	6.3.3.2

	R5-080480
	Introduction of Default Radio Bearer Setup message contents for UL 16QAM
	Motorola
	6.4.1.1

	R5-080481
	New MAC Test Case for UL 16QAM
	Motorola
	6.4.1.2

	R5-080593
	New Radio Bearer Test Cases for UL 16 QAM
	Motorola
	6.4.1.2

	R5-080524
	Update of existing E-DCH radio bearer test cases in section 14.7 for Rel-7 UE HS_DSCH physical layer categories 13 to 18 and E-DCH category 7
	Ericsson
	6.4.1.2

	R5-080274
	Applicability for new UL 16 QAM Test Cases
	Motorola
	6.4.1.3

	R5-080482
	Addition of HARQ transmission parameters for 64QAM
	Ericsson
	6.4.2.1

	R5-080260
	Addition of MAC-ehs TB size selection test case for 64QAM
	Ericsson
	6.4.2.2

	R5-080371
	New Rel-7 HSPA IB radio bearer test case for enhanced L2 and 64QAM
	Ericsson
	6.4.2.2

	R5-080338
	New Rel-7 HSPA streaming radio bearer test case for enhanced L2 and 64QAM
	Ericsson
	6.4.2.2

	R5-080261
	Applicability of MAC-ehs TB size selection test cases for 64QAM
	Ericsson
	6.4.2.3

	R5-080335
	Applicability of New Rel-7 HSPA IB radio bearer test case for enhanced L2 and 64QAM
	Ericsson
	6.4.2.3

	R5-080341
	Applicability of new Rel-7 HSPA streaming radio bearer test case for enhanced L2 and 64QAM
	Ericsson
	6.4.2.3

	R5-080531
	Update of the default RADIO BEARER SETUP message to support enhanced data rates
	Ericsson
	6.4.3.1

	R5-080287
	Addition of enhanced L2 configurations for DL SRBs on HS
	Ericsson
	6.4.3.1

	R5-080289
	Correction of physical layer parameters for radio bearer configuration 6.10.2.4.5 and HSPA
	Ericsson
	6.4.3.1

	R5-080484
	Addition of enhanced L2 configurations to conversational UM PS radio bearer 6.10.2.4.6.6
	Ericsson
	6.4.3.1

	R5-080605
	Addition of a new test case for DL Improved Layer2: Reconfiguration between fixed and flexible AM RLC, Serving HS-DSCH cell change between MAC-hs and MAC-ehs.
	Anritsu Ltd.
	6.4.3.2

	R5-080535
	Addition of generic test procedure for MAC-ehs TB size selection test cases
	Ericsson
	6.4.3.2

	R5-080360
	Addition of MAC-ehs TB size selection test case for QPSK and 16QAM
	Ericsson
	6.4.3.2

	R5-080509
	Update of RLC test case 7.2.3.36 for Flexible handling of RLC PDU sizes for AM RLC
	Ericsson
	6.4.3.2

	R5-080563
	Addition of RLC test case for Flexible handling of RLC PDU sizes for UM RLC in downlink
	Ericsson
	6.4.3.2

	R5-080511
	Correction to generic test procedure for Enhanced L2 radio bearer test cases
	Ericsson
	6.4.3.2

	R5-080330
	Update of existing HSDPA radio bearer test cases in section 14.6 for Rel-7 UE HS_DSCH physical layer categories 13 to 18
	Ericsson
	6.4.3.2

	R5-080331
	New Rel-7 HSPA IB radio bearer test case for enhanced L2, QPSK and 16QAM
	Ericsson
	6.4.3.2

	R5-080337
	New Rel-7 HSPA streaming radio bearer test case for enhanced L2, QPSK and 16QAM
	Ericsson
	6.4.3.2

	R5-080564
	New Rel-7 HSPA conversational radio bearer test case using SRBs with flexible RLC
	Ericsson
	6.4.3.2

	R5-080604
	Applicability of a new test case for DL Improved Layer2: Reconfiguration between fixed and flexible AM RLC, Serving HS-DSCH cell change between MAC-hs and MAC-ehs.
	Anritsu Ltd.
	6.4.3.3

	R5-080259
	Applicability of MAC-ehs TB size selection test cases for QPSK and 16QAM
	Ericsson
	6.4.3.3

	R5-080286
	Applicability of new UM RLC test case for Flexible handling of RLC PDU sizes
	Ericsson
	6.4.3.3

	R5-080334
	Applicability of new Rel-7 HSPA IB radio bearer test case for enhanced L2, QPSK and 16QAM
	Ericsson
	6.4.3.3

	R5-080340
	Applicability of new Rel-7 HSPA streaming radio bearer test case for enhanced L2, QPSK and 16QAM
	Ericsson
	6.4.3.3

	R5-080344
	Applicability of new Rel-7 HSPA conversational radio bearer test case using SRBs with flexible RLC
	Ericsson
	6.4.3.3

	R5-080512
	Addition of RB setup message contents for CPC
	Nokia
	6.4.5.1

	R5-080599
	Addition of a new test case for CPC: CQI reporting in UL.
	Anritsu Ltd.
	6.4.5.2

	R5-080592
	Addition of a new test case for CPC: UL DPCCH slot format #4
	Anritsu Ltd.
	6.4.5.2

	R5-080487
	New CPC test case for Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success (frequency modification, stop of discontinuous uplink transmission)
	SASKEN, Nokia
	6.4.5.2

	R5-080516
	New CPC test case for Physical Channel Reconfiguration for transition from CELL_DCH to URA_PCH: Success (frequency modification, stop of discontinuous uplink transmission)
	SASKEN, Nokia
	6.4.5.2

	R5-080488
	New CPC test case for Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (serving E-DCH cell change with discontinuous uplink transmission)
	SASKEN, Nokia
	6.4.5.2

	R5-080489
	New CPC test case for Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Timing re-initialized hard handover to another frequency, Serving E-DCH cell change with discontinuous uplink transmission)
	SASKEN, Nokia
	6.4.5.2

	R5-080491
	New CPC test case for Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Failure (Timing re-initialized hard handover, Serving E-DCH cell change with discontinuous uplink transmission, physical channel failure and reversion to old channel)
	SASKEN
	6.4.5.2

	R5-080490
	New CPC test case for Cell Update: Transition from URA_PCH to CELL_DCH: Success (start of discontinuous uplink transmission)
	SASKEN, Nokia
	6.4.5.2

	R5-080492
	New CPC test case for Cell Update: Transition from CELL_PCH to CELL_DCH: Success (frequency modification, start of discontinuous uplink transmission)
	SASKEN, Nokia
	6.4.5.2

	R5-080493
	New CPC test case for Cell Update: Radio Link Failure, with active discontinuous uplink transmission
	SASKEN, Nokia
	6.4.5.2

	R5-080517
	New CPC test case for Inter-RAT Cell Change Order from UTRAN to GPRS/CELL_DCH/Success (stop of discontinuous uplink transmission)
	SASKEN
	6.4.5.2

	R5-080494
	Corrections to CPC RRC test cases
	Nokia
	6.4.5.2

	R5-080495
	New CPC test case: RRC Connection Establishment for transition from Idle Mode to CELL_DCH: Success (start of discontinuous uplink transmission)
	Nokia
	6.4.5.2

	R5-080514
	New CPC test case: Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Success (With active discontinuous uplink transmission)
	Nokia
	6.4.5.2

	R5-080496
	New CPC test case: Radio Bearer Reconfiguration for transition from CELL_FACH to CELL_DCH and CELL_DCH to CELL_FACH: Success (start and stop of discontinuous uplink transmission)
	Nokia
	6.4.5.2

	R5-080497
	New CPC test case: Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (hard handover to another frequency, start and stop of discontinuous uplink transmission)
	Nokia
	6.4.5.2

	R5-080498
	New CPC test case: Radio Bearer Reconfiguration for transition from CELL_FACH to CELL_DCH and CELL_DCH to CELL_FACH: Success (frequency modification, start and stop of discontinuous uplink transmission)
	Nokia
	6.4.5.2

	R5-080499
	New CPC test case: Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Start and stop of discontinuous uplink transmission)
	Nokia
	6.4.5.2

	R5-080500
	New CPC test case: Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_PCH: Success (stop of discontinuous uplink transmission)
	Nokia
	6.4.5.2

	R5-080515
	New CPC test case: Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success (hard handover to another frequency, start of discontinuous uplink transmission)
	Nokia
	6.4.5.2

	R5-080501
	New CPC test case: Active set update in soft handover: Radio Link addition and serving HS-DSCH / E-DCH cell change, with discontinuous uplink transmission
	Nokia
	6.4.5.2

	R5-080502
	Applicability for new CPC test cases
	Nokia, Sasken, Anritsu
	6.4.5.3

	R5-080322
	Applicability change for corrected CPC test case 8.2.6.55
	Nokia
	6.4.5.3

	#
	Addition of HARQ transmission parameters for MIMO
	Ericsson
	6.4.6.1

	R5-080520
	New Rel-7 HSPA IB radio bearer test case for enhanced L2 and MIMO
	Ericsson
	6.4.6.2

	R5-080339
	New Rel-7 HSPA streaming radio bearer test case for enhanced L2 and MIMO
	Ericsson
	6.4.6.2

	R5-080336
	Applicability for New Rel-7 HSPA IB radio bearer test case for enhanced L2 and MIMO
	Ericsson
	6.4.6.3

	R5-080342
	Applicability of new Rel-7 HSPA streaming radio bearer test case for enhanced L2 and MIMO
	Ericsson
	6.4.6.3

	R5-080025
	Centralizing rules for dialog identifiers to common messages
	Nokia
	6.4.7.1

	R5-080026
	Updating conformance requirements of registration test cases for Rel-7
	Nokia
	6.4.7.1

	R5-080368
	Updating references of 34.229-1 to IETF RFCs related to MTSI
	Nokia
	6.4.7.1

	R5-080598
	New Annex F for generic requirements of MTSI supplementary services
	Nokia
	6.4.7.1

	R5-080029
	Update of common messages for MTSI communication service identifier
	Nokia
	6.4.7.1

	R5-080485
	New MTSI test case 15.12 MT call hold
	Nokia
	6.4.7.1

	R5-080031
	New MTSI test case 15.13 Incoming Communication Barring
	Nokia
	6.4.7.1

	R5-080486
	New MTSI test case 15.23 MO Explicit Communication Transfer
	Nokia
	6.4.7.1

	R5-080518
	IMS test case 8.3 / Supported Header and expire rule during de-registration
	Rohde & Schwarz
	6.4.7.1

	R5-080542
	Align via header for early IMS
	Ericsson
	6.4.7.1

	R5-080547
	New MTSI test case MO MTSI Text call
	Ericsson
	6.4.7.1

	R5-080558
	New MTSI test case Speech AMR, indicate all codec modes
	Ericsson
	6.4.7.1

	R5-080559
	New MTSI test case Speech AMR-WB, indicate all codec modes
	Ericsson
	6.4.7.1

	R5-080560
	New MTSI test case MT Video, add speech remove speech
	Ericsson
	6.4.7.1

	R5-080561
	New MTSI test case MT Video, add speech remove video
	Ericsson
	6.4.7.1

	R5-080092
	Add generic secondary PDP context procedure
	Ericsson
	6.4.7.1

	R5-080505
	New MTSI test case for MO Consultative Explicit Communication Transfer
	Qualcomm Europe
	6.4.7.1

	R5-080506
	New MTSI test case for MT Consultative Explicit Communication Transfer
	Qualcomm Europe
	6.4.7.1

	R5-080597
	Applicability for new MTSI test cases 15.12, 15.13 and 15.23
	Nokia
	6.4.7.2

	R5-080562
	Applicability for MTSI test case MO MTSI Text call
	Ericsson
	6.4.7.2

	R5-080081
	Applicability for MTSI test case Speech AMR, indicate all codec modes
	Ericsson
	6.4.7.2

	R5-080083
	Applicability for MTSI test case Speech AMR-WB, indicate all codec modes
	Ericsson
	6.4.7.2

	R5-080590
	Applicability for MTSI test case MT Video, add speech remove speech
	Ericsson
	6.4.7.2

	R5-080578
	Update SDP applicability tables
	Ericsson
	6.4.7.2

	R5-080090
	Update references in TS 34.229-2
	Ericsson
	6.4.7.2

	R5-080091
	Update key to status codes
	Ericsson
	6.4.7.2

	R5-080603
	Addition of Applicability Statement for new MTSI test cases
	Qualcomm Europe
	6.4.7.2

	R5-080036
	Correction to RB identity in RRC Connection Setup
	NTT DoCoMo
	6.5.2

	R5-080600
	Addition of new RB Combination for MBMS Testing
	NEC
	6.5.2

	R5-080160
	Corrections to default content of MBMS GENERAL INFORMATION message
	Anite
	6.5.2

	R5-080521
	Correction to MBMS selected service test procedure for MBMS Modification Request message
	Anite
	6.5.2

	R5-080522
	Correction to GCF WI-24 Network Sharing Testcase 6.2.2.4
	Anritsu Ltd.
	6.5.3.1

	R5-080158
	Correction to GCF WI 24 Idle Mode test cases 6.1.1.8 and 6.1.1.9
	Anite
	6.5.3.1

	R5-080159
	Correction to GCF WI 24 Idle Mode test case 6.1.2.11, 6.2.1.10 and 6.2.1.11
	Anite
	6.5.3.1

	R5-080153
	Correction to GCF WI 25 E-DCH MAC testcase 7.1.6.2.1
	Anite
	6.5.3.2

	R5-080551
	Corrections to RoHC performance test cases
	Nokia, NEC, TI
	6.5.3.2

	R5-080267
	Correction to testcase 7.1.6.4.1
	Rohde & Schwarz
	6.5.3.2

	R5-080553
	Correction to 8.3.1.30
	Ericsson
	6.5.3.3

	R5-080038
	Correction in test case 8.2.3.36
	Ericsson
	6.5.3.3

	R5-080055
	Removal of RRC Test Case 8.2.1.37
	NEC, Nokia
	6.5.3.3

	R5-080057
	Correction of Test Case 8.5.2.1
	NEC
	6.5.3.3

	R5-080532
	Correction of MBMS Test Cases
	NEC
	6.5.3.3

	R5-080528
	Correction to GCF WI-24 Network Sharing Testcase 8.3.3.4
	Anritsu Ltd, Anite
	6.5.3.3

	R5-080376
	Correction to GCF WI-25 test cases 8.3.1.42 and 8.3.1.42a
	Anritsu Ltd.
	6.5.3.3

	R5-080154
	Correction to GCF WI 25 E-DCH RRC testcase 8.4.1.49
	Anite
	6.5.3.3

	R5-080155
	Correction to GCF WI 25 E-DCH RRC test case 8.2.6.51
	Anite
	6.5.3.3

	R5-080156
	Correction to GCF WI 25 E-DCH RRC test case 8.2.6.52
	Anite
	6.5.3.3

	R5-080157
	Correction to the GCF WI 10 RRC testcase 8.3.2.12
	Anite
	6.5.3.3

	R5-080163
	Corrections to GCF WI 49 MBMS RRC test cases 8.5.1.2 and 8.5.1.13
	Anite
	6.5.3.3

	R5-080164
	Corrections to GCF WI 49 MBMS RRC test case 8.5.1.12
	Anite
	6.5.3.3

	R5-080165
	Correction to GCF WI 49 MBMS RRC test case 8.5.1.4
	Anite
	6.5.3.3

	R5-080529
	Correction to MBMS RRC test case 8.5.2.2 and 8.5.2.2m
	Anite, Nokia, MCC TF 160
	6.5.3.3

	R5-080178
	Removal of MBMS test cases 8.5.1.7 and 8.5.1.7m
	Ericsson
	6.5.3.3

	R5-080229
	Correction to GCF WI 49 MBMS RRC test case 8.5.3.2
	Anite
	6.5.3.3

	R5-080230
	Corrections to GCF WI 49 MBMS RRC test case 8.5.4.2
	Anite
	6.5.3.3

	R5-080232
	Corrections to GCF WI 49 MBMS RRC test case 8.5.4.3
	Anite
	6.5.3.3

	R5-080233
	Corrections to MBMS RRC test case 8.5.5.4 and 8.5.5.4m
	Anite
	6.5.3.3

	R5-080234
	Correction to MBMS test cases for INITIAL DIRECT TRANSFER message
	Anite
	6.5.3.3

	R5-080290
	Minor corrections to MBMS RRC test cases
	Nokia
	6.5.3.3

	R5-080291
	Correction to MBMS test case 8.5.2.4
	Nokia
	6.5.3.3

	R5-080292
	Correction to E-DCH test case 8.2.2.49
	Nokia
	6.5.3.3

	R5-080533
	Correction to testcase 8.4.1.40
	Nokia
	6.5.3.3

	R5-080308
	Correction of MEASUREMENT REPORT in GCF WI-25 HSUPA test case 8.3.4.10
	MCC160, Anritsu
	6.5.3.3

	R5-080608
	Correction of Test Case 8.5.1.1
	NEC
	6.5.3.3

	R5-080035
	Correction in DSAC test case 9.4.3.6
	NTT DoCoMo
	6.5.3.4

	R5-080152
	Corrections to MBMS NAS test cases 11.8.2 and 11.8.2m
	Anite
	6.5.3.6

	R5-080150
	Correction to the GCF WI 10 GMM test case 12.4.1.4b
	Anite, MCC TF 160
	6.5.3.7

	R5-080537
	Corrections to MBMS GMM test cases 12.9.16, 12.9.16m, 12.9.17 and 12.9.17m
	Anite
	6.5.3.7

	R5-080609
	Correction in GMM testcase 12.9.9
	Qualcomm Europe S.A.R.L.
	6.5.3.7

	R5-080538
	Correction to test case 12.4.1.1b
	Aeroflex, Nokia
	6.5.3.7

	R5-080536
	Correction to generic test procedure for MBMS HS PTP radio bearer test cases
	Ericsson, ETSI MCC TF160
	6.5.3.9

	R5-080539
	Addition of  clearing of stored data in 17.2.3.9 and 17.2.4.3
	Spirent, 7 Layers
	6.5.3.11

	R5-080540
	Correction to generic C1 procedure to handle MBMS Modification Request message in case of MBMS Selected Service
	Anite
	6.5.3.12

	R5-080270
	Editorial correction to the procedure (C.1) for checking the UE in Idle mode state
	Aeroflex
	6.5.3.12

	R5-080541
	Correction of test executions
	MCC TF160
	6.5.4

	R5-080056
	Applicability updated after removal of TC 8.2.1.37
	NEC, Nokia
	6.5.4

	R5-080254
	Changed applicability for test case 8.2.3.36
	Ericsson
	6.5.4

	R5-080364
	Update RLP and MBMS RLC test models
	MCC TF160
	6.5.5.1

	R5-080218
	Correction to AT commands used in 3GPP ATSs
	Nokia
	6.5.5.1

	R5-080269
	Corrections to the PIXIT items
	Aeroflex
	6.5.5.1

	R5-080566
	Removal of PDF version in formal deliveries
	MCC TF 160
	6.5.5.1

	R5-080041
	Update of MMI command strings
	MCC TF160
	6.5.6.3
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