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1.
Introduction

In this document, Reference system configurations in Section 4.4 are proposed for TS 36.508.
.
2. Summary

This text proposal consists of 3 cell configuration addition for Section4.4:

- 4.4.2

Simulated network scenarios
Cell 1, Cell2 and Cell 3 for Handover tests in Signalling test cases are added in 36.523-1.It is proposed that Handover test cases refer common Cell configuration in 36.508.
Default Cell configurations for TS36.508 are added in Section 4.4.2.
3. Proposal

To incorporate this text proposal into the current draft of TS 36.508.
Attachment: Text proposal for TS36.508 (V0.0.2)
--- Start of text proposal for TS36.508-----
4.4
Reference system configurations
Editor’s Note:
Ref. TS 34.108 subclauses 6.1 – 6.9. They were restructured into more “network- scenario-centric” structure.
4.4.1 General

Editor’s Note: It is FFS how many  simultaneous cells are needed for testing.

4.4.2
Simulated network scenarios
The UE will eventually have to operate in either single mode networks (FDD or TDD), dual mode networks (FDD+TDD), or inter-RAT networks (FDD or TDD + GSM + UMTS + CDMA2000).

The following tables list the default parameters for 1 to 3 cell environments for testing.

Cell 1, Cell 2 are associated with FDD/TDD cells using frequency f1;
Cell 3 is associated with FDD/TDD cells using frequency f2;
Editor’s Note: Also the number of cells to simulate for each scenario should be indicated in this subclause. It is FFS how many simultaneous cells are needed for testing.

4.4.2.1
Basic network scenario

-- End of text proposal for TS36.508-----
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