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<START OF NEW SECTION>

8.2.2.2
RRC Connection Reconfiguration / SRB/DRB Reconfiguration: Success 

TC Scope:

To confirm that the on reception of  RRCConnectionReconfiguration message which includes the RadioResourceConfiguration UE is sending RRCConnectionReconfigurationComplete with all necessary reconfiguration.
8.2.2.2.1
Minimum conformance requirements

References: The conformance requirements covered in the current TC is specified in: TS 36.331, clauses 5.3.5.3, and 5.3.9,9.2.2.1. The following represent an extraction of the requirements relevant to the test purpose.

[TS 36.331, clause 5.3.5.3]

The UE shall:

1> if the RRCConnectionReconfiguration message includes the radioResourceConfiguration: 

2>perform the Radio resource configuration procedure as specified in 5.3.9; 

 [TS 36.331, clause 5.3.9]

The UE shall:

1>
if the received radioResourceConfiguration includes the srb-ToAddModifyList:

2>
for each srb-Identity value included in the srb-ToAddModifyList that is not part of the current UE configuration (SRB establishment):

3>
if the rlc-Configuration is set to ‘explicit’:

4>
establish an RLC entity in accordance with the received RLC-Configuration IE;

3>
else if the rlc-Configuration is set to ‘default’:

4>
establish an RLC entity in accordance with the default configuration for SRB1 as specified in 9.2.1.1;

3>
if the logicalChannelConfig is set to ‘explicit’:

4>
establish a DCCH logical channel in accordance with the received LogicalChannelConfig IE;

3>
else if the logicalChannelConfig is set to ‘default’:

4>
establish a DCCH logical channel in accordance with the default configuration for SRB1 as specified in 9.2.1.1;

2>
for each srb-Identity value included in the srb-ToAddModifyList that is part of the current UE configuration (SRB reconfiguration):

3>
if the rlc-Configuration is set to ‘explicit’:

4>
reconfigure the RLC entity in accordance with the received RLC-Configuration IE;

3>
else if the rlc-Configuration is set to ‘default’:

4>
reconfigure the RLC entity in accordance with the default configuration for SRB1 as specified in 9.2.1.1;

3>
if the logicalChannelConfig is set to ‘explicit’:

4>
reconfigure the DCCH logical channel in accordance with the received LogicalChannelConfig IE;

3>
else if the logicalChannelConfig is set to ‘default’:

4>
reconfigure the DCCH logical channel in accordance with the default configuration for SRB1 as specified in 9.2.1.1;

 [TS 36.331, clause 5.3.9]

The UE shall:

1>
if the received radioResourceConfiguration includes the drb-ToReleaseList:

2>
for each drb-Identity value included in the drb-ToReleaseList that is part of the current UE configuration (DRB release):

3>
release the RLC entity;

3>
release the DCCH logical channel;

2>
indicate the release of the DRB(s) to upper layers;

 [TS 36.331, clause 5.3.9]

The UE shall:

1>
if the received radioResourceConfiguration includes the drb-ToAddModifyList:

2>
for each drb-Identity value included in the drb-ToAddModifyList that is not part of the current UE configuration (DRB establishment):

3>
establish an RLC entity in accordance with the received RLC-Configuration IE;

3>
establish a DCCH logical channel in accordance with the received LogicalChannelConfig IE;

2>
for each drb-Identity value included in the drb-ToAddModifyList that is part of the current UE configuration (DRB reconfiguration):

3>
reconfigure the RLC entity in accordance with the received RLC-Configuration IE;

3>
reconfigure the DCCH logical channel in accordance with the received LogicalChannelConfig IE;

[TS 36.331, clause 5.3.9]

The UE shall:

1> If the RRCConnectionReconfiguration message includes for one or more DRBs the IE ‘RLC reset request: 

2>
request RLC to re-establish the corresponding RLC entity/ies;

8.2.2.2.2
Test description

TC is applicable to:

-
All Rel-8 evolved UEs.

8.2.2.2.2.1
Test Purpose (TP)

with { UE in E-UTRA RRC_CONNETED state and has sent an message }

ensure that {

  when { UE receives an RRC CONNECTION RECONFIGURATION message )

   then { UE sets parametes according to the value of IE and sends RRC CONNECTION RECONFIGURATION COMPLETE message }

8.2.2.2.2.2
Pre-test conditions

System Simulator:
-
1 cell, default parameters

UE:
· The UE shall operate under normal test conditions

· The Test-USIM shall be inserted

· The UE shall be in E-UTRA RRC_CONNECTED state

Preamble:
-
void

8.2.2.2.2.3
Test procedure sequence

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits an RRC CONNECTION RECONFIGURATION message includes RADIO RESOURCE RECONFIGURATION which includes srb-ToAddModifyList
	<--
	RRC CONNECTION RECONFIGURATION
	
	

	2
	Check: UE transmits RRC CONNECTION RECONFIGURATION COMPLETE and modify SRBs.
	-->
	RRC CONNECTION RECONFIGURATION COMPLETE
	
	P

	3
	SS transmits an RRC CONNECTION RECONFIGURATION message includes RADIO RESOURCE RECONFIGURATION which includes drb-ToReleaseList
	<--
	RRC CONNECTION RECONFIGURATION
	
	

	4
	Check: UE transmits RRC CONNECTION RECONFIGURATION COMPLETE and release DRBs.
	-->
	RRC CONNECTION RECONFIGURATION COMPLETE
	
	P

	5
	SS transmits an RRC CONNECTION RECONFIGURATION message includes RADIO RESOURCE RECONFIGURATION which includes drb-ToAddModifyList
	<--
	RRC CONNECTION RECONFIGURATION
	
	

	6
	Check: UE transmits RRC CONNECTION RECONFIGURATION COMPLETE and modify DRBs.
	-->
	RRC CONNECTION RECONFIGURATION COMPLETE
	
	P

	7
	SS transmits an RRC CONNECTION RECONFIGURATION message includes RADIO RESOURCE RECONFIGURATION which includes rlc reset request
	<--
	RRC CONNECTION RECONFIGURATION
	
	

	8
	Check: UE transmits RRC CONNECTION RECONFIGURATION COMPLETE and re-establish rlc entities.
	-->
	RRC CONNECTION RECONFIGURATION COMPLETE
	
	P


8.2.2.2.2.4
Specific message contents
RadioResourceConfiguration (step 1)

Table 8.2.2.2.1

	Derivation Path: TS 36.331 [17], 6.2.2
	

	Information Element / Field
	Value/remark

	srb-ToAddModifyList
	FFS

	srb-Identity
	FFS

	rlc-Configuration
	FFS

	explicit
	FFS

	logicalChannelConfig
	FFS

	explicit
	FFS


RadioResourceConfigurationComplete (step 2)

Table 8.2.2.2.2

	Derivation Path: TS 36.331 [17], 6.2.2
	

	Information Element / Field
	Value/remark

	RRCConnectionReconfigurationComplete-r8-IEs
	FFS

	criticalExtensions
	FFS


RadioResourceConfiguration (step 3)

Table 8.2.2.2.3

	Derivation Path: TS 36.331 [17], 6.2.2
	

	Information Element / Field
	Value/remark

	drb-ToAddModifyList
	FFS

	eps-BearerIdentity

	FFS

	srb-Identity
	FFS

	rlc-Configuration
	FFS

	explicit
	FFS

	logicalChannelConfig
	FFS

	explicit
	FFS


RadioResourceConfigurationComplete (step 4)

Table 8.2.2.2.4

	Derivation Path: TS 36.331 [17], 6.2.2
	

	Information Element / Field
	Value/remark

	RRCConnectionReconfigurationComplete-r8-IEs
	FFS

	criticalExtensions
	FFS


 RadioResourceConfiguration (step 5)

Table 8.2.2.2.5

	Derivation Path: TS 36.331 [17], 6.2.2
	

	Information Element / Field
	Value/remark

	drb-ToReleaseList
	FFS

	drb-Identity
	FFS


RadioResourceConfigurationComplete (step 6)

Table 8.2.2.2.6

	Derivation Path: TS 36.331 [17], 6.2.2
	

	Information Element / Field
	Value/remark

	RRCConnectionReconfigurationComplete-r8-IEs
	FFS

	criticalExtensions
	FFS


RadioResourceConfiguration (step 7)

Table 8.2.2.2.7

	Derivation Path: TS 36.331 [17], 6.2.2
	

	Information Element / Field
	Value/remark

	ul-AM-RLC
	FFS

	dl-AM-RLC
	FFS

	T-PollRetransmit
	FFS

	PollPDU
	FFS

	PollByte
	FFS

	T-Reordering
	FFS

	T-StatusProhibit
	FFS


RadioResourceConfigurationComplete (step 8)

Table 8.2.2.2.8

	Derivation Path: TS 36.331 [17], 6.2.2
	

	Information Element / Field
	Value/remark

	RRCConnectionReconfigurationComplete-r8-IEs
	FFS

	criticalExtensions
	FFS
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