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Introduction

This document provides a summary description of the input documents to RAN5#39 addressing the work item "Conformance Test Aspects – MBSFN for HCR and VHCR TDD".
Input Documents

The input documents are listed below first in a functional order, i.e. the descriptions in later documents draw upon concepts or information described in the documents listed earlier.

Functional order:

	R5-081124
	Work Plan for "Conformance Test Aspects – MBSFN for HCR and VHCR TDD"
	WP

	R5-081037
	Update of WID : Conformance Test Aspects – MBSFN for HCR and VHCR TDD
	WID

	R5-081033
	Addition of new test loop mode (4) for testing MBMS MBSFN features (TS34.109)
	34.109

	R5-081039
	Initial additions to common test environment definition for HCR and VHCR TDD MBSFN
	34.108

	R5-081096
	Add setup test procedures and Access Control Class settings for MBSFN MBMS testing
	34.108

	R5-081034
	Addition of MBSFN RABs and Signalling RB for 3.84 Mcps TDD
	34.108

	R5-081035
	Addition of MBSFN RABs and Signalling RB for 7.68 Mcps TDD
	34.108

	R5-081097
	Add generic RB test procedure for 3.84 Mcps TDD MBSFN
	34.123-1

	R5-081098
	Add generic RB test procedure for 7.68 Mcps TDD MBSFN
	34.123-1

	R5-081099
	Addition to clause 18.2.5 of test cases for MBSFN RABs for 3.84 Mcps TDD
	34.123-1

	R5-081100
	Addition to clause 18.3.5 of test cases for MBSFN RABs for 7.68 Mcps TDD
	34.123-1

	R5-081038
	Add MBSFN related items to capability tables
	34.123-2

	R5-081173
	Add 3.84/7.68 Mcps TDD MBMS Radio Bearer Capability statements
	34.123-2

	R5-081207
	Add test applicability and conditions for 3.84/7.68 Mcps TDD MBMS/MBSFN RB tests
	34.123-2


For ease of reference the documents have also been listed in Tdcoc number order.

Numerical order:

	R5-081033
	Addition of new test loop mode (4) for testing MBMS MBSFN features (TS34.109)
	34.109

	R5-081034
	Addition of MBSFN RABs and Signalling RB for 3.84 Mcps TDD
	34.108

	R5-081035
	Addition of MBSFN RABs and Signalling RB for 7.68 Mcps TDD
	34.108

	R5-081037
	Update of WID : Conformance Test Aspects – MBSFN for HCR and VHCR TDD
	WID

	R5-081038
	Add MBSFN related items to capability tables
	34.123-2

	R5-081039
	Initial additions to common test environment definition for HCR and VHCR TDD MBSFN
	34.108

	R5-081096
	Add setup test procedures and Access Control Class settings for MBSFN MBMS testing
	34.108

	R5-081097
	Add generic RB test procedure for 3.84 Mcps TDD MBSFN
	34.123-1

	R5-081098
	Add generic RB test procedure for 7.68 Mcps TDD MBSFN
	34.123-1

	R5-081099
	Addition to clause 18.2.5 of test cases for MBSFN RABs for 3.84 Mcps TDD
	34.123-1

	R5-081100
	Addition to clause 18.3.5 of test cases for MBSFN RABs for 7.68 Mcps TDD
	34.123-1

	R5-081124
	Work Plan for "Conformance Test Aspects – MBSFN for HCR and VHCR TDD"
	WP

	R5-081173
	Add 3.84/7.68 Mcps TDD MBMS Radio Bearer Capability statements
	34.123-2

	R5-081207
	Add test applicability and conditions for 3.84/7.68 Mcps TDD MBMS/MBSFN RB tests
	34.123-2


Documents Addressing Generic Issues
With the exception of the documents listed below, all proposed changes affect only clauses specifically addressing 3.84 Mcps or 7.68 Mcps TDD conformance testing. The exceptions are:
	R5-081033
	Addition of new test loop mode (4) for testing MBMS MBSFN features (TS34.109)
	34.109

	R5-081039
	Initial additions to common test environment definition for HCR and VHCR TDD MBSFN
	34.108

	R5-081096
	Add setup test procedures and Access Control Class settings for MBSFN MBMS testing
	34.108

	R5-081038
	Add MBSFN related items to capability tables
	34.123-2


It was considered that the new test loop mode proposed in R5-081033 would also be required for FDD and LCR TDD MBSFN, so the test loop has been proposed as a generic mode applicable to all the technologies.
Document R5-081039 introduces the concept of a test environment for MBSFN testing and makes some generic statements with regard to the required test environment.

The MBSFN setup procedures in R5-081096 are considered to be radio access technology agnostic so have been proposed as generic procedures.

R5-081038 proposes addition of items to capability tables A.10 and A.13 in TS 34.123-2 which are applicable to all UTRA MBSFN radio access technologies.

Proposed Test Cases

The work plan proposed in R5-081124 lists a number of test cases which may be categorized as:
· RAB test cases

· Cluster selection test cases

· Session and specific procedures test cases

· Radio transmission and reception

The MBSFN test RABs, generic RB test procedures and specific RB test cases for 3.84/7.68 Mcps MBSFN are proposed in CRs input to this meeting.

The test cases for radio transmission and reception; cluster selection; session and specific procedures will be addressed by CRs presented at the next RAN5 meeting.  Attached to this input document for information, are two draft CRs (one each for Cluster selection and Session/Specific Procedure test cases).  These draft documents contain outline subclauses for each proposed test case together with the defined conformance requirement and test purpose.  The subclauses 6.1.3.3 and 8.5.1.14 in these draft CRs contain fully worked prose test cases as an example of the intended test case proposals in each of these two areas.
Conclusion

The proposed Work Plan is presented for information.

The proposed update to the WID is presented for discussion and approval in order to permit introduction of the new MBSFN test loop mode proposed in CR R5-081033 which is offered for approval.
The remaining CR input documents are presented to R5#39 for discussion and approval.

