3GPP TSG-RAN WG5 Meeting #39
R5-081301
Kansas City, US 

5th-9th May 2008

Agenda Item:

6.4.7.1
Souce:




NEC
Title:




More aspects on specification of RRC message contents for LTE
Document for:

Discussion and decision

1
Introduction

How to specify RRC message contents was already discussed in RAN5 at RAN5#38 and at RAN5 LTE workshop in Sophia-Antipolis.

The main aspects to address are:

1. how message contents match with core specification (in ASN.1, no tabular)

2. how to specify full contents of one RRC message (typically in 36.508)
3. how to specify exceptions (in 36.508 or 36.523-1 or 36.521)
This document focuses on 2nd aspect, and provides limited examples for 3rd aspect. The first aspect is addressed in R5-081185 Specification of RRC message contents for LTE (Ericsson, Samsung, NEC).
Note: For 1st aspect, one format was chosen in this document based on 34.108, which is not the same as in R5-081185. However, the analysis within this document of 2nd and 3rd aspects is valid whichever format is finally used.

2
Baseline
An attempt to specify LTE RRC message contents was made using as example the RADIO BEARER SETUP message as in 36.508 v8.1.0 (covering Rel-7) section 9.  This is one of the largest RRC messages.

Following principles were used:

· ASN.1 names are used (based on Rel-7 ASN.1 in 25.331 v7.8.0)

· indentation reflect ASN.1 structures

· by default, the contents of SEQUENCE and LIST type IEs are developped until "terminal leaves" with values, so that a message appears like a tree of IEs
· one a case by case basis, an IE, e.g. LIST or SEQUENCE type, and its leaves (actually branches) may be separated from the message tree, when it improves readbility
In the example, the indentation levels are made more visible by explicit indication of indentation level (i.e. 1, 2, 3, etc).

The example only covers all IEs until "RB information for setup", and only R99 entries of that IE are used (the rest is unchanged).

These principles are sticking to the core specification (i.e. message contents specification unambiguously match with ASN.1 in core specification), and based on 34.108, where full message contents are developed as a tree of IEs.

3
When and how to split messages
Based on the example of the RADIO BEARER SETUP message, cases were identified were separating IE branches from the main message may be preferrable:

· Case 1

when "test conditions" are used for large branches, reader interested in message for condition A1 needs to skip pages for conditions A2 to A16 before finding the next IE in the message:
· rather than providing full details of the entry of rab-InformationSetupList for conditions A1, A2, A7 and A8, then the entry for conditions A3, A4, A5 and A6, etc,

· keywords (IEs with test conditions) are created such as rab-InformationSetupList-A1-A2-A7-A8, and rab-InformationSetupList-A3-A4-A5-A6, etc.
· in RRC message table, list of entries for each condition is provided (see grey shaded cells here)

· separate tables are created for the IEs with test conditions for each test condition (follow the hyperlinks in the example)
· Case 2

when lists are used, adding an entry duplicating a full IE branch while only changing a few values makes the message less readable, many rows are added with little information
· rather than repeating  the list of IEs of the 1st, 2nd and 3rd radio bearers for one CS RAB as in A2, A8, in rb-InformationSetupList-A1-A2-A7-A8, 
· the different values for each radio bearer can be provided as multiple columns on the same table (see grey shaded cells here).
· if there is enough space, the RB for A1 and A7 can be included as a column in the same table like the RBs for A2 and A8.
Note : In the example, the formatting of indentation levels and the hyperlinks to the definitions of IEs with a test condition were automatically created by MS word macro. Hyperlinks could be automatically added in the specification by the editor, or macros could be included in the MS word file of the specification so that any reader/CR author can use them.
4
Message exceptions

In order to specify an exception value for an IE in a message, it is necessary to unambiguously specify IEs, i.e. by including the full IE hierarchy and entry numbers in the case of LIST types.
Supposing the following exceptions are needed (not necessarily meaningful):
· Logical Channel identiy is 5 for 1st RB of the CS RAB under conditions A2/A8

· MAC logical channel priority is 7 for the 2nd RB of the CS RAB under conditions A2/A8 
Then one possibility is to provide the information as

	Information Element
	Value/remark

	1 - rb-InformationSetupList-A1-A2-A7-A8
	

	   2 - rb-InformationSetupList [1]
	

	      3 - rb-MappingInfo [1]
	

	         4 - dl-LogicalChannelMappingList [ 1]
	

	            5 - logicalChannelIdentity
	5

	   2 - rb-InformationSetupList [2]
	

	      3 - rb-MappingInfo [1]
	

	         4 - CHOICE ul-LogicalChannelMappings
	

	            5 - mac-LogicalChannelPriority
	7


There may be the possibility to improve the readability of this example, however, as the number of exceptions in one message should be limited, and and exceptions are likely to be in neighbour IEs, the format illustrated is probably convenient.

5
Conclusion

We have shown how it is possible:

· to develop full contents of an RRC message

· on a case by case basis, to split contents into tables to improve readability / avoid repetitions

· to specify exceptions to default message contents

We propose to adopt a format for specification of default RRC message contents based on this example, some changes are of course possible e.g. as mentioned in introduction or notes.

The agreed format shall then be used to progress 36.508, 36.523-1 and 36.521 at RAN5#39bis.
6
Example
Contents of RADIO BEARER SETUP message: AM or UM

	Information Element
	Condition
	Value/remark
	Version

	Message Type
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	 
	 

	
	, A9, A10
	
	Rel-5

	
	, A12, A13, A14, A15, A16
	
	Rel-6

	
	, A17
	
	Rel-7

	rrc-TransactionIdentifier
	 
	Arbitrarily selects an integer between 0 and 3
	 

	integrityCheckInfo
	 
	 
	 

	1 - messageAuthenticationCode
	 
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	 

	1 - rrc-MessageSequenceNumber
	 
	SS provides the value of this IE, from its internal counter.
	 

	integrityProtectionModeInfo
	 
	- 

	 

	cipheringModeInfo
	 
	-
	 

	activationTime
	A1, A2, A3, A11
	(256+CFN-(CFN MOD 8 + 8))MOD 256
	 

	
	, A9
	
	Rel-5

	
	, A12, A13, A14, A15, A16
	
	Rel-6

	activationTime
	A4, A5, A6, A7, A8
	-
	 

	
	A10
	
	Rel-5

	
	, A17
	
	Rel-7

	new-U-RNTI
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	-
	 

	
	, A9, A10
	
	Rel-5

	
	, A12, A13, A14, A15, A16
	
	Rel-6

	
	, A17
	
	Rel-7

	new-C-RNTI
	A1, A2, A3, A4, A7, A8, A11
	-
	 

	
	, A9, A10
	
	Rel-5

	
	, A12, A13, A14, A15, A16
	
	Rel-6

	
	, A17
	
	Rel-7

	new-C-RNTI
	A5, A6
	'1010 1010 1010 1010'
	 

	new-DSCH-RNTI
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	-
	R99 and Rel-4 only

	new-H-RNTI
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	-
	Rel-5

	new-H-RNTI
	A9, A10
	'1010 1010 1010 1010'
	Rel-5

	
	A12, A13, A14, A15, A16
	
	Rel-6

	
	, A17
	
	Rel-7

	newPrimary-E-RNTI
	A1, A2, A3, A4, A5, A6, A7, A8, A9, A10, A11
	-
	Rel-6

	
	, A17
	
	Rel-7

	newPrimary-E-RNTI
	A12, A13, A14, A15, A16
	'1010 1010 1010 1010'
	Rel-6

	newSecondary-E-RNTI
	A1, A2, A3, A4, A5, A6, A7, A8, A9, A10, A11, A12, A13, A14, A15, A16
	-
	Rel-6

	
	, A17
	
	Rel-7

	rrc-StateIndicator
	A1, A2, A3, A4, A7, A8, A11
	CELL_DCH
	 

	
	, A9, A10
	
	Rel-5

	
	, A12, A13, A14, A15, A16
	
	Rel-6

	
	, A17
	
	Rel-7

	rrc-StateIndicator
	A5, A6
	CELL_FACH
	 

	utran-DRX-CycleLengthCoeff
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	-
	 

	
	, A9, A10
	
	Rel-5

	
	, A12, A13, A14, A15, A16
	
	Rel-6

	
	, A17
	
	Rel-7

	ura-Identity
	
	-
	

	supportForChangeOfUE-Capability
	
	-
	Rel-7

	cn-InformationInfo
	 
	-
	 

	CHOICE specificationMode
	
	complete
	Rel-6

	1 - srb-InformationSetupList [ ]
	
	 -
	 

	1 - rab-InformationSetupList [ ]
	A1 to A16 (see below)
	Entries are listed below.

For each entry, if a condition in the "condition" column is met, the entry included in the current message is described in the table with the name on the left column.
	

	1 - rab-InformationSetupList-A1-A2-A7-A8


	A1, A2, A7, A8

	(CS RAB with 1 or 3 subflows)
	 

	1 - rab-InformationSetupList-A3-A4-A5-A6
	A3, A4, A5, A6
	(AM DTCH for PS domain)
	

	1 - rab-InformationSetupList-A9
	A9
	(high-speed AM DTCH for PS domain)
	Rel-5

	1 - rab-InformationSetupList-A10
	A10
	(high-speed AM DTCH for PS domain)
	Rel-5

	1 - rab-InformationSetupList-A11
	A11
	(AM DTCH for PS domain)
	

	1 - rab-InformationSetupList-A12
	A12
	(high-speed AM DTCH for PS domain)
	Rel-5

	1 - rab-InformationSetupList-A13-A14-A15-A16
	A13, A14, A15, A16
	(high-speed AM DTCH for PS domain)
	Rel-6

	1 - rab-InformationSetupList-A15
	A15
	(second high-speed AM DTCH for PS domain)
	Rel-6

	1 - rab-InformationSetupList-A16
	A16
	(Conversational UM DTCH for PS domain)
	Rel-6

	1 - rab-InformationSetupList-A17
	A17
	
	Rel-7

	RB information to reconfigure list
	A1, A2, A3, A4, A5, A6, A7, A8
	Not Present
	

	
	A9, A10
	
	Rel-5

	
	A12, A13, A14, A15, A16
	
	Rel-6

	
	, A17
	
	Rel-7

	RB information to be affected
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	Not Present 
	 

	
	, A9, A10
	
	Rel-5

	
	A12
	
	Rel-6

	
	, A17
	
	Rel-7

	RB information to be affected
	A13, A15
	
	Rel-6

	    - RB identity
	
	1 (UM DCCH for RRC)
	

	    - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	1
	

	           - E-DCH MAC-d flow identity
	
	1
	

	           - DDI
	
	1
	

	           - RLC PDU size list
	
	1 RLC PDU size
	

	             - RLC PDU size
	
	144 bits
	

	           - Include in scheduling info
	
	FALSE
	

	           - MAC logical channel priority
	
	1
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	DCH
	

	            - DL DCH Transport channel identity
	
	10
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	            - Logical channel identity
	
	1
	

	    - RB identity
	
	2 (AM DCCH for RRC)
	

	    - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	2
	

	           - E-DCH MAC-d flow identity
	
	1
	

	           - DDI
	
	2
	

	           - RLC PDU size list
	
	1 RLC PDU size
	

	             - RLC PDU size
	
	144 bits
	

	           - Include in scheduling info
	
	FALSE
	

	           - MAC logical channel priority
	
	2
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	DCH
	

	            - DL DCH Transport channel identity
	
	10
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	            - Logical channel identity
	
	2
	

	    - RB identity
	
	3 (AM DCCH for NAS High Priority)
	

	    - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	3
	

	           - E-DCH MAC-d flow identity
	
	1
	

	           - DDI
	
	3
	

	           - RLC PDU size list
	
	1 RLC PDU size
	

	             - RLC PDU size
	
	144 bits
	

	           - Include in scheduling info
	
	FALSE
	

	           - MAC logical channel priority
	
	3
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	DCH
	

	            - DL DCH Transport channel identity
	
	10
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	            - Logical channel identity
	
	3
	

	    - RB identity
	
	4 (AM DCCH for NAS Low Priority)
	

	    - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	4
	

	           - E-DCH MAC-d flow identity
	
	1
	

	           - DDI
	
	4
	

	           - RLC PDU size list
	
	1 RLC PDU size
	

	             - RLC PDU size
	
	144 bits
	

	           - Include in scheduling info
	
	FALSE
	

	           - MAC logical channel priority
	
	4
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	DCH
	

	            - DL DCH Transport channel identity
	
	10
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	            - Logical channel identity
	
	4
	

	RB information to be affected
	A14, A16
	
	Rel-6

	    - RB identity
	
	1 (UM DCCH for RRC)
	

	    - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	1
	

	           - E-DCH MAC-d flow identity
	
	1
	

	           - DDI
	
	1
	

	           - RLC PDU size list
	
	1 RLC PDU size
	

	             - RLC PDU size
	
	144 bits
	

	           - Include in scheduling info
	
	FALSE
	

	           - MAC logical channel priority
	
	1
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not present
	

	            - DL DSCH Transport channel identity
	
	Not present
	

	            - DL HS-DSCH MAC-d flow identity
	
	1
	

	            - Logical channel identity
	
	1
	

	    - RB identity
	
	2 (AM DCCH for RRC)
	

	    - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	2
	

	           - E-DCH MAC-d flow identity
	
	1
	

	           - DDI
	
	2
	

	           - RLC PDU size list
	
	1 RLC PDU size
	

	             - RLC PDU size
	
	144 bits
	

	           - Include in scheduling info
	
	FALSE
	

	           - MAC logical channel priority
	
	2
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not Present
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	            - DL HS-DSCH MAC-d flow identity
	
	1
	

	            - Logical channel identity
	
	2
	

	    - RB identity
	
	3 (AM DCCH for NAS High Priority)
	

	    - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	3
	

	           - E-DCH MAC-d flow identity
	
	1
	

	           - DDI
	
	3
	

	           - RLC PDU size list
	
	1 RLC PDU size
	

	             - RLC PDU size
	
	144 bits
	

	           - Include in scheduling info
	
	FALSE
	

	           - MAC logical channel priority
	
	3
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not Present
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	            - DL HS-DSCH MAC-d flow identity
	
	1
	

	            - Logical channel identity
	
	3
	

	    - RB identity
	
	4 (AM DCCH for NAS Low Priority)
	

	    - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	4
	

	           - E-DCH MAC-d flow identity
	
	1
	

	           - DDI
	
	4
	

	           - RLC PDU size list
	
	1 RLC PDU size
	

	             - RLC PDU size
	
	144 bits
	

	           - Include in scheduling info
	
	FALSE
	

	           - MAC logical channel priority
	
	4
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not Present
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	            - DL HS-DSCH MAC-d flow identity
	
	1
	

	            - Logical channel identity
	
	4
	

	Downlink counter synchronization info
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	Not Present
	 

	
	, A9, A10
	
	Rel-5

	
	, A12, A13, A14, A15, A16
	
	Rel-6

	
	, A17
	
	Rel-7

	PDCP ROHC target mode
	A9, A10
	Not Present
	Rel-5

	
	, A12, A13, A14, A15, A16
	
	Rel-6

	
	, A17
	
	Rel-7

	UL Transport channel information for all transport channels
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	 
	 

	
	, A9, A10
	
	Rel-5

	
	, A17
	
	Rel-7

	        - PRACH TFCS
	 
	Not Present
	 

	        - CHOICE mode
	 
	FDD
	 

	         - TFC subset
	 
	Not Present
	 

	         - UL DCH TFCS
	 
	 
	 

	          - CHOICE TFCI signalling
	 
	Normal
	 

	           - TFCI Field 1 information
	 
	 
	 

	            - CHOICE TFCS representation
	 
	Complete reconfiguration
	 

	             - TFCS complete reconfigure information
	 
	 
	 

	              - CHOICE CTFC Size
	 
	Number of bits used must be enough to cover all combinations of CTFC from clause 6.10.2.4 Parameter Set.
	 

	               - CTFC information
	 
	This IE is repeated for TFC numbers and reference to clause 6.10.2.4 Parameter Set
	 

	                - CTFC
	 
	 Reference to clause 6.10.2.4 Parameter Set
	 

	                - Power offset information
	 
	 
	 

	                 - CHOICE Gain Factors
	 
	Computed Gain Factors(The last TFC is set to Signalled Gain Factors)
	 

	                   - Gain factor βc
	 
	11 (below 64 kbps)

9 (higher than 64 kbps) (Not Present if the CHOICE Gain Factors is set to Computed Gain Factors)
	 

	                   - Gain factor βd
	 
	15

(Not Present if the CHOICE Gain Factors is set to Computed Gain Factors)
	 

	                  - Reference TFC ID
	 
	0
	 

	                 - CHOICE mode
	 
	FDD
	 

	                  - Power offset P p-m
	 
	Not Present
	 

	UL Transport channel information for all transport channels
	A12
	
	Rel-6

	          - PRACH TFCS
	
	Not Present
	

	          - CHOICE mode
	
	FDD
	

	          - TFC subset
	
	Not Present
	

	          - UL DCH TFCS
	
	
	

	           - CHOICE TFCI signalling
	
	Normal
	

	            - TFCI Field 1 information
	
	
	

	             - CHOICE TFCS representation
	
	Complete reconfiguration
	

	               - TFCS complete reconfigure information
	
	
	

	                - CHOICE CTFC Size
	
	ctfc2bit
	

	                 - CTFC information
	
	
	

	                  - CTFC
	
	0

((UL DCH RAB, DCCH)=(TF0, TF0))
	

	                  - Power offset information
	
	
	

	                     - CHOICE Gain Factors
	
	Computed Gain Factors
	

	                  - CTFC
	
	1

((UL DCH RAB, DCCH)=(TF0, TF1))
	

	                 - Power offset information
	
	
	

	                   - CHOICE Gain Factors
	
	Signalled Gain Factors
	

	                    - Gain factor βc
	
	11 (below 64 kbps)

9 (higher than 64 kbps) 
	

	                    - Gain factor βd
	
	15
	

	                  - Reference TFC ID
	
	0
	

	                - CHOICE mode      
	
	FDD
	

	                 - Power offset P p-m
	
	Not Present
	

	UL Transport channel information for all transport channels
	A13, A14, A15, A16
	Not Present
	Rel-6

	Deleted UL TrCH information 
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	Not Present
	 

	
	, A9, A10
	
	Rel-5

	
	, A12
	
	Rel-6

	
	, A17
	
	Rel-7

	Deleted UL TrCH information
	A13, A14, A15, A16
	
	Rel-6

	        - Uplink transport channel type
	DCH
	
	

	        - UL transport channel identity
	5
	
	

	Added or Reconfigured UL TrCH information
	A1, A3 A4, A5, A6, A7
	1 DCH added, 1 DCH reconfigured (if from cell_DCH) OR 2 DCHs added (if from cell_FACH)
	 

	
	, A9, A10
	
	Rel-5

	
	, A17
	
	Rel-7

	        - Uplink transport channel type
	 
	DCH
	 

	        - UL Transport channel identity
	 
	1
	 

	        - TFS
	 
	 
	 

	         - CHOICE Transport channel type
	 
	Dedicated transport channels
	 

	         - Dynamic Transport format information
	 
	 
	 

	          - RLC Size
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Number of TBs and TTI List
	 
	(This IE is repeated for TFI number.)
	 

	           - Transmission Time Interval
	 
	Not Present
	 

	           - Number of Transport blocks
	 
	Reference to clause 6.10 Parameter Set
	 

	          - CHOICE Logical channel list
	 
	All
	 

	         - Semi-static Transport Format information
	 
	 
	 

	          - Transmission time interval
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Type of channel coding
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Coding Rate
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Rate matching attribute
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - CRC size
	 
	Reference to clause 6.10 Parameter Set 
	 

	        - Uplink transport channel type
	 
	DCH
	 

	        - UL Transport channel identity
	 
	5
	 

	        - TFS
	 
	 
	 

	         - CHOICE Transport channel type
	 
	Dedicated transport channels
	 

	         - Dynamic Transport format information
	 
	 
	 

	          - RLC Size
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Number of TBs and TTI List
	 
	(This IE is repeated for TFI number.)
	 

	           - Transmission Time Interval
	 
	Not Present
	 

	           - Number of Transport blocks
	 
	Reference to clause 6.10 Parameter Set
	 

	          - CHOICE Logical channel list
	 
	All
	 

	         - Semi-static Transport Format information
	 
	 
	 

	          - Transmission time interval
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Type of channel coding
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Coding Rate
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Rate matching attribute
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - CRC size
	 
	Reference to clause 6.10 Parameter Set 
	 

	Added or Reconfigured UL TrCH information
	A11
	1 DCH added for DTCH
	 

	        - Uplink transport channel type
	 
	DCH
	 

	        - UL Transport channel identity
	 
	4
	 

	        - TFS
	 
	 
	 

	         - CHOICE Transport channel type
	 
	Dedicated transport channels
	 

	         - Dynamic Transport format information
	 
	 
	 

	          - RLC Size
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Number of TBs and TTI List
	 
	(This IE is repeated for TFI number.)
	 

	           - Transmission Time Interval
	 
	Not Present
	 

	           - Number of Transport blocks
	 
	Reference to clause 6.10 Parameter Set
	 

	          - CHOICE Logical channel list
	 
	All
	 

	         - Semi-static Transport Format information
	 
	 
	 

	          - Transmission time interval
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Type of channel coding
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Coding Rate
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Rate matching attribute
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - CRC size
	 
	Reference to clause 6.10 Parameter Set 
	 

	Added or Reconfigured UL TrCH information
	A2, A8
	4 TrCHs(DCH for DCCH and 3DCHs for DTCH)
	 

	        - Uplink transport channel type
	 
	DCH
	 

	        - UL Transport channel identity
	 
	5
	 

	        - TFS
	 
	 
	 

	         - CHOICE Transport channel type
	 
	Dedicated transport channels
	 

	         - Dynamic Transport format information
	 
	 
	 

	          - RLC Size
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Number of TBs and TTI List
	 
	(This IE is repeated for TFI number.)
	 

	           - Transmission Time Interval
	 
	Not Present
	 

	           - Number of Transport blocks
	 
	Reference to clause 6.10 Parameter Set
	 

	          - CHOICE Logical channel list
	 
	All
	 

	         - Semi-static Transport Format information
	 
	 
	 

	          - Transmission time interval
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Type of channel coding
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Coding Rate
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Rate matching attribute
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - CRC size
	 
	Reference to clause 6.10 Parameter Set 
	 

	        - Uplink transport channel type
	 
	DCH
	 

	        - UL Transport channel identity
	 
	1
	 

	        - TFS
	 
	 
	 

	         - CHOICE Transport channel type
	 
	Dedicated transport channels
	 

	         - Dynamic Transport format information
	 
	 
	 

	          - RLC Size
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Number of TBs and TTI List
	 
	(This IE is repeated for TFI number.)
	 

	           - Transmission Time Interval
	 
	Not Present
	 

	           - Number of Transport blocks
	 
	Reference to clause 6.10 Parameter Set
	 

	          - CHOICE Logical channel list
	 
	All
	 

	         - Semi-static Transport Format information
	 
	 
	 

	          - Transmission time interval
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Type of channel coding
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Coding Rate
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Rate matching attribute
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - CRC size
	 
	Reference to clause 6.10 Parameter Set 
	 

	        - Uplink transport channel type
	 
	DCH
	 

	        - UL Transport channel identity
	 
	2
	 

	        - TFS
	 
	 
	 

	         - CHOICE Transport channel type
	 
	Dedicated transport channels
	 

	         - Dynamic Transport format information
	 
	 
	 

	          - RLC Size
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Number of TBs and TTI List
	 
	(This IE is repeated for TFI number.)
	 

	           - Transmission Time Interval
	 
	Not Present
	 

	           - Number of Transport blocks
	 
	Reference to clause 6.10 Parameter Set
	 

	          - CHOICE Logical channel list
	 
	All
	 

	         - Semi-static Transport Format information
	 
	 
	 

	          - Transmission time interval
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Type of channel coding
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Coding Rate
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Rate matching attribute
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - CRC size
	 
	Reference to clause 6.10 Parameter Set 
	 

	        - Uplink transport channel type
	 
	DCH
	 

	        - UL Transport channel identity
	 
	3
	 

	        - TFS
	 
	 
	 

	         - CHOICE Transport channel type
	 
	Dedicated transport channels
	 

	         - Dynamic Transport format information
	 
	 
	 

	          - RLC Size
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Number of TBs and TTI List
	 
	(This IE is repeated for TFI number.)
	 

	           - Transmission Time Interval
	 
	Not Present
	 

	           - Number of Transport blocks
	 
	Reference to clause 6.10 Parameter Set
	 

	          - CHOICE Logical channel list
	 
	All
	 

	         - Semi-static Transport Format information
	 
	 
	 

	          - Transmission time interval
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Type of channel coding
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Coding Rate
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Rate matching attribute
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - CRC size
	 
	Reference to clause 6.10 Parameter Set 
	 

	Added or Reconfigured UL TrCH information
	A12
	1 E-DCH added, 1 DCH added, 1 DCH reconfigured
	Rel-6

	        - Uplink transport channel type
	
	E-DCH
	

	        - CHOICE UL parameters
	
	E-DCH
	

	          - E-DCH Transmission Time Interval
	
	10 ms
	

	          - HARQ info for E-DCH
	
	
	

	            - HARQ RV Configuration
	
	rvtable
	

	          - Added or reconfigured E-DCH MAC-d flow
	
	
	

	            - E-DCH MAC-d flow identity
	
	2
	

	            - E-DCH MAC-d flow power offset
	
	0
	

	            - E-DCH MAC-d flow maximum number of retransmissions
	
	7
	

	            - E-DCH MAC-d flow multiplexing list
	
	 Not Present
	

	            - CHOICE transmission grant type
	
	Scheduled grant info
	

	        - Uplink transport channel type
	
	DCH
	

	        - UL Transport channel identity
	
	1
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channels
	

	         - Dynamic Transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.10 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.10 Parameter Set 
	

	          - Type of channel coding
	
	Reference to clause 6.10 Parameter Set 
	

	          - Coding Rate
	
	Reference to clause 6.10 Parameter Set 
	

	          - Rate matching attribute
	
	Reference to clause 6.10 Parameter Set 
	

	          - CRC size
	
	Reference to clause 6.10 Parameter Set 
	

	        - Uplink transport channel type
	
	DCH
	

	        - UL Transport channel identity
	
	5
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channels
	

	         - Dynamic Transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.10 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.10 Parameter Set 
	

	          - Type of channel coding
	
	Reference to clause 6.10 Parameter Set 
	

	          - Coding Rate
	
	Reference to clause 6.10 Parameter Set 
	

	          - Rate matching attribute
	
	Reference to clause 6.10 Parameter Set 
	

	          - CRC size
	
	Reference to clause 6.10 Parameter Set 
	

	Added or Reconfigured UL TrCH information
	A13, A14
	1 E-DCH added with one DCCH MAC-d flow and one DTCH MAC-d flow
	Rel-6

	        - Uplink transport channel type
	
	E-DCH
	

	        - CHOICE UL parameters
	
	E-DCH
	

	          - E-DCH Transmission Time Interval
	
	10 ms
	

	          - HARQ info for E-DCH
	
	
	

	            - HARQ RV Configuration
	
	rvtable
	

	          - Added or reconfigured E-DCH MAC-d flow
	
	(for DCCH)
	

	            - E-DCH MAC-d flow identity
	
	1
	

	            - E-DCH MAC-d flow power offset
	
	0
	

	            - E-DCH MAC-d flow maximum number of retransmissions
	
	7
	

	            - E-DCH MAC-d flow multiplexing list
	
	Not Present
	

	            - CHOICE transmission grant type
	
	Non-scheduled grant info
	

	              - Max MAC-e PDU contents size
	
	162 bits
	

	              - 2 ms non-scheduled transmission grant HARQ process allocation
	
	Not Present
	

	          - Added or reconfigured E-DCH MAC-d flow
	
	(for DTCH)
	

	            - E-DCH MAC-d flow identity
	
	2
	

	            - E-DCH MAC-d flow power offset
	
	0
	

	            - E-DCH MAC-d flow maximum number of retransmissions
	
	7
	

	            - E-DCH MAC-d flow multiplexing list
	
	Not Present
	

	            - CHOICE transmission grant type
	
	Scheduled grant info
	

	Added or Reconfigured UL TrCH information
	A15
	1 E-DCH added with one DCCH MAC-d flow and two DTCH MAC-d flows
	Rel-6

	        - Uplink transport channel type
	
	E-DCH
	

	        - CHOICE UL parameters
	
	E-DCH
	

	          - E-DCH Transmission Time Interval
	
	10 ms
	

	          - HARQ info for E-DCH
	
	
	

	            - HARQ RV Configuration
	
	rvtable
	

	          - Added or reconfigured E-DCH MAC-d flow
	
	(for DCCH)
	

	            - E-DCH MAC-d flow identity
	
	1
	

	            - E-DCH MAC-d flow power offset
	
	0
	

	            - E-DCH MAC-d flow maximum number of retransmissions
	
	7
	

	            - E-DCH MAC-d flow multiplexing list
	
	Not Present
	

	            - CHOICE transmission grant type
	
	Non-scheduled grant info
	

	              - Max MAC-e PDU contents size
	
	 162 bits
	

	              - 2 ms non-scheduled transmission grant HARQ process allocation
	
	Not Present
	

	          - Added or reconfigured E-DCH MAC-d flow
	
	(for first DTCH)
	

	            - E-DCH MAC-d flow identity
	
	2
	

	            - E-DCH MAC-d flow power offset
	
	0
	

	            - E-DCH MAC-d flow maximum number of retransmissions
	
	7
	

	            - E-DCH MAC-d flow multiplexing list
	
	Not Present
	

	            - CHOICE transmission grant type
	
	Scheduled grant info
	

	          - Added or reconfigured E-DCH MAC-d flow
	
	(for second DTCH)
	

	            - E-DCH MAC-d flow identity
	
	3
	

	            - E-DCH MAC-d flow power offset
	
	0
	

	            - E-DCH MAC-d flow maximum number of retransmissions
	
	7
	

	            - E-DCH MAC-d flow multiplexing list
	
	Not Present
	

	            - CHOICE transmission grant type
	
	Scheduled grant info
	

	Added or Reconfigured UL TrCH information
	A16
	1 E-DCH added with one DCCH MAC-d flow and two DTCH MAC-d flows
	Rel-6

	        - Uplink transport channel type
	
	E-DCH
	

	        - CHOICE UL parameters
	
	E-DCH
	

	          - E-DCH Transmission Time Interval
	
	10 ms
	

	          - HARQ info for E-DCH
	
	
	

	            - HARQ RV Configuration
	
	rvtable
	

	          - Added or reconfigured E-DCH MAC-d flow
	
	(for DCCH)
	

	            - E-DCH MAC-d flow identity
	
	1
	

	            - E-DCH MAC-d flow power offset
	
	0
	

	            - E-DCH MAC-d flow maximum number of retransmissions
	
	7
	

	            - E-DCH MAC-d flow multiplexing list
	
	Not Present
	

	            - CHOICE transmission grant type
	
	Non-scheduled grant info
	

	              - Max MAC-e PDU contents size
	
	 162 bits
	

	              - 2 ms non-scheduled transmission grant HARQ process allocation
	
	Not Present
	

	          - Added or reconfigured E-DCH MAC-d flow
	
	(for first DTCH)
	

	            - E-DCH MAC-d flow identity
	
	2
	

	            - E-DCH MAC-d flow power offset
	
	0
	

	            - E-DCH MAC-d flow maximum number of retransmissions
	
	7
	

	            - E-DCH MAC-d flow multiplexing list
	
	Not Present
	

	            - CHOICE transmission grant type
	
	Scheduled grant info
	

	          - Added or reconfigured E-DCH MAC-d flow
	
	(for second DTCH)
	

	            - E-DCH MAC-d flow identity
	
	4
	

	            - E-DCH MAC-d flow power offset
	
	0
	

	            - E-DCH MAC-d flow maximum number of retransmissions
	
	7
	

	            - E-DCH MAC-d flow multiplexing list
	
	Not Present
	

	            - CHOICE transmission grant type
	
	Scheduled grant info
	

	CHOICE mode
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	Not Present
	 

	
	, A9, A10
	
	Rel-5

	
	, A12, A13
	
	Rel-6

	
	, A17
	
	Rel-7

	DL Transport channel information common for all transport channel
	A1, A2, A7, A8
	 
	 

	        - SCCPCH TFCS
	 
	Not Present
	 

	        - CHOICE mode
	 
	FDD
	 

	         - CHOICE DL parameters
	 
	SameasUL
	 

	DL Transport channel information common for all transport channel
	A3, A4, A5, A6, A11
	 
	 

	
	A10
	
	Rel-5

	
	A12, A13, A15
	
	Rel-6

	
	, A17
	
	Rel-8

	        - SCCPCH TFCS
	 
	Not Present
	 

	        - CHOICE mode
	 
	FDD
	 

	         - CHOICE DL parameters
	 
	Explicit
	 

	          - DL DCH TFCS
	 
	 
	 

	           - CHOICE TFCI Signalling
	 
	Normal
	 

	            - TFCI Field 1 Information
	 
	 
	 

	             - CHOICE TFCS representation
	 
	Complete reconfiguration
	 

	              - TFCS complete reconfigure
	 
	 
	 

	               - CHOICE CTFC Size
	 
	Number of bits used must be enough to cover all combinations of CTFC from clause 6.10.2.4 Parameter Set.
	 

	                - CTFC information
	 
	This IE is repeated for TFC numbers and reference to clause 6.10.2.4
	 

	                 - CTFC
	 
	Reference to clause 6.10.2.4 Parameter Set
	 

	                 - Power offset information
	 
	Not Present
	 

	DL Transport channel information common for all transport channel
	A9
	 
	Rel-5

	        - SCCPCH TFCS
	 
	Not Present
	 

	        - CHOICE mode
	 
	FDD
	 

	         - CHOICE DL parameters
	 
	Explicit
	 

	          - DL DCH TFCS
	 
	 
	 

	           - CHOICE TFCI Signalling
	 
	Normal
	 

	            - TFCI Field 1 Information
	 
	 
	 

	             - CHOICE TFCS representation
	 
	Complete reconfiguration
	 

	              - TFCS complete reconfigure
	 
	 
	 

	               - CHOICE CTFC Size
	 
	ctfc2bit
	 

	                - CTFC information
	 
	 
	 

	                 - CTFC
	 
	0

((DL DCH RAB, DCCH)=(TF0, TF0))
	 

	                 - Power offset information
	 
	Not Present
	 

	                 - CTFC
	 
	1

((DL DCH RAB, DCCH)=(TF0, TF1))
	 

	                 - Power offset information
	 
	Not Present
	 

	DL Transport channel information common for all transport channel
	A14, A16
	Not Present
	Rel-6

	Deleted DL TrCH information 
	A1, A2, A3, A4, A5, A6, A7, A8
	Not Present
	 

	
	, A9, A10
	
	Rel-5

	
	, A12, A13
	
	Rel-6

	
	, A17
	
	Rel-7

	Deleted DL TrCH information 
	A14, A16
	
	Rel-6

	    - Downlink transport channel type
	
	DCH
	

	    - DL Transport channel identity
	
	10
	

	Added or Reconfigured DL TrCH information
	A1
	1 DCH added, 1 DCH reconfigured
	 

	        - Downlink transport channel type
	 
	DCH
	 

	        - DL Transport channel identity
	 
	6
	 

	        - CHOICE DL parameters
	 
	Same as UL
	 

	         - Uplink transport channel type
	 
	DCH
	 

	         - UL TrCH identity
	 
	1
	 

	        - DCH quality target
	 
	 
	 

	         - BLER Quality value
	 
	-20 (-2.0)
	 

	        - Downlink transport channel type
	 
	DCH
	 

	        - DL Transport channel identity
	 
	10
	 

	        - CHOICE DL parameters
	 
	Same as UL
	 

	         - Uplink transport channel type
	 
	DCH
	 

	         - UL TrCH identity
	 
	5
	 

	        - DCH quality target
	 
	 
	 

	         - BLER Quality value
	 
	-20 (-2.0)
	 

	Added or Reconfigured DL TrCH information
	A3, A4, A5, A6, A7
	2 TrCHs(DCH for DCCH and DCH for DTCH)
	 

	        - Downlink transport channel type
	 
	DCH
	 

	        - DL Transport channel identity
	 
	10
	 

	        - CHOICE DL parameters
	 
	Same as UL
	 

	         - Uplink transport channel type
	 
	DCH
	 

	         - UL TrCH identity
	 
	5
	 

	        - DCH quality target
	 
	 
	 

	         - BLER Quality value
	 
	-20 (-2.0)
	 

	        - Downlink transport channel type
	 
	DCH
	 

	        - DL Transport channel identity
	 
	6
	 

	        - CHOICE DL parameters
	 
	Explicit

Except for RAB with the symmetric DL and UL rate: Same as UL
	 

	        - TFS
	 
	 
	 

	         - CHOICE Transport channel type
	 
	Dedicated transport channel
	 

	         - Dynamic transport format information
	 
	 
	 

	          - RLC Size
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Number of TBs and TTI List
	 
	(This IE is repeated for TFI number.)
	 

	           - Transmission Time Interval
	 
	Not Present
	 

	           - Number of Transport blocks
	 
	Reference to clause 6.10 Parameter Set only including TF0
	 

	          - CHOICE Logical channel list
	 
	All
	 

	         - Semi-static Transport Format information
	 
	 
	 

	          - Transmission time interval
	 
	Reference to clause 6.10 Parameter Set
	 

	          - Type of channel coding
	 
	Reference to clause 6.10 Parameter Set
	 

	          - Coding Rate
	 
	Reference to clause 6.10 Parameter Set
	 

	          - Rate matching attribute
	 
	Reference to clause 6.10 Parameter Set
	 

	          - CRC size
	 
	Reference to clause 6.10 Parameter Set
	 

	        - DCH quality target
	 
	 
	 

	         - BLER Quality value
	 
	-20 (-2.0)
	 

	Added or Reconfigured DL TrCH information
	A2, A8
	4 TrCHs(DCH for DCCH and 3DCHs for DTCH)
	 

	        - Downlink transport channel type
	 
	DCH
	 

	        - DL Transport channel identity
	 
	10
	 

	        - CHOICE DL parameters
	 
	Same as UL
	 

	         - Uplink transport channel type
	 
	DCH
	 

	         - UL TrCH identity
	 
	5
	 

	        - DCH quality target
	 
	 
	 

	         - BLER Quality value
	 
	-20 (-2.0)
	 

	        - Downlink transport channel type
	 
	DCH
	 

	        - DL Transport channel identity
	 
	6
	 

	        - CHOICE DL parameters
	 
	Explicit
	 

	        - TFS
	 
	 
	 

	         - CHOICE Transport channel type
	 
	Dedicated transport channel
	 

	         - Dynamic transport format information
	 
	 
	 

	          - RLC Size
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Number of TBs and TTI List
	 
	(This IE is repeated for TFI number.)
	 

	          - Dynamic transport format information
	 
	 
	 

	           - Transmission Time Interval
	 
	Not Present
	 

	           - Number of Transport blocks
	 
	Reference to clause 6.10 Parameter Set
	 

	          - CHOICE Logical channel list
	 
	All
	 

	         - Semi-static Transport Format information
	 
	 
	 

	          - Transmission time interval
	 
	Reference to clause 6.10 Parameter Set
	 

	          - Type of channel coding
	 
	Reference to clause 6.10 Parameter Set
	 

	          - Coding Rate
	 
	Reference to clause 6.10 Parameter Set
	 

	          - Rate matching attribute
	 
	Reference to clause 6.10 Parameter Set
	 

	          - CRC size
	 
	Reference to clause 6.10 Parameter Set
	 

	        - DCH quality target
	 
	 
	 

	         - BLER Quality value
	 
	Not Present
	 

	        - Downlink transport channel type
	 
	DCH
	 

	        - DL Transport channel identity
	 
	7
	 

	        - CHOICE DL parameters
	 
	Explicit
	 

	        - TFS
	 
	 
	 

	         - CHOICE Transport channel type
	 
	Dedicated transport channel
	 

	         - Dynamic transport format information
	 
	 
	 

	          - RLC Size
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Number of TBs and TTI List
	 
	(This IE is repeated for TFI number.)
	 

	          - Dynamic transport format information
	 
	 
	 

	           - Transmission Time Interval
	 
	Not Present
	 

	           - Number of Transport blocks
	 
	Reference to clause 6.10 Parameter Set
	 

	          - CHOICE Logical channel list
	 
	All
	 

	         - Semi-static Transport Format information
	 
	 
	 

	          - Transmission time interval
	 
	Reference to clause 6.10 Parameter Set
	 

	          - Type of channel coding
	 
	Reference to clause 6.10 Parameter Set
	 

	          - Coding Rate
	 
	Reference to clause 6.10 Parameter Set
	 

	          - Rate matching attribute
	 
	Reference to clause 6.10 Parameter Set
	 

	          - CRC size
	 
	Reference to clause 6.10 Parameter Set
	 

	        - DCH quality target
	 
	 
	 

	         - BLER Quality value
	 
	Not Present
	 

	        - Downlink transport channel type
	 
	DCH
	 

	        - DL Transport channel identity
	 
	8
	 

	        - CHOICE DL parameters
	 
	Explicit
	 

	        - TFS
	 
	 
	 

	         - CHOICE Transport channel type
	 
	Dedicated transport channel
	 

	         - Dynamic transport format information
	 
	 
	 

	          - RLC Size
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Number of TBs and TTI List
	 
	(This IE is repeated for TFI number.)
	 

	          - Dynamic transport format information
	 
	 
	 

	           - Transmission Time Interval
	 
	Not Present
	 

	           - Number of Transport blocks
	 
	Reference to clause 6.10 Parameter Set
	 

	          - CHOICE Logical channel list
	 
	All
	 

	         - Semi-static Transport Format information
	 
	 
	 

	          - Transmission time interval
	 
	Reference to clause 6.10 Parameter Set
	 

	          - Type of channel coding
	 
	Reference to clause 6.10 Parameter Set
	 

	          - Coding Rate
	 
	Reference to clause 6.10 Parameter Set
	 

	          - Rate matching attribute
	 
	Reference to clause 6.10 Parameter Set
	 

	          - CRC size
	 
	Reference to clause 6.10 Parameter Set
	 

	        - DCH quality target
	 
	 
	 

	         - BLER Quality value
	 
	Not Present
	 

	Added or Reconfigured DL TrCH information
	A9
	3 TrCHs (DCH for DCCH and DCH plus HS-DSCH for DTCH)
	Rel-5

	
	A12
	
	Rel-6

	        - Downlink transport channel type
	 
	DCH
	 

	        - DL Transport channel identity
	 
	10
	 

	        - CHOICE DL parameters
	 
	Same as UL
	 

	            - Uplink transport channel type
	 
	DCH
	 

	            - UL TrCH identity
	 
	5
	 

	        - DCH quality target
	 
	 
	 

	            - BLER Quality value
	 
	-20 (-2.0)
	 

	        - Downlink transport channel type
	 
	DCH
	 

	        - DL Transport channel identity
	 
	6
	 

	        - CHOICE DL parameters
	 
	Explicit
	 

	        - TFS
	 
	 
	 

	         - CHOICE Transport channel type
	 
	Dedicated transport channel
	 

	         - Dynamic transport format information
	 
	 
	 

	          - RLC Size
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Number of TBs and TTI List
	 
	(This IE is repeated for TFI number.)
	 

	          - Dynamic transport format information
	 
	 
	 

	           - Transmission Time Interval
	 
	Not Present
	 

	           - Number of Transport blocks
	 
	Reference to clause 6.10 Parameter Set
	 

	          - CHOICE Logical channel list
	 
	All
	 

	         - Semi-static Transport Format information
	 
	 
	 

	          - Transmission time interval
	 
	Reference to clause 6.10 Parameter Set
	 

	          - Type of channel coding
	 
	Reference to clause 6.10 Parameter Set
	 

	          - Coding Rate
	 
	Reference to clause 6.10 Parameter Set
	 

	          - Rate matching attribute
	 
	Reference to clause 6.10 Parameter Set
	 

	          - CRC size
	 
	Reference to clause 6.10 Parameter Set
	 

	        - DCH quality target
	 
	 
	 

	         - BLER Quality value
	 
	-20 (-2.0)
	 

	        - Downlink transport channel type
	 
	HS-DSCH
	 

	        - DL Transport channel identity
	 
	Not Present
	 

	        - CHOICE DL parameters
	 
	HS-DSCH
	 

	            - HARQ Info
	 
	 
	 

	                - Number of Processes
	 
	Reference to clause 6.10.2.4.5 Parameter Set
	 

	                - CHOICE Memory Partitioning
	 
	Implicit
	 

	            - Added or reconfigured MAC-d flow
	 
	 
	 

	                - MAC-hs queue to add or reconfigure list
	 
	(one queue)
	 

	                    - MAC-hs queue Id
	 
	0
	 

	                    - MAC-d Flow Identity
	 
	0
	 

	                    - T1
	 
	50
	 

	                    - MAC-hs window size
	 
	16
	 

	                    - MAC-d PDU size Info
	 
	 
	 

	                        - MAC-d PDU size
	 
	336
	 

	                        - MAC-d PDU size index
	 
	0
	 

	                - MAC-hs queue to delete list
	 
	Not present
	 

	        - DCH quality target
	 
	Not present
	 

	Added or Reconfigured DL TrCH information
	A10
	2 TrCHs (DCH for DCCH and HS-DSCH for DTCH)
	Rel-5

	        - Downlink transport channel type
	 
	DCH
	 

	        - DL Transport channel identity
	 
	10
	 

	        - CHOICE DL parameters
	 
	Same as UL
	 

	            - Uplink transport channel type
	 
	DCH
	 

	            - UL TrCH identity
	 
	5
	 

	        - DCH quality target
	 
	 
	 

	            - BLER Quality value
	 
	-20 (-2.0)
	 

	        - Downlink transport channel type
	 
	HS-DSCH
	 

	        - DL Transport channel identity
	 
	Not Present
	 

	        - CHOICE DL parameters
	 
	HS-DSCH
	 

	            - HARQ Info
	 
	 
	 

	                - Number of Processes
	 
	Reference to clause 6.10.2.4.5 Parameter Set
	 

	                - CHOICE Memory Partitioning
	 
	Implicit
	 

	            - Added or reconfigured MAC-d flow
	 
	 
	 

	                - MAC-hs queue to add or reconfigure list
	 
	(one queue)
	 

	                    - MAC-hs queue Id
	 
	0
	 

	                    - MAC-d Flow Identity
	 
	0
	 

	                    - T1
	 
	50
	 

	                    - MAC-hs window size
	 
	16
	 

	                    - MAC-d PDU size Info
	 
	 
	 

	                        - MAC-d PDU size
	 
	336
	 

	                        - MAC-d PDU size index
	 
	0
	 

	                - MAC-hs queue to delete list
	 
	Not present
	 

	        - DCH quality target
	 
	Not present
	 

	Added or Reconfigured DL TrCH information
	A11
	1 DCH for DTCH
	 

	        - Downlink transport channel type
	 
	DCH
	 

	        - DL Transport channel identity
	 
	9
	 

	        - CHOICE DL parameters
	 
	Explicit
	 

	        - TFS
	 
	 
	 

	         - CHOICE Transport channel type
	 
	Dedicated transport channel
	 

	         - Dynamic transport format information
	 
	 
	 

	          - RLC Size
	 
	Reference to clause 6.10 Parameter Set 
	 

	          - Number of TBs and TTI List
	 
	(This IE is repeated for TFI number.)
	 

	          - Dynamic transport format information
	 
	 
	 

	           - Transmission Time Interval
	 
	Not Present
	 

	           - Number of Transport blocks
	 
	Reference to clause 6.10 Parameter Set
	 

	          - CHOICE Logical channel list
	 
	All
	 

	         - Semi-static Transport Format information
	 
	 
	 

	          - Transmission time interval
	 
	Reference to clause 6.10 Parameter Set
	 

	          - Type of channel coding
	 
	Reference to clause 6.10 Parameter Set
	 

	          - Coding Rate
	 
	Reference to clause 6.10 Parameter Set
	 

	          - Rate matching attribute
	 
	Reference to clause 6.10 Parameter Set
	 

	          - CRC size
	 
	Reference to clause 6.10 Parameter Set
	 

	        - DCH quality target
	 
	 
	 

	         - BLER Quality value
	 
	-20 (-2.0)
	 

	Added or Reconfigured DL TrCH information
	A13
	2 TrCHs (DCH for DCCH and HS-DSCH for DTCH)
	Rel-6

	        - Downlink transport channel type
	
	DCH
	

	        - DL Transport channel identity
	
	10
	

	        - CHOICE DL parameters
	
	Explicit
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channels
	

	         - Dynamic Transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.10 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.10 Parameter Set 
	

	          - Type of channel coding
	
	Reference to clause 6.10 Parameter Set 
	

	          - Coding Rate
	
	Reference to clause 6.10 Parameter Set 
	

	          - Rate matching attribute
	
	Reference to clause 6.10 Parameter Set 
	

	          - CRC size
	
	Reference to clause 6.10 Parameter Set 
	

	        - DCH quality target
	
	
	

	            - BLER Quality value
	
	-20 (-2.0)
	

	        - Downlink transport channel type
	
	HS-DSCH
	

	        - DL Transport channel identity
	
	Not Present
	

	        - CHOICE DL parameters
	
	HS-DSCH
	

	            - HARQ Info
	
	
	

	                - Number of Processes
	
	Reference to clause 6.10.2.4.5 Parameter Set
	

	                - CHOICE Memory Partitioning
	
	Implicit
	

	            - Added or reconfigured MAC-d flow
	
	
	

	                - MAC-hs queue to add or reconfigure list
	
	(one queue)
	

	                    - MAC-hs queue Id
	
	0
	

	                    - MAC-d Flow Identity
	
	0
	

	                    - T1
	
	50
	

	                    - MAC-hs window size
	
	16
	

	                    - MAC-d PDU size Info
	
	
	

	                        - MAC-d PDU size
	
	336
	

	                        - MAC-d PDU size index
	
	0
	

	                - MAC-hs queue to delete list
	
	Not present
	

	        - DCH quality target
	
	Not present
	

	Added or Reconfigured DL TrCH information
	A14
	1 TrCH (HS-DSCH for DTCH and DCCH)
	Rel-6

	        - Downlink transport channel type
	
	HS-DSCH
	

	        - DL Transport channel identity
	
	Not Present
	

	        - CHOICE DL parameters
	
	HS-DSCH
	

	            - HARQ Info
	
	
	

	                - Number of Processes
	
	Reference to clause 6.10.2.4.5 Parameter Set
	

	                - CHOICE Memory Partitioning
	
	Implicit
	

	            - Added or reconfigured MAC-d flow
	
	
	

	                - MAC-hs queue to add or reconfigure list
	
	(two queues)
	

	                    - MAC-hs queue Id
	
	0 (for DTCH)
	

	                    - MAC-d Flow Identity
	
	0
	

	                    - T1
	
	50
	

	                    - MAC-hs window size
	
	16
	

	                    - MAC-d PDU size Info
	
	
	

	                        - MAC-d PDU size
	
	336
	

	                        - MAC-d PDU size index
	
	0
	

	                    - MAC-hs queue Id
	
	1 (for DCCH)
	

	                    - MAC-d Flow Identity
	
	1
	

	                    - T1
	
	50
	

	                    - MAC-hs window size
	
	16
	

	                    - MAC-d PDU size Info
	
	
	

	                        - MAC-d PDU size
	
	148
	

	                        - MAC-d PDU size index
	
	0
	

	                - MAC-hs queue to delete list
	
	Not present
	

	        - DCH quality target
	
	Not present
	

	Added or Reconfigured DL TrCH information
	A15
	2 TrCHs (DCH for DCCH and HS-DSCH for DTCH)
	Rel-6

	        - Downlink transport channel type
	
	DCH
	

	        - DL Transport channel identity
	
	10
	

	        - CHOICE DL parameters
	
	Explicit
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channels
	

	         - Dynamic Transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.10 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.10 Parameter Set 
	

	          - Type of channel coding
	
	Reference to clause 6.10 Parameter Set 
	

	          - Coding Rate
	
	Reference to clause 6.10 Parameter Set 
	

	          - Rate matching attribute
	
	Reference to clause 6.10 Parameter Set 
	

	          - CRC size
	
	Reference to clause 6.10 Parameter Set 
	

	        - DCH quality target
	
	
	

	            - BLER Quality value
	
	-20 (-2.0)
	

	        - Downlink transport channel type
	
	HS-DSCH
	

	        - DL Transport channel identity
	
	Not Present
	

	        - CHOICE DL parameters
	
	HS-DSCH
	

	            - HARQ Info
	
	
	

	                - Number of Processes
	
	Reference to clause 6.10.2.4.5 Parameter Set
	

	                - CHOICE Memory Partitioning
	
	Implicit
	

	            - Added or reconfigured MAC-d flow
	
	
	

	                - MAC-hs queue to add or reconfigure list
	
	(two queues)
	

	                    - MAC-hs queue Id
	
	0 (for first DTCH)
	

	                    - MAC-d Flow Identity
	
	0
	

	                    - T1
	
	50
	

	                    - MAC-hs window size
	
	16
	

	                    - MAC-d PDU size Info
	
	
	

	                        - MAC-d PDU size
	
	336
	

	                        - MAC-d PDU size index
	
	0
	

	                    - MAC-hs queue Id
	
	2 (for second DTCH)
	

	                    - MAC-d Flow Identity
	
	2
	

	                    - T1
	
	50
	

	                    - MAC-hs window size
	
	16
	

	                    - MAC-d PDU size Info
	
	
	

	                        - MAC-d PDU size
	
	336
	

	                        - MAC-d PDU size index
	
	0
	

	                - MAC-hs queue to delete list
	
	Not present
	

	        - DCH quality target
	
	Not present
	

	Added or Reconfigured DL TrCH information
	A16
	1 TrCH (HS-DSCH for 2 DTCHs and DCCH)
	Rel-6

	        - Downlink transport channel type
	
	HS-DSCH
	

	        - DL Transport channel identity
	
	Not Present
	

	        - CHOICE DL parameters
	
	HS-DSCH
	

	            - HARQ Info
	
	
	

	                - Number of Processes
	
	Reference to clause 6.10.2.4.5 Parameter Set
	

	                - CHOICE Memory Partitioning
	
	Implicit
	

	            - Added or reconfigured MAC-d flow
	
	
	

	                - MAC-hs queue to add or reconfigure list
	
	(three queues)
	

	                    - MAC-hs queue Id
	
	0 (for first DTCH)
	

	                    - MAC-d Flow Identity
	
	0
	

	                    - T1
	
	50
	

	                    - MAC-hs window size
	
	16
	

	                    - MAC-d PDU size Info
	
	
	

	                        - MAC-d PDU size
	
	336
	

	                        - MAC-d PDU size index
	
	0
	

	                    - MAC-hs queue Id
	
	1 (for DCCH)
	

	                    - MAC-d Flow Identity
	
	1
	

	                    - T1
	
	50
	

	                    - MAC-hs window size
	
	16
	

	                    - MAC-d PDU size Info
	
	
	

	                        - MAC-d PDU size
	
	148
	

	                        - MAC-d PDU size index
	
	0
	

	                    - MAC-hs queue Id
	
	3 (for second DTCH)
	

	                    - MAC-d Flow Identity
	
	3
	

	                    - T1
	
	50
	

	                    - MAC-hs window size
	
	16
	

	                    - MAC-d PDU size Info
	
	
	

	                        - MAC-d PDU size
	
	112
	

	                        - MAC-d PDU size index
	
	0
	

	                        - MAC-d PDU size
	
	144
	

	                        - MAC-d PDU size index
	
	1
	

	                        - MAC-d PDU size
	
	160
	

	                        - MAC-d PDU size index
	
	2
	

	                        - MAC-d PDU size
	
	176
	

	                        - MAC-d PDU size index
	
	3
	

	                        - MAC-d PDU size
	
	192
	

	                        - MAC-d PDU size index
	
	4
	

	                        - MAC-d PDU size
	
	224
	

	                        - MAC-d PDU size index
	
	5
	

	                        - MAC-d PDU size
	
	296
	

	                        - MAC-d PDU size index
	
	6
	

	                        - MAC-d PDU size
	
	344
	

	                        - MAC-d PDU size index
	
	7
	

	                - MAC-hs queue to delete list
	
	Not present
	

	        - DCH quality target
	
	Not present
	

	Added or Reconfigured DL TrCH information
	A17
	2 TrCHs (DCH for DCCH and HS-DSCH for DTCH)
	Rel-7

	        - Downlink transport channel type
	
	DCH
	

	        - DL Transport channel identity
	
	10
	

	        - CHOICE DL parameters
	
	Same as UL
	

	            - Uplink transport channel type
	
	DCH
	

	            - UL TrCH identity
	
	5
	

	        - DCH quality target
	
	
	

	            - BLER Quality value
	
	-20 (-2.0)
	

	        - Downlink transport channel type
	
	HS-DSCH
	

	        - DL Transport channel identity
	
	Not Present
	

	        - CHOICE DL parameters
	
	HS-DSCH
	

	            - HARQ Info
	
	
	

	                - Number of Processes
	
	Reference to clause 6.10.2.4.5 Parameter Set
	

	                - CHOICE Memory Partitioning
	
	Implicit
	

	            - CHOICE DL MAC header type
	
	MAC-ehs
	

	               - Added or reconfigured MAC-ehs reordering queue
	
	
	

	                - MAC-ehs queue to add or reconfigure list
	
	(one queue)
	

	                    - MAC-ehs queue Id
	
	0
	

	                    - T1
	
	50
	

	                    - MAC-ehs window size
	
	16
	

	                - MAC-ehs queue to delete list
	
	Not present
	

	        - DCH quality target
	
	Not present
	

	Frequency info
	A1, A2, A3, A4, A5, A7, A8, 11
	 
	 

	
	, A9, A10
	
	Rel-5

	
	, A12, A13, A14, A15, A16
	
	Rel-6

	
	, A17
	
	Rel-7

	        - UARFCN uplink (Nu)
	 
	Reference to clause 5.1 Test frequencies. This IE should be present, if the default duplex distance defined for the operating frequency band is not used and frequency is different from the current frequency, otherwise set to Not Present.
	 

	        - UARFCN downlink (Nd)
	 
	Reference to clause 5.1 Test frequencies if frequency is different from the current frequency otherwise set to Not Present.
	 

	Frequency info
	A6
	Not Present
	 

	Maximum allowed UL TX power
	A1, A2, A3, A4, A7, A8, A11
	33dBm
	 

	
	, A9, A10
	
	Rel-5

	
	, A12, A13, A14, A15, A16
	
	Rel-6

	
	, A17
	
	Rel-7

	Maximum allowed UL TX power
	A5, A6
	Not Present
	 

	 CHOICE channel requirement
	A1, A2, A3, A4, A7, A8, A11
	Uplink DPCH info
	Rel-5 and earlier  

	        - Uplink DPCH power control info
	 
	 
	 

	         - DPCCH power offset
	 
	-40 (-80dB)
	 

	         - PC Preamble
	 
	1 frame
	 

	         - SRB delay
	 
	7 frames
	 

	         - Power Control Algorithm
	 
	Algorithm1
	 

	         - TPC step size
	 
	0 (1dB)
	 

	         - NACK
	 
	Not Present
	Rel-5

	         - NACK
	 
	Not Present
	Rel-5

	         - Ack-Nack repetition factor
	 
	Not Present
	Rel-5

	        - Scrambling code type
	 
	Long
	 

	        - Scrambling code number
	 
	0 (0 to 16777215)
	 

	        - Number of DPDCH
	 
	Not Present(1)
	 

	         - spreading factor
	 
	Reference to clause 6.10 Parameter Set
	 

	        - TFCI existence
	 
	Reference to clause 6.10 Parameter Set
	 

	        - Number of FBI bit
	 
	Reference to clause 6.10 Parameter Set
	 

	        - Puncturing Limit
	 
	Reference to clause 6.10 Parameter Set
	 

	 CHOICE channel requirement
	A9, A10
	Uplink DPCH info
	Rel-5

	
	, A17
	
	Rel-7

	        - Uplink DPCH power control info
	 
	 
	 

	         - DPCCH power offset
	 
	-40 (-80dB)
	 

	         - PC Preamble
	 
	1 frame
	 

	         - SRB delay
	 
	7 frames
	 

	         - Power Control Algorithm
	 
	Algorithm1
	 

	         - TPC step size
	 
	0 (1dB)
	 

	         - ACK
	 
	3
	 

	         - NACK
	 
	3
	 

	         - Ack-Nack repetition factor
	 
	1
	 

	         - HARQ_preamble_mode
	
	0
	Rel-6

	        - Scrambling code type
	 
	Long
	 

	        - Scrambling code number
	 
	0 (0 to 16777215)
	 

	        - Number of DPDCH
	 
	Not Present(1)
	 

	         - spreading factor
	 
	Reference to clause 6.10 Parameter Set
	 

	        - TFCI existence
	 
	Reference to clause 6.10 Parameter Set
	 

	        - Number of FBI bit
	 
	Reference to clause 6.10 Parameter Set
	 

	        - Puncturing Limit
	 
	Reference to clause 6.10 Parameter Set
	 

	 CHOICE channel requirement
	A5,A6
	Not Present
	Rel-5 and earlier 

	 Uplink DPCH info
	A12
	
	Rel-6

	        - Uplink DPCH power control info
	
	
	

	          - DPCCH power offset
	
	-40 (-80dB)
	

	          - PC Preamble
	
	1 frame
	

	          - SRB delay
	
	7 frames
	

	          - Power Control Algorithm
	
	Algorithm1
	

	          - TPC step size
	
	0 (1dB)
	

	          - ACK
	
	3
	

	          - NACK
	
	3
	

	          - Ack-Nack repetition factor
	
	1
	

	          - HARQ_preamble_mode
	
	0
	

	        - Scrambling code type
	
	Long
	

	        - Scrambling code number
	
	0 (0 to 16777215)
	

	        - Number of DPDCH
	
	Not Present(1)
	

	          - spreading factor
	
	Reference to clause 6.10 Parameter Set
	

	        - TFCI existence
	
	Reference to clause 6.10 Parameter Set
	

	        - Number of FBI bit
	
	Reference to clause 6.10 Parameter Set
	

	        - Puncturing Limit
	
	Reference to clause 6.10 Parameter Set
	

	 Uplink DPCH info
	A13, A14, A15, A16
	
	Rel-6

	        - Uplink DPCH power control info
	
	
	

	          - DPCCH power offset
	
	-40 (-80dB)
	

	          - PC Preamble
	
	1 frame
	

	          - SRB delay
	
	7 frames
	

	          - Power Control Algorithm
	
	Algorithm1
	

	          - TPC step size
	
	0 (1dB)
	

	          - ACK
	
	3
	

	          - NACK
	
	3
	

	          - Ack-Nack repetition factor
	
	1
	

	          - HARQ_preamble_mode
	
	0
	

	        - Scrambling code type
	
	Long
	

	        - Scrambling code number
	
	0 (0 to 16777215)
	

	        - Number of DPDCH
	
	0
	

	          - spreading factor
	
	Not Present
	

	        - TFCI existence
	
	FALSE
	

	        - Number of FBI bit
	
	Not Present
	

	        - Puncturing Limit
	
	Not Present
	

	E-DCH info
	A12, A13, A14, A15, A16
	
	Rel-6

	    - MAC-es/e reset indicator
	
	TRUE
	

	    - E-DPCCH info
	
	
	

	      - E-DPCCH/DPCCH power offset
	
	0
	

	      - Happy bit delay condition
	
	100 ms
	

	    - E-DPDCH info
	
	
	

	      - E-TFCI table index
	
	0
	

	      - E-DCH minimum set E-TFCI
	
	9
	

	      - Reference E-TFCIs
	
	2 E-TFCIs
	

	        - Reference E-TFCI
	
	11
	

	        - Reference E-TFCI PO
	
	4
	

	        - Reference E-TFCI
	
	83
	

	        - Reference E-TFCI PO
	
	16
	

	      - Maximum channelisation codes
	
	2sf4
	

	      - PLnon-max
	
	0.84
	

	      - Scheduling Information Configuration
	
	
	

	        - Periodicity for Scheduling Info – no grant
	
	Not present
	

	        - Periodicity for Scheduling Info – grant
	
	Not present
	

	        - Power Offset for Scheduling Info
	
	0
	

	      - 3-Index-Step Threshold
	
	Not present
	

	      - 2-Index-Step Threshold
	
	Not present
	

	    - Scheduled Transmission configuration
	
	
	

	      - 2ms scheduled transmission grant HARQ process allocation
	
	Not present
	

	      - Serving Grant
	
	Not present
	

	CHOICE Mode
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	FDD
	R99 and Rel-4 only

	        - Downlink PDSCH information
	 
	Not Present
	

	Downlink HS-PDSCH Information
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	Not Present
	Rel-5

	Downlink HS-PDSCH Information
	A9, A10
	
	Rel-5

	
	A12, A13, A14, A15, A16
	
	Rel-6

	
	, A17
	
	Rel-7

	    - HS-SCCH Info
	
	
	

	        - CHOICE mode
	
	FDD
	

	            - DL Scrambling Code
	
	Not present
	

	            - HS-SCCH Channelisation Code Information
	
	
	

	                - HS-SCCH Channelisation Code
	
	7
	

	    - Measurement Feedback Info
	
	
	

	        - CHOICE mode
	
	FDD
	

	            - POhsdsch
	
	6 dB
	

	            - CQI Feedback cycle, k
	
	4 ms
	

	            - CQI repetition factor
	
	1
	

	            - CQI
	
	5 (corresponds to 0dB in relative power offset)
	

	    - CHOICE mode
	
	FDD (no data)
	

	Downlink information common for all radio links
	A1, A2, A3, A11 
	 
	 

	        - Downlink DPCH info common for all RL
	 
	 
	 

	         - Timing indicator
	 
	Maintain
	 


	         - CFN-targetSFN frame offset
	 
	Not Present
	 

	         - Downlink DPCH power control information
	 
	 
	 

	          - DPC mode
	 
	0 (single)
	 

	         - CHOICE mode
	 
	FDD
	 

	           - Power offset PPilot-DPDCH
	 
	0
	 

	           - DL rate matching restriction information
	 
	Not Present
	 

	           - Spreading factor
	 
	Reference to clause 6.10 Parameter Set 
	 

	           - Fixed or Flexible Position
	 
	Reference to clause 6.10 Parameter Set 
	 

	           - TFCI existence
	 
	Reference to clause 6.10 Parameter Set 
	 

	           - CHOICE SF
	 
	Reference to clause 6.10 Parameter Set
	 

	        - CHOICE mode
	 
	FDD
	 

	         - DPCH compressed mode info
	 
	Not Present
	 

	         - TX Diversity mode
	 
	None
	 

	         - SSDT information
	 
	Not Present
	R99 and Rel-4 only

	        - Default DPCH Offset Value
	 
	Not Present
	 

	Downlink information common for all radio links
	A9
	 
	Rel-5

	
	A12, A13, A15, A16
	
	Rel-6

	        - Downlink DPCH info common for all RL
	 
	 
	 

	         - Timing indicator
	 
	Maintain
	 

	         - CFN-targetSFN frame offset
	 
	Not Present
	 

	         - Downlink DPCH power control information
	 
	 
	 

	          - DPC mode
	 
	0 (single)
	 

	         - CHOICE mode
	 
	FDD
	 

	           - Power offset PPilot-DPDCH
	 
	0
	 

	           - DL rate matching restriction information
	 
	Not Present
	 

	           - Spreading factor
	 
	Reference to clause 6.10 Parameter Set 
	 

	           - Fixed or Flexible Position
	 
	Reference to clause 6.10 Parameter Set 
	 

	           - TFCI existence
	 
	Reference to clause 6.10 Parameter Set 
	 

	           - CHOICE SF
	 
	Reference to clause 6.10 Parameter Set
	 

	        - CHOICE mode
	 
	FDD
	 

	         - DPCH compressed mode info
	 
	Not Present
	 

	         - TX Diversity mode
	 
	None
	 

	        - Default DPCH Offset Value
	 
	Not Present
	 

	        - MAC-hs reset indicator
	 
	Not Present
	 

	Downlink information common for all radio links
	A4,A7,A8
	 
	 

	        - Downlink DPCH info common for all RL
	 
	 
	 

	         - Timing indicator
	 
	Initialize
	 

	         - CFN-targetSFN frame offset
	 
	Not Present
	 

	         - Downlink DPCH power control information
	 
	 
	 

	          - DPC mode
	 
	0 (single)
	 

	         - CHOICE mode
	 
	FDD
	 

	           - Power offset PPilot-DPDCH
	 
	0
	 

	           - DL rate matching restriction information
	 
	Not Present
	 

	           - Spreading factor
	 
	Reference to clause 6.10 Parameter Set 
	 

	           - Fixed or Flexible Position
	 
	Reference to clause 6.10 Parameter Set 
	 

	           - TFCI existence
	 
	Reference to clause 6.10 Parameter Set 
	 

	           - CHOICE SF
	 
	Reference to clause 6.10 Parameter Set
	 

	        - CHOICE mode
	 
	FDD
	 

	         - DPCH compressed mode info
	 
	Not Present
	 

	         - TX Diversity mode
	 
	None
	 

	         - SSDT information
	 
	Not Present
	R99 and Rel-4 only

	        - Default DPCH Offset Value
	 
	Arbitrary set to value 0..306688 by step of 512
	 

	Downlink information common for all radio links
	A10
	 
	Rel-5

	
	, A17
	
	Rel-7

	        - Downlink DPCH info common for all RL
	 
	 
	 

	         - Timing indicator
	 
	Initialize
	 

	         - CFN-targetSFN frame offset
	 
	Not Present
	 

	         - Downlink DPCH power control information
	 
	 
	 

	          - DPC mode
	 
	0 (single)
	 

	         - CHOICE mode
	 
	FDD
	 

	           - Power offset PPilot-DPDCH
	 
	0
	 

	           - DL rate matching restriction information
	 
	Not Present
	 

	           - Spreading factor
	 
	Reference to clause 6.10 Parameter Set 
	 

	           - Fixed or Flexible Position
	 
	Reference to clause 6.10 Parameter Set 
	 

	           - TFCI existence
	 
	Reference to clause 6.10 Parameter Set 
	 

	           - CHOICE SF
	 
	Reference to clause 6.10 Parameter Set
	 

	        - CHOICE mode
	 
	FDD
	 

	         - DPCH compressed mode info
	 
	Not Present
	 

	         - TX Diversity mode
	 
	None
	 

	        - Default DPCH Offset Value
	 
	Arbitrary set to value 0..306688 by step of 512
	 

	        - MAC-hs reset indicator
	 
	Not Present
	 

	Downlink information common for all radio links
	A14, A16
	
	Rel-6

	    - Downlink F-DPCH info common for all RL
	
	
	

	        - Timing Indication  
	
	Maintain
	

	        - Timing maintained Synchronization indicator
	
	FALSE
	

	        - Downlink F-DPCH power control information
	
	
	

	            - DPC mode
	
	0 (single)
	

	        - TPC command error rate target
	
	0.04
	

	        - CHOICE mode
	
	FDD
	

	         - DPCH compressed mode info
	
	Not Present
	

	         - TX Diversity mode
	
	None
	

	        - Default DPCH Offset Value
	
	Not Present
	

	        - MAC-hs reset indicator
	
	Not Present
	

	Downlink information common for all radio links
	A5,A6
	Not Present
	 

	Downlink information for each radio link list
	A1, A2, A3, A4, A7, A8, A11
	 
	 

	 - Downlink information for each radio link 
	 
	 
	 

	       - Choice mode
	 
	FDD
	 

	        - Primary CPICH info
	 
	 
	 

	         - Primary scrambling code
	 
	Ref. to the Default setting in clause 6.1 (FDD)
	 

	        - PDSCH with SHO DCH info
	 
	Not Present
	R99 and Rel-4 only

	        - PDSCH code mapping
	 
	Not Present
	R99 and Rel-4 only

	        - Serving HS-DSCH radio link indicator
	 
	FALSE
	Rel-5

	        - Downlink DPCH info for each RL
	 
	 
	 

	         - Primary CPICH usage for channel estimation
	 
	Primary CPICH may be used
	 

	         - DPCH frame offset
	 
	Set to value Default DPCH Offset Value (as currently stored in SS) mod 38 400
	 

	         - Secondary CPICH info
	 
	Not Present
	 

	         - DL channelisation code
	 
	 
	 

	          - Secondary scrambling code
	 
	1
	 

	          - Spreading factor
	 
	Reference to clause 6.10 Parameter Set
	 

	          - Code number
	 
	0
	 

	          - Scrambling code change
	 
	Set to value Default1: No code change  (if the UE has a compressed mode pattern sequence configured in variable TGPS_IDENTITY or included in the message including IE "Downlink DPCH info for each RL", which is using compressed mode method "SF/2")

Set to value Default2: OMIT (otherwise)
	

	         - TPC combination index
	 
	0
	 

	         - SSDT Cell Identity
	 
	Not Present
	R99 and Rel-4 only

	         - Closed loop timing adjustment mode
	 
	Not Present
	 

	        - SCCPCH information for FACH
	 
	Not Present
	R99 and Rel-4 only  

	Downlink information for each radio link list
	A5
	 
	 

	  - Downlink information for each radio link
	 
	 
	 

	   - Choice mode
	 
	FDD
	 

	    - Primary CPICH info
	 
	 
	 

	     - Primary scrambling code
	 
	Ref. to the Default setting in clause 6.1 (FDD)
	 

	    - PDSCH with SHO DCH info
	 
	Not Present
	R99 and Rel-4 only

	    - PDSCH code mapping
	 
	Not Present
	R99 and Rel-4 only

	    - Serving HS-DSCH radio link indicator
	 
	FALSE
	Rel-5

	   - Downlink DPCH info for each RL
	 
	Not present
	 

	   - SCCPCH information for FACH
	 
	Not Present
	R99 and Rel-4 only   

	Downlink information for each radio link list
	A9, A10
	 
	Rel-5

	
	, A17
	
	Rel-7

	 - Downlink information for each radio link 
	 
	 
	 

	       - Choice mode
	 
	FDD
	 

	        - Primary CPICH info
	 
	 
	 

	         - Primary scrambling code
	 
	Ref. to the Default setting in clause 6.1 (FDD)
	 

	        - PDSCH with SHO DCH info
	 
	Not Present
	R99 and Rel-4 only

	        - PDSCH code mapping
	 
	Not Present
	R99 and Rel-4 only

	        - Serving HS-DSCH radio link indicator
	 
	TRUE
	 

	        - Serving E-DCH radio link indicator
	
	FALSE
	Rel-6

	        - Downlink DPCH info for each RL
	
	
	 

	         - Primary CPICH usage for channel estimation
	 
	Primary CPICH may be used
	 

	         - DPCH frame offset
	 
	Set to value Default DPCH Offset Value (as currently stored in SS) mod 38 400
	 

	         - Secondary CPICH info
	 
	Not Present
	 

	         - DL channelisation code
	 
	 
	 

	          - Secondary scrambling code
	 
	1
	 

	          - Spreading factor
	 
	Reference to clause 6.10 Parameter Set
	 

	          - Code number
	 
	0
	 

	          - Scrambling code change
	 
	Set to value Default1: No code change  (if the UE has a compressed mode pattern sequence configured in variable TGPS_IDENTITY or included in the message including IE "Downlink DPCH info for each RL", which is using compressed mode method "SF/2")
Set to value Default2: OMIT (otherwise)
	

	         - TPC combination index
	 
	0
	 

	         - SSDT Cell Identity
	 
	Not Present
	R99 and Rel-4 only

	         - Closed loop timing adjustment mode
	 
	Not Present
	 

	        - E-AGCH Info
	
	Not Present
	Rel-6

	        - CHOICE E-HICH Information
	
	Not Present
	Rel-6

	        - CHOICE E-RGCH Information
	
	Not Present
	Rel-6

	        - SCCPCH information for FACH
	 
	Not Present
	R99 and Rel-4 only   

	Downlink information for each radio link list
	A12, A13, A15
	
	Rel-6

	 - Downlink information for each radio link 
	
	
	

	       - Choice mode
	
	FDD
	

	         - Primary CPICH info
	
	
	

	           - Primary scrambling code
	
	Ref. to the Default setting in clause 6.1 (FDD)
	

	         - Serving HS-DSCH radio link indicator
	
	TRUE
	

	         - Serving E-DCH radio link indicator
	
	TRUE
	

	         - Downlink DPCH info for each RL
	
	
	

	           - Primary CPICH usage for channel estimation
	
	Primary CPICH may be used
	

	           - DPCH frame offset
	
	Set to value Default DPCH Offset Value (as currently stored in SS) mod 38 400
	

	           - Secondary CPICH info
	
	Not Present
	

	           - DL channelisation code
	
	
	

	             - Secondary scrambling code
	
	1
	

	             - Spreading factor
	
	Reference to clause 6.10 Parameter Set
	

	             - Code number
	
	0
	

	             - Scrambling code change
	
	Set to value: No code change  (if the UE has a compressed mode pattern sequence configured in variable TGPS_IDENTITY or included in the message including IE "Downlink DPCH info for each RL", which is using compressed mode method "SF/2")

Set to value: OMIT (otherwise)
	Default1

Default2

	           - TPC combination index
	
	0
	

	           - Closed loop timing adjustment mode
	
	Not Present
	

	         - E-AGCH Info
	
	
	

	           - E-AGCH Channelisation Code
	
	10
	

	         - CHOICE E-HICH Information
	
	
	

	           - E-HICH Information
	
	
	

	             - Channelisation code
	
	4
	

	             - Signature sequence
	
	1
	

	         - CHOICE E-RGCH Information
	
	
	

	           - E-RGCH Information
	
	
	

	             - Signature Sequence
	
	0
	

	             - RG combination index
	
	0
	

	Downlink information for each radio link list
	A14, A16
	
	Rel-6

	 - Downlink information for each radio link 
	
	
	

	       - Choice mode
	
	FDD
	

	         - Primary CPICH info
	
	
	

	           - Primary scrambling code
	
	Ref. to the Default setting in clause 6.1 (FDD)
	

	         - Serving HS-DSCH radio link indicator
	
	TRUE
	

	         - Serving E-DCH radio link indicator
	
	TRUE
	

	         - Downlink DPCH info for each RL
	
	Not Present
	

	         - Downlink F-DPCH info for each RL
	
	
	

	           - Primary CPICH usage for channel estimation
	
	Primary CPICH may be used
	

	           - F-DPCH frame offset
	
	Set to value Default DPCH Offset Value (as currently stored in SS) mod 38 400
	

	           - Secondary CPICH info
	
	Not Present
	

	           - Secondary scrambling code
	
	Not Present
	

	           - Code number
	
	12
	

	           - TPC combination index
	
	0
	

	         - E-AGCH Info
	
	
	

	           - E-AGCH Channelisation Code
	
	10
	

	         - CHOICE E-HICH Information
	
	
	

	           - E-HICH Information
	
	
	

	             - Channelisation code
	
	4
	

	             - Signature sequence
	
	1
	

	         - CHOICE E-RGCH Information
	
	
	

	           - E-RGCH Information
	
	
	

	             - Signature Sequence
	
	0
	

	             - RG combination index
	
	0
	

	Downlink information for each radio link list
	A6
	Not Present
	 

	MBMS PL Service Restriction Information
	A1, A2, A3, A4, A5, A6, A7, A8
	Not Present
	

	
	A9, A10
	
	Rel-5

	
	A12, A13, A14, A15, A16
	
	Rel-6

	
	, A17
	
	Rel-7


	Condition
	Explanation
	Version

	A1
	This IE is needed for "Non speech to CELL_DCH from CELL_DCH in CS"
	

	A2 
	This IE is needed for "Speech to CELL_DCH from CELL_DCH in CS"
	

	A3
	This IE is needed for "Packet to CELL_DCH from CELL_DCH in PS"
	

	A4
	This IE is needed for "Packet to CELL_DCH from CELL_FACH in PS"
	

	A5
	This IE is needed for "Packet to CELL_FACH from CELL_DCH in PS"
	

	A6
	This IE is needed for "Packet to CELL_FACH from CELL_FACH in PS"
	

	A7
	This IE is needed for "Non speech to CELL_DCH from CELL_FACH in CS"
	

	A8
	This IE is needed for "Speech to CELL_DCH from CELL_FACH in CS"
	

	A9
	This IE is needed for "Packet to CELL_DCH / HS-DSCH  using three multiplexing options", or when not stated otherwise, for "Packet to CELL_DCH / HS-DSCH from CELL_DCH in PS"
	Rel-5

	A10
	This IE is needed for "Packet to CELL_DCH / HS-DSCH  using one multiplexing option", or when not stated otherwise, for "Packet to CELL_DCH / HS-DSCH from CELL_FACH in PS"
	Rel-5

	A11
	This IE is needed for " Packet RAB Setup after Speech RAB Setup in CELL_DCH"
	

	A12
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH using three multiplexing options (3/3) and SRBs mapped on DCH/DCH"
	Rel-6

	A13
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH using one multiplexing option (1/1) and SRBs mapped on E-DCH/DCH"
	Rel-6

	A14
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH using one multiplexing option (1/1) and SRBs mapped on E-DCH/HS-DSCH"
	Rel-6

	A15
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH with multiple RABs (two streaming/interactive/background) using one multiplexing option (1/1) and SRBs mapped on E-DCH/DCH”
	Rel-6

	A16
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH with multiple RABs (one conversational and one streaming/interactive/background) using one multiplexing option (1/1) and SRBs mapped on E-DCH/HS-DSCH”
	Rel-6

	A17
	This IE is needed for "Packet to CELL_DCH / HS-DSCH with enhanced data rate"
	Rel-7


rab-InformationSetupList-A1-A2-A7-A8
	1 - rab-InformationSetupList [ ]

	1 entry

	   2 - rab-Info
	

	      3 - rab-Identity
	 0000 0001B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.

	      3 - mbms-SessionIdentity
	-

	      3 - mbms-ServiceIdentity
	-

	      3 - cn-DomainIdentity
	CS domain

	      3 - nas-Synchronisation-Indicator
	-

	      3 - re-EstablishmentTimer
	useT314

	   2 - rb-InformationSetupList [ ]
	

	   2 - rb-InformationSetupList-A1-A2-A7-A8
	


rb-InformationSetupList-A1-A2-A7-A8

	
	A1, A7

	A2, A8

	   2 - rb-InformationSetupList[ ]
	1 entry
	3 entries

	      3 - rb-Identity
	10
	10
	11 
	12

	      3 - pdcp-Info
	-
	-
	-
	-

	      3 - CHOICE rlc-InfoChoice
	rlc-Info
	rlc-Info
	rlc-Info
	rlc-Info

	         4 - CHOICE ul-RLC-Mode
	ul-TM-RLC-Mode
	ul-TM-RLC-Mode
	ul-TM-RLC-Mode
	ul-TM-RLC-Mode

	            5 - transmissionRLC-Discard
	-
	-
	-
	-

	            5 - segmentationIndication
	FALSE
	FALSE
	FALSE
	FALSE

	         4 - CHOICE dl-RLC-Mode
	dl-TM-RLC-Mode
	dl-TM-RLC-Mode
	dl-TM-RLC-Mode
	dl-TM-RLC-Mode

	            5 - segmentationIndication
	FALSE
	FALSE
	FALSE
	FALSE

	         4 - rlc-OneSidedReEst
	-
	-
	-
	-

	         4 - altE-bitInterpretation
	-
	-
	-
	-

	         4 - useSpecialValueOfHEField
	-
	-
	-
	-

	      3 - rb-MappingInfo[ ]
	 1 entry
	1 entry
	1 entry
	1 entry

	         4 - CHOICE ul-LogicalChannelMappings
	oneLogicalChannel
	oneLogicalChannel
	oneLogicalChannel
	oneLogicalChannel

	            5 - CHOICE ul-TrCH-Type
	dch-rach-usch
	dch-rach-usch
	dch-rach-usch
	dch-rach-usch

	               6 - CHOICE ul-TransportChannelType
	dch 1
	dch 1
	dch 2 
	dch 3

	               6 - logicalChannelIdentity
	-
	-
	-
	-

	               6 - CHOICE rlc-SizeList
	configured
	configured
	configured
	configured

	            5 - mac-LogicalChannelPriority
	7
	6
	6 
	6

	         4 - dl-LogicalChannelMappingList [ ]
	 1 entry
	1 entry
	1 entry
	1 entry

	            5 - CHOICE dl-TransportChannelType
	dch 6
	dch 6
	dch 7
	dch 8

	            5 - logicalChannelIdentity
	-
	-
	-
	-


rab-InformationSetupList-A3-A4-A5-A6

	1 - rab-InformationSetupList [ ]
	
	 1 entry
	 

	   2 - rab-Info
	 
	(AM DTCH for PS domain)
	 

	      3 - rab-Identity
	 
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	 

	      3 - mbms-SessionIdentity
	 
	-
	 

	      3 - mbms-ServiceIdentity
	 
	-
	 

	      3 - cn-DomainIdentity
	 
	PS domain
	 


	      3 - nas-Synchronisation-Indicator
	
	Not Present
	

	      3 - re-EstablishmentTimer
	
	useT315
	

	   2 - rb-InformationSetupList [ ]
	
	1 entry
	

	      3 - rb-Identity
	 
	20
	 

	      3 - pdcp-Info
	 
	 
	 

	         4 - CHOICE losslessSRNS-RelocSupport
	 
	notSupported
	 

	         4 - pdcp-PDU-Header
	 
	absent
	 

	         4 - headerCompressionInfoList
	 
	-
	 

	      3 - CHOICE rlc-InfoChoice
	 
	RLC info
	 

	         4 - CHOICE ul-RLC-Mode
	 
	ul-AM-RLC-Mode
	 

	            5 - transmissionRLC-Discard
	 
	 
	 

	               6 - CHOICE SDU discard mode
	 
	noDiscard dat15
	 

	            5 - transmissionWindowSize
	 
	tw128
	 

	            5 - timerRST
	 
	tr500
	 

	            5 - max-RST
	 
	rst4
	 

	            5 - pollingInfo
	 
	 
	 

	               6 - timerPollProhibit
	 
	tpp200
	 

	               6 - timerPoll
	 
	tp200
	 

	               6 - poll-PDU
	 
	-
	 

	               6 - poll-SDU
	 
	sdu1
	 

	               6 - lastTransmissionPDU-Poll
	 
	TRUE
	 

	               6 - lastRetransmissionPDU-Poll
	 
	TRUE
	 

	               6 - pollWindow
	 
	pw99
	 

	               6 - timerPollPeriodic
	 
	-
	 

	         4 - CHOICE dl-RLC-Mode
	 
	dl-AM-RLC-Mode
	 

	            5 - CHOICE dl-RLC-PDU-size
	
	fixedSize
	

	            5 - inSequenceDelivery
	 
	TRUE
	 

	            5 - receivingWindowSize
	 
	rw128
	 

	            5 - dl-RLC-StatusInfo
	 
	 
	 

	               6 - timerStatusProhibit
	 
	tsp200
	 

	               6 - dummy
	 
	-
	 

	               6 - missingPDU-Indicator
	 
	TRUE
	 

	               6 - timerStatusPeriodic
	 
	-
	 

	      3 - rb-MappingInfo [ ]
	
	
	

	      3 - rb-MappingInfo-A3-A4-A5-A6
	
	
	


rb-MappingInfo-A3-A4-A5-A6
	
	A3, A4, A5, A6

	      3 - rb-MappingInfo [ ]
	2 entries

	         4 - CHOICE ul-LogicalChannelMappings 
	oneLogicalChannel
	oneLogicalChannel

	            5 - CHOICE ul-TrCH-Type
	dch-rach-usch
	dch-rach-usch

	               6 - ul-TransportChannelType
	dch 1
	rach

	               6 - logicalChannelIdentity
	-
	7

	               6 - CHOICE rlc-SizeList
	configured
	explicitList
(Reference to clause 6 Parameter Set)

	            5 - mac-LogicalChannelPriority
	8
	8

	         4 - dl-LogicalChannelMappingList
	1 entry
	1 entry

	            5 - CHOICE dl-TransportChannelType
	dch 6
	fach

	            5 - Logical channel identity
	-
	7


rab-InformationSetupList-A9

	        - RAB info
	 
	(high-speed AM DTCH for PS domain)
	 

	         - RAB identity
	 
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	 

	         - CN domain identity
	 
	PS domain
	 

	         - NAS Synchronization Indicator
	 
	Not Present
	 

	         - Re-establishment timer
	 
	useT315
	 

	        - RB information to setup
	 
	 
	 

	         - RB identity
	 
	25
	 

	         - PDCP info
	 
	 
	 

	          - Support for lossless SRNS relocation
	 
	FALSE
	 

	          - Max PDCP SN window size
	 
	Not present
	 

	          - PDCP PDU header
	 
	Absent
	 

	          - Header compression information
	 
	Not present
	 

	         - CHOICE RLC info type
	 
	RLC info 
	 

	          - CHOICE Uplink RLC mode
	 
	AM RLC
	 

	           - Transmission RLC discard
	 
	 
	 

	            - CHOICE SDU discard mode
	 
	No Discard
	 

	             - MAX_DAT
	 
	15
	 

	           - Transmission window size
	 
	128
	 

	           - Timer_RST
	 
	500
	 

	           - Max_RST
	 
	4
	 

	           - Polling info
	 
	 
	 

	            - Timer_poll_prohibit
	 
	100
	 

	            - Timer_poll
	 
	100
	 

	            - Poll_PDU
	 
	Not Present
	 

	            - Poll_SDU
	 
	1
	 

	            - Last transmission PDU poll
	 
	TRUE
	 

	            - Last retransmission PDU poll
	 
	TRUE
	 

	            - Poll_Windows
	 
	99
	 

	            - Timer_poll_periodic
	 
	Not Present
	 

	          - CHOICE Downlink RLC mode
	 
	AM RLC
	 

	           - CHOICE Downlink RLC PDU Size
	 
	Reference to clause 6 Parameter Set
	 

	           - In-sequence delivery
	 
	TRUE
	 

	           - Receiving window size
	 
	768
	 

	           - Downlink RLC status info
	 
	 
	 

	            - Timer_status_prohibit
	 
	100
	 

	            - Timer_EPC
	 
	Not Present
	 

	            - Missing PDU indicator
	 
	TRUE
	 

	            - Timer_STATUS_periodic
	 
	Not Present
	 

	          - One sided RLC re-establishment
	 
	FALSE
	 

	        - RB mapping info
	 
	 
	 

	         - Information for each multiplexing option
	 
	3 RBMuxOptions
	 

	          - RLC logical channel mapping indicator
	 
	Not Present
	 

	          - Number of uplink RLC logical channels
	 
	1
	 

	           - Uplink transport channel type
	 
	DCH
	 

	           - UL Transport channel identity
	 
	1
	 

	           - Logical channel identity
	 
	Not Present
	 

	           - CHOICE RLC size list
	 
	Configured
	 

	           - MAC logical channel priority
	 
	8
	 

	          - Downlink RLC logical channel info
	 
	 
	 

	           - Number of downlink RLC logical channels
	 
	1
	 

	            - Downlink transport channel type
	 
	DCH
	 

	            - DL DCH Transport channel identity
	 
	6
	 

	            - DL DSCH Transport channel identity
	 
	Not Present
	 

	            - DL HS-DSCH MAC-d flow identity
	 
	Not Present
	 

	            - Logical channel identity
	 
	Not Present
	 

	          - RLC logical channel mapping indicator
	 
	Not Present
	 

	          - Number of uplink RLC logical channels
	 
	1
	 

	           - Uplink transport channel type
	 
	DCH
	 

	           - UL Transport channel identity
	 
	1
	 

	           - Logical channel identity
	 
	Not Present
	 

	           - CHOICE RLC size list
	 
	Configured
	 

	           - MAC logical channel priority
	 
	8
	 

	          - Downlink RLC logical channel info
	 
	 
	 

	          - Number of downlink RLC logical channels
	 
	1
	 

	            - Downlink transport channel type
	 
	HS-DSCH
	 

	            - DL DCH Transport channel identity
	 
	Not Present
	 

	            - DL DSCH Transport channel identity
	 
	Not Present
	 

	            - DL HS-DSCH MAC-d flow identity
	 
	0
	 

	            - Logical channel identity
	 
	Not Present
	 

	          - RLC logical channel mapping indicator
	 
	Not Present
	 

	          - Number of uplink RLC logical channels
	 
	1
	 

	           - Uplink transport channel type
	 
	RACH
	 

	           - UL Transport channel identity
	 
	Not Present
	 

	           - Logical channel identity
	 
	7
	 

	           - CHOICE RLC size list
	 
	Explicit list
	 

	             - RLC size index 
	 
	Reference to clause 6 Parameter Set
	 

	           - MAC logical channel priority
	 
	8
	 

	          - Downlink RLC logical channel info
	 
	 
	 

	           - Number of downlink RLC logical channels
	 
	1
	 

	            - Downlink transport channel type
	 
	FACH
	 

	            - DL DCH Transport channel identity
	 
	Not Present
	 

	            - DL DSCH Transport channel identity
	 
	Not Present
	 

	            - Logical channel identity
	 
	7
	 


rab-InformationSetupList-A10

	        - RAB info
	 
	(high-speed AM DTCH for PS domain)
	 

	         - RAB identity
	 
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	 

	         - CN domain identity
	 
	PS domain
	 

	         - NAS Synchronization Indicator
	 
	Not Present
	 

	         - Re-establishment timer
	 
	useT315
	 

	        - RB information to setup
	 
	 
	 

	         - RB identity
	 
	25
	 

	         - PDCP info
	 
	 
	 

	          - Support for lossless SRNS relocation
	 
	FALSE
	 

	          - Max PDCP SN window size
	 
	Not present
	 

	          - PDCP PDU header
	 
	Absent
	 

	          - Header compression information
	 
	Not present
	 

	         - CHOICE RLC info type
	 
	RLC info 
	 

	          - CHOICE Uplink RLC mode
	 
	AM RLC
	 

	           - Transmission RLC discard
	 
	 
	 

	            - CHOICE SDU discard mode
	 
	No Discard
	 

	             - MAX_DAT
	 
	15
	 

	           - Transmission window size
	 
	128
	 

	           - Timer_RST
	 
	500
	 

	           - Max_RST
	 
	4
	 

	           - Polling info
	 
	 
	 

	            - Timer_poll_prohibit
	 
	100
	 

	            - Timer_poll
	 
	100
	 

	            - Poll_PDU
	 
	Not Present
	 

	            - Poll_SDU
	 
	1
	 

	            - Last transmission PDU poll
	 
	TRUE
	 

	            - Last retransmission PDU poll
	 
	TRUE
	 

	            - Poll_Windows
	 
	99
	 

	            - Timer_poll_periodic
	 
	Not Present
	 

	          - CHOICE Downlink RLC mode
	 
	AM RLC
	 

	           - CHOICE Downlink RLC PDU Size
	 
	Reference to clause 6 Parameter Set
	 

	           - In-sequence delivery
	 
	TRUE
	 

	           - Receiving window size
	 
	768
	 

	           - Downlink RLC status info
	 
	 
	 

	            - Timer_status_prohibit
	 
	100
	 

	            - Timer_EPC
	 
	Not Present
	 

	            - Missing PDU indicator
	 
	TRUE
	 

	            - Timer_STATUS_periodic
	 
	Not Present
	 

	          - One sided RLC re-establishment
	 
	FALSE
	 

	        - RB mapping info
	 
	 
	 

	         - Information for each multiplexing option
	 
	1 RBMuxOption
	 

	          - RLC logical channel mapping indicator
	 
	Not present
	 

	          - Number of uplink RLC logical channels
	 
	1
	 

	           - Uplink transport channel type
	 
	DCH
	 

	           - UL Transport channel identity
	 
	1
	 

	           - Logical channel identity
	 
	Not Present
	 

	           - CHOICE RLC size list
	 
	Configured
	 

	           - MAC logical channel priority
	 
	8
	 

	          - Downlink RLC logical channel info
	 
	 
	 

	           - Number of downlink RLC logical channels
	 
	1
	 

	            - Downlink transport channel type
	 
	HS-DSCH
	 

	            - DL DCH Transport channel identity
	 
	Not present
	 

	            - DL DSCH Transport channel identity
	 
	Not present
	 

	            - DL HS-DSCH MAC-d flow identity
	 
	0
	 

	            - Logical channel identity
	 
	Not Present
	 


rab-InformationSetupList-A11

	        - RAB info
	 
	(AM DTCH for PS domain)
	 

	         - RAB identity
	 
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	 

	         - CN domain identity
	 
	PS domain
	 

	         - NAS Synchronization Indicator
	 
	Not Present
	 

	         - Re-establishment timer
	 
	useT315
	 

	        - RB information to setup
	 
	 
	 

	         - RB identity
	 
	20
	 

	         - PDCP info
	 
	 
	 

	          - Support for lossless SRNS relocation
	 
	FALSE
	 

	          - Max PDCP SN window size
	 
	Not present
	 

	          - PDCP PDU header
	 
	Absent
	 

	          - Header compression information
	 
	Not present
	 

	         - CHOICE RLC info type
	 
	RLC info
	 

	          - CHOICE Uplink RLC mode
	 
	AM RLC
	 

	           - Transmission RLC discard
	 
	 
	 

	            - CHOICE SDU discard mode
	 
	No Discard
	 

	             - MAX_DAT
	 
	15
	 

	           - Transmission window size
	 
	128
	 

	           - Timer_RST
	 
	500
	 

	           - Max_RST
	 
	4
	 

	           - Polling info
	 
	 
	 

	            - Timer_poll_prohibit
	 
	200
	 

	            - Timer_poll
	 
	200
	 

	            - Poll_PDU
	 
	Not Present
	 

	            - Poll_SDU
	 
	1
	 

	            - Last transmission PDU poll
	 
	TRUE
	 

	            - Last retransmission PDU poll
	 
	TRUE
	 

	            - Poll_Windows
	 
	99
	 

	            - Timer_poll_periodic
	 
	Not Present
	 

	          - CHOICE Downlink RLC mode
	 
	AM RLC
	 

	           - CHOICE Downlink RLC PDU Size
	
	Reference to clause 6 Parameter Set
	Rel-5

	           - In-sequence delivery
	 
	TRUE
	 

	           - Receiving window size
	 
	128
	 

	           - Downlink RLC status info
	 
	 
	 

	            - Timer_status_prohibit
	 
	200
	 

	            - Timer_EPC
	 
	Not Present
	 

	            - Missing PDU indicator
	 
	TRUE
	 

	            - Timer_STATUS_periodic
	 
	Not Present
	 

	        - RB mapping info
	 
	 
	 

	         - Information for each multiplexing option
	 
	2 RBMuxOptions
	 

	          - RLC logical channel mapping indicator
	 
	Not Present
	 

	          - Number of uplink RLC logical channels
	 
	1
	 

	           - Uplink transport channel type
	 
	DCH
	 

	           - UL Transport channel identity
	 
	4
	 

	           - Logical channel identity
	 
	Not Present
	 

	           - CHOICE RLC size list
	 
	Configured
	 

	           - MAC logical channel priority
	 
	8
	 

	          - Downlink RLC logical channel info
	 
	 
	 

	           - Number of downlink RLC logical channels
	 
	1
	 

	            - Downlink transport channel type
	 
	DCH
	 

	            - DL DCH Transport channel identity
	 
	9
	 

	            - DL DSCH Transport channel identity
	 
	Not Present
	 

	            - Logical channel identity
	 
	Not Present
	 

	          - RLC logical channel mapping indicator
	 
	Not Present
	 

	          - Number of uplink RLC logical channels
	 
	1
	 

	           - Uplink transport channel type
	 
	RACH
	 

	           - UL Transport channel identity
	 
	Not Present
	 

	           - Logical channel identity
	 
	7
	 

	           - CHOICE RLC size list
	 
	Explicit list
	 

	             - RLC size index 
	 
	Reference to clause 6 Parameter Set
	 

	           - MAC logical channel priority
	 
	8
	 

	          - Downlink RLC logical channel info
	 
	 
	 

	           - Number of downlink RLC logical channels
	 
	1
	 

	            - Downlink transport channel type
	 
	FACH
	 

	            - DL DCH Transport channel identity
	 
	Not Present
	 

	            - DL DSCH Transport channel identity
	 
	Not Present
	 

	            - Logical channel identity
	 
	7
	 


rab-InformationSetupList-A12

	        - RAB info
	
	(high-speed AM DTCH for PS domain)
	

	         - RAB identity
	
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	PS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	useT315
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	25
	

	         - PDCP info
	
	
	

	          - Support for lossless SRNS relocation
	
	FALSE
	

	          - Max PDCP SN window size
	
	Not present
	

	          - PDCP PDU header
	
	Absent
	

	          - Header compression information
	
	Not present
	

	         - CHOICE RLC info type
	
	RLC info 
	

	          - CHOICE Uplink RLC mode
	
	AM RLC
	

	           - Transmission RLC discard
	
	
	

	            - CHOICE SDU discard mode
	
	No Discard
	

	             - MAX_DAT
	
	15
	

	           - Transmission window size
	
	256
	

	           - Timer_RST
	
	500
	

	           - Max_RST
	
	4
	

	           - Polling info
	
	
	

	            - Timer_poll_prohibit
	
	100
	

	            - Timer_poll
	
	100
	

	            - Poll_PDU
	
	Not Present
	

	            - Poll_SDU
	
	1
	

	            - Last transmission PDU poll
	
	TRUE
	

	            - Last retransmission PDU poll
	
	TRUE
	

	            - Poll_Windows
	
	99
	

	            - Timer_poll_periodic
	
	Not Present
	

	          - CHOICE Downlink RLC mode
	
	AM RLC
	

	           - CHOICE Downlink RLC PDU Size
	
	Reference to clause 6 Parameter Set
	

	           - In-sequence delivery
	
	TRUE
	

	           - Receiving window size
	
	768
	

	           - Downlink RLC status info
	
	
	

	            - Timer_status_prohibit
	
	100
	

	            - Timer_EPC
	
	Not Present
	

	            - Missing PDU indicator
	
	TRUE
	

	            - Timer_STATUS_periodic
	
	Not Present
	

	          - One sided RLC re-establishment
	
	FALSE
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	3 RBMuxOptions
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	DCH
	

	           - UL Transport channel identity
	
	1
	

	           - Logical channel identity
	
	Not Present
	

	           - CHOICE RLC size list
	
	Configured
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	DCH
	

	            - DL DCH Transport channel identity
	
	6
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	            - DL HS-DSCH MAC-d flow identity
	
	Not Present
	

	            - Logical channel identity
	
	Not Present
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	7
	

	           - E-DCH MAC-d flow identity
	
	2
	

	           - DDI
	
	5
	

	           - RLC PDU size list
	
	1 RLC PDU size
	

	             - RLC PDU size
	
	336 bits
	

	           - Include in scheduling info
	
	TRUE
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	          - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not Present
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	            - DL HS-DSCH MAC-d flow identity
	
	0
	

	            - Logical channel identity
	
	Not Present
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	RACH
	

	           - UL Transport channel identity
	
	Not Present
	

	           - Logical channel identity
	
	7
	

	           - CHOICE RLC size list
	
	Explicit list
	

	             - RLC size index 
	
	Reference to clause 6 Parameter Set
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	FACH
	

	            - DL DCH Transport channel identity
	
	Not Present
	

	            - DL DSCH Transport channel identity
	
	Not Present
	


rab-InformationSetupList-A13-A14-A15-A16

	        - RAB info
	
	(high-speed AM DTCH for PS domain)
	

	         - RAB identity
	
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	PS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	useT315
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	25
	

	         - PDCP info
	
	
	

	          - Support for lossless SRNS relocation
	
	FALSE
	

	          - Max PDCP SN window size
	
	Not present
	

	          - PDCP PDU header
	
	Absent
	

	          - Header compression information
	
	Not present
	

	         - CHOICE RLC info type
	
	RLC info 
	

	          - CHOICE Uplink RLC mode
	
	AM RLC
	

	           - Transmission RLC discard
	
	
	

	            - CHOICE SDU discard mode
	
	No Discard
	

	             - MAX_DAT
	
	15
	

	           - Transmission window size
	
	256
	

	           - Timer_RST
	
	500
	

	           - Max_RST
	
	4
	

	           - Polling info
	
	
	

	            - Timer_poll_prohibit
	
	100
	

	            - Timer_poll
	
	100
	

	            - Poll_PDU
	
	Not Present
	

	            - Poll_SDU
	
	1
	

	            - Last transmission PDU poll
	
	TRUE
	

	            - Last retransmission PDU poll
	
	TRUE
	

	            - Poll_Windows
	
	99
	

	            - Timer_poll_periodic
	
	Not Present
	

	          - CHOICE Downlink RLC mode
	
	AM RLC
	

	           - CHOICE Downlink RLC PDU Size
	
	Reference to clause 6 Parameter Set
	

	           - In-sequence delivery
	
	TRUE
	

	           - Receiving window size
	
	768
	

	           - Downlink RLC status info
	
	
	

	            - Timer_status_prohibit
	
	100
	

	            - Timer_EPC
	
	Not Present
	

	            - Missing PDU indicator
	
	TRUE
	

	            - Timer_STATUS_periodic
	
	Not Present
	

	          - One sided RLC re-establishment
	
	FALSE
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	7
	

	           - E-DCH MAC-d flow identity
	
	2
	

	           - DDI
	
	5
	

	           - RLC PDU size list
	
	1 RLC PDU size
	

	             - RLC PDU size
	
	336 bits
	

	           - Include in scheduling info
	
	TRUE
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not present
	

	            - DL DSCH Transport channel identity
	
	Not present
	

	            - DL HS-DSCH MAC-d flow identity
	
	0
	

	            - Logical channel identity
	
	Not Present
	


rab-InformationSetupList-A15
	        - RAB info
	
	(second high-speed AM DTCH for PS domain)
	

	         - RAB identity
	
	0000 0110B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	PS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	useT315
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	17
	

	         - PDCP info
	
	
	

	          - Support for lossless SRNS relocation
	
	FALSE
	

	          - Max PDCP SN window size
	
	Not present
	

	          - PDCP PDU header
	
	Absent
	

	          - Header compression information
	
	Not present
	

	         - CHOICE RLC info type
	
	RLC info 
	

	          - CHOICE Uplink RLC mode
	
	AM RLC
	

	           - Transmission RLC discard
	
	
	

	            - CHOICE SDU discard mode
	
	No Discard
	

	             - MAX_DAT
	
	15
	

	           - Transmission window size
	
	256
	

	           - Timer_RST
	
	500
	

	           - Max_RST
	
	4
	

	           - Polling info
	
	
	

	            - Timer_poll_prohibit
	
	100
	

	            - Timer_poll
	
	100
	

	            - Poll_PDU
	
	Not Present
	

	            - Poll_SDU
	
	1
	

	            - Last transmission PDU poll
	
	TRUE
	

	            - Last retransmission PDU poll
	
	TRUE
	

	            - Poll_Windows
	
	99
	

	            - Timer_poll_periodic
	
	Not Present
	

	          - CHOICE Downlink RLC mode
	
	AM RLC
	

	           - CHOICE Downlink RLC PDU Size
	
	Reference to clause 6 Parameter Set
	

	           - In-sequence delivery
	
	TRUE
	

	           - Receiving window size
	
	768
	

	           - Downlink RLC status info
	
	
	

	            - Timer_status_prohibit
	
	100
	

	            - Timer_EPC
	
	Not Present
	

	            - Missing PDU indicator
	
	TRUE
	

	            - Timer_STATUS_periodic
	
	Not Present
	

	          - One sided RLC re-establishment
	
	FALSE
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	8
	

	           - E-DCH MAC-d flow identity
	
	3
	

	           - DDI
	
	6
	

	           - RLC PDU size list
	
	1 RLC PDU size
	

	             - RLC PDU size
	
	336 bits
	

	           - Include in scheduling info
	
	TRUE
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not present
	

	            - DL DSCH Transport channel identity
	
	Not present
	

	            - DL HS-DSCH MAC-d flow identity
	
	2
	

	            - Logical channel identity
	
	Not Present
	


rab-InformationSetupList-A16
	        - RAB info
	
	(Conversational UM DTCH for PS domain)
	

	         - RAB identity
	
	0000 0110B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	PS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	useT314
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	27
	

	         - PDCP info
	
	
	

	          - Support for lossless SRNS relocation
	
	FALSE
	

	          - Max PDCP SN window size
	
	Not present
	

	          - PDCP PDU header
	
	Absent
	

	          - Header compression information
	
	Not present
	

	         - CHOICE RLC info type
	
	RLC info 
	

	          - CHOICE Uplink RLC mode
	
	UM RLC
	

	           - Transmission RLC discard
	
	Not present
	

	          - CHOICE Downlink RLC mode
	
	UM RLC
	

	           - DL UM RLC LI size
	
	7
	

	           - DL Reception Window Size
	
	32
	

	          - One sided RLC re-establishment
	
	FALSE
	

	          - Alternative E-bit interpretation
	
	Not present
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	9
	

	           - E-DCH MAC-d flow identity
	
	4
	

	           - DDI
	
	7
	

	           - RLC PDU size list
	
	12 RLC PDU sizes
	

	             - RLC PDU size
	
	96 bits
	

	             - RLC PDU size
	
	112 bits
	

	             - RLC PDU size
	
	144 bits
	

	             - RLC PDU size
	
	160 bits
	

	             - RLC PDU size
	
	176 bits
	

	             - RLC PDU size
	
	192 bits
	

	             - RLC PDU size
	
	208 bits
	

	             - RLC PDU size
	
	224 bits
	

	             - RLC PDU size
	
	288 bits
	

	             - RLC PDU size
	
	296 bits
	

	             - RLC PDU size
	
	312 bits
	

	             - RLC PDU size
	
	336 bits
	

	           - Include in scheduling info
	
	TRUE
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not present
	

	            - DL DSCH Transport channel identity
	
	Not present
	

	            - DL HS-DSCH MAC-d flow identity
	
	3
	

	            - Logical channel identity
	
	Not Present
	


rab-InformationSetupList-A17

	        - RAB info
	
	(high-speed AM DTCH for PS domain)
	

	         - RAB identity
	
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	PS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	useT315
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	25
	

	         - PDCP info
	
	
	

	          - Support for lossless SRNS relocation
	
	FALSE
	

	          - Max PDCP SN window size
	
	Not present
	

	          - PDCP PDU header
	
	Absent
	

	          - Header compression information
	
	Not present
	

	         - CHOICE RLC info type
	
	RLC info 
	

	          - CHOICE Uplink RLC mode
	
	AM RLC
	

	           - Transmission RLC discard
	
	
	

	            - CHOICE SDU discard mode
	
	No Discard
	

	             - MAX_DAT
	
	15
	

	           - Transmission window size
	
	128
	

	           - Timer_RST
	
	500
	

	           - Max_RST
	
	4
	

	           - Polling info
	
	
	

	            - Timer_poll_prohibit
	
	100
	

	            - Timer_poll
	
	100
	

	            - Poll_PDU
	
	Not Present
	

	            - Poll_SDU
	
	1
	

	            - Last transmission PDU poll
	
	TRUE
	

	            - Last retransmission PDU poll
	
	TRUE
	

	            - Poll_Windows
	
	99
	

	            - Timer_poll_periodic
	
	Not Present
	

	          - CHOICE Downlink RLC mode
	
	AM RLC
	

	           - CHOICE Downlink RLC PDU Size
	
	Reference to clause 6 Parameter Set
	

	           - In-sequence delivery
	
	TRUE
	

	           - Receiving window size
	
	768
	

	           - Downlink RLC status info
	
	
	

	            - Timer_status_prohibit
	
	100
	

	            - Timer_EPC
	
	Not Present
	

	            - Missing PDU indicator
	
	TRUE
	

	            - Timer_STATUS_periodic
	
	Not Present
	

	          - One sided RLC re-establishment
	
	FALSE
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	DCH
	

	           - UL Transport channel identity
	
	1
	

	           - Logical channel identity
	
	Not Present
	

	           - CHOICE RLC size list
	
	Configured
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not present
	

	            - DL DSCH Transport channel identity
	
	Not present
	

	            - CHOICE DL MAC header type
	
	MAC-ehs
	

	              - DL HS-DSCH MAC-ehs Queue Id
	
	0
	

	            - Logical channel identity
	
	7
	








� "-" was used instead of "Not Present" so that the reader can more easily focus on more useful information. But it is also possible to keep "Not Present".


� Alternatively, these names may be included in the "value" column.  in the example.


� If the new names are kept on the left column, indentation level could be increased by 1 for each entry


� This information is duplicated with the left column. An alternative could be to remove the "condition" column. In this case, it is necessary to define how to handle the case when alternative values for different conditions are used.


� The table could start with indentation zero. However, keeping the same indentation levels are in the message contents may make it easier to create (copy paste), unless a macro automatically converts the indentation levels.


� The values for (A1,A7) and (A2,A8) are grouped in this example, but this is not a generic rule. In this particular case, as the list of IEs are exactly the same, and values could be easily included in the same table, it was proposed to do so in order to avoid duplicating the list of IEs. But if the table would have to many columns, it can be preferred to not do such grouping.


� In this example, conditions are used as columns, rather than as rows. For each table, choice can be made according to what is more convenient. However, in order to preserve the readability, it is preferable to not use the two options in the same table !


� Two columns have been left for "version" and "condition" though they are not used. The main reason for keeping them is only to preserve the table size as it seems uneasy with MS word to remove a column while keep the same table size.
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