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<Start of first modified section>

4
Recommended test case applicability

The applicability of each individual test is identified in the table 1. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

The columns in table 1 have the following meaning:

Clause

The clause column indicates the clause number in TS 34.121-1 [20] that contains the test body.

Title

The title column describes the name of the test.

Release

The release column indicates the earliest release from which each testcase is applicable, except if otherwise stated of an individual test case. 

Applicability 

The following notations are used for the applicability column:

R
recommended - the test case is recommended

O
optional – the test case is optional

N/A
not applicable - in the given context, the test case is not recommended.

Ci
conditional - the test is recommended ("R") or not ("N/A") depending on the support of other items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities. 

Comments 

This column contains a verbal description of the condition included in the applicability column.

Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	RF Test cases

	5.2
	Maximum Output Power
	R99
	R
	UEs supporting FDD

	….

	11.2A
	Demodulation of MTCH - Enhanced Performance Requirements Type 1
	Rel-7
	C_RF31
	UEs supporting FDD  and Enhanced performance requirements type 1 for MBMS

	11.3
	Demodulation of MTCH and cell identification
	Rel-6
	C_RF29
	UEs supporting FDD and MBMS


	C_RF01
IF A.7/8 OR A.7/10 THEN R ELSE N/A

	….

	C_RF31
IF A.1/1 AND A.11/5 THEN R ELSE N/A

	C_RF32
IF A.7/14 AND A.7/15 AND A.11/4 THEN R ELSE N/A

	C_RF33
IF A.7/14 AND A.7/15 AND A.11/4  AND (A.9/2 OR A.9/4 OR A.9/6) THEN R ELSE N/A

	C_RF34
IF A.10/10 THEN R ELSE N/A

	C_RF35
IF A.1/1 AND A.7/14 AND (A.8/13 OR A.8/14) THEN R ELSE N/A

	C_RF36 
IF A.7/17 THEN R ELSE N/A

	C_RF37 
IF A.7/17 AND A.11/1 THEN R ELSE N/A

	C_RF38
IF A.1/1 AND A.7/14 AND (A.8/15 OR A.8/16) THEN R ELSE N/A

	C_RF39
IF A.7/14 AND A.7/18 THEN R ELSE N/A

	C_RF40
IF A.1/1 AND A.7/14 AND (A.8/1 OR A.8/2 OR A.8/3 OR A.8/4 OR A.8/5 OR A.8/6 OR A.8/7 OR A.8/8 OR A.8/11 OR A.8/12) THEN R ELSE N/A

	C_RF41
IF A.1/1 AND A.7/14 AND (A.8/13 OR A.8/14) AND A.11/2 THEN R ELSE N/A

	C_RF42
IF A.1/1 AND A.7/14 AND (A.8/13 OR A.8/14) AND A.11/3 THEN R ELSE N/A

	C_RF43
IF A.7/14 AND A.7/15 AND A.9/7 THEN R ELSE N/A


<End of modified section>

<Start of next modified section>

A.4.4
Additional information

Table A.10: Reference Measurement Channels

	Item
	Reference Measurement Channels
	Ref.
	Release
	Comments

	1
	Up-link reference measurement channel 12.2 kbps (FDD)
	25.101, A.2.1
	R99
	Mandatory for all terminals

	2
	Down-link reference measurement channel 12.2 kbps (FDD)
	25.101, A.3.1
	R99
	Mandatory for all terminals

	3
	Up-link reference measurement channel 64 kbps (FDD)
	25.101, A.2.2
	R99
	

	4
	Down-link reference measurement channel 64 kbps (FDD)
	25.101, A.3.2
	R99
	

	5
	Up-link reference measurement channel 144 kbps (FDD)
	25.101, A.2.3
	R99
	

	6
	Down-link reference measurement channel 144 kbps (FDD)
	25.101, A.3.3
	R99
	

	7
	Up-link reference measurement channel 384 kbps (FDD)
	25.101, A.2.4
	R99
	

	8
	Down-link reference measurement channel 384 kbps (FDD)
	25.101, A.3.4
	R99
	

	9
	Up-link reference measurement channel 768 kbps (FDD)
	25.101, A.2.5
	R99
	

	10
	Down-link reference measurement channel 2 64 kbps (FDD)
	25.101, A.3.5
	Rel-6
	


Table A.11: Additional capabilities

	Item
	Capability
	Ref.
	Release
	Comments

	1
	Enhanced performance requirements type 1 for HSDPA
	25.101, 9
	Rel-6
	This type of UE has to execute also the tests for normal HSDPA UEs.

	2
	Enhanced performance requirements type 2
	25.101, 9
	Rel-6
	This type of UE has to execute also the tests for normal HSDPA UEs.

	3
	Enhanced performance requirements type 3
	25.101, 9
	Rel-7
	This type of UE has to execute also the tests for normal HSDPA UEs.

	4
	Enhanced performance requirements type 1 for E-DCH
	25.101, 10
	Rel-7
	This type of UE has to execute also the tests for normal E-DCH UEs.

	5
	Enhanced performance requirements type 1 for MBMS
	25.101, 11
	Rel-7
	


Table A.12: Additional information

	Item
	Additional Information
	Ref.
	Release
	Comments

	1
	UE without vibration sensitive components
	25.101, D.2.3
	R99
	


<End of modified section>
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