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	“Support for CS voice over HSPA” needs to be added into the default PDCP message contents.
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	Add “Support for CS voice over HSPA”  into PDCP capability in the CONNECTION SETUP COMPLETE message.
Corrected errors in cover sheet.

Added condition on Release for presence of “Support for CS voice over HSPA” in PDCP Capability.
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7.3.1.2.2
Default PDCP Message Contents
This clause contains the default values of RRC messages used for PDCP testing, other than those specified in TS 34.108 clauses 6 and 9, and default values of PDCP messages. Unless indicated otherwise in specific test cases, only PDCP related specific message contents are described here which shall be transmitted by the system simulator in RRC messages, and which are required to be received from the UE under test. If not explicitly described, the message contents are identical with the default contents for the same message type of layer 3 messages for RRC tests, to establish a packet switched session or connection.
The necessary L3 messages are listed in alphabetic order, with the exception of the SYSTEM INFORMATION messages, where it is the information elements which are listed in alphabetic order (this is because some information elements occur in several SYSTEM INFORMATION types).

In this clause, decimal values are normally used. However, sometimes a hexadecimal value, indicated by an "H", or a binary value, indicated by a "B" is used.

Default SYSTEM INFORMATION:

NOTE:
SYSTEM INFORMATION BLOCK TYPE 1 (except for PLMN type "GSM-MAP"), SYSTEM INFORMATION BLOCK TYPE 8, SYSTEM INFORMATION BLOCK TYPE 9, SYSTEM INFORMATION BLOCK TYPE 10, SYSTEM INFORMATION BLOCK TYPE 14, SYSTEM INFORMATION BLOCK TYPE 15 and INFORMATION BLOCK TYPE 16 messages are not used.

Contents of CONNECTION SETUP message:

	Information Element
	Value/remark

	Capability update requirement
	

	           - UE radio access capability update requirement
	TRUE

	           - System specific capability update requirement list
	UE only supports 1 system


Contents of CONNECTION SETUP COMPLETE message:

	Information Element
	Value/remark

	UE radio access capability
	Value will be checked. Stated capability must be compatible with 34.123-2 (c.f. PICS/PIXIT statements in GSM) and the user settings

	         - Conformance test compliance
	

	         - PDCP Capability

            - Max PDCP SN

            - Support of lossless SRNS relocation

            - Support for RFC2507

                   - Max HC context space
            - Support for CS Voice over HSPA
	(TCP_SPACE + NON_TCP_SPACE))
Shall be present for Rel-8 and later UEs. May be present for Rel-7 UEs

	         - RLC Capability
	

	         - Transport channel capability
	

	         - RF Capability
	

	         - Physical channel capability
	

	         - UE multi-mode/multi-RAT capability
	

	         - Security Capability
	

	         - LCS Capability
	

	         - Measurement capability
	

	UE system specific capability
	Value will be checked. UE must include the classmark information for the supported system
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