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6.1.1.5.4
Method of test

Initial conditions

The UE is in automatic PLMN selection mode.

All Radio Access Technology USIM fields and cells are UTRAN.

	Cell
	CPICH_Ec [dBm/3.84 MHz]

(FDD)
	P-CCPCH_ RSCP [dBm]

(TDD)
	High Quality signal
	Test Channel
	PLMN

	Cell 1
	-85
	-74
	Yes
	1
	PLMN 6

	Cell 2
	-80
	-69
	Yes
	2
	PLMN 7

	Cell 3
	-80
	-69
	Yes
	3
	PLMN 8



	
	
	

	
	
	


UE is previously registered on PLMN6, before switched off.
[Text skipped here]
6.1.1.7.4
Method of test

Initial conditions

The UE is in manual PLMN selection mode and has successfully selected a PLMN in manual PLMN selection mode.
Cell_selection_and_reselection_quality_measure is CPICH_RSCP (FDD).

All Radio Access Technology USIM fields and cells are UTRAN.

Each cell shall include the other cells as neighbouring cells in System Information Block Type 11.

	Cell
	CPICH_Ec [dBm/3.84 MHz]

(FDD)
	P-CCPCH_ RSCP [dBm]

(TDD)
	Test Channel
	PLMN

	Cell 1
	-78
	-69
	1
	PLMN 1

	Cell 4
	-62
	-54
	2
	PLMN 2

	Cell7
	-68
	-64
	3
	PLMN 3


Values of the system information fields applicable for this test case.to fullfill the criteria of Cell-Reselecton
	Parameter
	Setting

	IMSI attach/detach
	Method A, B: Not allowed

Method C: Allowed

	Cell_selection_and_reselection_quality_measure
	CPICH RSCP (FDD)

	Qqualmin (FDD only)
	-16 dB

	Qrxlevmin (FDD)
	-115 dBm

	Qrxlevmin (TDD)
	-103 dBm

	DRX cycle length
	1,28 s


PLMN1 is the HPLMN.


	
	
	

	
	
	


UE is previously registered on PLMN1, before switched off.
[Text skipped here]
6.2.1.9.4
Method of test

Initial conditions

The UE is in automatic PLMN selection mode. 
Cell levels are from tables 6.3, 6.4 and 6.5. 
	Cell
	CPICH_Ec [dBm/3.84 MHz] (FDD)
	P-CCPCH_RSCP [dBm] (TDD)
	"High Quality signal"
	Test Channel
	PLMN
	Radio Access Technology

	Cell 1
	-80
	-69
	Yes
	1
	PLMN 7
	UTRAN

	Cell 3
	-80
	-69
	Yes
	2
	PLMN 9
	UTRAN


	Cell
	RF signal level [dBm]
	"High Quality signal"
	Test Channel
	PLMN
	Radio Access Technology

	Cell 2
	-65
	Yes
	1
	PLMN 8
	GSM



	
	
	
	

	
	
	
	


UE is previously registered on PLMN7, before switched off.
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