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<Start of modified section>

8.1.2.15
RRC Connection Establishment during Cell reselection: Failure

Editor’s Note:
This section is based on 36.331 v8.1.0 i.e. after RAN#39 + R2-082050 (CR xxr1 submitted on RAN2 reflector on 15/04/2008).

TC Scope:

UE stops RRC connection establishment procedure when Cell reselection occurs.
8.1.2.15.1
Minimum conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.331 clauses 5.3.5.7. The following represent an extraction of the requirements relevant to the test purpose.
[TS 36.331, clause 5.3.5.7]
If cell reselection occurs during RRC connection establishment, the UE shall:

1>
stop timer T300, if running;

1>
stop timer T302, if running;

1>
stop timer T303, if running;

1>
resume acting on PAGING messages;

1>
inform upper layers about the failure to establish the RRC connection, upon which the procedure ends.

8.1.2.15.2
Test description

TC is applicable to:

-
All UEs supporting E-UTRA.

8.1.2.15.2.1
Test Purpose (TP)

with { UE in E-UTRA RRC_IDLE state having sent an RRC CONNECTION REQUEST message }

ensure that {
  when { UE reselects a new cell }

   then {    UE stops establishment of the RRC connection }

}
8.1.2.15.2.2
Pre-test conditions

System Simulator:
-
2 cells on same E-UTRA frequency:

-
Cell 1: (default parameters) serving cell
-
Cell 2: (TBD parameters) intra-frequency cell
UE:
-
The UE shall operate under normal test conditions
-
The Test-USIM shall be inserted
-
The UE shall be in E-UTRA RRC_IDLE state
8.1.2.15.2.3
Test procedure sequence

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The UE in E-UTRA RRC_IDLE state on Cell 1.
	
	
	
	

	2
	The UE transmits an RRCConnectionRequest message by attempting to make an outgoing call.
	-->
	RRCConnectionRequest
	
	

	3
	The SS does not respond to any RRCConnectionRequest message and changes Cell 1 and Cell 2 parameters so that Cell 2 meets cell re-selection criteria.
	SS
	
	
	

	4
	The UE reselects Cell 2 and informs upper layers about the failure to establish the RRC connection.
	UE
	
	
	

	5
	Check: there shall be no uplink transmission for a time period enough for UE to camp on Cell 2. The SS waits for 5s for UE to camp on Cell 2.
	SS
	
	
	P

	6
	Check: the test result of CALL generic procedure indicates that UE is in E-UTRA RRC_IDLE state on Cell2.(FFS)
	<--->
	CALL generic procedure (FFS) 
	
	P


8.1.2.15.2.4
Specific message contents
RRCConnectionRequest (step 2)

Table 8.1.2.15.1

	Derivation Path: TBD [36.508]

	Information Element / Field
	Value/remark
	Version

	ue-Identity
	FFS
	

	Establishment cause
	FFS
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