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1.
Introduction

This document contains a text proposal for updating the 6.6.1 Occupied bandwidth test case in TS 36.521-1.

2. Summary

The proposed text attempts to update section 6.6.1 Occupied bandwidth in TS 36.521-1 with the following changes: 
· Adding Test purpose, Test description, Test requirements and Editor’s note

· Adding references to TS 36.508 [2]

· Editorial changes in some sub-clauses according to [3]
3. Proposal

Incorporate proposed changes into the current draft of TS 36.521-1.
4. References
[1] R5-081042 TS36.101 - Combined updates of E-UTRA UE requirements, Motorola
[2] R5-081615 Draft TS 36.508 after RAN5#39, NTT DOCOMO

[3] R5-081132 Editorial comments to TS 36.521-1 v010, Samsung
Attachment: Text proposal for TS 36.521 (V0.2.0)
--- Start of text proposal for TS36.521-----
2
References
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 [7]
3GPP TS 36.508: “Common test environments for User Equipment (UE)". 
[Text skipped here]
6.6.1
Occupied bandwidth
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The fixed power allocation for the RB(s) is undefined

·  Reference Measurement Channel is undefined
· The UE call setup details are undefined (parameter, procedure, message contents)
· A diagram showing connections between the SS and the two UE antenna ports is missing

· The Test tolerance and Test system uncertainties  applicable to this test are undefined
6.6.1.1
Test purpose
To verify that the occupied bandwidth is less than the specified channel bandwidth depending on operating bands support by the UE.
6.6.1.2
Test applicability

This test case applies to all types of E-UTRA FDD UE release 8 and forward.
6.6.1.3
Minimum conformance requirements

Occupied bandwidth is a measure of the bandwidth containing 99 % of the total integrated mean power of the transmitted spectrum on the assigned channel.
The occupied channel bandwidth for all transmission bandwidth configurations (Resources Blocks) should be less than the channel bandwidth specified in Table 6.6.1.1

Table 6.6.1.1: Occupied channel bandwidth

	
	Occupied channel bandwidth / channel bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	Channel bandwidth [MHz]
	1.4
	3
	5
	10
	15
	20


The normative reference for this requirement is TS 36.101 [2] clause 6.6.1.

6.6.1.4
Test description

6.6.1.4.1
Initial conditions

Test Environment: Normal; see TS 36.508 [7] subclause 4.1.
Frequencies to be tested: low range, mid range, high range; see TS 36.508 [7] subclause 4.3.1.

Channel bandwidths to be tested: lowest, 5MHz, and highest depending on frequency bands supported by the UE.
1. Connect the SS to the UE antenna connectors as shown in Figure [FFS in clause FFS of this document].

2. Ensure the UE is in State 4 according to TS 36.508 [Ref FFS] clause FFS and receiving payload data from the SS. Message contents are defined in clause 6.6.1.4.3.  

6.6.1.4.2
Test procedure
FFS
6.6.1.4.3
Message contents
Message contents are according to TS 36.508 [7] subclause 4.6.
6.6.1.5
Test requirements
The measured Occupied Bandwidth, derived in test procedure, shall not exceed values in Table 6.6.1.2.
Table 6.6.1.2: Occupied channel bandwidth

	
	Occupied channel bandwidth / channel bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	Channel bandwidth [MHz]
	1.4+[TT]
	3+[TT]
	5+[TT]
	10+[TT]
	15+[TT]
	20+[TT]
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