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8.1.2.7
RRC Connection Establishment in RRC_IDLE state:  return to idle state after T300 timeout

8.1.2.7.1
Test Purpose (TP)
(1)
with {UE in E-UTRA RRC_IDLE state having sent an RRC CONNECTION REQUEST message}

ensure that {
  when {the SS does not answer to the UE during T300}

   then {UE goes to RRC_IDLE}

            }

8.1.2.7.1
Minimum conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.331 clause 5.3.3.6. The following represent an extraction of the requirements relevant to the test purpose.

[TS 36.331, clause 5.3.3.6]

The UE shall:

1> if timer T300 expires or

1>
if cell reselection occurs during RRC connection establishment:

2>
stop timer T300, if running;

2>
stop timer T302, if running;

2>
stop timer T303, if running;

2>
stop timer T305, if running;

2>
reset MAC and re-establish RLC for all RBs that are established;

2>
resume acting on Paging messages;

2>
inform upper layers about the failure to establish the RRC connection, upon which the procedure ends.

 8.1.2.7.3
Test description

8.1.2.7.3.1
Pre-test conditions

System Simulator:
-
Cell 1 (FDD or TDD).

UE:
-
UE in state Registered, Idle mode (state 2) according to [18].

8.1.2.7.3.2
Test procedure sequence
Table 8.1.2.7.3-1: Main Behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Make UE attempt an outgoing call
	-
	-
	-
	-

	2
	UE transmits an RRCConnectionRequest message.
	-->
	RRCConnectionRequest
	-
	-

	Exception: the step 3 below is repeated during T300.

	3
	UE transmits an RRCConnectionRequest message.
	-->
	RRCConnectionRequest
	-
	-

	4
	Check: the test result of CALL generic procedure indicates that UE is in E-UTRA RRC_IDLE state.
	-
	-
	1
	P


8.1.2.7.3.3
Specific message contents
None.
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