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<Start of first modified section>
8.1.3.5
RRC Connection Release: UE stays on same cell
8.1.3.5.1
Test Purpose (TP)

(1)
with { UE in E-UTRA RRC_CONNECTED state }

ensure that {
  when { UE receives an RRCConnectionRelease message and a cell with higher Srxlev than serving cell exist }

    then { UE releases the signalling connection, the established EPS bearer and all radio resources and enters in RRC_IDLE state and shall attempt to camp on the last cell for which it was RRC_CONNECTED }

            }
8.1.3.5.1
Minimum conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.331 clause 5.3.8.3 and 3GPP TS 36.304 clauses 5.2.4.6 and 5.2.7. 

The following represent an extraction of the requirements relevant to the test purpose.

[TS 36.331, clause 5.3.8.3]

The UE shall:

1>
delay the following actions defined in this sub-clause 60ms from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the  RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
indicate the release of the RRC connection to upper layers;

1>
release all radio resources;

…

1>
enter RRC_IDLE.

[TS 36.304, clause 5.2.4.6]

In all cases, the UE shall reselect the new cell, only if the following conditions are met:
-
the
new cell is better ranked than the serving cell during a time interval Treselections
[TS 36.304, clause 5.2.7]

On transition from RRC_CONNECTED to RRC_IDLE, a UE shall attempt to camp on the last cell for which it was in RRC_CONNECTED or a cell/any cell of set of cells or any cell of frequency assigned by RRC in the state transition message. 
8.1.3.5.3
Test description

8.1.3.5.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 2 (FDD or TDD).

UE:
None
Preamble:
-
UE in state Generic RB Established (state 3) according to [18].
8.1.3.5.3.2
Test procedure sequence
Table 8.1.3.5.3.2-1: MAIN BEHAVIOR
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS changes the cell levels so Cell 2 is stronger than Cell 1.
	    -
	-
	-
	-

	2
	SS transmits an RRCConnectionRelease message to release the RRC Connection.
	<--

	RRCConnectionRelease
	-
	-

	3
	SS waits for [x1] ms + 5s.
	-
	-
	-
	-

	4
	Check: the test result of CALL generic procedure indicate that UE is in E-UTRA RRC_IDLE state on Cell 1
	-
	-
	1
	-


8.1.3.5.3.3



Specific message contents
Table 8.1.3.5.3.3-1 SystemInformationBlockType3 for cells 1 and 2

	Derivation Path: FFS

	Information Element
	Value/remark
	Comment
	Condition

	  t-Reselection
	7
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