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<Start of modified section>

8.3.2.5
Measurement configuration control and reporting / inter RAT measurements: event B2 (measurement of UTRA cells)

Editor’s Note:
This section is based on 36.331 v8.2.0 i.e. after RAN#40 + R2-083795.

8.3.2.5.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for UTRA cell and not detected entering condition for the event B2 is met }

ensure that {
  when { UE detects entering condition for the event B2 is not met }

    then { UE does not transmit any MeasurementReport }

            }

(2)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for UTRA cell and not detected entering condition for the event B2 is met }

ensure that {
  when { UE detects entering condition for the event B2 is met }

    then { UE transmits a MeasurementReport }

            }

(3)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for UTRA cell and detected entering condition for the event B2 is met }

ensure that {
  when { UE detects leaving condition for the event B2 is met }

    then { UE does not transmit any MeasurementReport }

            }

8.3.2.5.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.5.4.1, 5.5.4.8 and 5.5.5. The following represents a copy/paste extraction of the requirements relevant to the test purpose; any references within the copy/paste text should be understood within the scope of the core spec they have been copied from.

[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasurementConfiguration:
2>
if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasurementConfiguration, is fulfilled for one or more cells applicable for this event for a duration exceeding the value of timeToTrigger defined for this event within the VarMeasurementConfiguration 

3>
if the reportInterval defined within the VarMeasurementConfiguration for this event is not equal to 0:

4>
set the periodicalReportingOngoing defined within the VarEventsTriggered for this event to TRUE;
3>
set the numberOfReportsSent defined within the VarEventsTriggered for this event to 0;

3>
include the concerned cell(s) in the cellsToReportList defined within the VarEventsTriggered for this event, if not included;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to ‘periodical’ and a (first) measurement result is available:

3>
if the reportInterval defined within the VarMeasurementConfiguration for this event is not equal to 0:

4>
set the periodicalReportingOngoing defined within the VarEventsTriggered for this event to TRUE;
3>
set the numberOfReportsSent defined within the VarEventsTriggered for this event to 0;

3>
include the concerned cell(s) in the cellsToReportList defined within the VarEventsTriggered for this event, if not included;

3>
initiate the measurement reporting procedure, as specified in 5.5.4;

2>
Upon expiry of the periodical reporting timer for this:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsToReportList defined within the VarEventsTriggered for this event for a duration exceeding the value of timeToTrigger defined within the VarMeasurementConfiguration for this event:

3>
remove the concerned cell(s) in the cellsToReportList defined within the VarEventsTriggered for this event;

[TS 36.331, clause 5.5.4.8]

The UE shall:

1>
for UTRA and CDMA2000, only trigger the event for cells included in the corresponding measurement object;

1>
apply equation B2-1 and equation B2-2 i.e. both have to be fulfilled, as specified below, as the entry equation for this event;

1>
apply equation B3-3 and equation B2-4 i.e. at least one of the two has to be fulfilled, as specified below, as the leaving equation for this event;

Equation B2-1 (Entering condition 1)
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Equation B2-2 (Entering condition 2)
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Equation B2-3 (Leaving condition 1)
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Equation B2-4 (Leaving condition 2)
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The variables in the formula are defined as follows:

Ms is the measurement result of the serving cell, not taking into account any cell individual offset.

Mn is the measurement result of the neighbouring inter RAT cell.

Ofn is the frequency specific offset of the frequency of the neighbour cell
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within the VarMeasurementConfiguration for this event)
Thresh1 is the threshold parameter for this event (i.e. b2-Threshold1 as defined within the VarMeasurementConfiguration for this event)

Thresh2 is the threshold parameter for this event (i.e. b2-Threshold2 as defined within the VarMeasurementConfiguration for this event)

Mn, Ms are expressed in dBm

Ofn, Hys, Thresh1, Thresh2 are expressed in dB

[TS 36.331, clause 5.5.5]

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measuredResults within the MeasurementReport message as follows:

1>
set the IE measId to the measurement identity that triggered the measurement reporting;

1>
set the mobilityMeasResults to include all cells included in the cellsToReportList as defined within the VarEventsTriggered for this event

1>
for each included cell include the measured results in accordance with the reportConfigList defined in variable VarMeasurementConfiguration for that measurement;

1> include the cells in order of decreasing reportingQuantity, i.e. the best cell is included first.

Editor's note:
It is FFS whether, if multiple cells meet the criteria, ordering is also applied irrespective of the cells carrier frequency

1>
increment the numberOfReportsSent as defined within the VarEventsTriggered for this event by 1;

1>
if the periodicalReportingOngoing defined within the VarEventsTriggered for this event is set to FALSE or

1>
if the numberOfReportsSent as defined within the VarEventsTriggered for this event is equal to reportAmount as defined within the reporting configuration for this event as defined in variable VarMeasurementConfiguration:

2>
set the periodicalReportingOngoing defined within the VarEventsTriggered for this event to FALSE;
1>
else:

2>
start a timer with the value of reportInterval as defined within the VarMeasurementConfiguration for this event;

1>
if the measured results are for CDMA:

2>
set the preRegistrationStatus to the UE’s cdma upper layer’s HRPD preRegistrationStatus;

1>
submit the MEASUREMENT REPORT message to lower layers for transmission, upon which the procedure ends.

Editor's note:
It is FFS which additional cells may be included in a report, e.g. cells of another type (e.g. best inter-frequency cell included in an intra-frequency report.

Editor's note:
It is FFS if, for the case of a SON report of the strongest cell(s) on the carrier, the UE is required to report more than one cell.

8.3.2.5.3
Test description

8.3.2.5.3.1
Pre-test conditions

System Simulator:
-
Cell 1, Cell 7(FFS), Cell 8(FFS), Cell 9(FFS) (FDD for Cell 1, Cell 7, Cell 8, Cell 9, or TDD for Cell 1, Cell 7, Cell 8, Cell 9).

Editor’s Note:
It is necessary to add three UTRA cells to TS 36.508.
UE:
-
UE in Generic RB Established (state 3) according to [18] on Cell 1.
8.3.2.5.3.2
Test procedure sequence

Table 8.3.2.5.3.2-1: Main Behavior

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup inter RAT measurement.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the setup of inter RAT measurement.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	Check: Does the UE transmit a MeasurementReport message to report the event B2 within the time indicated in the IE timeToTrigger.
	-->
	MeasurementReport
	1
	F

	4
	The SS changes Cell 7 and Cell 8 parameters so that the measurement reporting criteria is met.
	-
	-
	-
	-

	5
	Check: Does the UE transmit a MeasurementReport message to report the event B2 for Cell 7 and Cell 8.
	-->
	MeasurementReport
	2
	P

	6
	The SS changes Cell 7 and Cell 8 parameters so that the measurement reporting criteria is not met.
	-
	-
	-
	-

	7
	Check: Does the UE transmit a MeasurementReport message to report the event B2 for Cell 7 and Cell 8 within the time indicated in the IE timeToTrigger.
	-->
	MeasurementReport
	3
	F

	8
	Check: Does the test result of CALL generic procedure indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 3.
	-
	-
	3
	P


8.3.2.5.3.3
Specific message contents

Editor’s Note:
To be updated according to agreed RRC message structure.
Table 8.3.2.5.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.2.5.3.2-1)

FFS

Table 8.3.2.5.3.3-2: RRCConnectionReconfigurationComplete (step 2, Table 8.3.2.5.3.2-1)

FFS

Table 8.3.2.5.3.3-3: MeasurementReport (step 5, Table 8.3.2.5.3.2-1)

FFS

<End of modified section>
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