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1.  Introduction

In RAN2#62bis meeting, the System Information Block Type 6 has been updated to cover both of UTRA FDD and UTRA TDD neighbouring cells. This document contains a corresponding update to the Common contents of system information messages section of TS 36.508 to align with core specification and the latest version of TS 36.508. (Note: The CR has been agreed in RAN2#62bis, and will be delivered to the RAN plenary meeting in Sept.)
2. Proposal
It is proposed to incorporate proposed changes into the current draft of TS 36.508 [1].
3. References

[1] Draft TS 36.508 after RAN5#39bis
[2] R2-083291 Measurement signalling for UTRA
 (Start of modified sections)


SystemInformationBlockType6
Table 4.4.3.3-5: SystemInformationBlockType6
	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType6 ::= SEQUENCE {
	
	
	

	  utra-CarrierFreqList SEQUENCE (SIZE (1..maxUTRA-Carrier)) OF SEQUENCE {
	
	
	

	    utra-CarrierFreq SEQUENCE {
	
	
	

	      uarfcn-DL
	Downlink UARFCN under test
	
	

	    }
	
	
	

	    utra-CellReselectionPriority
	FFS
	
	

	    threshX-High
	FFS
	
	

	    threshX-Low
	FFS
	
	

	    q-Rxlevmin
	FFS
	
	

	    maxAllowedTxPower
	FFS
	
	

	    q-Qualmin
	FFS
	
	

	  }
	
	
	

	}
	
	
	


	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType6 ::= SEQUENCE {
	
	
	

	utra-FDD-CarrierFreqList SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF SEQUENCE {
	
	
	

	    utra-CarrierFreq SEQUENCE {
	
	
	

	      uarfcn-DL
	Downlink UARFCN under test
	
	

	    }
	
	
	

	    utra-CellReselectionPriority
	FFS
	
	

	    threshX-High
	FFS
	
	

	    threshX-Low
	FFS
	
	

	    q-Rxlevmin
	FFS
	
	

	    maxAllowedTxPower
	FFS
	
	

	    q-Qualmin
	FFS
	
	

	 }
	
	
	

	utra-FDD-CarrierFreqList
	Not present
	
	TDD

	utra-TDD-CarrierFreqList SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF SEQUENCE {
	
	
	

	    utra-CarrierFreq SEQUENCE {
	
	
	

	      uarfcn-DL
	Downlink UARFCN under test
	
	

	    }
	
	
	

	    utra-CellReselectionPriority
	FFS
	
	

	    threshX-High
	FFS
	
	

	    threshX-Low
	FFS
	
	

	    q-Rxlevmin
	FFS
	
	

	    maxAllowedTxPower
	FFS
	
	

	    q-Qualmin
	FFS
	
	

	 }
	
	
	

	utra-TDD-CarrierFreqList
	Not present
	
	FDD

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment


(End of modified sections)
