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7.4.2.6
Radio access bearer establishment procedure for packet switched sessions (procedure P13, P14, P25 and P26)

7.4.2.6.1
Mobile terminating session

7.4.2.6.1.1
Initial conditions

System Simulator:

-
1 cell, default parameters.

User Equipment:

-
The UE shall be in state 6-7 or state 6-8.

-
The Test USIM shall be inserted.

7.4.2.6.1.2
Definition of system information messages

The default system information messages are used as specified in clause 6.1.

7.4.2.6.1.3
Procedure

The Session Set-up procedure shall be performed under Ideal radio conditions as defined in clauses 5.2 and 6.1.

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	
	RADIO BEARER SETUP
	RRC RAB SETUP

	2
	
	RADIO BEARER SETUP COMPLETE
	RRC

	3
	
	ACTIVATE PDP CONTEXT ACCEPT
	SM


7.4.2.6.1.4
Specific message contents

For step 1, the messages in clause 9 are used. To execute procedure P13, use the message titled "Packet to CELL_DCH from CELL_DCH in PS". To execute procedure P14, use the message titled "Packet to CELL_FACH from CELL_FACH in PS". To execute procedure P25, use the message titled "Packet to CELL_DCH / HS-DSCH from CELL_DCH in PS". To execute procedure P26, use the RADIO BEARER SETUP message with one of the conditions A12, A13, A14, A15, A16, A19, A20,A21 or A22.
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