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1
Introduction
The purpose of present document is to provide a work plan and current status of TS 36.508 after the RAN5 #40 meeting.
2
Completion target
Completion target of TS 36.508 is TSG RAN #42, Dec 2008.

Milestones:

	Target Date
	Readiness
	Completeness
	Version

	TSG RAN #41, Sept 2008
	Common section ready
	50%
	v1.0.0

	TSG RAN #42, Dec 2008
	Specification ready
	100%
	v2.0.0


3
Current status

	Overall completeness
	50%
	


During RAN5 #40 meeting, progress was made in the following areas.

- 4.3 Mapping of DL physical channels to physical resources

- 4.4 Cell Environment for multi Cell Configuration

- 4.4 Default system information contents

- 4.6 RRC default message contents

- 4.7 Default NAS message contents

- 4.8 RB combination parameters
Outstanding issues:
· It was pointed out that TS 36.508 should contain definition of test environment for CDMA2000 intersystem test cases but how to achieve it is still FFS.

4
Work plan in detail
The work plan in detail is shown in Table 1.
Colour coding: 

	
	Not started

	
	Ongoing

	
	Ready


Table 1 Work plan in detail
	Area


	TS
	Clause
	Release
	Title
	TC Scope
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment
	
	
	(editors)
	
	
	
	(Contributors)

	4 Common test environment
	
	
	
	
	
	
	

	
	36.508
	4.1
	Rel-8
	Environmental requirements
	
	NTT DOCOMO
	RP#41
	100%
	
	

	
	36.508
	4.2
	Rel-8
	Common requirements of test equipment
	
	NTT DOCOMO
	RP#42
	5%
	
	R&S

	
	36.508
	4.3
	Rel-8
	Reference test conditions
	
	NTT DOCOMO
	RP#42
	80%
	
	NEC

	
	36.508
	4.4
	Rel-8
	Reference system configurations
	
	Ericsson
	RP#42
	50%
	
	NEC, NTT DOCOMO

	
	36.508
	4.5
	Rel-8
	Generic procedures
	
	NEC
	RP#42
	50%
	
	Anritsu, Ericsson, NTT DOCOMO, Samsung

	
	36.508
	4.6
	Rel-8
	Default RRC message and information elements contents
	
	NTT DOCOMO
	RP#42
	30%
	
	Anritsu, Ericsson, NEC, Samsung

	
	36.508
	4.7
	Rel-8
	Default NAS message and information elements contents
	
	NTT DOCOMO
	RP#42
	30%
	
	

	
	36.508
	4.8
	Rel-8
	Reference radio bearer configurations
	
	NTT DOCOMO
	RP#42
	30%
	
	Ericsson

	
	36.508
	4.9
	Rel-8
	Common test USIM parameters
	
	NTT DOCOMO
	RP#42
	0%
	
	

	5 Test environment for RF test
	
	
	
	
	
	
	

	
	36.508
	5.1
	Rel-8
	Requirements of test equipment
	
	NTT DOCOMO
	RP#42
	0%
	
	R&S

	
	36.508
	5.2
	Rel-8
	Reference test conditions
	
	NTT DOCOMO
	RP#42
	0%
	
	

	
	36.508
	5.3
	Rel-8
	Reference system configurations
	
	Ericsson
	RP#42
	0%
	
	NEC, NTT DOCOMO

	
	36.508
	5.4
	Rel-8
	Test procedures
	
	NEC
	RP#42
	0%
	
	Anritsu, Ericsson, NTT DOCOMO

	
	36.508
	5.5
	Rel-8
	Default message contents
	
	NTT DOCOMO
	RP#42
	0%
	
	Anritsu, Ericsson, NEC

	6 Test environment for Signalling test
	
	
	
	
	
	
	

	
	36.508
	6.1
	Rel-8
	Requirements of test equipment
	
	NTT DOCOMO 
	RP#42
	0%
	
	

	
	36.508
	6.2
	Rel-8
	Reference test conditions
	
	NTT DoCoMo
	RP#42
	0%
	
	

	
	36.508
	6.3
	Rel-8
	Reference system configurations
	
	Ericsson
	RP#42
	5%
	
	NEC, NTT DOCOMO

	
	36.508
	6.4
	Rel-8
	Reference radio bearer configurations
	
	NTT DOCOMO
	RP#42
	0%
	
	Ericsson

	
	36.508
	6.5
	Rel-8
	Test procedures
	
	NEC
	RP#42
	0%
	
	Ericsson, NTT DOCOMO, Samsung

	
	36.508
	6.6
	Rel-8
	Default message contents
	
	NTT DOCOMO
	RP#42
	0%
	
	Ericsson, NEC, Samsung

	Annexes
	
	
	
	
	
	
	

	
	36.508
	Annex A
	Rel-8
	Connection Diagrams
	
	Anritsu
	RP#42
	30%
	
	R&S
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