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7.3.5.3.3
Specific message contents
Table 7.3.5.3.3-1 RRCConnectionReconfiguration (step 4, 7.3.5.3.3.2-1)

FFS

Table 7.3.5.3.3-2 RRCConnectionReconfigurationComplete (Step 5, 7.3.5.3.3.2-1)

FFS
7.3.6 
Others

7.3.6.1 
PDCP Discard

7.3.6.1.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { the Discard Timer for a PDCP SDU expires }

    then { UE discards the corresponding PDCP SDU }

}
7.3.6.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.323 clause 5.9. The following represents a copy/paste extraction of the requirements relevant to the test purpose; any references within the copy/paste text should be understood within the scope of the core spec they have been copied from.

[TS 36.323, clause 5.9]

When the Discard Timer expires for a PDCP SDU the UE shall discard the PDCP PDU along with the corresponding PDCP SDU. If the corresponding PDCP PDU has already been submitted to lower layers the discard is indicated to lower layers.

7.3.6.1.3
Test description

7.3.6.1.3.1
Pre-test conditions

System Simulator 

-
1 cell

-
SS PDCP set to Transparent Mode
-    SS sets the downlink and uplink shared channel configuration transport block size (TBS) to accommodate one IP packet plus PDCP/RLC/MAC header without padding.

User Equipment 

-
None
Preamble 

-
The generic procedure to get UE in test state Loopback Activated (state 4) according to TS 36.508 clause 4.5 is executed, with one RLC AM DRB configured (DRB1) and with the exceptions as specified in table 7.3.6.1.3.1-1.
Table 7.3.6.1.3.1-1: PDPC Settings

	Parameter
	Value

	Discard_Timer
	FFS seconds


7.3.6.1.3.2
Test procedure sequence

Table 7.3.6.1.3.2-1: Main Behavior

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS sends 10 IP packets without header compression which are transmitted in 10 PDCP Data PDUs on DRB1
	<--
	10 PDCP Data PDUs (SN = 0  to SN = 9) 
	
	

	2
	SS schedules an uplink grant to enable the UE to return one PDCP Data PDU in uplink
	<--
	UL Grant
	
	

	3
	CHECK: Does UE return a PDCP Data PDU with SN=0?
	-->
	PDCP Data PDU (SN = 0)
	1
	P

	4
	SS waits for time equal to Discard_Timer+ 10 TTIs and ignores any UL scheduling requests from the UE. 
	
	
	
	

	
	EXCEPTION: Steps 5 to 6 shall be repeated for 10s
	
	
	
	
	

	5
	SS continuously schedules uplink grants to enable transmission of PDCP Data PDUs in uplink
	(
	UL Grant
	
	

	6
	CHECK: UE shall not return any PDCP Data PDUs.
	
	
	1
	P


Editor’s note:
It is FFS if the monitoring of PDCP Data PDUs (steps 5 and 6) for should be replaced bywith checking that UE is not sending any scheduling requests.
7.3.6.1.3.3
Specific message contents

None.
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