4.2.3
E-UTRAN FDD – FDD cell re-selection inter frequency case

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· Cell re-selection delay period is undefined

· Cell specific requirements confirmed (e.g. 6 cells and 2 cells are working assumption)

· The Initial Conditions including UE setup are not complete
· The Message contents are undefined

· The specific test parameters requirements defined in 36.133 Annex A are undefined
· The specific cell re-selection parameters requirements are indefined
· Physical channels used are undefined
· The Test system uncertainties applicable to this test are undefined
· Statistical testing of cell re-selection delay performance requirements are undefined

4.2.3.1
Test purpose

To verify that when the neighbour cell operates on a different carrier frequency, compared to the current cell the UE is able to search and measure cells to meet the inter-frequency cell re-selection requirements.

4.2.3.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.
4.2.3.3
Minimum conformance requirements

The UE shall be able to identify new inter-frequency cells and perform RSRP measurements of identified inter-frequency cells if carrier frequency information is provided by the serving cell, even if no explicit neighbour list with physical layer cell identities is provided.

If the SServingCell of the E-UTRA serving cell (or other cells on the same frequency layer) is greater than Snonintrasearchthen:

- 
The UE may not search for, or measure inter-frequency or inter-RAT layers of equal or lower priority

- 
The UE shall search for inter-frequency layers of higher priority at least every Thigher_priority_search where Thigher_priority_search is described in TS 36.133 [4] clause 4.2.2 as Thigher_priority_search = (60 * Nlayers) seconds, where the parameter Nlayers is the total number of configured higher priority carrier frequencies.

If the SServingCell of the E-UTRA serving cell is less than or equal to Snonintrasearch then the UE shall search for and measure  inter-frequency layers of higher, equal or lower priority in preparation for possible re-selection. In this scenario, the minimum rate at which the UE is required to search for and measure higher priority layers is not reduced and shall be the same as that defined below for a lower or equal priority inter-frequency layers.

The UE shall be able to evaluate whether the need for re-selection to a newly detectable lower or equal priority inter-frequency cell meets the re-selection criteria defined in TS 36.304 [6] within Kcarrier * Tdetect,EUTRAN_Inter (as defined in table 4.2.2.4-1 of TS 36.133 [4] clause 4.2.2.4) if at least carrier frequency information is provided for inter-frequency neighbour cells by the serving cells when TreselectionRAT = 0. The parameter Kcarrier is the number of E-UTRA inter-frequency carriers indicated by the serving cell.  

When higher priority cells are found by the higher priority search, they shall be measured at least every Tmeasure,EUTRAN_Inter. If re-selection to any higher priority cell is not triggered within (TevaluateFDD, Inter + TreselectionRAT) after it is found in a higher priority search, the UE is not required to continue making measurements of the cell to evaluate the ongoing possibility of re-selection. If the UE detects on a E-UTRA carrier a cell whose physical identity is indicated as not allowed for that carrier in the measurement control system information of the serving cell, the UE is not required to perform measurements on that cell.

The UE shall measure RSRP at least every Kcarrier * Tmeasure,EUTRAN_Inter DRX cycle as defined in table 4.2.2.4-1 of TS 36.133 [4] clause 4.2.2.4 for identified lower or equal priority inter-frequency cells. If the UE detects on an E-UTRA carrier a cell whose physical identity is indicated as not allowed for that carrier in the measurement control system information of the serving cell, the UE is not required to perform measurements on that cell.

The UE shall filter RSRP measurements of each measured higher, lower and equal priority inter-frequency cell using at least [2] measurements. Within the set of measurements used for the filtering, at least two measurements shall be spaced by at least [Tmeasure,EUTRAN_Inter / 2].

The UE shall not consider an E-UTRA neighbour cell in cell re-selection, if it is indicated as not allowed in the measurement control system information of the serving cell.

For an inter-frequency cell that has been already detected, but that has not been re-selected to, the filtering shall be such that the UE shall be capable of evaluating that the inter-frequency cell has met re-selection criterion defined in TS 36.304 [6] within Kcarrier * TevaluateFDD,Inter as defined in table 4.2.2.4-1 of TS 36.133 [4] clause 4.2.2.4 when TreselectionRAT = 0.

The normative reference for this requirement is TS 36.133 [4] clause 4.2.2.4 and A.4.2.3.
4.2.3.4
Test description
4.2.3.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested:  Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidth to be tested: [Lowest, 5MHz, and Highest channel bandwidth as defined in TS 36.508 [7] clause 4.3.1.1.]
1. Connect the SS and AWGN noise source to the UE antenna connectors as shown in Figure [FFS in clause FFS of this document].

2. The general test parameter settings are set up according to [clause FFS in reference FFS].

3. The parameter settings for the cells are set up according to [clause FFS in reference FFS].

4. Downlink signals are initially set up according to [clause FFS in reference FFS].

5. Propagation conditions are set according to Annex B clause B.1.1.

6. The parameters for cell re-selection are set up according to [clause FFS in reference FFS]

7. Message contents are as defined in clause 4.2.3.4.3

4.2.3.4.2
Test procedure

[FFS]

4.2.3.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].
4.2.3.5
Test requirement
For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

[FFS]

---------------------------- NEXT CHANGED SECTION --------------------------
4.3
E-UTRAN to UTRAN Cell Re-Selection
4.3.1
E-UTRAN FDD – UTRAN FDD cell re-selection
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· Cell re-selection delay period is undefined

· Cell specific requirements confirmed (e.g. 6 cells and 2 cells are working assumption)

· The Initial Conditions including UE setup are not complete
· The Message contents are undefined

· The specific test parameters requirements defined in 36.133 Annex A are undefined
· The specific cell re-selection parameters requirements are undefined
· Physical channels used are undefined
· The Test system uncertainties applicable to this test are undefined
· Statistical testing of cell re-selection delay performance requirements are undefined

4.3.1.1
Test purpose

To verify that the UE is able to search and measure neighbouring UTRA FDD cells and compare to the E-UTRA serving cell to meet the inter-RAT cell re-selection requirements.

4.3.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support UTRA FDD UE.
4.3.1.3
Minimum conformance requirements

When the measurement rules indicate that UTRA FDD cells are to be measured, the UE shall measure CPICH Ec/Io and CPICH RSCP of detected UTRA FDD cells in the neighbour cell list at the minimum measurement rate. The parameter NUTRA_carrier is the number of carriers used for all UTRA FDD cells in the neighbour cell list. The UE shall filter CPICH Ec/Io and CPICH RSCP measurements of each measured UTRA FDD cell using at least [2] measurements. Within the set of measurements used for the filtering, at least two measurements shall be spaced by at least half the minimum specified measurement period.

If the SServingCell of the E-UTRA serving cell (or other cells on the same frequency layer) is greater than Snonintrasearchthen:

- 
The UE may not search for, or measure inter-RAT layers of equal or lower priority

- 
The UE shall search for inter-RAT layers of higher priority at least every Thigher_priority_search where Thigher_priority_search is described in TS 36.133 [4] clause 4.2.2 as Thigher_priority_search = (60 * Nlayers) seconds, where the parameter Nlayers is the total number of configured higher priority carrier frequencies.

If the SServingCell of the E-UTRA serving cell is less than or equal to Snonintrasearch then the UE shall search for and measure inter-RAT layers of higher, equal or lower priority in preparation for possible re-selection. In this scenario, the minimum rate at which the UE is required to search for and measure such layers is not reduced and shall be the same as that defined below for lower priority RATs.

The UE shall evaluate whether newly detectable UTRA FDD cells have met the re-selection criteria in TS 36.304 [6] within time NUTRA_carrier * TdetectUTRA_FDD (as defined in table 4.2.2.5.1-1 of TS 36.133 [4] clause 4.2.2.5.1) except when UTRA FDD is of higher priority than the currently selected E-UTRA frequency layer and the SServingCell of the E-UTRA serving cell (or other cells on the same frequency layer) is greater than Snonintrasearch when TreselectionRAT = 0. 
Cells which have been detected shall be measured at least every NUTRA_carrier * TmeasureUTRA_FDD except when UTRA FDD is of higher priority than the currently selected E-UTRA frequency layer and the SServingCell of the E-UTRA serving cell (or other cells o the same frequency layer) is greater than Snonintrasearch.. 

When higher priority UTRA FDD cells are found by the higher priority search, they shall be measured at least every TmeasureUTRA_FDD . If re-selection to any higher priority cell is not triggered within (TevaluateUTRA_FDD + TreselectionRAT) after it is found in a higher priority search, the UE is not required to continue making measurements of the cell to evaluate the ongoing possibility of re-selection.

For a cell that has been already detected, but that has not been re-selected to, the filtering shall be such that the UE shall be capable of evaluating that an already identified UTRA FDD cell has met re-selection criterion defined in TS 36.304 [6] within NUTRA_carrier * TevaluateUTRA_FDD as defined in table 4.2.2.5-1 of TS 36.133 [4] clause 4.2.2.5 when TreselectionRAT = 0.

For non-identified UTRA FDD cells, the filtering shall be such that the UE shall be capable of evaluating that a non-identified a UTRA FDD cell has met re-selection criterion defined in 3GPP TS 36.304 [6] within TdetectUTRA_FDD  = 60 seconds from the moment the UTRA FDD cell has met the re-selection criterion.

The normative reference for this requirement is TS 36.133 [4] clause 4.2.2.5.1 and A.4.3.1.
4.3.1.4
Test description
4.3.1.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested:  Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidth to be tested: [Lowest, 5MHz, and Highest channel bandwidth as defined in TS 36.508 [7] clause 4.3.1.1.]
1. Connect the SS and AWGN noise source to the UE antenna connectors as shown in Figure [FFS in clause FFS of this document].

2. The general test parameter settings are set up according to [clause FFS in reference FFS].

3. The parameter settings for the cells are set up according to [clause FFS in reference FFS].

4. Downlink signals are initially set up according to [clause FFS in reference FFS].

5. Propagation conditions are set according to Annex B clause B.1.1.

6. The parameters for cell re-selection are set up according to [clause FFS in reference FFS]

7. The UTRAN cell re-selection parameters are set up according to [clause FFS in reference FFS].

8. Message contents are as defined in clause 4.3.1.4.3.

4.3.1.4.2
Test procedure

[FFS]

4.3.1.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].
4.3.1.5
Test requirement
For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

[FFS]

