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7.3
PDCP

7.3.5
PDCP Handover
<Start of new section>
7.3.5.1
PDCP handover / Lossless Handover / Retransmission of PDCP SDU in the uplink 
7.3.5.1.1 Test Purpose (TP)
(1)
with { UE in E-UTRA RRC_CONNECTED state }
ensure that {
  when { UE is requested to make a handover by SS }
    then { UE re-transmits uplink PDCP SDUs }
}
7.3.5.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.323 clauses 5.5.1.3
 The following represent an extraction of the requirements relevant to the test purpose.

 [TS 36.323, clause 5.5.1.3]

When upper layers indicate that a handover has occurred, for radio bearers that are mapped on RLC AM the UE shall:

-
re-transmit all uplink PDCP SDUs starting from the first PDCP SDU for which the successful delivery of the corresponding PDCP PDU has not been confirmed by lower layers;

-
perform header compression if applicable and ciphering as specified in subclauses 5.2 and 5.3 on the PDCP SDUs.

7.3.5.1.3
Test description

TC is applicable to:

-
All UEs supporting E-UTRA. 

7.3.5.1.3.1
Pre-test conditions

System Simulator:
· Cell 1 and Cell 2 (FDD for Cell 1 and Cell 2, or TDD for Cell 1 and Cell 2).
· ROHC is not used  for headerCompression settings.
UE:
-
UE in UE Loopback Activated test state (state 4) with default RB using RLC-AM with ROHC is not used, according to table 7.3.5.1.3.1-1. 

Table 7.3.5.1.3.1-1: headerCompression settings

	Parameter
	Value

	notUsed
	NULL


7.3.5.1.3.2
Test procedure sequence
Table 7.3.5.1.3.2-1 Main Behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS creates a PDCP Data PDU. The Next_PDCP_TX_SN is set to "0".
	-
	-
	-
	-

	2
	The SS is configured no RLC ACK to the UE.
	-
	-
	-
	-

	3
	The SS sends the PDCP Data PDU via RLC-AM RB with the following content to the UE:

D/C field  = 1 (PDCP Data PDU)
After having send a PDU, the SS increments its counter value Next_PDCP_TX_SN by "1".
	<--
	PDCP DATA
	-
	-

	4
	Check if the UE sends a PDCP Data PDU via RLC-AM RB with the following content back to the SS:

D/C field  = 1 (PDCP Data PDU)

data: previously received packet
	-->
	PDCP DATA
	-
	-

	
	
	
	
	
	

	5
	The SS requests UE to make a handover with the RRC CONNECTION RECONFIGURATION message as signalled to the UE (parameter values as used in RRC testing).
	<--
	RRCConnectionReconfiguration


	-
	-

	6
	Check if UE has completed the RRC connection reconfiguration.
	-->
	RRCConnectionReconfigurationComplete


	-
	-

	7
	Check if the UE resends all the PDCP SDU in the PDCP Data PDU via RLC-AM RB with the following content back to the SS:

D/C field  = 1 (PDCP Data PDU)

data: previously received packet 
	-->
	PDCP DATA
	1
	P


7.3.5.1.3.3 
Specific message contents
Table 7.3.5.1.3.3-1 RRCConnectionReconfiguration (Step 5, 7.3.5.1.3.2-1)
FFS

Table 7.3.5.1.3.3-2 RRCConnectionReconfigurationComplete (Step 6, 7.3.5.1.3.2-1)

FFS

<End of new section>
