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<Start of modified section>

4.6
Default RRC message and information elements contents
This clause contains the default values of common RRC messages and  information elements, which unless indicated otherwise in specific clauses of TS 36.521-1 [21] and TS 36.523-1 [18]. All the messages and information elements are listed in alphabetical order.

Editor’s Note:
This section is based on 36.331 v8.3.0 i.e. after RAN#41.

4.6.1
Contents of RRC messages
–
DLInformationTransfer
Table 4.6.1-1: DLInformationTransfer
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	 DLInformationTransfer ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      dlInformationTransfer-r8 SEQUENCE {
	
	
	

	        informationType CHOICE {
	
	
	

	          nas3GPP 
	Set according to specific message content
	
	

	        }
	
	
	

	        ...
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
HandoverFromEUTRAPreparationRequest
Table 4.6.1-2: HandoverFromEUTRAPreparationRequest
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	HandoverFromEUTRAPreparationRequest ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      handoverFromEUTRAPreparationRequest-r8 SEQUENCE {
	
	
	

	        cdma2000-Type
	type1XRTT
	
	

	        cmda2000-RAND
	A random value, generated by the SS
	
	

	        cdma2000-DedicatedInfo
	Set according to specific message content
	
	

	        ...
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
MeasurementReport
Table 4.6.1-3: MeasurementReport
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measuredResults
	Set according to specific message content
	
	

	        ...
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
MobilityFromEUTRACommand
Table 4.6.1-4: MobilityFromEUTRACommand

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromEUTRACommand ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      mobilityFromEUTRACommand-r8 SEQUENCE {
	
	
	

	        t304
	FFS
	
	

	        targetRAT-Type
	Set according to specific message content
	
	

	        targetRAT-MessageContainer
	Set according to specific message content
	
	

	        ...
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
Paging
Table 4.6.1-5: Paging
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	Paging ::= SEQUENCE {
	
	
	

	      pagingRecordList SEQUENCE (SIZE (1..maxPageRec)) OF SEQUENCE {
	1 entry
	
	

	        ue-Identity[0] CHOICE {
	
	
	

	          s-TMSI
	Set to the value of the S-TMSI of the UE
	
	

	        }
	
	
	

	        pagingCause[0]
	FFS
	
	

	      }
	
	
	

	      systemInfoModification 
	Not present
	
	

	      ...
	
	
	

	
	
	
	

	
	
	
	

	}
	
	
	


–
RRCConnectionReconfiguration
Table 4.6.1-6: RRCConnectionReconfiguration
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	Not present
	
	

	        mobilityControlInformation
	Not present
	
	

	        nas-DedicatedInformation
	Not present
	
	

	        radioResourceConfiguration
	RadioResourceConfigDedicated-SRB2-DRB(n, m)
	
	SRB2-DRB(n, m)

	
	RadioResourceConfigDedicated-DRB(n, m)
	
	DRB(n,m)

	
	RadioResourceConfigDedicated-SRB1-SRB2-DRB(n, m)
	
	SRB1-SRB2-DRB(n,m)

	
	RadioResourceConfigDedicated-HO
	
	RBC-HO

	        securityConfiguration
	Not present
	
	

	        ue-RelatedInformation
	Not present
	
	

	        ...
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	SRB2-DRB(n,m)
	Establishment of a SRB and DRB combination with n x AM DRB and m x UM DRB (including establishment of SRB2)

	DRB(n,m)
	Establishment of additional n x AM DRB:s and m x UM DRB:s (SRB2 should already be established)

	SRB1-SRB2-DRB(n,m)
	Establishment of a SRB and DRB combination with n x AM DRB and m x UM DRB (including establishment of SRB1 and SRB2)

	RBC-HO
	Intra LTE handover


–
RRCConnectionReconfigurationComplete
Table 4.6.1-7: RRCConnectionReconfigurationComplete
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfigurationComplete ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReconfigurationComplete-r8 SEQUENCE {
	
	
	

	
	
	
	

	    } 
	
	
	

	  }
	
	
	

	}
	
	
	


<End of modified section>
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