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Introduction:
This document summarizes R5-085108, a CR that proposes to correct “Detach / re-attach required” test case (clause 9.2.2.2.1) in order to:
- keep consistency with the changes in TS24.301 v1.1.0 [1].
- define specific messages contents for this test case.

Proposed changes in R5-085108:
1. Correction of test case in 9.2.2.2.1

1.1 Update of the Conformance requirements
The Conformance requirements should be updated as follows because the related description in the core specification “TS24.301 v1.1.0” has been changed. 

9.2.2.2.1.2
Conformance requirements
References: The conformance requirement covered in the present TC is specified in: 3GPP TS 24.301 clauses 5.5.2.3.2. The following represents a copy/paste extraction of the requirements relevant to the test purpose; any references within the copy/paste text should be understood within the scope of the core spec they have been copied from.
[TS24.301 clause5.5.2.3.2]

When receiving the DETACH REQUEST message and the Detach type IE indicates "re-attach required", the UE shall deactivate the EPS bearer context(s) including the default EPS bearer context locally without peer-to-peer signalling between the UE and the MME. The UE shall then send a DETACH ACCEPT message to the network and enter state EMM-DEREGISTERED. The UE shall, after the completion of the detach procedure, initiate an attach procedure, initiate an attach procedure, using the existing NAS signalling connection.
A UE which receives a DETACH REQUEST message with detach type indicating "re-attach required" or "re-attach not required" and no cause code, is detached only for EPS services.
...
If the detach type IE indicates "IMSI detach" or "re-attach required" then the UE shall ignore the cause code if received.

 1.2 Addition of Specific message contents table
Specific message contents tables for DETACH REQUEST, ATTACH REQUEST and ATTACH ACCEPT message should be newly added as follows because there are differences between contents of these default messages in TS36.508 and contents of these messges using this test case..

9.2.2.2.1.3.3
Specific message contents
Table 9.2.2.2.1.3.3-1: Message DETACH REQUEST (step 1, Table 9.2.2.2.1.3.2-1)
	Derivation path: 36.508 table 4.7.2-12

	Information Element
	Value/Remark
	Comment
	Condition

	Detach type
	001
	“re-attach required”
	


Table 9.2.2.2.1.3.3-2: Message ATTACH REQUEST (step 8, Table 9.2.2.2.1.3.2-1)

	Derivation path: 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI or IMSI
	GUTI-1
	
	


Table 9.2.2.2.1.3.3-3: Message ATTACH ACCEPT (step 13, Table 9.2.2.2.1.3.2-1)

	Derivation path: 36.508 table 4.7.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	TAI list
	
	
	

	  Length of tracking area identity list contents
	00001000
	8 octets
	

	  Number of elements
	00000
	1 element
	

	  Type of list
	000
	One PLMN with non-consecutive TACs
	

	  Partial tracking area identity list
	TAI-1
	
	

	GUTI
	GUTI-2
	
	



In relation to the above mentioned modification, the editor’s note should be deleted as follows,


…..
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