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<Start of Introduction>
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	EPS MOBILITY MANAGEMENT PROCEDURE
	
	
	
	
	

	9.1.1.1
	Successful case, allocate a GUTI and provide a new TAI list to a particular UE, not related to attach or tracking area updating procedures.
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.1.2
	GUTI reallocation procedure, no TA list
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.2.1
	Authentication accepted
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.3.1
	NAS security mode command accepted by the UE
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.3.2
	NAS security mode command not accepted by the UE
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.4.1
	Identification procedure, IMSI requested
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.1
	Attach Procedure / Success (valid GUTI)
	Rel-8
	C03
	UEs supporting E-UTRA and not CS fallback capable
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.2
	Attach Procedure / Success / With IMSI, GUTI reallocation
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.1
	Successful combined attach procedure / EPS and non-EPS services
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.1.1
	UE initiated detach / UE switched off
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.2.1
	NW initiated detach / re-attach required
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	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.1.2
	UE initiated detach / USIM removed from the UE
	Rel-8
	C03
	UEs supporting E-UTRA and USIM removal without power down
	pc_eFDD, pc_USIM_Removal
	

	
	
	
	
	
	pc_eTDD, pc_USIM_Removal
	

	9.2.2.2.2
	Detach / re-attach not required / Illegal UE
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
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	9.2.2.2.3
	Detach / re-attach not required / GPRS services not allowed
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD AND pc_CSfallback
	

	
	
	
	
	
	pc_eFDD AND pc_CSfallback
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	Detach / re-attach not required / GPRS services and non-GPRS services not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
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	9.2.2.2.5
	Detach / re-attach not required / PLMN not allowed
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
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	9.2.3.1.1
	Normal tracking area update / accepted
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.2
	Normal tracking area update / accepted / “Active” flag set
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	
	
	
	
	
	
	

	9.2.3.1.5
	Periodic tracking area update / accepted
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
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	9.2.3.2.1
	Combined tracking area update successful
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.1
	Service request initiated by UE for user data
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
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