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Discussion and decision
1
Introduction

The purpose of this contribution is to update cell descriptions uniformly in the latest version of TS 36.523-1. 
2
Discussion

There are several different ways of describing cell configuration of SS in current 36.523-1 as:
For one cell:
7.1.1.1.3.1
Pre-test conditions

System Simulator:

-
Cell 1 (For FDD or TDD)

…
7.1.1.2.3.1
Pre-test conditions

System Simulator:

-
Cell 1 (FDD or TDD).

…
7.1.3.7.3.1
Pre-test conditions

System Simulator 

-
Cell 1 (FDD and TDD).
…
9.1.2.1.3.1
Pre-test conditions

System Simulator:

-
1 cell, default parameters

…
For 2 Cells:

7.1.2.8.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 2 (FDD for Cell 1 and for Cell 2, or TDD for Cell 1 and for Cell 2).

…
8.1.2.10.3.1
Pre-test conditions

System Simulator:

-
2 cells on same E-UTRA frequency (FDD for both or TDD for both):

…
8.1.3.3.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 2 (both FDD or both TDD).

…
8.1.3.4.3.1
Pre-test conditions

System Simulator:

-
2 cells on different E-UTRA frequencies: 

-
Cell 1 (default parameters) serving cell 

-
Cell 3 (TBD parameters) inter-frequency cell

…
For more cells:

8.3.1.4.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 2, Cell 3, Cell 4 and Cell 6(FFS) (FDD for Cell 1, Cell 2, Cell 3, Cell 4  and Cell 6, or TDD for Cell 1, Cell 2, Cell 3, Cell 4  and Cell 6).

…
For non-interRAT test cases, cells described in 36.508 are applicable for both FDD and TDD, therefore no need to explicitly indicate that the cells could be applied to FDD or TDD in each test case. A uniformed cell description for the pre-test condition is need.

3
Proposal

We propose to update cell description uniformly:
1. No TDD or FDD descriptions are needed for non-interRAT testcases, except special test requirements needed. A note should be added at the beginning of the spec:
…
5
Reference Conditions

The reference environments used by all signalling and protocol tests will be specified in TS 36.508 [18]. Where a test requires an environment that is different, this will be specified in the test itself. The UE will operate in either single mode networks (FDD or TDD) when no explicitly indicated.
…
2. For single cell situation, cell 1 described in 36.508 is used as default, any test requirements different from 36.508 should be indicated explicitly:

For example:
System Simulator:

· Cell 1
…
2. For multi cells situations, which cells described in 36.508 are used should be indicated, any test requirements different from 36.508 should be indicated explicitly:
For example:

System Simulator:

· Cell 1
· Cell 4 
…
Example for inter-RAT testcases between FDD and TDD:
System Simulator:

· Cell 1 (FDD)

· Cell 2 (TDD)

…
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