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1
Introduction

The numbering of IE indexs in an array should be started from “[0]” rather than “[1]” in ASN.1 and TTCN language. Some of the IEs numbers in 36.508 and 36.523-1 are started from 1, which will cause confuse or misunderstanding in coding these messages with TTCN.
2
Proposal

We propose to rearrange the index of IEs with starting number of 0. When only one entry exists in the array, no index number is recommended to avoid confusion.
In 36.508:

-
SystemInformationBlockType1

SystemInformationBlockType1 contains information relevant when evaluating if a UE is allowed to access a cell and defines the scheduling of other system information.

Table 4.4.3.2-3: SystemInformationBlockType1
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInformation SEQUENCE {
	
	
	

	    plmn-IdentityList SEQUENCE (SIZE (1..6)) OF SEQUENCE {
	1 entry
	
	

	      plmn-Identity SEQUENCE {
	
	
	

	        mcc SEQUENCE (SIZE (3)) OF MCC-NMC-Digit
	FFS
	
	

	        mnc SEQUENCE (SIZE (2..3)) OF MCC-NMC-Digit
	FFS
	
	

	      }
	
	
	

	      cellReservedForOperatorUse
	notReserved
	
	

	    }
	
	
	

	    trackingAreaCode
	FFS
	
	

	    cellIdentity
	FFS
	
	

	    cellBarred
	notBarred
	
	

	    intraFrequencyCellReselection
	Not present
	
	

	    cellReservationExtension
	notReserved
	
	

	    csg-Indication
	FALSE
	
	

	  }
	
	
	

	  cellSelectionInfo SEQUENCE {
	
	
	

	    q-Rxlevmin
	-65 (-130 dBm)
	The equivalent configuration to

Qrxlevmin = -115dBm and CPICH Ec/Ior = -10dB in UTRA FDD case.
	

	    q-Rxlevminoffset
	Not present
	
	

	  }
	
	
	

	  frequencyBandIndicator
	Operating band under test.
	
	

	  schedulingInformation SEQUENCE (SIZE (1..maxSI-Message)) OF SEQUENCE {}
	See [subclause 4.4.3.1]
	
	

	  tdd-Configuration SEQUENCE {}
	Not present
	
	FDD

	  tdd-Configuration SEQUENCE {
	
	
	TDD

	    subframeAssignment
	sa1
	
	

	    specialSubframePatterns
	ssp7
	
	

	  }
	
	
	

	  si-WindowLength
	ms20
	To allow sufficient number of retransmissions.
	

	  systemInformationValueTag
	0
	
	

	  nonCriticalExtension SEQUENCE {}
	Not present
	
	

	}
	
	
	


–
RadioResourceConfigDedicated-SRB2-DRB(n,m)
Table 4.6.3-2: RadioResourceConfigDedicated-SRB2-DRB(n,m)
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	n is the number of AM RLC DRBs (1..N)

m is the number of UM RLC DRBs (0..M)


	

	  srb-ToAddModifyList SEQUENCE (SIZE (1..2)) OF SEQUENCE {
	1 entry
	
	

	    srb-ToAddModify
	SRB-ToAddModify-DEFAULT using condition SRB2
	
	

	  }
	
	
	

	  drb-ToAddModifyList SEQUENCE (SIZE (1..maxDRB)) OF OF SEQUENCE {
	n+m entries
	
	

	    drb-ToAddModify[k, k=0..n-1]
	DRB-ToAddModify(k) using condition AM
	n AM RLC DRBs
	

	    drb-ToAddModify[k, k=n..n+m]
	DRB-ToAddModify(k) using condition UM
	m UM RLC DRBs
	m>0

	  }   
	
	
	

	  drb-ToReleaseList
	Not present
	
	

	  transportChannelConfig CHOICE {
	
	
	

	      explicit
	MAC-MainConfiguration-RBC
	
	

	  }
	
	
	

	  physicalConfigDedicated
	PhysicalConfigDedicated-RBC 
	
	

	}
	
	
	


–
RadioResourceConfigDedicated-SRB1-SRB2-DRB(n,m)
Table 4.6.3-4: RadioResourceConfigDedicated-SRB1-SRB2-DRB(n,m)
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB1-SRB2-DRB(n, m) ::= SEQUENCE {
	
	n is the number of AM RLC DRBs (1..N)

m is the number of UM RLC DRBs (0..M)


	

	  srb-ToAddModifyList SEQUENCE (SIZE (1..2)) OF SEQUENCE {
	2 entries
	
	

	    srb-ToAddModify[0]
	SRB-ToAddModify-DEFAULT using condition SRB1
	
	

	    srb-ToAddModify[1]
	SRB-ToAddModify-DEFAULT using condition SRB2
	
	

	  }
	
	
	

	  drb-ToAddModifyList SEQUENCE (SIZE (1..maxDRB)) OF OF SEQUENCE {
	n+m entries
	
	

	    drb-ToAddModify[k, k=0..n-1]
	DRB-ToAddModify(k) using condition AM
	n AM RLC DRBs
	

	    drb-ToAddModify[k, k=n..n+m]
	DRB-ToAddModify(k) using condition UM
	m UM RLC DRBs
	m>0

	  }
	
	
	

	  drb-ToReleaseList
	Not present
	
	

	  transportChannelConfig CHOICE {
	
	
	

	      explicit
	MAC-MainConfiguration-RBC
	
	

	  }
	
	
	

	  physicalConfigDedicated
	PhysicalConfigDedicated-RBC 
	
	

	}
	
	
	


In 36.523-1:

Table 6.1.2.3.3.3-2 SystemInformationBlockType1 for cells 1, 2 and 4 (preamble and all steps, Table 6.1.2.3.3.2-1)

	Derivation Path: 36.508 clause 4.4.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInformation SEQUENCE {
	
	
	

	    plmn-IdentityList SEQUENCE (SIZE (1..6)) OF SEQUENCE {
	1 entry
	
	

	      plmn-Identity
	FFS
	same for all cells
	

	    }
	
	
	

	    trackingAreaCode
	FFS
	different for all cells
	

	    cellIdentity
	
	FFS
	

	    cellBarred
	See table 6.1.2.3.3.2-1
	
	Cell 1

Cell 2

Cell 4

	  }
	
	
	

	}
	
	
	


Table 6.1.2.6.3.3-3 SystemInformationBlockType4 for cell 1 and 2 (preamble and table 6.1.2.6.3.2-2)
	Derivation Path: 36.508 clause 4.4.3.3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType4 ::= SEQUENCE {
	
	
	

	  intraFreqNeighbouringCellList SEQUENCE (SIZE (1..maxCellIntra)) OF SEQUENCE {
	1 entry
	
	

	    physicalCellIdentity 
	Physical cell identity of Cell 2
	
	Cell 1

	
	Physical cell identity of Cell 1
	
	Cell 2

	    q-OffsetCell 
	See table 6.1.2.6.3.2-1.
	
	Cell 1

	
	
	
	Cell 2

	  }
	
	
	

	  …
	
	
	

	}
	
	
	


Table 8.1.1.1.3.3-1: Paging (step 1, Table 8.1.1.1.3.2-1)

	Derivation Path: 36.508 Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	Paging ::= SEQUENCE {
	
	
	

	  pagingRecordList SEQUENCE (SIZE (1..maxPageRec)) OF SEQUENCE {
	1 entry
	
	

	    ue-IdentityCHOICE {
	
	
	

	      s-TMSI SEQUENCE {
	
	
	

	        mmec
	Set to the different value from the S-TMSI of the UE
	
	

	        m-TMSI
	Set to the different value from the S-TMSI of the UE
	
	

	      }
	
	
	

	    }
	
	
	

	    pagingCause
	FFS
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.1.3.3.3-1: Paging (step 1, Table 8.1.1.3.3.2-1)

	Derivation Path: 36.508 Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	Paging ::= SEQUENCE {
	
	
	

	  pagingRecordList SEQUENCE (SIZE (1..maxPageRec)) OF SEQUENCE {
	3 entries
	
	

	    [0] {
	
	
	

	      ue-Identity CHOICE {
	
	
	

	        imsi
	Set to the different value from the IMSI of the UE
	
	

	        }
	
	
	

	      pagingCause
	FFS
	
	

	      }
	
	
	

	    [1] {
	
	
	

	      ue-Identity CHOICE {
	
	
	

	        imsi
	Set to the different value from the IMSI of the UE
	
	

	        }
	
	
	

	      pagingCause
	FFS
	
	

	      }
	
	
	

	    [2] {
	
	
	

	      ue-Identity CHOICE {
	
	
	

	        imsi
	Set to the different value from the IMSI of the UE
	
	

	        }
	
	
	

	      pagingCause
	FFS
	
	

	      }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.1.3.3.3-2: Paging (step 3, Table 8.1.1.3.3.2-1)

	Derivation Path: 36.508 Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	Paging ::= SEQUENCE {
	
	
	

	  pagingRecordList SEQUENCE (SIZE (1..maxPageRec)) OF SEQUENCE {
	3 entries
	
	

	    [0] {
	
	
	

	      ue-Identity CHOICE {
	
	
	

	        imsi
	Set to the different value from the IMSI of the UE
	
	

	      }
	
	
	

	      pagingCause
	FFS
	
	

	      }
	
	
	

	    [1] {
	
	
	

	      ue-Identity CHOICE {
	
	
	

	        imsi
	Set to the different value from the IMSI of the UE
	
	

	      }
	
	
	

	      pagingCause
	FFS
	
	

	      }
	
	
	

	    [2] {
	
	
	

	      ue-Identity CHOICE {
	
	
	

	        imsi
	Set to the value of the IMSI of the UE
	
	

	      }
	
	
	

	      pagingCause
	FFS
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.1.4.3.3-1: SystemInformationBlockType1 (all steps, Table 8.1.1.4.3.2-1)

	Derivation Path: 36.508 Table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInformation SEQUENCE {
	
	
	

	    plmn-IdentityList SEQUENCE (SIZE (1..6)) OF SEQUENCE {
	2 entries
	
	

	  [0] {
	
	
	

	      plmn-Identity SEQUENCE {
	
	
	

	        mcc
	FFS
	
	

	        mnc
	FFS
	
	

	      }
	
	
	

	      cellReservedForOperatorUse
	notReserved
	
	

	     }
	
	
	

	  [1] {
	
	
	

	      Plmn-Identity SEQUENCE {
	
	
	

	        mcc
	FFS
	
	

	        mnc
	FFS
	
	

	      }
	
	
	

	      cellReservedForOperatorUse
	notReserved
	
	

	     }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.2.5.3.3-2: SystemInformationBlockType2 for Cell 1 and Cell 2 (preamble and all steps, Table 8.1.2.5.3.2-2)

	Derivation Path: 36.508, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  accessBarringInformation SEQUENCE {
	
	
	

	    accessBarringForEmergencyCalls
	FALSE
	
	

	    accessBarringForSignalling
	Not present
	
	

	    accessBarringForOriginatingCalls SEQUENCE {
	
	
	

	      accessProbabilityFactor
	p00
	
	

	      accessBarringTime
	s4
	
	

	      accessClassBarringList SEQUENCE (SIZE (maxAC)) OF SEQUENCE {
	5 entries
	
	

	        accessClassBarring[0]
	FALSE
	
	

	        accessClassBarring[1]
	FALSE
	
	

	        accessClassBarring[2]
	FALSE
	
	

	        accessClassBarring[3]
	FALSE
	
	

	        accessClassBarring[4]
	FALSE
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.2.7.3.3-2: SystemInformationBlockType2 for Cell 1 and Cell 2 (preamble and all steps, Table 8.1.2.7.3.2-2)

	Derivation Path: 36.508, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  accessBarringInformation SEQUENCE {
	
	
	

	    accessBarringForEmergencyCalls
	TRUE
	
	

	    accessBarringForSignalling SEQUENCE {
	
	
	

	      accessProbabilityFactor
	p00 
	
	

	      accessBarringTime
	s4
	
	

	      accessClassBarringList SEQUENCE (SIZE (maxAC)) OF SEQUENCE {
	5 entries
	
	

	        accessClassBarring[0]
	FALSE
	
	

	        accessClassBarring[1]
	FALSE
	
	

	        accessClassBarring[2]
	FALSE
	
	

	        accessClassBarring[3]
	FALSE
	
	

	        accessClassBarring[4]
	FALSE
	
	

	      }
	
	
	

	    }
	
	
	

	    accessBarringForOriginatingCalls SEQUENCE {
	
	
	

	      accessProbabilityFactor
	p00 
	
	

	      accessBarringTime
	s4
	
	

	      accessClassBarringList SEQUENCE (SIZE (maxAC)) OF SEQUENCE {
	5 entries
	
	

	        accessClassBarring[0]
	FALSE
	
	

	        accessClassBarring[1]
	FALSE
	
	

	        accessClassBarring[2]
	FALSE
	
	

	        accessClassBarring[3]
	FALSE
	
	

	        accessClassBarring[4]
	FALSE
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.3.5.3.3-1: RRCConnectionRelease (step 2, Table 8.1.3.5.3.2-1)

	Derivation Path: 36.508 Table 4.6.1-14

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionRelease-r8 SEQUENCE {
	
	
	

	        idleModeMobilityControlInfo SEQUENCE {
	
	
	

	          interFreqPriorityList  SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	2 entries
	
	

	         [0] {
	
	
	

	            eutra-CarrierFreq SEQUENCE {
	
	
	

	              earfcn-DL
	Same downlink EARFCN as used for Cell 3
	
	

	            }
	
	
	

	            cellReselectionPriority
	1
	
	

	            }
	
	
	

	         [1] {
	
	
	

	            eutra-CarrierFreqSEQUENCE {
	
	
	

	              earfcn-DL
	Same downlink EARFCN as used for Cell 5
	
	

	            }
	
	
	

	           }
	
	
	

	            cellReselectionPriority
	5
	
	

	          }
	
	
	

	          geran-FreqPriorityList
	Not present
	
	

	          utra-FDD-FreqPriorityList
	Not present
	
	

	          utra-TDD-FreqPriorityList
	Not present
	
	

	          hrpd-BandClassPriorityList
	Not present
	
	

	          oneXRTT-BandClassPriorityList
	Not present
	
	

	          t320
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.1.7.3.3-1: RRCConnectionReconfiguration (step 8)
	Derivation Path: 36.508 table 4.6.1-6,  condition SRB2-DRB(1, 0)

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfiguration SEQUENCE {
	
	
	

	           srb-ToAddModifyList SEQUENCE (SIZE (1..2)) OF SEQUENCE {
	1 entry
	
	

	             srb-ToAddModify  SEQUENCE {
	
	
	

	                rlc-Configuration CHOICE {
	
	
	

	                  explicit
	RLC-Configuration-NON-DEFAULT-SRB2
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.1.3.3-2: RadioResourceConfigDedicated-DRB-RELEASE (step 1)
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-DRB-RELEASE ::= SEQUENCE {
	
	
	

	  srb-ToAddModifyList  
	Not present
	
	

	  drb-ToAddModifyList
	Not present
	
	

	  drb-ToReleaseList SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {
	1 entry
	
	

	    drb-Identity
	FFS
	
	

	  }
	
	
	

	  transportChannelConfig 
	Not present
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


Table 8.2.4.1.3.3-1 RRCConnectionReconfiguration (step 1, Table 8.2.4.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration SEQUENCE {
	
	
	

	          measObjectToRemoveList
	Not present
	
	

	          measObjectToAddModifyList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	            measObjectId
	IdMeasObjectEUTRA-MO1
	
	

	            measObject CHOICE {
	
	
	

	              measObjectEUTRA
	MeasObjectEUTRA-MO1
	
	

	            }
	
	
	

	          }
	
	
	

	          reportConfigToRemoveList
	Not present
	
	

	          reportConfigToAddModifyList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	            reportConfigId
	IdReportConfigEUTRA-RC1
	
	

	            reportConfig CHOICE {
	
	
	

	              reportConfigEUTRA
	ReportConfigEUTRA-RC1
	
	

	            }
	
	
	

	          }
	
	
	

	          measIdToRemoveList
	Not present
	
	

	          measIdToAddModifyList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	            measId
	1
	
	

	            measObjectId
	IdMeasObjectEUTRA-MO1
	
	

	            reportConfigId
	IdReportConfigEUTRA-RC1
	
	

	          }
	
	
	

	          quantityConfig
	FFS
	
	

	          measGapConfig
	Not present
	
	

	          s-Measure
	Not present
	
	

	          hrpd-PreRegistrationInfo
	Not present
	
	

	          mbsfn-NeighbourCellConfig
	Not present
	
	

	          speedDependentParameters
	Not present
	
	

	        }
	
	
	

	        radioResourceConfiguration
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	
	
	
	

	MeasObjectEUTRA ::= SEQUENCE {
	MeasObjectEUTRA-MO1
	
	

	  eutra-CarrierInfo SEQUENCE {
	
	
	

	    earfcn-DL
	Same downlink EARFCN as used for Cell 2
	
	

	  }
	
	
	

	  measurementBandwidth
	Not present
	
	

	  offsetFreq
	dB0
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModifyList
	Not present
	
	

	  blackListedCellsToRemoveList
	Not present
	
	

	  blackListedCellsToAddModifyList
	Not present
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	}
	
	
	

	
	
	
	

	ReportConfigEUTRA ::= SEQUENCE {
	ReportConfigEUTRA-RC1
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA3 SEQUENCE {
	
	
	

	          a3-Offset
	FFS
	
	

	        }
	
	
	

	      }
	
	
	

	      hysteresis
	FFS
	
	

	      timeToTrigger
	FFS
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrp
	
	

	  reportQuantity
	sameAsTriggerQuantity
	
	

	  maxReportCells
	8
	
	

	  reportInterval
	Not present
	
	

	  reportAmount
	Not present
	
	

	  ...
	
	
	

	}
	
	
	

	
	
	
	


Table 8.2.4.1.3.3-2 MeasurementReport (step 4, Table 8.2.4.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-3

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measuredResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServing
	FFS
	
	

	          mobilityMeasResults CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physicalCellIdentity
	PhysicalCellIdentity of Cell 2 (see 36.508 clause 4.4.4.2)
	
	

	              globalCellIdentity
	Not present
	
	

	              measResultEUTRA SEQUENCE {
	
	
	

	                rsrpResult
	FFS
	
	

	                rsrqResult
	Not present
	
	

	                ...
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


.

Table 8.2.4.2.3.3-1 RRCConnectionReconfiguration (step 1, Table 8.2.4.2.3.2-2)
	Derivation Path: 36.508, Table 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration SEQUENCE {
	
	
	

	          measObjectToRemoveList
	Not present
	
	

	          measObjectToAddModifyList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	            measObjectId
	IdMeasObjectEUTRA-MO1
	
	

	            measObject CHOICE {
	
	
	

	              measObjectEUTRA
	MeasObjectEUTRA-MO1
	
	

	            }
	
	
	

	          }
	
	
	

	          reportConfigToRemoveList
	Not present
	
	

	          reportConfigToAddModifyList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	            reportConfigId
	IdReportConfigEUTRA-RC1
	
	

	            reportConfig CHOICE {
	
	
	

	              reportConfigEUTRA
	ReportConfigEUTRA-RC1
	
	

	            }
	
	
	

	          }
	
	
	

	          measIdToRemoveList
	Not present
	
	

	          measIdToAddModifyList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	            measId
	1
	
	

	            measObjectId
	IdMeasObjectEUTRA-MO1
	
	

	            reportConfigId
	IdReportConfigEUTRA-RC1
	
	

	          }
	
	
	

	          quantityConfig
	FFS
	
	

	          measGapConfig
	Not present
	
	

	          s-Measure
	Not present
	
	

	          hrpd-PreRegistrationInfo
	Not present
	
	

	          mbsfn-NeighbourCellConfig
	Not present
	
	

	          speedDependentParameters
	Not present
	
	

	        }
	
	
	

	        radioResourceConfiguration
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	
	
	
	

	MeasObjectEUTRA ::= SEQUENCE {
	MeasObjectEUTRA-MO1
	
	

	  eutra-CarrierInfo SEQUENCE {
	
	
	

	    earfcn-DL
	Same downlink EARFCN as used for Cell 2
	
	

	  }
	
	
	

	  measurementBandwidth
	Not present
	
	

	  offsetFreq
	dB0
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModifyList
	Not present
	
	

	  blackListedCellsToRemoveList
	Not present
	
	

	  blackListedCellsToAddModifyList
	Not present
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	}
	
	
	

	
	
	
	

	ReportConfigEUTRA ::= SEQUENCE {
	ReportConfigEUTRA-RC1
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA3 SEQUENCE {
	
	
	

	          a3-Offset
	FFS
	
	

	        }
	
	
	

	      }
	
	
	

	      hysteresis
	FFS
	
	

	      timeToTrigger
	FFS
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrp
	
	

	  reportQuantity
	sameAsTriggerQuantity
	
	

	  maxReportCells
	8
	
	

	  reportInterval
	Not present
	
	

	  reportAmount
	Not present
	
	

	  ...
	
	
	

	}
	
	
	

	
	
	
	


Table 8.2.4.2.3.3-2 MeasurementReport (step 4, Table 8.2.4.2.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-3

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measuredResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServing
	FFS
	
	

	          mobilityMeasResults CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physicalCellIdentity
	PhysicalCellIdentity of Cell 2 (see 36.508 clause 4.4.4.2)
	
	

	              globalCellIdentity
	Not present
	
	

	              measResultEUTRA SEQUENCE {
	
	
	

	                rsrpResult
	FFS
	
	

	                rsrqResult
	Not present
	
	

	                ...
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.5.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.4.6.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration SEQUENCE {
	
	
	

	          measObjectToRemoveList
	Not present
	
	

	          measObjectToAddModifyList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	            measObjectId
	IdMeasObjectEUTRA-MO1
	
	

	            measObject CHOICE {
	
	
	

	              measObjectEUTRA
	MeasObjectEUTRA-MO1
	
	

	            }
	
	
	

	          }
	
	
	

	          reportConfigToRemoveList
	Not present
	
	

	          reportConfigToAddModifyList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	            reportConfigId
	IdReportConfigEUTRA-RC1
	
	

	            reportConfig CHOICE {
	
	
	

	              reportConfigEUTRA
	ReportConfigEUTRA-RC1
	
	

	            }
	
	
	

	          }
	
	
	

	          measIdToRemoveList
	Not present
	
	

	          measIdToAddModifyList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	            measId
	1
	
	

	            measObjectId
	IdMeasObjectEUTRA-MO1
	
	

	            reportConfigId
	IdReportConfigEUTRA-RC1
	
	

	          }
	
	
	

	          quantityConfig
	FFS
	
	

	          measGapConfig
	Not present
	
	

	          s-Measure
	Not present
	
	

	          hrpd-PreRegistrationInfo
	Not present
	
	

	          mbsfn-NeighbourCellConfig
	Not present
	
	

	          speedDependentParameters
	Not present
	
	

	        }
	
	
	

	        radioResourceConfiguration
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	
	
	
	

	MeasObjectEUTRA ::= SEQUENCE {
	MeasObjectEUTRA-MO1
	
	

	  eutra-CarrierInfo SEQUENCE {
	
	
	

	    earfcn-DL
	Same downlink EARFCN as used for Cell 2
	
	

	  }
	
	
	

	  measurementBandwidth
	Not present
	
	

	  offsetFreq
	dB0
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModifyList
	Not present
	
	

	  blackListedCellsToRemoveList
	Not present
	
	

	  blackListedCellsToAddModifyList
	Not present
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	}
	
	
	

	
	
	
	

	ReportConfigEUTRA ::= SEQUENCE {
	ReportConfigEUTRA-RC1
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA3 SEQUENCE {
	
	
	

	          a3-Offset
	FFS
	
	

	        }
	
	
	

	      }
	
	
	

	      hysteresis
	FFS
	
	

	      timeToTrigger
	FFS
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrp
	
	

	  reportQuantity
	sameAsTriggerQuantity
	
	

	  maxReportCells
	8
	
	

	  reportInterval
	Not present
	
	

	  reportAmount
	Not present
	
	

	  ...
	
	
	

	}
	
	
	

	
	
	
	


Table 8.2.4.5.3.3-2: MeasurementReport (step 4)

	Derivation Path: 36.508, Table 4.6.1-3

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measuredResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServing
	FFS
	
	

	          mobilityMeasResults CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physicalCellIdentity
	PhysicalCellIdentity of Cell 2 (see 36.508 clause 4.4.4.2)
	
	

	              globalCellIdentity
	Not present
	
	

	              measResultEUTRA SEQUENCE {
	
	
	

	                rsrpResult
	FFS
	
	

	                rsrqResult
	Not present
	
	

	                ...
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.6.2.3.3-1 RRCConnectionReconfiguration (step 1, Table 8.2.4.6.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration SEQUENCE {
	
	
	

	          measObjectToRemoveList
	Not present
	
	

	          measObjectToAddModifyList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	            measObjectId
	IdMeasObjectEUTRA-MO1
	
	

	            measObject CHOICE {
	
	
	

	              measObjectEUTRA
	MeasObjectEUTRA-MO1
	
	

	            }
	
	
	

	          }
	
	
	

	          reportConfigToRemoveList
	Not present
	
	

	          reportConfigToAddModifyList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	            reportConfigId
	IdReportConfigEUTRA-RC1
	
	

	            reportConfig CHOICE {
	
	
	

	              reportConfigEUTRA
	ReportConfigEUTRA-RC1
	
	

	            }
	
	
	

	          }
	
	
	

	          measIdToRemoveList
	Not present
	
	

	          measIdToAddModifyList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	            measId
	1
	
	

	            measObjectId
	IdMeasObjectEUTRA-MO1
	
	

	            reportConfigId
	IdReportConfigEUTRA-RC1
	
	

	          }
	
	
	

	          quantityConfig
	FFS
	
	

	          measGapConfig
	Not present
	
	

	          s-Measure
	Not present
	
	

	          hrpd-PreRegistrationInfo
	Not present
	
	

	          mbsfn-NeighbourCellConfig
	Not present
	
	

	          speedDependentParameters
	Not present
	
	

	        }
	
	
	

	        radioResourceConfiguration
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	
	
	
	

	MeasObjectEUTRA ::= SEQUENCE {
	MeasObjectEUTRA-MO1
	
	

	  eutra-CarrierInfo SEQUENCE {
	
	
	

	    earfcn-DL
	Same downlink EARFCN as used for Cell 3
	
	

	  }
	
	
	

	  measurementBandwidth
	Not present
	
	

	  offsetFreq
	dB0
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModifyList
	Not present
	
	

	  blackListedCellsToRemoveList
	Not present
	
	

	  blackListedCellsToAddModifyList
	Not present
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	}
	
	
	

	
	
	
	

	ReportConfigEUTRA ::= SEQUENCE {
	ReportConfigEUTRA-RC1
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA3 SEQUENCE {
	
	
	

	          a3-Offset
	FFS
	
	

	        }
	
	
	

	      }
	
	
	

	      hysteresis
	FFS
	
	

	      timeToTrigger
	FFS
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrp
	
	

	  reportQuantity
	sameAsTriggerQuantity
	
	

	  maxReportCells
	8
	
	

	  reportInterval
	Not present
	
	

	  reportAmount
	Not present
	
	

	  ...
	
	
	

	}
	
	
	

	
	
	
	


Table 8.2.4.6.3.3-2 MeasurementReport (step 4, Table 8.2.4.6.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-3

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measuredResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServing
	FFS
	
	

	          mobilityMeasResults CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physicalCellIdentity
	PhysicalCellIdentity of Cell 3 (see 36.508 clause 4.4.4.3)
	
	

	              globalCellIdentity
	Not present
	
	

	              measResultEUTRA SEQUENCE {
	
	
	

	                rsrpResult
	FFS
	
	

	                rsrqResult
	Not present
	
	

	                ...
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.7.3.3-1 RRCConnectionReconfiguration (step 1, Table 8.2.4.7.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration SEQUENCE {
	
	
	

	          measObjectToRemoveList
	Not present
	
	

	          measObjectToAddModifyList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	            measObjectId
	IdMeasObjectEUTRA-MO1
	
	

	            measObject CHOICE {
	
	
	

	              measObjectEUTRA
	MeasObjectEUTRA-MO1
	
	

	            }
	
	
	

	          }
	
	
	

	          reportConfigToRemoveList
	Not present
	
	

	          reportConfigToAddModifyList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	            reportConfigId
	IdReportConfigEUTRA-RC1
	
	

	            reportConfig CHOICE {
	
	
	

	              reportConfigEUTRA
	ReportConfigEUTRA-RC1
	
	

	            }
	
	
	

	          }
	
	
	

	          measIdToRemoveList
	Not present
	
	

	          measIdToAddModifyList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	            measId
	1
	
	

	            measObjectId
	IdMeasObjectEUTRA-MO1
	
	

	            reportConfigId
	IdReportConfigEUTRA-RC1
	
	

	          }
	
	
	

	          quantityConfig
	FFS
	
	

	          measGapConfig
	Not present
	
	

	          s-Measure
	Not present
	
	

	          hrpd-PreRegistrationInfo
	Not present
	
	

	          mbsfn-NeighbourCellConfig
	Not present
	
	

	          speedDependentParameters
	Not present
	
	

	        }
	
	
	

	        radioResourceConfiguration
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	
	
	
	

	MeasObjectEUTRA ::= SEQUENCE {
	MeasObjectEUTRA-MO1
	
	

	  eutra-CarrierInfo SEQUENCE {
	
	
	

	    earfcn-DL
	Same downlink EARFCN as used for Cell 2
	
	

	  }
	
	
	

	  measurementBandwidth
	Not present
	
	

	  offsetFreq
	dB0
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModifyList
	Not present
	
	

	  blackListedCellsToRemoveList
	Not present
	
	

	  blackListedCellsToAddModifyList
	Not present
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	}
	
	
	

	
	
	
	

	ReportConfigEUTRA ::= SEQUENCE {
	ReportConfigEUTRA-RC1
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA3 SEQUENCE {
	
	
	

	          a3-Offset
	FFS
	
	

	        }
	
	
	

	      }
	
	
	

	      hysteresis
	FFS
	
	

	      timeToTrigger
	FFS
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrp
	
	

	  reportQuantity
	sameAsTriggerQuantity
	
	

	  maxReportCells
	8
	
	

	  reportInterval
	Not present
	
	

	  reportAmount
	Not present
	
	

	  ...
	
	
	

	}
	
	
	

	
	
	
	


Table 8.2.4.7.3.3-2 MeasurementReport (step 4, Table 8.2.4.7.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-3

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measuredResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServing
	FFS
	
	

	          mobilityMeasResults CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physicalCellIdentity
	PhysicalCellIdentity of Cell 2 (see 36.508 clause 4.4.4.2)
	
	

	              globalCellIdentity
	Not present
	
	

	              measResultEUTRA SEQUENCE {
	
	
	

	                rsrpResult
	FFS
	
	

	                rsrqResult
	Not present
	
	

	                ...
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.1.3.3-1 RRCConnectionReconfiguration (step 1): measurementConfiguration test specific information elements

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	
	
	
	

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration ::= SEQUENCE {
	
	
	

	          measObjectToAddModifyList::= SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	            measObjectId
	IdMeasObjectEUTRA-MO1
	
	

	            measObject
	MeasObjectEUTRA-MO1
	
	

	          }
	
	
	

	          reportConfigToAddModifyList ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	            reportConfigId
	IdReportConfigEUTRA-RC1
	
	

	            reportConfig
	ReportConfigEUTRA-RC1
	
	

	          }
	
	
	

	          measIdToAddModifyList ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	            measId
	1
	
	

	            measObjectId
	IdMeasObjectEUTRA-MO1
	
	

	            reportConfigId
	IdReportConfigEUTRA-RC1
	
	

	          }
	
	
	

	          quantityConfig ::= SEQUENCE {
	
	
	

	            quantityConfigEUTRA
	
	
	

	              filterCoefficient
	FFS
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	
	
	
	

	measObjectEUTRA ::= SEQUENCE {
	MeasObjectEUTRA-MO1
	
	

	  eutra-CarrierInfo SEQUENCE {},
	
	Identifies E-UTRA carrier frequency
	

	  measurementBandwidth
	
	FFS
	

	  offsetFreq
	0 dB
	Default 
	

	
	
	Neighbour cell list
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModifyList 
	Not present
	
	

	
	
	Black lists
	

	  blackListedCellsToRemoveList
	Not present
	
	

	  blackListedCellsToAddModifyList
	Not present
	
	

	}
	
	
	

	
	
	
	

	
	
	
	

	reportConfigEUTRA ::= SEQUENCE {
	ReportConfigEUTRA-RC1
	
	

	  eventId CHOICE {
	
	
	

	    eventA1 SEQUENCE {
	
	
	

	      a1-Threshold
	TBD
	
	

	    }
	
	
	

	  }
	
	
	

	
	
	
	

	  triggerQuantity
	rsrp
	Reference Signal Received Power
	

	  hysteresis
	TBD [ > 0 dB]
	FFS
	

	  timeToTrigger
	0 seconds
	
	

	  reportQuantity
	sameAsTriggerQuantity
	
	

	  maxReportCells
	1
	Report Cell 1
	

	  reportInterval SEQUENCE {}
	2 seconds
	Periodical reporting required
	

	  reportAmount SEQUENCE {}
	Not present
	
	

	}
	
	
	

	
	
	
	

	
	
	
	


Table 8.3.1.1.3.3-2 MasurementReport (steps 6, 7 and 9): measuredResults test specific information elements

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-3

	Information Element
	Value/remark
	Comment
	Condition

	
	
	
	

	measuredResults ::= SEQUENCE {
	
	
	

	  measId
	1
	
	

	  measuredResultServing ::= SEQUENCE {}
	
	FFS
	

	  mobilityMeasResults CHOICE {
	
	
	

	    measResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	      physicalCellIdentity
	1
	Report Cell 1
	

	      measResultEUTRA ::= SEQUENCE {}
	rsrp
	FFS
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	
	
	
	

	
	
	
	


Table 8.3.1.2.3.3-1 RRCConnectionReconfiguration (step 1): measurementConfiguration test specific information elements

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	
	
	
	

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration ::= SEQUENCE {
	
	
	

	          measObjectToAddModifyList::= SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	            measObjectId[1]
	IdMeasObjectEUTRA-MO1
	
	

	            measObject[1]
	MeasObjectEUTRA-MO1
	
	

	          }
	
	
	

	          reportConfigToAddModifyList ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	            reportConfigId
	IdReportConfigEUTRA-RC1
	
	

	            reportConfig
	ReportConfigEUTRA-RC1
	
	

	          }
	
	
	

	          measIdToAddModifyList ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	            measId
	1
	
	

	            measObjectId
	IdMeasObjectEUTRA-MO1
	
	

	            reportConfigId
	IdReportConfigEUTRA-RC1
	
	

	          }
	
	
	

	          quantityConfig ::= SEQUENCE {
	
	
	

	            quantityConfigEUTRA
	
	
	

	              filterCoefficient
	FFS
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	
	
	
	

	measObjectEUTRA ::= SEQUENCE {
	MeasObjectEUTRA-MO1
	
	

	  eutra-CarrierInfo SEQUENCE {},
	
	Identifies E-UTRA carrier frequency
	

	  measurementBandwidth
	
	FFS
	

	  offsetFreq
	0 dB
	Default 
	

	
	
	Neighbour cell list
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModifyList 
	Not present
	
	

	
	
	Black lists
	

	  blackListedCellsToRemoveList
	Not present
	
	

	  blackListedCellsToAddModifyList
	Not present
	
	

	}
	
	
	

	
	
	
	

	
	
	
	

	reportConfigEUTRA ::= SEQUENCE {
	ReportConfigEUTRA-RC1
	
	

	  eventId CHOICE {
	
	
	

	    eventA2 SEQUENCE {
	
	
	

	      a2-Threshold
	TBD
	
	

	    }
	
	
	

	  }
	
	
	

	
	
	
	

	  triggerQuantity
	rsrp
	Reference Signal Received Power
	

	  hysteresis
	TBD [ ≠ 0 dB]
	FFS
	

	  timeToTrigger
	0 seconds
	
	

	  reportQuantity
	sameAsTriggerQuantity
	
	

	  maxReportCells
	1
	Report Cell 1
	

	  reportInterval SEQUENCE {}
	2 seconds
	Periodical reporting required
	

	  reportAmount SEQUENCE {}
	Not present
	
	

	}
	
	
	

	
	
	
	

	
	
	
	


Table 8.3.1.2.3.3-2 MasurementReport (steps 6, 7 and 9): measuredResults test specific information elements

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-3

	Information Element
	Value/remark
	Comment
	Condition

	
	
	
	

	measuredResults ::= SEQUENCE {
	
	
	

	  measId
	1
	
	

	  measuredResultServing ::= SEQUENCE {}
	
	FFS
	

	  mobilityMeasResults CHOICE {
	
	
	

	    measResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	      physicalCellIdentity
	1
	Report Cell 1
	

	      measResultEUTRA ::= SEQUENCE {}
	rsrp
	FFS
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	
	
	
	

	
	
	
	


Table 8.3.1.4.3.3-1 RRCConnectionReconfiguration (step 1, Table 8.3.1.4.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	
	
	
	

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration ::= SEQUENCE {
	
	
	

	          measObjectToAddModifyList::= SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	         [0] {
	
	
	

	            measObjectId
	MeasObjectId-MO1
	
	

	            measObject
	MeasObjectEUTRA-MO1
	Intra frequency
	

	            }
	
	
	

	         [1] {
	
	
	

	            measObjectId
	MeasObjectId-MO2
	
	

	            measObject
	MeasObjectEUTRA-MO2
	Inter frequency
	

	            }
	
	
	

	          }
	
	
	

	          reportConfigToAddModifyList ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	            reportConfigId
	ReportConfigId-RC1
	
	

	            reportConfig
	ReportConfigEUTRA-RC1
	
	

	          }
	
	
	

	          measIdToAddModifyList ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	2 entries
	
	

	         [0] {
	
	
	

	            measId
	1
	
	

	            measObjectId
	MeasObjectId-MO1
	
	

	            reportConfigId
	ReportConfigId-RC1
	
	

	            }
	
	
	

	         [1] {
	
	
	

	            measId
	2
	
	

	            measObjectId
	MeasObjectId-MO2
	
	

	            reportConfigId
	ReportConfigId-RC1
	
	

	            }
	
	
	

	          }
	
	
	

	          quantityConfig ::= SEQUENCE {
	
	
	

	            quantityConfigEUTRA
	
	
	

	              filterCoefficient
	FFS
	
	

	          }
	
	
	

	          measGapConfig ::= SEQUENCE {
	
	
	

	            gapActivation CHOICE {
	
	
	

	              activate SEQUENCE {
	
	
	

	                gapPattern ENUMERATED {}
	gp1 (FFS)
	
	

	                startSFN
	FFS
	
	

	                startSubframeNumber
	FFS
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	          …
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	
	
	
	

	measObjectEUTRA ::= SEQUENCE {
	MeasObjectEUTRA-MO1
	
	

	  eutra-CarrierInfo SEQUENCE {},
	
	E-UTRA DL carrier frequency of the serving cell
	

	  measurementBandwidth
	
	FFS
	

	  offsetFreq
	0 dB
	Default 
	

	
	
	Neighbour cell list
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModifyList 
	Not present
	
	

	
	
	Black lists
	

	  blackListedCellsToRemoveList
	Not present
	
	

	  blackListedCellsToAddModifyList
	Not present
	
	

	}
	
	
	

	
	
	
	

	measObjectEUTRA ::= SEQUENCE {
	MeasObjectEUTRA-MO2
	
	

	  eutra-CarrierInfo SEQUENCE {},
	
	E-UTRA DL carrier frequency different than the serving cell
	

	  measurementBandwidth
	
	FFS
	

	  offsetFreq
	0 dB
	Default 
	

	
	
	Neighbour cell list
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModifyList 
	Not present
	
	

	
	
	Black lists
	

	  blackListedCellsToRemoveList
	Not present
	
	

	  blackListedCellsToAddModifyList
	Not present
	
	

	}
	
	
	

	
	
	
	

	
	
	
	

	reportConfigEUTRA ::= SEQUENCE {
	ReportConfigEUTRA-RC1
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      reportCGI
	FALSE
	
	

	    }
	
	
	

	  }
	
	
	

	
	
	
	

	  triggerQuantity
	rsrp
	Reference Signal Received Power
	

	  reportQuantity
	sameAsTriggerQuantity
	
	

	  maxReportCells
	4 
	Report Cell 2, Cell 3, Cell 4 and Cell 6
	

	  reportInterval SEQUENCE {}
	FFS seconds
	Periodical reporting required
	

	  reportAmount SEQUENCE {}
	Not present
	
	

	}
	
	
	

	
	
	
	

	
	
	
	


Table 8.3.1.4.3.3-2 RRCConnectionReconfiguration (step 8, Table 8.3.1.4.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration ::= SEQUENCE {
	
	
	

	          measIdToRemoveList::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	2 entries
	
	

	            measId[0]
	1
	
	

	            measId[1]
	2
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	
	
	
	


Table 8.3.1.4.3.3-3 MeasurementReport (step 1, Table 8.3.1.4.3.2-3, Table 8.3.1.4.3.2-5, Table 8.3.1.4.3.2-7)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-3

	Information Element
	Value/remark
	Comment
	Condition

	
	
	
	

	measuredResults ::= SEQUENCE {
	
	
	

	  measId
	1
	
	

	  measuredResultServing ::= SEQUENCE {}
	
	FFS
	

	  mobilityMeasResults CHOICE {
	
	
	

	    measResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	Table 8.3.1.4.3.2-3

	      physicalCellIdentity
	2
	Report Cell 2
	

	      measResultEUTRA ::= SEQUENCE {}
	rsrp
	FFS
	

	    }
	
	
	

	
	
	
	

	  mobilityMeasResults CHOICE {
	
	
	Table 8.3.1.4.3.2-5

	    measResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	2 entries
	
	

	   [0] {
	
	
	

	      physicalCellIdentity
	2
	Report Cell 2
	

	      measResultEUTRA ::= SEQUENCE {}
	rsrp
	FFS
	

	      }
	
	
	

	   [1] {
	
	
	

	      physicalCellIdentity
	4
	Report Cell 4
	

	      measResultEUTRA ::= SEQUENCE {}
	rsrp
	FFS
	

	      }
	
	
	

	    }
	
	
	

	
	
	
	

	  mobilityMeasResults CHOICE {
	
	
	Table 8.3.1.4.3.2-7

	    measResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	      physicalCellIdentity
	4
	Report Cell 4
	

	      measResultEUTRA ::= SEQUENCE {}
	rsrp
	FFS
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	
	
	
	


Table 8.3.1.4.3.3-4 MasurementReport (step 1, Table 8.3.1.4.3.2-4, Table 8.3.1.4.3.2-6, Table 8.3.1.4.3.2-8)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-3

	Information Element
	Value/remark
	Comment
	Condition

	
	
	
	

	measuredResults ::= SEQUENCE {
	
	
	

	  measId
	2
	
	

	  measuredResultServing ::= SEQUENCE {}
	
	FFS
	

	  mobilityMeasResults CHOICE {
	
	
	

	    measResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	Table 8.3.1.4.3.2-4

	      physicalCellIdentity[1]
	3
	Report Cell 3
	

	      measResultEUTRA[1] ::= SEQUENCE {}
	rsrp
	FFS
	

	    }
	
	
	

	
	
	
	

	  mobilityMeasResults CHOICE {
	
	
	Table 8.3.1.4.3.2-6

	    measResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	2 entries
	
	

	   [0] {
	
	
	

	      physicalCellIdentity
	3
	Report Cell 3
	

	      measResultEUTRA ::= SEQUENCE {}
	rsrp
	FFS
	

	      }
	
	
	

	   [1] {
	
	
	

	      physicalCellIdentity
	6
	Report Cell 6
	

	      measResultEUTRA ::= SEQUENCE {}
	rsrp
	FFS
	

	      }
	
	
	

	    }
	
	
	

	
	
	
	

	  mobilityMeasResults CHOICE {
	
	
	Table 8.3.1.4.3.2-8

	    measResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	      physicalCellIdentity
	6
	Report Cell 6
	

	      measResultEUTRA ::= SEQUENCE {}
	rsrp
	FFS
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	
	
	
	


Table 8.3.1.7.3.3-1 RRCConnectionReconfiguration (step 1): measurementConfiguration test specific information elements

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration ::= SEQUENCE {
	
	
	

	          measObjectToAddModifyList::= SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	            measObjectId
	IdMeasObjectEUTRA-MO1
	
	

	            measObject
	MeasObjectEUTRA-MO1
	
	

	          }
	
	
	

	          reportConfigToAddModifyList ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	            reportConfigId
	IdReportConfigEUTRA-RC1
	
	

	            reportConfig
	ReportConfigEUTRA-RC1
	
	

	          }
	
	
	

	          measIdToAddModifyList ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	            measId
	1
	
	

	            measObjectId
	IdMeasObjectEUTRA-MO1
	
	

	            reportConfigId
	IdReportConfigEUTRA-RC1
	
	

	          }
	
	
	

	          quantityConfig ::= SEQUENCE {
	
	
	

	            quantityConfigEUTRA
	
	
	

	              filterCoefficient
	FFS
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	
	
	
	

	measObjectEUTRA ::= SEQUENCE {
	MeasObjectEUTRA-MO1
	
	

	  eutra-CarrierInfo SEQUENCE {},
	
	Identifies E-UTRA carrier frequency
	

	  measurementBandwidth
	
	FFS
	

	  offsetFreq
	0 dB
	Default 
	

	  servingCellOffset
	0 dB
	Default  (FFS)
	

	
	
	Neighbour cell list
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModifyList ::= SEQUENCE (SIZE (1..maxCellMeas)) OF SEQUENCE {
	2 entries
	Add Cell 2 and Cell 4
	

	   [0] {
	
	
	

	    cellIndex
	1
	Entry index
	

	    physicalCellIdentity
	2
	FFS
	

	    cellIndividualOffset
	0 dB
	
	

	      }
	
	
	

	   [1] {
	
	
	

	    cellInde
	2
	Entry index
	

	    physicalCellIdentity
	4
	FFS
	

	    cellIndividualOffset
	0 dB
	
	

	      }
	
	
	

	  }
	
	
	

	
	
	Black lists
	

	  blackListedCellsToRemoveList
	Not present
	
	

	  blackListedCellsToAddModifyList ::= SEQUENCE (SIZE (1..maxCellMeas)) OF SEQUENCE {
	1 entry
	Add Cell 2
	

	    cellIndex
	1
	Entry index
	

	    physicalCellIdentity
	2
	FFS
	

	  }
	
	
	

	}
	
	
	

	
	
	
	

	
	
	
	

	reportConfigEUTRA ::= SEQUENCE {
	ReportConfigEUTRA-RC1
	
	

	  eventId CHOICE {
	
	
	

	    eventA3 SEQUENCE {
	
	
	

	      a3-Offset
	0 dB
	
	

	    }
	
	
	

	  }
	
	
	

	
	
	
	

	  triggerQuantity
	rsrp
	Reference Signal Received Power
	

	  hysteresis
	TBD [ > 0 dB]
	FFS
	

	  timeToTrigger
	0 seconds
	
	

	  reportQuantity
	sameAsTriggerQuantity
	
	

	  maxReportCells
	3
	Report Cell 1, Cell 2 and Cell 4
	

	  reportInterval SEQUENCE {}
	Not present
	
	

	  reportAmount SEQUENCE {}
	Not present
	
	

	}
	
	
	


Table 8.3.1.7.3.3-2 RRCConnectionReconfiguration (step 7): measurementConfiguration test specific information elements

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration ::= SEQUENCE {
	
	
	

	          measObjectToAddModifyList::= SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	            measObjectId
	IdMeasObjectEUTRA-MO1
	
	

	            measObject
	MeasObjectEUTRA-MO1
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	
	
	
	

	measObjectEUTRA ::= SEQUENCE {
	MeasObjectEUTRA-MO1
	
	

	  eutra-CarrierInfo SEQUENCE {},
	
	Identifies E-UTRA carrier frequency
	

	  measurementBandwidth
	
	FFS
	

	  offsetFreq
	0 dB
	Default 
	

	  servingCellOffset
	0 dB
	Default  (FFS)
	

	
	
	Neighbour cell list
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModifyList 
	Not present
	
	

	
	
	Black lists
	

	  blackListedCellsToRemoveList ::= SEQUENCE (SIZE (1..maxCellMeas)) OF SEQUENCE {
	1 entry
	Remove Cell 2
	

	    cellIndex
	1
	Entry index
	

	  }
	
	
	

	  blackListedCellsToAddModifyList 
	Not present
	
	

	}
	
	
	


Table 8.3.1.7.3.3-3 MeasurementReport (step 6): measuredResults test specific information elements

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-3

	Information Element
	Value/remark
	Comment
	Condition

	
	
	
	

	measuredResults ::= SEQUENCE {
	
	
	

	  measId
	1
	
	

	  measuredResultServing ::= SEQUENCE {}
	
	FFS
	

	  mobilityMeasResults CHOICE {
	
	
	

	    measResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	2 entries
	
	

	   [0] {
	
	
	

	      physicalCellIdentity
	4
	Report Cell 4
	

	      measResultEUTRA ::= SEQUENCE {}
	rsrp
	FFS
	

	      }
	
	
	

	   [1] {
	
	
	

	      physicalCellIdentity
	1
	Report Cell 1
	

	      measResultEUTRA ::= SEQUENCE {}
	rsrp
	FFS
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.7.3.3-4 MeasurementReport (step 9): measuredResults test specific information elements

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-3

	Information Element
	Value/remark
	Comment
	Condition

	measuredResults ::= SEQUENCE {
	
	
	

	  measId
	1
	
	

	  measuredResultServing ::= SEQUENCE {}
	
	FFS
	

	  mobilityMeasResults CHOICE {
	
	
	

	    measResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	3 entries
	
	

	   [0] {
	
	
	

	      physicalCellIdentity
	2
	Report Cell 2
	

	      measResultEUTRA ::= SEQUENCE {}
	rsrp
	FFS
	

	      }
	
	
	

	   [1] {
	
	
	

	      physicalCellIdentity
	4
	Report Cell 4
	

	      measResultEUTRA ::= SEQUENCE {}
	rsrp
	FFS
	

	      }
	
	
	

	   [2] {
	
	
	

	      physicalCellIdentity
	1
	Report Cell 1
	

	      measResultEUTRA ::= SEQUENCE {}
	rsrp
	FFS
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.4.3.3-1 RRCConnectionReconfiguration (step 1, Table 8.3.2.4.3.2-2)

	Derivation path: 36.508 table table 4.6.1-6

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration ::= SEQUENCE {
	
	
	

	          measObjectToAddModifyList::= SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	            measObjectId
	MeasObjectId-MO1
	
	

	            measObject
	MeasObjectUTRA-MO1
	UTRA frequency
	

	          }
	
	
	

	          reportConfigToAddModifyList ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	            reportConfigId
	ReportConfigId-RC1
	
	

	            reportConfig
	ReportConfigInterRAT-RC1
	
	

	          }
	
	
	

	          measIdToAddModifyList ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	            measId
	1
	
	

	            measObjectId
	MeasObjectId-MO1
	
	

	            reportConfigId
	ReportConfigId-RC1
	
	

	          }
	
	
	

	          quantityConfig ::= SEQUENCE {
	
	
	

	            quantityConfigEUTRA
	
	
	

	              filterCoefficient
	FFS
	
	

	          }
	
	
	

	          measGapConfig ::= SEQUENCE {
	
	
	

	            gapActivation CHOICE {
	
	
	

	              activate SEQUENCE {
	
	
	

	                gapPattern ENUMERATED {}
	gp1 (FFS)
	
	

	                startSFN
	FFS
	
	

	                startSubframeNumber
	FFS
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	          …
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	
	
	
	

	measObjectUTRA ::= SEQUENCE {
	MeasObjectUTRA-MO1
	
	

	  utra-CarrierFreq SEQUENCE {},
	FFS
	UTRA DL carrier frequency 
	

	  offsetFreq
	0 dB
	Default 
	

	
	
	Neighbour cell list
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModifyList CHOICE {
	
	
	

	    cellsToAddModifyListUTRA-FDD ::= SEQUENCE (SIZE (1..maxCellMeas)) OF SEQUENCE {
	2 entries
	
	

	   [0] {
	
	
	

	      cellIndex
	1
	Cell 7
	

	      cellIdentity
	UTRA-FDD-CellIdentity-UC1 (FFS)
	
	

	      }
	
	
	

	   [1] {
	
	
	

	      cellIndex
	2
	Cell 8
	

	      cellIdentity
	UTRA-FDD-CellIdentity-UC2 (FFS)
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	  …
	
	
	

	}
	
	
	

	
	
	
	

	
	
	
	

	reportConfigInterRAT ::= SEQUENCE {
	ReportConfigInterRAT-RC1
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose CHOICE {
	
	
	

	        reportStrongestCells
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	
	
	
	

	  maxReportCells
	2
	Report Cell 7 and Cell 8
	

	  reportInterval SEQUENCE {}
	FFS seconds
	Periodical reporting required
	

	  reportAmount SEQUENCE {}
	Not present
	
	

	}
	
	
	


Table 8.3.2.4.3.3-2 RRCConnectionReconfiguration (step 10, Table 8.3.2.4.3.2-2)

	Derivation path: 36.508 table 4.6.1-6

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration ::= SEQUENCE {
	
	
	

	          measIdToRemoveList::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	            measId
	1
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.4.3.3-3 MeasurementReport (step 1, Table 8.3.2.4.3.2-3, Table 8.3.2.4.3.2-4, Table 8.3.2.4.3.2-5)

	Derivation path: 36.508 table 4.6.1-3

	Information Element
	Value/Remark
	Comment
	Condition

	measuredResults ::= SEQUENCE {
	
	
	

	  measId
	1
	
	

	  measuredResultServing ::= SEQUENCE {}
	
	FFS
	

	  mobilityMeasResults CHOICE {
	
	
	

	    measResultListUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	Table 8.3.2.4.3.2-3

	      utra-CellIdentity CHOICE {
	
	
	

	        cellIdentityFDD
	7 (FFS)
	Report Cell 7
	FDD

	        cellIdentityTDD
	FFS
	FFS
	TDD

	      }
	
	
	

	      measResultUTRA ::= SEQUENCE {}
	cpich-RSCP (FFS)
	FFS
	

	    }
	
	
	

	
	
	
	

	  mobilityMeasResults CHOICE {
	2 entries
	
	

	    measResultListUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	Table 8.3.2.4.3.2-4

	   [0] {
	
	
	

	      utra-CellIdentity CHOICE {
	
	
	

	        cellIdentityFDD
	7 (FFS)
	Report Cell 7
	FDD

	        cellIdentityTDD
	FFS
	FFS
	TDD

	      }
	
	
	

	      measResultUTRA ::= SEQUENCE {}
	cpich-RSCP (FFS)
	FFS
	

	      }
	
	
	

	   [1] {
	
	
	

	      utra-CellIdentity CHOICE {
	
	
	

	        cellIdentityFDD
	8 (FFS)
	Report Cell 8
	FDD

	        cellIdentityTDD
	FFS
	FFS
	TDD

	      }
	
	
	

	      measResultUTRA ::= SEQUENCE {}
	cpich-RSCP (FFS)
	FFS
	

	      }
	
	
	

	    }
	
	
	

	
	
	
	

	  mobilityMeasResults CHOICE {
	
	
	

	    measResultListUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	Table 8.3.2.4.3.2-5

	      utra-CellIdentity CHOICE {
	
	
	

	        cellIdentityFDD
	8 (FFS)
	Report Cell 8
	FDD

	        cellIdentityTDD
	FFS
	FFS
	TDD

	      }
	
	
	

	      measResultUTRA ::= SEQUENCE {}
	cpich-RSCP (FFS)
	FFS
	

	    }
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