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A.4.3.3
Physical Layer Baseline Implementation Capabilities

Table A.17: Void

Table A.18: Void
Table A.18b: TDD Layer 1 UE Radio Access Capabilities

	Item
	TDD Layer 1 UE Radio Access Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of turbo decoding
	25.306, 4.5.1
	R99
	pc_DL_TC
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	2
	Support of turbo encoding
	25.306, 4.5.2
	R99
	pc_UL_TC
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	3
	Max.number of physical channels and TS per frame
	25.306, 4.5.5, 4.5.6
	R99
	
	Applicable for 3.84 Mcps and 7.68 Mcps

	4
	Max.number of downlink physical channels per subframe
	25.306, 4.5.5
	Rel-4
	pc_MaxPhysChPerSubFrame_DL
	Applicable for 1.28 Mcps only

	4a
	Max. number of downlink TS per subframe
	25.306, 4.5.5
	Rel-4
	pc_MaxTS_PerSubFrame_DL
	Applicable for 1.28 Mcps only

	4b
	Max. number of uplink TS per subframe
	25.306, 4.5.6
	Rel-4
	pc_MaxTS_PerSubFrame_UL
	Applicable for 1.28 Mcps only

	5
	Minimum downlink SF
	25.306, 4.5.5
	R99
	pc_MinimumSF_DL
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	5a
	Minimum uplink SF
	25.306, 4.5.6
	R99
	pc_MinimumSF_UL
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	6
	Support of PDSCH (Downlink)
	25.306, 4.5.5
	R99
	pc_SupportOfPDSCH
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	7
	Max.number of received physical channels per TS
	25.306, 4.5.5
	R99
	pc_MaxPhysChPerTS_DL
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	7a
	Max.number of transmitted physical channels per TS
	25.306, 4.5.6
	R99
	pc_MaxPhysChPerTS_UL
	Applicable for 3.84 Mcps and 1.28 Mcps

	8
	Support of 8PSK demodulation
	25.306, 4.5.5
	Rel-4
	pc_SupportOf8PSK_DL
	Applicable for 1.28 Mcps only

	8a
	Support of 8PSK modulation
	25.306, 4.5.6
	Rel-4
	pc_SupportOf8PSK_UL
	Applicable for 1.28 Mcps only

	9
	Support of PUSCH
	25.306, 4.5.6
	R99
	pc_SupportOfPUSCH
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	10
	Support of HS-PDSCH
	25.306, 4.5.3
	Rel-5
	pc_HSDPA
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	11
	Support of MBMS p-t-m reception in CELL_DCH state
	25.346, 7.2 
	Rel-6
	pc_PTM_in_CELL_DCH
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	12
	Support of MBMS MCCH reception in CELL_DCH state
	25.346, 7.2 
	Rel-6
	pc_MCCH_in_CELL_DCH
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	13
	Support of MBMS service change for a ptp RB
	25.331, 10.2.16i
	Rel-6
	pc_MBMS_ServiceChangePTP_RB
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	14
	Support of E-PUCH
	25.306, 4.5.6
	Rel-7
	pc_HSUPA
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	15
	Support of TDD transmit and receive functions
	25.346, 7.2
	Rel-7
	pc_TDD_Tx_and_Rx
	Applicable for 3.84 Mcps and 7.68 Mcps

	16
	Support of TDD MBSFN receive only function
	25.346, 7.2
	Rel-7
	pc_TDD_MBSFN_Rx_only
	Applicable for 3.84 Mcps and 7.68 Mcps


Table A.18b.1: LCR TDD HS-DSCH physical layer categories 

	Item
	LCR TDD HS-DSCH physical layer categories
	Ref.
	Release
	Mnemonic
	Comments

	1
	Category 1
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	2
	Category 2 
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	3
	Category 3
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	4
	Category 4
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	5
	Category 5 
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	6
	Category 6
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	7
	Category 7
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	8
	Category 8
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	9
	Category 9
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	10
	Category 10
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	11
	Category 11
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	12
	Category 12
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	13
	Category 13
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	14
	Category 14
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	15
	Category 15
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	


Table A.18b.2: LCR TDD E-DCH physical layer categories

	Item
	FDD HS-DSCH physical layer categories
	Ref.
	Release
	Mnemonic
	Comments

	1
	Category 1
	25.306, 5.1 25.331,  10.3.3.25
	Rel-7
	pc_EDCH_UE_Category
	

	2
	Category 2 
	25.306, 5.1 25.331,  10.3.3.25
	Rel-7
	pc_EDCH_UE_Category
	

	3
	Category 3
	25.306, 5.1 25.331,  10.3.3.25
	Rel-7
	pc_EDCH_UE_Category
	

	4
	Category 4
	25.306, 5.1 25.331,  10.3.3.25
	Rel-7
	pc_EDCH_UE_Category
	

	5
	Category 5 
	25.306, 5.1 25.331,  10.3.3.25
	Rel-7
	pc_EDCH_UE_Category
	

	6
	Category 6
	25.306, 5.1 25.331,  10.3.3.25
	Rel-7
	pc_EDCH_UE_Category
	

	NOTE
The UE Categories in this table refers to the UE capability as signalled in the Rel-7 IE “E-DCH physical layer category” (1 to 6). All UEs supporting E-DCH should signal a category between 1 and 6 for this IE even if the UE physical capability category is above 6. 
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