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1.
Introduction

This document is an update to the TS 36.508 v1.1.0 with all proposals approved in RAN5 #41 meeting in Prague.
2.
Summary

The following proposals have been incorporated in the attached version of TS 36.508.
· R5-085087, "Updates of Test frequencies for TS 36.508"

· R5-085701, "Cleaning up section 5 in TS 36.508"

· R5-085252, "Correction to Section 4.3.3.2 of TS 36.508"

· R5-085315, "Connection Diagrams: delete the editorial note"

· R5-085454, "Addition of timer tolerances"

· R5-085566, "Addition of default settings of suitable / non-suitable cells in TS 36.508"

· R5-085541, "Update to default configurations of simulated cells in TS 36.508"

· R5-085514, "Update to default configurations of system information blocks in TS 36.508"

· R5-085472, "Addition of default settings of suitable / non-suitable cells in TS 36.508"

· R5-085394, "Update of Reference system configurations in 36.508"

· R5-085457, "Update to generic procedure in TS 36.508"

· R5-085458, "Addition of new generic procedure to check the UE does not answer to paging"

· R5-085523, "Update of default RRC message contents"

· R5-085381, "Addition to default RRC IE contents for measurement configuration"

· R5-085469, "Update to default NAS message contents in TS 36.508"

· R5-085451, "Parameter settings for reference RB configurations"

· R5-085556, "Common test USIM parameters for EPS testing"
3.
Proposal

It’s proposed to agree on this version of TS 36.508 (v2.0.0) as the baseline for further contributions.

