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7.1.4.5
Correct Handling of MAC control information [ Scheduling Requests/Random Access Procedure]


7.1.4.5.1

Test Purpose (TP) 


with { UE is in E-UTRA RRC_CONNECTED state )
 ensure that {

  
when { no PUCCH for SR is configured and UL data in transmission buffer and no UL-SCH resources available }
      then { the UE initiates the random access procedure }

        }
7.1.4.5.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.321 , clause 5.4.4. 

[TS 36.321 clause 5.4.4]

The Scheduling Request (SR) is for requesting UL-SCH resources. 

If an SR has been triggered, the UE shall for each TTI, until UL-SCH resources are granted for a new transmission:

-
if no UL-SCH resources are available in this TTI:

-
if a PUCCH is configured for the UE to send an SR in this TTI and if there is no measurement gap in this TTI, instruct the physical layer to signal the SR on PUCCH; 

-
if no PUCCH for SR is configured for the UE in any TTI, initiate a Random Access procedure (see subclause 5.1).

NOTE:
A triggered SR is considered pending and is repeated until UL-SCH resources are granted for a new transmission.

7.1.4.5.3
Test description
7.1.4.5.3.1
Pre-test conditions

System Simulator 

-
Cell 1 (FDD or TDD).

UE
None.
Preamble 

-
The generic procedure to get UE in test state Loopback Activated (State 4) according to TS 36.508 clause 4.5 is executed. 



7.1.4.5.3.2
Test procedure sequence

Table 7.1.4.5.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits a MAC PDU containing an MAC SDU and a Timing Advance MAC Control Element, but do not send any subsequent alignments. 


	<--
	MAC PDU (Timing Advance Command, MAC SDU)
	-
	-

	-
	EXCEPTION: Step 2 runs in parallel with behaviour in table 7.1.4.4.3.2-2.
	-
	-
	-
	-

	
	
	
	
	
	

	2
	Check: does the UE transmit a preamble on PRACH? 


(Note 1)
	-->
	(PRACH Preamble)
	1
	P

	3
	The SS transmits a Random Access Response including an UL grant to enable UE to transmit C-RNTI MAC Control Element and the RLC SDU as received in step 1.
	<--
	Random Access Response
	-
	-

	4
	Check: does the UE transmit a MAC PDU including a C-RNTI MAC Control Element and a MAC SDU?
(Note 2)

	-->
	MAC PDU (C-RNTI control element, MAC SDU)
	1
	P

	5
	The UE transmits a MAC PDU including a UE Contention Resolution control element)
	<--
	MAC PDU (UE Contention Resolution Identity)
	-
	-

	Note 1 
When UL time alignment timer expires in the UE then “UL synchronization” is lost and the UE initiates a Random Access Procedure.
Note 2
The UE transmission of the MAC PDU ensures that the random access procedure was successful.


 Table 7.1.4.5.3.2-2: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	UE may transmit a Scheduling Request  
	-->
	(Scheduling Request)
	-
	-


7.1.4.5.4
Specific Message Contents

None.
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