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6.3B
Maximum Input Level for HS-PDSCH Reception (64QAM)
6.3B.1
Definition and applicability

Maximum input level for HS-PDSCH reception is defined as the maximum power received at the UE antenna port, which shall not degrade the specified HSDPA throughput performance. The requirements and this test apply for Release 7 and later releases to all types of UTRA FDD UE that support HSDPA (64QAM).

6.3B.2
Minimum requirements

The requirements are specified in terms of a minimum information bit throughput R for the DL reference channel H-Set 8 (64QAM version) specified in Annex C.8.1.8 with the addition of the parameters in Table 6.3B.1 and the downlink physical channel setup according to table E.5.1A.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in table 6.3B.2.

The reference for this requirement is TS 25.101 [1] clause 7.4.2.

Table 6.3B.1 Minimum requirement parameters for 64QAM Maximum Input Level

	Parameter
	Unit
	Value

	Phase reference
	
	P-CPICH

	Îor
	dBm/3.84 MHz
	-25

	UE transmitted mean power 
	dBm
	0

	DPCH_Ec/Ior
	dB
	-13

	HS-SCCH_1_Ec/Ior
	dB
	-13

	Redundancy and constellation version 
	
	6

	Maximum number of HARQ transmissions
	
	1

	Note:
The HS-SCCH and corresponding HS-PDSCH shall be transmitted continuously with constant power but the HS-SCCH shall only use the identity of the UE under test every third TTI


Table 6.3B.2 Minimum throughput requirement

	HS-PDSCH
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 (dB)
	T-put 
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 (kbps)

	-2
	11800


6.3B.3
Test purpose

To verify that the UE HSDPA throughput meets the minimum requirements specified in table 6.3B.2 for the DL reference channel H-Set 8 specified in Annex C.8.1.8 with the addition of the parameters specified in table 6.3B.4.

An inadequate maximum input level causes loss of coverage near the Node B.

6.3B.4
Method of test

6.3B.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

RF parameters are given in tables 6.3B.4 and table E.5.1A.

Table 6.3B.3 Contents of RADIO BEARER SETUP message: AM or UM
	Information Element
	Value/Remark

	CHOICE channel requirement
	Uplink DPCH info

	          - Power Control Algorithm
	Algorithm2


6.3B.4.2
Procedure

Connect the SS to the UE antenna connector as shown in figure A.1.

1)
The UE is switched on.

2)
An RRC connection is set-up according to the generic HSDPA set-up procedure with looping back 12.2kbps RMC specified in TS 34.108 [3] clause 7.3.6, with the exceptions in Annex I. Additional radio bearer message definition is in table 6.3B.3

3)
Set the power level of UE according to the table 6.3B.4 and send power control commands to the UE .The UE output power measured by Test System shall be kept at the specified power level with (1dB tolerance.

4)
Measure the HS-PDSCH throughput R received by the UE by counting the number of NACK, ACK and statDTX on the UL HS-DPCCH (Throughput = blocksize*number of blocks acknowledged/time). 

5)
The UE is switched off.

6.3B.5
Test requirements

The measured throughput, as derived in step 4), shall meet or exceed 11800Kbit/second. The minimum number of measurements required for a statistically significant result to this test are clarified in annex F.6.3, Table F.6.3.5.1A.

Table 6.3B.4: Test requirement parameters for 64QAM Maximum Input Level

	Parameter
	Unit
	Value

	Phase reference
	
	P-CPICH

	Îor
	dBm/3.84 MHz
	-25.7

	UE transmitted mean power 
	dBm
	0

	DPCH_Ec/Ior
	dB
	-13

	HS-SCCH_1_Ec/Ior
	dB
	-13

	Redundancy and constellation version 
	
	6

	Maximum number of HARQ transmissions
	
	1

	Note:
The HS-SCCH and corresponding HS-PDSCH shall be transmitted continuously with constant power but the HS-SCCH shall only use the identity of the UE under test every third TTI


NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

{Unchanged sections skipped here}
F.1.3
Measurement of receiver

Table F.1.3: Maximum Test System Uncertainty for receiver tests

	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	6.2 Reference sensitivity level
	± 0.7 dB
	

	6.3 maximum input level:


	± 0.7 dB
	The critical parameter is the overall signal level and not the –19 dB DPCH_Ec/Ior ratio.
0.7 dB absolute error due to signal measurement 

DPCH_Ec/Ior ratio error is <0.1 dB but is not important so is ignored

	6.3A Maximum Input Level for HS-PDSCH Reception (16QAM)
	± 0.7 dB
	

	6.3B Maximum Input Level for HS-PDSCH Reception (64QAM)
	± 0.7 dB
	

	6.4 Adjacent channel selectivity (Rel-99 and Rel-4)
	± 1.1 dB
	Overall system uncertainty comprises three quantities:

1.
Wanted signal level error

2.
Interferer signal level error

3.
Additional impact of interferer ACLR

Items 1 and 2 are assumed to be uncorrelated so can be root sum squared to provide the ratio error of the two signals. Assume for simplicity this ratio error is linearly added to the interferer ACLR.
Test System uncertainty = SQRT (wanted_level_error2 + interferer_level_error2) + ACLR effect.

The ACLR effect is calculated by:(Formula to follow)

(E.g. ACLR at 5 MHz of 51 dB gives additional error of .0765 dB. ACLR of 48 gives error of –0.15 dB.)

	6.4A Adjacent channel selectivity (Rel-5 and later releases)
	± 1.1 dB
	Same as above

	6.5 Blocking characteristics


	System error with f <15 MHz offset:

± 1.4 dB 
f >= 15 MHz offset and fb  2.2 GHz: ± [1.0] dB 
2.2 GHz < f 4 GHz: ±[1.7] dB

f > 4 GHz: ±[3.1] dB
	Using ± 0.7 dB for signal and interferer as currently defined and 68 dB ACLR @ 10 MHz.

	6.6 Spurious Response
	f  2.2 GHz: ± 1.0 dB 
2.2 GHz < f 4 GHz: ±1.7 dB

f > 4 GHz: ±3.1 dB
	

	6.7 Intermodulation Characteristics


	±1.3 dB

	Similar issues to 7.4 ACS test. 

ETR028 says impact f the closer signal is twice that of the far signal. If both signals drop 1 dB, intermod product drops 2 dB.

Formula =




(Using CW interferer ±0.5 dB, modulated interferer ±0.5 dB, wanted signal ±0.7 dB)

1.3 dB!

Broadband noise/ACLR not considered but may have impact.

	6.8 Spurious emissions
	3.0 dB for UE receive band and UE transmit band (-60 dBm)
Outside above:

f2.2GHz: ± 2.0 dB (-57 dBm)

2.2 GHz < f 4 GHz:

± 2.0 dB (-47 dBm)

f > 4 GHz: ±4.0 dB (-47 dBm) 

Downlink signal Îor 2.0 dB
	


{Unchanged sections skipped here}
F.2.2
Receiver

Table F.2.2: Test Tolerances for receiver tests.

	Clause
	Test Tolerance

	6.2 Reference sensitivity level
	0.7 dB 

	6.3 Maximum input level:
	0.7 dB for Ior

	6.3A Maximum Input Level for HS-PDSCH Reception (16QAM)
	0.7 dB for Ior

	6.3B Maximum Input Level for HS-PDSCH Reception (64QAM)
	0.7 dB for Ior

	6.4 Adjacent channel selectivity  (Rel-99 and Rel-4)
	0 dB 

	6.4A Adjacent channel selectivity (Rel-5 and later releases)
	0 dB

	6.5 Blocking characteristics
	0 dB 

	6.6 Spurious Response
	0 dB 

	6.7 Intermodulation Characteristics
	0 dB 

	6.8 Spurious emissions
	0 dB 


{Unchanged sections skipped here}
F.4.2
Receiver

Table F.4.2: Derivation of Test Requirements (Receiver tests)

	Test 
	Minimum Requirement in TS 25.101
	Test Tolerance
(TT)
	Test Requirement in TS 34.121

	6.2 Reference sensitivity level
	Îor = -106.7 dBm / 3.84 MHz

DPCH_Ec = 117 dBm / 3.84 MHz

BER limit = 0.001
	0.7 dB
	Formula: Îor Minimum Requirement + TT




DPCH_Ec + TT


BER limit unchanged

Îor = 

-106 dBm / 3.84 MHz

DPCH_Ec = 
-116.3 dBm / 3.84 MHz

	6.3 Maximum input level
	-25 dBm Ior

-19 dBc DPCH_Ec/Ior
	0.7 dB
	Formula: Ior Minimum Requirement -TT

Ior = -25.7 dBm

	6.3A Maximum Input Level for HS-PDSCH Reception (16QAM)
	-25 dBm Ior
	0.7 dB
	Formula: Minimum Requirement -TT

Ior = -25.7 dBm

	6.3B Maximum Input Level for HS-PDSCH Reception (64QAM)
	-25 dBm Ior
	0.7 dB
	Formula: Minimum Requirement -TT

Ior = -25.7 dBm

	6.4 Adjacent Channel Selectivity (Rel-99 and Rel-4)
	Îor = -92.7 dBm / 3.84 MHz

DPCH_Ec = 103 dBm / 3.84 MHz

Ioac (modulated) = -52 dBm/3.84 MHz

BER limit = 0.001
	0 dB
	Formula: Îor unchanged


DPCH_Ec unchanged

    Ioac Minimum Requirement – TT


BER limit unchanged

Ioac = -52 dBm/3.84 MHz

	6.4A Adjacent Channel Selectivity (Rel-5 and later releases)
	Case 1:

Îor = <REFÎor> + 14 dB / 3.84 MHz

DPCH_Ec = <REFSENS> + 14 dB / 3.84 MHz

Ioac (modulated) = -52 dBm/3.84 MHz

BER limit = 0.001

Case 2:

Îor = <REFÎor> + 41 dB / 3.84 MHz

DPCH_Ec = <REFSENS> + 41 dB / 3.84 MHz

Ioac (modulated) = -25 dBm/3.84 MHz

BER limit = 0.001
	0 dB
	Formula: Îor unchanged


DPCH_Ec unchanged

    Ioac Minimum Requirement – TT


BER limit unchanged

Case1:

Ioac = -52 dBm/3.84 MHz

Case2:

Ioac = -25 dBm/3.84 MHz

	6.5 Blocking Characteristics
	See Table 6.5.3 and 6.5.4. in TS34.121

BER limit = 0.001
	0 dB
	Formula: 

I blocking (modulated) Minimum Requirement - TT (dBm/3.84MHz)

I blocking (CW) Minimum Requirement - TT (dBm)

BER limit unchanged

	6.6 Spurious Response
	Iblocking(CW) –44 dBm

Fuw:
Spurious response frequencies

BER limit = 0.001
	0 dB
	Formula: I blocking (CW) Minimum Requirement - TT (dBm)

Fuw unchanged

BER limit unchanged

Iblocking(CW) = -44 dBm

	6.7 Intermodulation Characteristics
	Iouw1 (CW)           -46 dBm

Iouw2 (modulated) –46 dBm / 3.84 MHz

Fuw1 (offset)
10
MHz

Fuw2 (offset)
20
MHz 

Ior = -103.7 dBm/3.84 MHz

DPCH_Ec = -114 dBm/3.84

BER limit = 0.001
	0 dB
	Formula: 

Ior Minimum Requirement + TT


DPCH_Ec + TT


Iouw1 level unchanged


Iouw2 level unchanged


BER limit unchanged.

Ior = -114 dBm


BER limit. = 0.001

	6.8 Spurious Emissions
	
	
	Formula: Maximum level + TT

Add zero to all the values of Maximum Level in table 6.8.1.

	
	Frequency Band
	Maximum level
	
	Frequency Band
	Maximum level

	
	9kHz ( f ( 1GHz
	-57dBm
/100kHz
	0 dB
	9kHz ( f ( 1GHz
	-57dBm
/100kHz

	
	1GHz ( f ( 12.75GHz
	-47dBm
 /1MHz
	0 dB
	1GHz ( f ( 2.2GHz
	-47dBm
 /1MHz

	
	
	
	
	
	

	
	
	
	0 dB
	2.2GHz ( f ( 4GHz
	-47dBm
 /1MHz

	
	
	
	0 dB
	4GHz ( f ( 12.75GHz
	-47dBm
 /1MHz

	
	1920MHz ( f ( 1980MHz
	-60dBm
/3.84MHz
	0 dB
	1920MHz ( f ( 1980MHz
	-60dBm
/3.84MHz

	
	2110MHz ( f ( 2170MHz
	-60dBm
/3.84MHz
	0 dB
	2110MHz ( f ( 2170MHz
	-60dBm
/3.84MHz


{Unchanged sections skipped here}
F.4.5
Performance requirements (HSDPA)

Table F.4.5: Derivation of Test Requirements (Performance tests HSDPA)

	Test 
	Minimum Requirement in TS 25.101
	Test Tolerance
(TT)
	Test Requirement in TS 34.121

	9.2.1A to 9.2.1I Single Link Performance
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	Formulas:
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	9.2.2A to 9.2.2D Open loop diversity performance
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	Formulas:
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	9.2.3A to 9.2.3D Closed loop diversity performance
	Same as 9.2.2A
	Same as 9.2.2A
	Same as 9.2.2A

	9.2.4A MIMO performance
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	Formulas:
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	9.3.1 Single Link Performance - AWGN propagation conditions
	
	No test tolerances applied
	

	9.3.2 Single Link Performance - Fading propagation conditions
	
	No test tolerances applied
	

	9.3.3 Open Loop Diversity Performance - AWGN propagation conditions
	
	No test tolerances applied
	

	9.3.4 Open Loop Diversity Performance - Fading propagation conditions
	
	No test tolerances applied
	

	9.3.5 Closed Loop Diversity Performance - AWGN propagation conditions
	
	No test tolerances applied
	

	9.3.6 Closed Loop Diversity Performance - Fading propagation conditions
	
	No test tolerances applied
	

	9.3.7A, 9.3.7B MIMO performance, single stream and dual stream
	
	No test tolerances applied
	

	9.4.1 Single Link  Performance
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	9.4.1A Single Link  Performance - Enhanced Performance Requirements Type 1
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	9.4.2 Open loop diversity performance
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	9.4.2A Open loop diversity performance – Enhanced Performance Requirements Type 1
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	9.4.3 HS-SCCH Type 3 performance
	
[image: image59.wmf]or

c

I

E

 -14.7, -15.6, -16  and -16.8  dB


[image: image60.wmf]oc

I

 = -60 dBm


[image: image61.wmf]oc

or

I

I

ˆ

 =  0 dB
	0.1 dB
for 
[image: image62.wmf]or

c

I

E


0.8 dB for 
[image: image63.wmf]oc

or

I

I

ˆ


	Formulas:


[image: image64.wmf]or

c

I

E

 = ratio + TT


[image: image65.wmf]oc

or

I

I

ˆ

 = ratio + TT


[image: image66.wmf]oc

I

 unchanged

	9.5.1 HS-SCCH-less demodulation of HS-DSCH
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	9.5.1A HS-SCCH-less demodulation of HS-DSCH, Enhanced Performance Requirements Type 1
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