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E.5.1
Downlink Physical Channels for measurement

Table E.5.1 is applicable for the measurements for tests in subclauses 5.2A, 5.2AA, 5.2C, 5.7A, 5.9A, 5.10A, 5.13.1A, 5.13.1AA, 5.13.2A, 6.3A, 9.2.1A to 9.2.1G, 9.3.1, 9.3.2, 9.5.1  and9.5.1A. Table E.5.1A is applicable for the measurements for tests in subclauses 6.3B, 9.2.1H and 9.2.1I. Table E.5.2 is applicable for the measurements for tests in subclauses 9.2.2A to 9.2.2D, 9.3.3, 9.3.4, 9.2.4A, 9.3.7A and 9.3.7B. Table E.5.3 is applicable for the measurements for tests in subclauses 9.2.3A to 9.2.3D, 9.3.5 and 9.3.6. Table E.5.4 is applicable for the measurements for tests in subclauses 9.4.1, 9.4.1A. Table E.5.4A is applicable for the measurements for tests in subclauses 9.4.2, 9.4.2A and 9.4.3.

 Table E.5.1: Downlink physical channels for HSDPA receiver testing for Single Link performance

	Physical Channel
	Parameter
	Value
	Note

	P-CPICH
	P-CPICH_Ec/Ior
	-10dB
	

	P-CCPCH
	P-CCPCH_Ec/Ior
	-12dB
	Mean power level is shared with SCH.

	SCH
	SCH_Ec/Ior
	-12dB
	Mean power level is shared with P-CCPCH – SCH includes P- and S-SCH, with power split between both.

P-SCH code is S_dl,0 as per [14]

S-SCH pattern is scrambling code group 0

	PICH
	PICH_Ec/Ior
	-15dB
	

	DPCH
	DPCH_Ec/Ior
	Test-specific
	12.2 kbps DL reference measurement channel as defined in Annex C.3.1

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	Test-specific
	Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval). During TTIs, in which the HS-SCCH is not allocated to the UE the HS-SCCH shall be transmitted continuously  with constant  power.

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-SCCH-3
	HS-SCCH_Ec/Ior
	DTX’d
	As HS-SCCH-2.

	HS-SCCH-4
	HS-SCCH_Ec/Ior
	DTX’d
	As HS-SCCH-2.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	.

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1
	OCNS interference consists of a number of  dedicated data channels as specified in table E.5.5.  Table E.5.5 is the definition of OCNS for the test case which uses a maximum of ten HS-PDSCH.

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.


Table E.5.1A: Downlink physical channels for HSDPA receiver testing for Single Link performance, 64QAM test cases

	Physical Channel
	Parameter
	Value
	Note

	P-CPICH
	P-CPICH_Ec/Ior
	-10dB
	

	P-CCPCH
	P-CCPCH_Ec/Ior
	-12dB
	Mean power level is shared with SCH.

	SCH
	SCH_Ec/Ior
	-12dB
	Mean power level is shared with P-CCPCH – SCH includes P- and S-SCH, with power split between both.

P-SCH code is S_dl,0 as per [14]

S-SCH pattern is scrambling code group 0

	PICH
	PICH_Ec/Ior
	-15dB
	

	DPCH
	DPCH_Ec/Ior
	Test-specific
	12.2 kbps DL reference measurement channel as defined in Annex C.3.1

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	Test-specific
	Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval). During TTIs, in which the HS-SCCH is not allocated to the UE the HS-SCCH shall be transmitted continuously  with constant  power.

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	.

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1
	OCNS interference consists of a number of  dedicated data channels as specified in table E.5.5A.  Table E.5.5A is the definition of OCNS for the test case which uses a maximum of 11 to 15 HS-PDSCH.

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.


Table E.5.2: Downlink physical channels for HSDPA receiver testing for Open Loop Transmit Diversity performance and MIMO performance
	Physical Channel
	Parameter
	Value
	Note

	P-CPICH (antenna 1)
	P-CPICH_Ec1/Ior
	-13dB
	1. Total P-CPICH_Ec/Ior = -10dB

	P-CPICH (antenna 2)
	P-CPICH_Ec2/Ior
	-13dB
	

	P-CCPCH (antenna 1)
	P-CCPCH_Ec1/Ior
	-15dB
	1. STTD applied.

2. Total P-CCPCH Ec/Ior is –12dB.

	P-CCPCH (antenna 2)
	P-CCPCH_Ec2/Ior
	-15dB
	

	SCH (antenna 1/2)
	SCH_Ec/Ior
	-12dB
	1. TSTD applied.

2. Power divided equally between primary and secondary SCH.

	PICH (antenna 1)
	PICH_Ec1/Ior
	-18dB
	1. STTD applied.

2. Total PICH Ec/Ior is –15dB.

	PICH (antenna 2)
	PICH_Ec2/Ior
	-18dB
	

	DPCH
	DPCH_Ec/Ior
	Test-specific
	1. STTD applied.
2. Total power from both antennas

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	Test-specific
	1. STTD applied.
2. Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval). During TTIs, in which the HS-SCCH_1 is not allocated to the UE, the HS-SCCH_1 shall be transmitted continuously  with constant  power.

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	1. UE assumes STTD applied.

2. No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	1. STTD applied.
2. Total power from both antennas

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1,2
	1. Balance of power 
[image: image1.wmf]or
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 of the Node-B is assigned to OCNS.

2. Power divided equally between antennas.

3. OCNS interference consists of  a number of dedicated data channels as specified in table E.5.5 and E.5.5A. Table E.5.5 is the definition of OCNS for the test case which uses a maximum of ten HS-PDSCH. Table E.5.5A is the definition of OCNS for the test case which uses a maximum of 11 to 15 HS-PDSCH.

	NOTE 1: 
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.

NOTE 2:
For the case of DPCH with transmit diversity, the OCNS power calculation shall be based on the addition of the power from Antenna 1 and Antenna 2, i.e. disregarding any phase relationship between the antennas.


Table E.5.3: Downlink physical channels for HSDPA receiver testing for Closed Loop
Transmit Diversity (Mode-1) performance.

	Physical Channel
	Parameter
	Value
	Note

	P-CPICH (antenna 1)
	P-CPICH_Ec1/Ior
	-13dB
	1. Total P-CPICH_Ec/Ior = -10dB

	P-CPICH (antenna 2)
	P-CPICH_Ec2/Ior
	-13dB
	

	P-CCPCH (antenna 1)
	P-CCPCH_Ec1/Ior
	-15dB
	1. STTD applied.

2. Total P-CCPCH Ec/Ior is –12dB.

	P-CCPCH (antenna 2)
	P-CCPCH_Ec2/Ior
	-15dB
	

	SCH (antenna 1/2)
	SCH_Ec/Ior
	-12dB
	1. TSTD applied.

2. Power divided equally between primary and secondary SCH.

	PICH (antenna 1)
	PICH_Ec1/Ior
	-18dB
	1. STTD applied.

2. Total PICH Ec/Ior is –15dB.

	PICH (antenna 2)
	PICH_Ec2/Ior
	-18dB
	

	DPCH
	DPCH_Ec/Ior
	Test-specific
	1. CL1 applied.
2. Total power from both antennas

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	Test-specific
	1. STTD applied.
2. Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval). During TTIs, in which the HS-SCCH_1 is not allocated to the UE, the HS-SCCH_1 shall be transmitted continuously  with constant  power.

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	1. UE assumes STTD applied.

2. No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-SCCH-3
	HS-SCCH_Ec/Ior
	DTX’d
	1. As HS-SCCH-2.

	HS-SCCH-4
	HS-SCCH_Ec/Ior
	DTX’d
	2. As HS-SCCH-2.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	1. CL1 applied.
2. Total power from both antennas

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1,2
	1. Balance of power 
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 of the Node-B is assigned to OCNS.

2. Power divided equally between antennas.

3. OCNS interference consists of 6 dedicated data channels as specified in table E.5.5.

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.

NOTE 2:
For the case of DPCH with transmit diversity, the OCNS power calculation shall be based on the addition of the power from Antenna 1 and Antenna 2, i.e. disregarding any phase relationship between the antennas.


Table E.5.4: Downlink physical channels for HSDPA receiver testing for HS-SCCH detection performance

	Parameter
	Units
	Value
	Comment

	CPICH 
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	dB
	-10
	

	CCPCH 
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	dB
	-12
	Mean power level is shared with SCH.

	SCH 
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	dB
	-12
	Mean power level is shared with P-CCPCH – SCH includes P- and S-SCH, with power split between both.

P-SCH code is S_dl,0 as per [14]

S-SCH pattern is scrambling code group 0

	PICH 
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	dB
	-15
	

	HS-PDSCH-1 
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	dB
	-10
	HS-PDSCH associated with HS-SCCH-1. The HS-PDSCH shall be transmitted continuously with constant  power.

	HS-PDSCH-2 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-2

	HS-PDSCH-3 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-3

	HS-PDSCH-4 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-4

	DPCH 
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	dB
	-8
	12.2 kbps DL reference measurement channel as defined in Annex C.3.1

	HS-SCCH-1
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	dB
	Test Specific
	All HS-SCCH’s  allocated equal  
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. Specifies 
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 when TTI is active. During TTIs, in which the HS-SCCH’s are not allocated to the UE, the HS-SCCH’s shall be transmitted continuously  with constant  power.

	HS-SCCH-2 
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	dB
	
	

	HS-SCCH-3 
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	dB
	
	

	HS-SCCH-4 
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	dB
	
	

	OCNS 
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	dB
	Remaining power at Node-B (including HS-SCCH power allocation when HS-SCCH’s inactive).1,2
	OCNS interference consists of 6 dedicated data channels as specified in table E.5.5

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.

NOTE 2:
For the case of DPCH with transmit diversity, the OCNS power calculation shall be based on the addition of the power from Antenna 1 and Antenna 2, i.e. disregarding any phase relationship between the antennas.


Table E.5.4A: Downlink physical channels for HSDPA receiver testing for HS-SCCH detection with Open Loop Transmit Diversity performance and MIMO performance
	Parameter
	Units
	Value
	Comment

	P-CPICH (antenna 1)
	P-CPICH_Ec1/Ior
	-13dB
	1. Total P-CPICH_Ec/Ior = -10dB

	P-CPICH (antenna 2)
	P-CPICH_Ec2/Ior
	-13dB
	

	P-CCPCH (antenna 1)
	P-CCPCH_Ec1/Ior
	-15dB
	1. STTD applied.

2. Total P-CCPCH Ec/Ior is –12dB.

	P-CCPCH (antenna 2)
	P-CCPCH_Ec2/Ior
	-15dB
	

	SCH (antenna 1/2)
	SCH_Ec/Ior
	-12dB
	1. TSTD applied.

2. Power divided equally between primary and secondary SCH.

	PICH (antenna 1)
	PICH_Ec1/Ior
	-18dB
	1. STTD applied.

2. Total PICH Ec/Ior is –15dB.

	PICH (antenna 2)
	PICH_Ec2/Ior
	-18dB
	

	HS-PDSCH-1 
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	dB
	-10 dB
	1. STTD applied.
2.HS-PDSCH associated with HS-SCCH-1. The HS-PDSCH shall be transmitted continuously with constant  power.
3. Total power from both antennas

	HS-PDSCH-2 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-2

	HS-PDSCH-3 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-3

	HS-PDSCH-4 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-4

	DPCH 
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	dB
	-8
	1. STTD applied.
2. Total power from both antennas

	HS-SCCH-1
[image: image24.wmf]/

cor

EI


	dB
	Test Specific
	1. UE assumes STTD applied.
2.All HS-SCCH’s  allocated equal  
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. Specifies 
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 when TTI is active. During TTIs, in which the HS-SCCH’s are not allocated to the UE, the HS-SCCH’s shall be transmitted continuously  with constant  power.

	HS-SCCH-2 
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	dB
	
	

	HS-SCCH-3 
[image: image28.wmf]/

cor

EI


	dB
	
	

	HS-SCCH-4 
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	dB
	
	

	OCNS 
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	dB
	Remaining power at Node-B (including HS-SCCH power allocation when HS-SCCH’s inactive).1,2
	OCNS interference consists of  a number of  dedicated data channels as specified in table E.5.5 and E.5.5A. Table E.5.5 is the definition of OCNS for the test case which uses a maximum of ten HS-PDSCH. Table E.5.5A is the definition of OCNS for the test case which uses a maximum of 11 to 15 HS-PDSCH.

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.

NOTE 2:
For the case of DPCH with transmit diversity, the OCNS power calculation shall be based on the addition of the power from Antenna 1 and Antenna 2, i.e. disregarding any phase relationship between the antennas.


E.5.2
HSDPA OCNS Definition

The selected channelization codes and relative power levels for OCNS transmission for HSDPA performance assessment are defined in Table E.5.5 and E.5.5A. The selected codes are designed to have a single length-16 parent code.

Table E.5.5: OCNS definition for HSDPA receiver testing

	Channelization Code at SF=128
	Relative Level setting (dB)
	DPCH Data

	122
	0
	The DPCH data for each channelization code shall be uncorrelated with each other and with any wanted signal over the period of any measurement. For OCNS with transmit diversity the DPCH data sent to each antenna shall be either STTD encoded or generated from uncorrelated sources.

	123
	-2
	

	124
	-2
	

	125
	-4
	

	126
	-1
	

	127
	-3
	


Table E.5.5A: OCNS definition for HSDPA receiver testing for HS-PDSCH of 11-15.

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


	Channelization Code at SF=128
	DPCH Data

	6
	The DPCH data for each channelization code shall be uncorrelated with each other and with any wanted signal over the period of any measurement. For OCNS with transmit diversity the DPCH data sent to each antenna shall be either STTD encoded or generated from uncorrelated sources.



{Unchanged sections skipped here} 

E.6.2
Downlink Physical Channels Code Allocation for HSDPA test cases

Tables E.6.2.1, E.6.2.2, E.6.2.3 and E.6.2.4 show the downlink code allocation for HSDPA test cases. Table E.6.2.1 shows the complete downlink code tree for spreading factors 16, 32 and 64. Table E.6.2.2 shows details of the downlink code tree for SF=16 code=0 with spreading factors 64, 128 and 256. Tables E.6.1.1 and E.6.1.2 should be used for HSDPA test cases for UE categories 1-8 and 11-12. Tables E.6.2.3 and E.6.2.4 show the complete downlink code trees to be used for HSDPA test case for UE categories 9-10 and 13-20, with the exception of test cases testing the control channel performance, for which Tables E.6.2.1 and E.6.2.2 should be used. The numbers in the code columns indicate the code number with the respective spreading factor (SF). The Note column refers to specifications where the code allocation is defined. 

Table E.6.2.1: HSDPA Downlink Physical Channels Code Allocation for RF testing

	Code with SF=64
	Code with SF=32
	Code with SF=16
	Note

	0: -
	0: -
	0: -
	P-CPICH, P-CCPCH, PICH, AICH on SF256

	1: -
	
	
	HS-SCCH1 and HS-SCCH2 on SF128

	2: S-CCPCH
	1: -
	
	S-CCPCH: TS 34.108 [3]: 6.1.0b

	3: -
	
	
	HS-SCCH3 and HS-SCCH4 on SF128

	4: -
	2: -
	1: HS-PDSCH
	1st HS-PDSCH code

	5: -
	
	
	

	6: -
	3: -
	
	

	7: -
	
	
	

	8: -
	4: -
	2: HS-PDSCH
	2nd HS-PDSCH code

	9: -
	
	
	

	10: -
	5: -
	
	

	11: -
	
	
	

	12: -
	6: -
	3: HS-PDSCH
	3rd HS-PDSCH code

	13: -
	
	
	

	14: -
	7: - 
	
	

	15: -
	
	
	

	16: -
	8: -
	4: HS-PDSCH
	4th HS-PDSCH code

	17: -
	
	
	

	18: -
	9: -
	
	

	19: -
	
	
	

	20: -
	10: -
	5: HS-PDSCH
	5th HS-PDSCH code

	21: -
	
	
	

	22: -
	11: -
	
	

	23: -
	
	
	

	24: -
	12: -
	6: HS-PDSCH
	6th HS-PDSCH code

	25: -
	
	
	

	26: -
	13: -
	
	

	27: -
	
	
	

	28: -
	14: -
	7: HS-PDSCH
	7th HS-PDSCH code

	29: -
	
	
	

	30: -
	15: -
	
	

	31: -
	
	
	

	32: -
	16: -
	8: HS-PDSCH
	8th HS-PDSCH code

	33: -
	
	
	

	34: -
	17: -
	
	

	35: -
	
	
	

	36: -
	18: -
	9: HS-PDSCH
	9th HS-PDSCH code

	37: -
	
	
	

	38: -
	19: -
	
	

	39: -
	
	
	

	40: -
	20: -
	10: HS-PDSCH
	10th HS-PDSCH code

	41: -
	
	
	

	42: -
	21: -
	
	

	43: -
	
	
	

	44: -
	22: -
	11: -
	

	45: -
	
	
	

	46: -
	23: -
	
	

	47: -
	
	
	

	48: -
	24: -
	12: -
	RMC12.2 on code 96 (SF128), the SRB standalone used during call setup on code 192 (SF256) (TS 34.108 [3]: 9.2.1)

	49: -
	
	
	

	50: -
	25: -
	
	

	51: -
	
	
	

	52: -
	26: -
	13: -
	

	53: -
	
	
	

	54: -
	27: -
	
	

	55: -
	
	
	

	56: -
	28: -
	14: -
	

	57: -
	
	
	

	58: -
	29: -
	
	

	59: -
	
	
	

	60: -
	30: -
	15: -
	OCNS DPCH on codes 122-127 (SF128)

(Table E.5.5)

	61: -
	
	
	

	62: -
	31: -
	
	

	63: -
	
	
	


Table E.6.2.2: HSDPA Downlink Physical Channels Code Allocation for SF=16 code=0

	Code with SF=256
	Code with SF=128
	Code with SF=64
	Note

	0: P-CPICH
	0: -
	0: -
	TS 25.213; 34.108 [3]: 6.1.4; 34.121: E.4.2 

	1: P-CCPCH
	
	
	TS 25.213; 34.121: E.4.2

	2: PICH
	1: -
	
	TS 34.108 [3]: 6.1.0b (SIB5)

	3: AICH
	
	
	TS 34.108 [3]: 6.1.0b (SIB5)

	4: -
	2: HS-SCCH1
	1: -
	TS 34.108 [3]: 9.2.1 RB Setup message 

	5: -
	
	
	

	6: -
	3: HS-SCCH2
	
	TS 34.108 [3]: 9.2.1 RB Setup message

	7: -
	
	
	

	8: -
	4: -
	2: S-CCPCH
	S-CCPCH: TS 34.108 [3]: 6.1.0b (SIB5)

	9: -
	
	
	

	10: -
	5: -
	
	

	11: -
	
	
	

	12: -
	6: HS-SCCH3
	3: -
	TS 34.108 [3]: 9.2.1 RB Setup message

	13: -
	
	
	

	14: -
	7: HS-SCCH4
	
	TS 34.108 [3]: 9.2.1 RB Setup message

	15: -
	
	
	


Table E.6.2.3: HSDPA Downlink Physical Channels Code Allocation for RF testing for UE categories 9-10 and 13-20  test cases, except control channel performance test cases

	Code with SF=64
	Code with SF=32
	Code with SF=16
	Note

	0: -
	0: -
	0: -
	P-CPICH, P-CCPCH, PICH, AICH on SF256

	1: -
	
	
	HS-SCCH1 and HS-SCCH2 on SF128

	2: S-CCPCH
	1: -
	
	S-CCPCH: TS 34.108 [3]: 6.1.0b

	3: -
	
	
	OCNS DPCH on code 6 (SF128) (Table E.5.5A), RMC12.2 on code 7 (SF128) (TS 34.108 [3]: 9.2.1 RRC Connection Setup message (Transition to CELL_DCH) with exceptions in Annex I), the SRB standalone used during call setup on code 14 (SF256) (TS 34.108 [3]: 9.2.1 RB Setup message (HSDPA) with exceptions in Annex I)

	4: -
	2: -
	1: HS-PDSCH
	1st HS-PDSCH code

	5: -
	
	
	

	6: -
	3: -
	
	

	7: -
	
	
	

	8: -
	4: -
	2: HS-PDSCH
	2nd HS-PDSCH code

	9: -
	
	
	

	10: -
	5: -
	
	

	11: -
	
	
	

	12: -
	6: -
	3: HS-PDSCH
	3rd HS-PDSCH code

	13: -
	
	
	

	14: -
	7: - 
	
	

	15: -
	
	
	

	16: -
	8: -
	4: HS-PDSCH
	4th HS-PDSCH code

	17: -
	
	
	

	18: -
	9: -
	
	

	19: -
	
	
	

	20: -
	10: -
	5: HS-PDSCH
	5th HS-PDSCH code

	21: -
	
	
	

	22: -
	11: -
	
	

	23: -
	
	
	

	24: -
	12: -
	6: HS-PDSCH
	6th HS-PDSCH code

	25: -
	
	
	

	26: -
	13: -
	
	

	27: -
	
	
	

	28: -
	14: -
	7: HS-PDSCH
	7th HS-PDSCH code

	29: -
	
	
	

	30: -
	15: -
	
	

	31: -
	
	
	

	32: -
	16: -
	8: HS-PDSCH
	8th HS-PDSCH code

	33: -
	
	
	

	34: -
	17: -
	
	

	35: -
	
	
	

	36: -
	18: -
	9: HS-PDSCH
	9th HS-PDSCH code

	37: -
	
	
	

	38: -
	19: -
	
	

	39: -
	
	
	

	40: -
	20: -
	10: HS-PDSCH
	10th HS-PDSCH code

	41: -
	
	
	

	42: -
	21: -
	
	

	43: -
	
	
	

	44: -
	22: -
	11: HS-PDSCH
	11th HS-PDSCH code

	45: -
	
	
	

	46: -
	23: -
	
	

	47: -
	
	
	

	48: -
	24: -
	12: HS-PDSCH
	12th HS-PDSCH code

	49: -
	
	
	

	50: -
	25: -
	
	

	51: -
	
	
	

	52: -
	26: -
	13: HS-PDSCH
	13th HS-PDSCH code

	53: -
	
	
	

	54: -
	27: -
	
	

	55: -
	
	
	

	56: -
	28: -
	14: HS-PDSCH
	14th HS-PDSCH code

	57: -
	
	
	

	58: -
	29: -
	
	

	59: -
	
	
	

	60: -
	30: -
	15: HS-PDSCH
	15th HS-PDSCH code

	61: -
	
	
	

	62: -
	31: -
	
	

	63: -
	
	
	


Table E.6.2.4: HSDPA Downlink Physical Channels Code Allocation for SF=16 code=0 for UE categories 9-10 and 13-20 test cases, except control channel performance test cases

	Code with SF=256
	Code with SF=128
	Code with SF=64
	Note

	0: P-CPICH
	0: -
	0: -
	TS 25.213; 34.108 [3]: 6.1.4; 34.121: E.4.2 

	1: P-CCPCH
	
	
	TS 25.213; 34.121: E.4.2

	2: PICH
	1: -
	
	TS 34.108 [3]: 6.1.0b (SIB5)

	3: AICH
	
	
	TS 34.108 [3]: 6.1.0b (SIB5)

	4: -
	2: HS-SCCH1
	1: -
	TS 34.108 [3]: 9.2.1 RB Setup message (HSDPA) with exceptions in Annex I

	5: -
	
	
	

	6: -
	3: HS-SCCH2
	
	TS 34.108 [3]: 9.2.1 RB Setup message (HSDPA) with exceptions in Annex I

	7: -
	
	
	

	8: -
	4: -
	2: S-CCPCH
	S-CCPCH: TS 34.108 [3]: 6.1.0b (SIB5)

	9: -
	
	
	

	10: -
	5: -
	
	

	11: -
	
	
	

	12: -
	6: OCNS DPCH
	3: -
	OCNS DPCH on code 6 (SF128)(Table E.5.5A)

	13: -
	
	
	

	14: SRB during call setup
	7: RMC 12.2
	
	RMC12.2 on code 7 (SF128) (TS 34.108 [3]: 9.2.1 RRC Connection Setup message (Transition to CELL_DCH) with exceptions in Annex I), the SRB standalone used during call setup on code 14 (SF256) (TS 34.108 [3]: 9.2.1 RB Setup message (HSDPA) with exceptions in Annex I)

	15: -
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