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1. Overall Description:

This contribution summarises the issue related to the requirements stated in 3GPP TS 25.322 v8.3.0 clause 9.2.2.9.
2. RAN2 specifications: 25.322 – Radio Link Control (RLC) protocol specification 
The TS 25.322 clause 9.2.2.9 states that 
9.2.2.9
Data field


RLC SDUs or segments of RLC SDUs are mapped to this field in transparent, unacknowledged and 
acknowledged modes.


[..]


Unacknowledged mode data and Acknowledged mode data:

-

[..]

-
in uplink, if MAC-i/is has been configured:

-
if the UE pre-generates RLC PDUs for transmission in a later TTI:

-
provided that the UE has sufficient amount of data available for transmission, the size of the data field of the RLC PDU shall be chosen so that each RLC PDU to be multiplexed to the MAC-i/is PDU matches the maximum amount of data allowed to be transmitted by the applicable current grant (scheduled or non-scheduled) for the current TTI.

-
RLC PDUs may only be pre-generated if the amount of data in outstanding pre-generated RLC PDUs for this logical channel is less than or equal to four times the maximum amount of data allowed to be transmitted by the applicable current grant (scheduled or non-scheduled) for the current TTI.

-
if the UE generates RLC PDUs for transmission in the current TTI:

-
the size of the data field of the RLC PDU shall be chosen so that the RLC PDU size matches the data requested for this logical channel by the current E-TFC selection.

[..]

The above specification for Unacknowledged mode data and Acknowledged mode data where in uplink if MAC i/is has been configured, there are two conditions listed for UE behaviour. It is unclear whether these two “if” statements allow for either/or, neither, or a mix of the two conditions.

3. Actions: 
RAN5 kindly asks RAN2 to review the relevant core specification and provide feedback to RAN5 on clarification on the interpretation of these requirements by the end of RAN5#42 meeting.
4. Date of Next TSG-RAN WG5 Meetings:

TSG-RAN WG5 Meeting #42
9 - 13 February 2009

Athens
TSG-RAN WG5 Meeting #43
20 – 24 April 2009
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