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Introduction
This document provides a summary of CRs for LCR TDD (except LTE) to be presented in RAN5 meeting #41 signalling group. 

This summary will be presented in agenda item 6.3. The companies who interested are asked to review in detail offline for LCR TDD. If no objections are received before the last day of RAN5 meeting this group of CRs will be agreed.
MBMSE-RANPhysLCRTDD_UEConTest
	R5-085130
	Addition of MBSFN RABs and Signalling RB for 1.28 Mcps TDD
	CATT

	R5-085131
	Simulated network environment description for MBSFN tests
	CATT

	R5-085132
	Default MBMS RRC message contents for LCR TDD MBSFN
	CATT

	
	
	

	R5-085466
	Addition 1.28 Mcps TDD contents in 8.5.1.14 and 8.5.1.15
	CATT


TEIx_Test
	R5-085128
	Correction to RRC connection establishment test case in section 8.1.2.10 for LCR TDD
	CATT, Spreadstrum

	R5-085129
	Addition LCR TDD E-DCH physical layer categories
	CATT

	R5-085134
	New testcase 8.2.1.27b to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI

	R5-085135
	New testcase 8.2.2.36a to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI

	R5-085136
	New testcase 8.2.3.31a to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI

	R5-085137
	New testcase 8.3.1.1b to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI

	R5-085138
	Modification of testcase 8.4.1.1a to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI

	R5-085139
	New testcase 18.1.2.4a to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI

	R5-085140
	New testcase 18.1.2.13.1a to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD

	R5-085141
	New testcase 8.2.4.36a to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD

	R5-085142
	New testcase 8.2.6.39c to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD

	R5-085143
	New testcase 8.3.1.33a to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI

	R5-085183
	CR to 34.123-1: Contents addition for LCR TDD in 7.1.6.4.3
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI


Contents
	R5-085128
	Correction to RRC connection establishment test case in section 8.1.2.10 for LCR TDD
	Spreadstrum, CATT


Reason for change:

Information element “Cell parameters ID” does not been configured in the case for LCR TDD, so that UEs have to search for it during RRC connection establishment in CELL_DCH on another frequency.
Summary of change:
During Step 2 (TDD), information element “Cell parameters ID” should be configured as “Cell parameters ID of the cell 4” in RRC CONNECTION SETUP.
	R5-085129
	Addition LCR TDD E-DCH physical layer categories
	CATT


Reason for change:

Absence LCR TDD E-DCH physical layer categories.
Summary of change:
Addition LCR TDD E-DCH physical layer categories. 
	R5-085130
	Addition of MBSFN RABs and Signalling RB for 1.28 Mcps TDD
	CATT


Reason for change:

Reference radio bearers are required for 1.28 Mcps TDD MBSFN operation 
Summary of change:
An SRB for MCCH and three MTCH RABs are defined for 1.28 Mcps TDD MBSFN operation.
	R5-085131
	Simulated network environment description for MBSFN tests
	CATT


Reason for change:

MBSFN features have been added to the technical specifications.  A high-level description of the simulated network environment for MBSFN testing for LCR TDD is required. 
Summary of change:
A high-level description of the simulated network environment for 1.28 Mcps TDD MBSFN testing has been added.
	R5-085132
	Default MBMS RRC message contents for LCR TDD MBSFN
	CATT


Reason for change:

MBSFN features have been added to the technical specifications.  Default MBMS RRC message contents are required for LCR TDD.
Summary of change:
Default MBMS RRC message contents for 1.28 Mcps TDD MBSFN are added.
	R5-085466
	Addition 1.28 Mcps TDD contents in 8.5.1.14 and 8.5.1.15
	CATT


Reason for change:

MBSFN features have been added to the technical specifications.  Test cases are required in order to test MBSFN specific RRC procedures.
Summary of change:
Adding 1.28 Mcps TDD contents in 8.5.1.14 and 8.5.1.15
	R5-085134
	New testcase 8.2.1.27b to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI


Reason for change:

The features and operation of UpPCH shifting has been introduced to core specification for LCR TDD, test case shall cover this feature accordingly.
Summary of change:
Introduction and test case addition 8.2.1.27a to verify the UE supporting the features and operation of multi-frequency and UpPCH Shifting for LCR TDD.
	R5-085135
	New testcase 8.2.2.36a to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI


Reason for change:

The features and operation of UpPCH shifting has been introduced to core specification for LCR TDD, test case shall cover this feature accordingly.
Summary of change:
Introduction and test case addition 8.2.2.36a to verify the UE supporting the features and operation of multi-frequency and UpPCH Shifting for LCR TDD.
	R5-085136
	New testcase 8.2.3.31a to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI


Reason for change:

The features and operation of UpPCH shifting has been introduced to core specification for LCR TDD, test case shall cover this feature accordingly.
Summary of change:
Introduction and test case addition 8.2.3.31a to verify the UE supporting the features and operation of multi-frequency and UpPCH Shifting for LCR TDD.
	R5-085137
	New testcase 8.3.1.1b to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI


Reason for change:

The features and operation of UpPCH shifting has been introduced to core specification for LCR TDD, test case shall cover this feature accordingly.
Summary of change:
New test case addition to verify the UE supporting the features and operation of multi-frequency and UpPCH Shifting for LCR TDD.
	R5-085138
	Modification of testcase 8.4.1.1a to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI


Reason for change:

The features and operation of UpPCH shifting has been introduced to core specification for LCR TDD, test case shall cover this feature accordingly.
Summary of change:
New test case addition to verify the UE supporting the features and operation of multi-frequency and UpPCH Shifting for LCR TDD.
	R5-085139
	New testcase 18.1.2.4a to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI


Reason for change:

The features and operation of UpPCH shifting has been introduced to core specification for LCR TDD, test case shall cover this feature accordingly.
Summary of change:
New test case addition to verify the UE supporting the features and operation of multi-frequency and UpPCH Shifting for LCR TDD.
	R5-085140
	New testcase 18.1.2.13.1a to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD


Reason for change:

The features and operation of UpPCH shifting has been introduced to core specification for LCR TDD, test case shall cover this feature accordingly.
Summary of change:
New test case addition to verify the UE supporting the features and operation of multi-frequency and UpPCH Shifting for LCR TDD.
	R5-085141
	New testcase 8.2.4.36a to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD


Reason for change:

The features and operation of Multi-frequency have been introduced to core specification for LCR TDD, test case shall cover these thess features accordingly.
Summary of change:
New test case addition and test parameter clarification according to the UE operating carrier in multi-frequency network and UpPCH Shifting configured in 8.2.4.36a
	R5-085142
	New testcase 8.2.6.39c to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD


Reason for change:

The features and operation of Multi-frequency and UpPCH shifting have been introduced to core specification for LCR TDD, test case shall cover these features accordingly.

Summary of change:
New test case addition and test parameter clarification according to the UE operating carrier in multi-frequency network and UpPCH Shifting configured in 8.2.6.39c
	R5-085143
	New testcase 8.3.1.33a to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI


Reason for change:

The features and operation of Multi-frequency have been introduced to core specification for LCR TDD, test case shall cover these thess features accordingly.

Summary of change:
New test case addition and test parameter clarification according to the UE operating carrier in multi-frequency network configured in 8.3.1.33a
	R5-085183
	CR to 34.123-1: Contents addition for LCR TDD in 7.1.6.4.3
	RITT, CMCC, CATT, ZTE, Spreadtrum Communications, TD-TECH, HUAWEI


Reason for change:

Currently There is not contents of testing description for LCR TDD

Summary of change:
To add the description of conformance requirement and parameter setting for LCR TDD
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