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1. Overall Description:

In the RAN5#41 meeting R5-085738 was presented to change the information element “Power step when no acquisition indicator is received (Power offset P0)” from 3 dB to 6 dB in TS 34.121-1 table 8.4.2.4.1 for the RRM Random Access Procedure test case 8.4.2.4. The existing value of 3dB is derived from the TS 25.133 table A.6.6 and A.6.7A. Therefore this change is not agreed at RAN5#41 meeting.
Problem:

As per TS 34.121-1 8.4.2.4.2 Minimum Requirements, UE shall not exceed the maximum allowed UL TX power, which is specified in TS 34.121-1 table 8.4.2.4.1 and within tolerances given in TS 25.133 section 6.5.
The calculated preamble ramping power at 12th preamble cycle shall be +3 dBm (-30dBm +11*3dB) by using power ramp step of 3dB. If a non compliant UE sends a preamble with this power, it will not result in UE failure as it is still within the expected range for the preamble power including the tolerances defined in the table 8.4.2.4.2

Solution:
It is proposed to set “Power step when no acquisition indicator is received (Power offset P0)” to 6dB. 

The calculated preamble ramping power at 12th preamble cycle shall be +36 dBm (-30dBm +11*6dB) by using power ramp step of 6 dB. If a non compliant UE sends a preamble with this power, it will result in UE failure as it is outside the expected range for the preamble power including the tolerances defined in the TS 34.121-1 table 8.4.2.4.2.
We feel following change highlighted in red is required in TS 25.133 table A.6.7A:
Table A.6.7A: Specific UE parameter for correct behaviour when reaching maximum transmit power

	Parameter
	Unit
	Value

	Maximum allowed UL TX power
	dBm
	0

	Power step when no acquisition indicator is received 

(Power offset P0)
	dB
	6


2. Actions:

RAN5 kindly asks RAN4 to review findings with respect to the value of the above information element and to update TS 25.133 as per the value proposed by RAN5.

RAN5 requests RAN4 to provide the feedback by the end of RAN5#42 meeting.
3. Date of Next TSG-RAN WG5 Meetings:

TSG-RAN WG5 Meeting #42
9 – 13 Feb 09

Athens

TSG-RAN WG5 Meeting #43
20 – 24 April 2009
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