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<Start of modified section>
7.3.6.1
PDCP Discard

7.3.6.1.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { the Discard Timer for a PDCP SDU expires }

    then { UE discards the corresponding PDCP SDU }

}
(2)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { the successful delivery of a PDCP SDU is confirmed by PDCP status report}

    then { UE discards the corresponding PDCP SDU }

}

NOTE:For purpose (2) test procedur is already define in Table 7.3.5.4.3.2-1
7.3.6.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.323 clause 5.9.

[TS 36.323, clause 5.9]


When the Discard_Timer expires for a PDCP SDU, or the successful delivery of a PDCP SDU is confirmed by PDCP status report, the UE shall discard the PDCP SDU along with the corresponding PDCP PDU. If the corresponding PDCP PDU has already been submitted to lower layers the discard is indicated to lower layers.
7.3.6.1.3
Test description

7.3.6.1.3.1
Pre-test conditions

System Simulator:

-
Cell 1

-




UE:

None.

Preamble 

-
The UE is in state Loopback Activated (state 4) according to [18] with the exceptions as specified in table 7.3.6.1.3.1-1.

Table 7.3.6.1.3.1-1: PDCP Settings

	Parameter
	Value

	Discard_Timer
	1500ms



7.3.6.1.3.2
Test procedure sequence

Table 7.3.6.1.3.2-1: Main behaviour

	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	



	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS creates 5 PDCP Data PDUs and the Next_PDCP_TX_SN is set to "0".
	-
	-
	-
	-

	2
	The SS is configured no RLC ACK to the UE.
	
	
	
	

	
	EXCEPTION: Step 3 shall be repeated for k=0 to 4 (increment=1).
	
	
	
	

	3
	The SS sends the PDCP Data PDU #K via RLC-AM RB with the following content to the UE:

D/C field = 1 (PDCP Data PDU) and PDCP SN = k
After having sent a PDU, the SS set Next_PDCP_TX_SN = k+1.
	<--
	PDCP PDU DATA ＃k
	
	

	4
	Waited for 1500ms passed, do nothing
	
	
	
	

	5
	The SS is configured RLC ACK to the UE.
	
	
	
	

	6
	CHECK: Does UE retransmit a PDCP Data PDU # 0 with PDCP SN=0?
	-->
	PDCP Data PDU (SN = 0)
	1
	F

	
	
	
	
	
	


7.3.6.1.3.3
Specific message contents


Table 7.3.6.1.3.3-1 RRCConnectionReconfiguration (Step 5, table 7.3.6.1.3.2-1)
	Derivation Path: 36.508, Table 4.6.1-6

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfiguration {
	
	
	

	          RadioResourceConfigDedicated-HO{
	
	
	

	drb-ToAddModifyList{
	
	
	

	                 PDCP-Configuration-DRB-AM{
	
	
	

	                     discardTimer
	ms1500
	
	

	                  rlc-AM SEQUENCE {
	
	
	

	                     statusReportRequired
	TRUE
	
	

	}
	
	
	

	}
	
	
	

	        }
	
	
	

	}
	
	
	

	}
	
	
	

	}
	
	
	

	}
	
	
	

	}
	
	
	

	}
	
	
	


<End of modified section>
































































