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3A
Requirements for support of RRM

3A.1
General
Radio Resource Management (RRM) ensures the efficient use of the available radio resources and also provides mechanisms that enable E-UTRAN to meet radio resource related requirements. The requirements that are tested include: 

-
Idle mode, the cell re-selection algorithms that are controlled by the setting of parameters (thresholds and hysteresis values) that define the best cell and/or determine when the UE should select a new cell

-
The configuration of the UE measurement and reporting procedures that are transmitted via dedicated signalling in connected mode

-
Connected mode, the mobility of radio connections that has to be supported

-
Handover decisions that may be based on UE or eNB measurements
-
Inter-RAT RRM, the management of radio resources in connection with inter-RAT mobility, e.g. Inter-RAT handover

3A.2
Requirements Classification for Statistical Testing

The test requirements are expressed as absolute requirements with a single value stating the requirement or expressed as a success rate. There are no provisions for the statistical variations that will occur when a parameter is tested. The statistical nature depends on the type of test requirement. Some have large statistical variations, while others are not statistical in nature at all. When testing a parameter with a statistical nature, a confidence level is set. This establishes the probability that a Device Under Test (DUT) passing the test actually meets the test requirement and determines how many times a test have to be repeated and what the pass and fail criteria is. The statistical significance shall be set according to Annex G.
3A.3
RRM Test Configurations

The cell configuration of cells described in the test cases shall be set according to TS 36.508 [7] section 4.4.5.

3A.3.1
UE with Single Antenna Connector

For testing a UE with a single E-UTRA antenna connector, the connection diagram configurations are described in TS 36.508 [7] Annex A.

3A.3.2
UE with Multiple Antenna Connectors
For testing a UE with more than one E-UTRA antenna connector, the connection diagram configurations are described in TS 36.508 [7] Annex A for the special case of  2 antennas. For UEs with more than one E-UTRA antenna connector the fading of the signals and the AWGN signals applied to each receiver antenna connector shall be uncorrelated. The levels of the test signal applied to each of the antenna connectors shall be as defined in the respective test cases.
4
E-UTRAN RRC_IDLE State Mobility 
After the UE has switched on and a PLMN has been selected, the cell selection process takes place. This process allows the UE to select a suitable cell where to camp on in order to access available services. In this process the UE can use stored information (Stored information cell selection) or not (Initial cell selection).

When the UE is in either Camped Normally state or Camped on Any Cell state on a cell, the UE attempts to detect, synchronise, and monitor intra-frequency, inter-frequency and inter-RAT cells indicated by the serving cell, the cell re-selection evaluation process takes place. This process allows the UE to select a more suitable cell and camp on it. In this process the UE measurement activity is controlled by measurement rules defined in TS 36.304 [6] clause 5.2.4.2, allowing the UE to limit its measurement activity.

4.1
E-UTRAN Cell Selection
 Editor’s note: There are currently no tests defined for E-UTRAN cell selection.

4.2
E-UTRAN Cell Re-Selection

4.2.1
E-UTRAN FDD – FDD cell re-selection intra frequency case
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· Cell re-selection delay period is undefined

· The Message contents are undefined

· The specific test parameters requirements defined in 36.133 Annex A are undefined
· The specific cell re-selection parameters requirements are undefined
· Physical channels used are undefined
· 
· The Test system uncertainties applicable to this test are undefined
· Statistical testing of cell re-selection delay performance requirements are undefined

4.2.1.1
Test purpose

To verify that when the current and target cell operates on the same carrier frequency the UE is able to search and measure cells to meet the intra-frequency cell re-selection requirements.

4.2.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.
4.2.1.3
Minimum conformance requirements

The cell re-selection delay shall be less than TevaluateFDD,Intra + TSI-EUTRA in RRC_IDLE state.

The UE shall be able to identify new intra-frequency cells and perform RSRP measurement of identified intra-frequency cells without an explicit intra-frequency neighbour list containing physical layer cell identities.

The UE shall be able to evaluate whether a newly detectable intra-frequency cell meets the re-selection criteria defined in TS 36.304 [6] within Tdetect,EUTRAN_Intra as defined in table 4.2.2.3-1 of TS 36.133 [4] clause 4.2.2.3 when Treselection = 0.

The UE shall measure RSRP at least every Tmeasure,EUTRAN_Intra as defined in table 4.2.2.3-1 of TS 36.133 [4] clause 4.2.2.3 for intra-frequency cells that are identified and measured according to the measurement rules.

The UE shall filter RSRP measurement of each measured intra-frequency cell using at least [2] measurements. Within the set of measurements used for the filtering, [at least two measurements] shall be spaced by at least Tmeasure,EUTRAN_Intra / 2.

For an intra-frequency cell that has been already detected, but that has not been re-selected to, the filtering shall be such that the UE shall be capable of evaluating that the intra-frequency cell has met the re-selection criterion defined in TS 36.304 [6] within TevaluateFDD,Intra  as defined in table 4.2.2.3-1 of TS 36.133 [4] clause 4.2.2.3 when Treselection = 0.

If Treselection timer has a non-zero value and the intra-frequency cell is better ranked than the serving cell, the UE shall evaluate this intra-frequency cell for the Treselection time. If this cell remains better ranked within this duration, then the UE shall re-select that cell.
The UE shall evaluate the intra-frequency cell re-selection criteria as defined in TS 36.304 [6] at least every DRX cycle. The DRX cycle length is [FFS; 0.64 s].

At intra-frequency cell re-selection, the UE shall monitor the downlink of serving cell for paging reception until the UE is capable to start monitoring downlink channels of the target intra-frequency cell for paging reception. The interruption time shall not exceed TSI-EUTRA + 50 ms. TSI-EUTRA is the time required for receiving all the relevant system information data according to the reception procedure and the RRC procedure delay of system information blocks as defined in TS 36.331 [5] for a E-UTRAN cell.

The normative reference for this requirement is TS 36.133 [4] clause 4.2.2.3 and A.4.2.1.
4.2.1.4
Test description
4.2.1.4.1
Initial conditions
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1. 
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1. 
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.]
 1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. The general test parameter settings are set up according to Table 4.2.1.4.1-1.

3. The parameter settings for the cells are set up according to Table 4.2.1.5.1-1. Propagation conditions are set according to Annex B clause B.1.1. 
4. Downlink signals are initially set up according to Table 4.2.1.5.1-1.

5. The parameters for cell re-selection are set up according to Table 4.2.1.4.1-2.
6. Message contents are as defined in clause 4.2.1.4.3
7. There is one E-UTRA FDD carrier and [two] cells specified in the test. 

Table 4.2.1.4.1-1: General Test Parameters for E-UTRAN FDD/FDD Cell Re-Selection Intra Frequency case

[Table FFS]

Table 4.2.1.4.1-2: Cell Specific Test Parameters for E-UTRAN FDD/FDD Cell Re-Selection Intra Frequency case

[Table FFS]
4.2.1.4.2
Test procedure

The test consists of [one] active cell and [one] neighbour cell. The UE is requested to monitor the neighbouring cell on one E-UTRA FDD carrier. In the test there are two successive time periods, with time duration of T1 and T2 respectively. Only cell 1 is already identified by the UE prior to the start of the test. At T1 the UE is camped on to cell 1. Cell 1 and cell 2 belong to different tracking areas. Furthermore, UE has not registered with network for the tracking area containing cell 2.
1. Set the parameters according to [FFS; time duration T1] in Table 4.2.1.5-1. 

2. Ensure the UE is in State 2 according to TS 36.508 [7] clause 4.5.2 on the strongest cell.
3. [FFS seconds] after step 2 has completed, the SS shall switch the power setting from [FFS; time duration T1 to T2] as specified in Table 4.2.1.5-1.

4. The SS waits for random access requests information from the UE to perform a Tracking Area Update procedure on the strongest cell.

5. If the UE responds on strongest cell [during time duration T2] within [FFS seconds; cell re-selection delay] from the beginning of time period [FFS; time duration T2] then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one. 

6. Repeat step 1-5 until the confidence level according to Tables [FFS] in Annex G clause [FFS] is achieved. 
4.2.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: [FSS] 
4.2.1.5
Test requirement

Tables 4.2.1.4.1-1 and 4.2.1.5-1 defines the primary level settings including test tolerances for E-UTRAN FDD/FDD cell re-selection intra-frequency test.
Table 4.2.1.5-1: Cell Specific Test requirement Parameters for E-UTRAN FDD/FDD Cell Re-Selection Intra Frequency case

[Table FFS]

The cell re-selection delay for lower priority test requirement in this case is expressed as:

Cell re-selection delay to lower priority = TevaluateFDD,Intra + TSI-EUTRA
TevaluateFDD,Intra = [6.40 s; as specified in TS 36.133 [4] clause 4.2.2.4].

TSI-EUTRA = [1280 ms; as specified in TS 36.133 [4] clause 4.2.2.4] 

The cell re-selection delay to lower priority shall be less than a total of [FFS s] in this test case.

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

[FFS]
4.2.2
E-UTRAN TDD – TDD cell re-selection intra frequency case

4.2.3
E-UTRAN FDD – FDD cell re-selection inter frequency case

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· Cell re-selection delay period is undefined

· The Message contents are undefined

· The specific test parameters requirements defined in 36.133 Annex A are undefined
· The specific cell re-selection parameters requirements are undefined
· Physical channels used are undefined
· 
· The Test system uncertainties applicable to this test are undefined
· Statistical testing of cell re-selection delay performance requirements are undefined

4.2.3.1
Test purpose

To verify that when the neighbour cell operates on a different carrier frequency, compared to the current cell the UE is able to search and measure cells to meet the inter-frequency cell re-selection requirements.

4.2.3.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.
4.2.3.3
Minimum conformance requirements

The cell re-selection delay shall be less than TevaluateFDD,Inter + TSI-EUTRA in RRC_IDLE state.

The UE shall be able to identify new inter-frequency cells and perform RSRP measurements of identified inter-frequency cells if carrier frequency information is provided by the serving cell, even if no explicit neighbour list with physical layer cell identities is provided.

If the SServingCell of the E-UTRA serving cell (or other cells on the same frequency layer) is greater than Snonintrasearchthen:

- 
The UE may not search for, or measure inter-frequency or inter-RAT layers of equal or lower priority

- 
The UE shall search for inter-frequency layers of higher priority at least every Thigher_priority_search where Thigher_priority_search is described in TS 36.133 [4] clause 4.2.2 as Thigher_priority_search = (60 * Nlayers) seconds, where the parameter Nlayers is the total number of configured higher priority carrier frequencies.

If the SServingCell of the E-UTRA serving cell is less than or equal to Snonintrasearch then the UE shall search for and measure  inter-frequency layers of higher, equal or lower priority in preparation for possible re-selection. In this scenario, the minimum rate at which the UE is required to search for and measure higher priority layers is not reduced and shall be the same as that defined below for a lower or equal priority inter-frequency layers.

The UE shall be able to evaluate whether the need for re-selection to a newly detectable lower or equal priority inter-frequency cell meets the re-selection criteria defined in TS 36.304 [6] within Kcarrier * Tdetect,EUTRAN_Inter (as defined in table 4.2.2.4-1 of TS 36.133 [4] clause 4.2.2.4) if at least carrier frequency information is provided for inter-frequency neighbour cells by the serving cells when TreselectionRAT = 0. The parameter Kcarrier is the number of E-UTRA inter-frequency carriers indicated by the serving cell.  

When higher priority cells are found by the higher priority search, they shall be measured at least every Tmeasure,EUTRAN_Inter. If re-selection to any higher priority cell is not triggered within (TevaluateFDD, Inter + TreselectionRAT) after it is found in a higher priority search, the UE is not required to continue making measurements of the cell to evaluate the ongoing possibility of re-selection. If the UE detects on a E-UTRA carrier a cell whose physical identity is indicated as not allowed for that carrier in the measurement control system information of the serving cell, the UE is not required to perform measurements on that cell.

The UE shall measure RSRP at least every Kcarrier * Tmeasure,EUTRAN_Inter DRX cycle as defined in table 4.2.2.4-1 of TS 36.133 [4] clause 4.2.2.4 for identified lower or equal priority inter-frequency cells. If the UE detects on an E-UTRA carrier a cell whose physical identity is indicated as not allowed for that carrier in the measurement control system information of the serving cell, the UE is not required to perform measurements on that cell.

The UE shall filter RSRP measurements of each measured higher, lower and equal priority inter-frequency cell using at least [2] measurements. Within the set of measurements used for the filtering, at least two measurements shall be spaced by at least [Tmeasure,EUTRAN_Inter / 2].

The UE shall not consider an E-UTRA neighbour cell in cell re-selection, if it is indicated as not allowed in the measurement control system information of the serving cell.

For an inter-frequency cell that has been already detected, but that has not been re-selected to, the filtering shall be such that the UE shall be capable of evaluating that the inter-frequency cell has met re-selection criterion defined in TS 36.304 [6] within Kcarrier * TevaluateFDD,Inter as defined in table 4.2.2.4-1 of TS 36.133 [4] clause 4.2.2.4 when TreselectionRAT = 0. 
If TreselectionRAT timer has a non-zero value and the inter-frequency cell is better ranked than the serving cell, the UE shall evaluate this inter-frequency cell for the TreselectionRAT time. If this cell remains better ranked within this duration, then the UE shall re-select that cell.
The UE shall evaluate the inter-frequency cell re-selection criteria as defined in TS 36.304 [6] at least every DRX cycle.

At inter-frequency cell re-selection, the UE shall monitor the downlink of serving cell for paging reception until the UE is capable to start monitoring downlink channels of the target inter-frequency cell for paging reception. The interruption time shall not exceed TSI-EUTRA + 50 ms. TSI-EUTRA is the time required for receiving all the relevant system information data according to the reception procedure and the RRC procedure delay of system information blocks as defined in TS 36.331 [5] for a E-UTRAN cell.

The normative reference for this requirement is TS 36.133 [4] clause 4.2.2.4 and A.4.2.3.
4.2.3.4
Test description
4.2.3.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested:  Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.]
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. The general test parameter settings are set up according to Table 4.2.3.4.1-1.

3. The parameter settings for the cells are set up according to Table 4.2.3.5.1-1.Propagation conditions are set according to Annex B clause B.1.1.
4. Downlink signals are initially set up according to Table 4.2.3.5.1-1.

5. The parameters for cell re-selection are set up according to [clause FFS in reference FFS]

6. Message contents are as defined in clause 4.2.3.4.3

7. There are two E-UTRA FDD carriers and [two] cells specified in the test. 

Table 4.2.3.4.1-1: General Test Parameters for E-UTRAN FDD/FDD Cell Re-Selection Inter Frequency case

[Table FFS]

Table 4.2.3.4.1-2: Cell Specific Test Parameters for E-UTRAN FDD/FDD Cell Re-Selection Inter Frequency case
[Table FFS]
4.2.3.4.2
Test procedure

The test consists of [one] active cell and [one] neighbour cell. The UE is requested to monitor the neighbouring cell on one E-UTRA FDD carrier. The UE is requested to monitor the neighbouring cell on one E-UTRA FDD carrier. In the test there are two successive time periods, with time duration of T1 and T2 respectively. Only cell 1 is already identified by the UE prior to the start of the test. At T1 the UE is camped on to cell 1. Cell 1 and cell 2 belong to different tracking areas and cell 2 is of higher priority than cell 1. Furthermore, UE has not registered with network for the tracking area containing cell 2.
1. Set the parameters according to [FFS; time duration T1] in Table 4.2.3.5-1. 

2. Ensure the UE is in State 2 according to TS 36.508 [7] clause 4.5.2 on the strongest cell.
3. [FFS seconds] after step 2 has completed, the SS shall switch the power setting from [FFS; time duration T1 to T2] as specified in Table 4.2.3.5-1.

4. The SS waits for random access requests information from the UE to perform a Tracking Area Update procedure on the strongest cell.

5. If the UE responds on strongest cell [during time duration T2] within [FFS seconds; cell re-selection delay] from the beginning of time period [FFS; time duration T2] then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one. 

6. [FFS seconds] after step 5 has completed, the SS shall switch the power setting from [FFS; time duration T2 to T1] as specified in Table 4.2.3.5-1.

7. The SS waits for random access requests information from the UE to perform a Tracking Area Update procedure on the strongest cell.

8. If the UE responds on strongest cell [during time duration T1] within [FFS seconds; cell re-selection delay] from the beginning of time period [FFS; time duration T1] then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one. 

9. Repeat step 1-8 until the confidence level according to Tables [FFS] in Annex G clause [FFS] is achieved. 

4.2.3.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6.
4.2.3.5
Test requirement
Tables 4.2.3.4.1-1 and 4.2.3.5-1 defines the primary level settings including test tolerances for E-UTRAN FDD/FDD cell re-selection inter-frequency test.

Table 4.2.3.5-1: Cell Specific Test requirement Parameters for E-UTRAN FDD/FDD Cell Re-Selection Inter Frequency case

[Table FFS]

The cell re-selection delay to higher priority test requirement in this case is expressed as:

Cell re-selection delay to higher priority = Thigher_priority_search +TevaluateFDD,Inter + TSI-EUTRA
Thigher_priority_search = [60 s; as specified in TS 36.133 [4] clause 4.2.2].

TevaluateFDD,Inter = [6.40 s; as specified in TS 36.133 [4] clause 4.2.2.4].

TSI-EUTRA = [1280 ms; as specified in TS 36.133 [4] clause 4.2.2.4] 

The cell re-selection delay to higher priority shall be less than a total of [FFS s] in this test case.

The cell re-selection delay for lower priority test requirement in this case is expressed as:

Cell re-selection delay to lower priority = TevaluateFDD,Inter + TSI-EUTRA
TevaluateFDD,Inter = [6.40 s; as specified in TS 36.133 [4] clause 4.2.2.4].

TSI-EUTRA = [1280 ms; as specified in TS 36.133 [4] clause 4.2.2.4] 

The cell re-selection delay to lower priority shall be less than a total of [FFS s] in this test case.

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

4.2.4
E-UTRAN FDD – TDD cell re-selection inter frequency case

4.2.5
E-UTRAN TDD – FDD cell re-selection inter frequency case

4.2.6
E-UTRAN TDD – TDD cell re-selection inter frequency case

4.3
E-UTRAN to UTRAN Cell Re-Selection
4.3.1
E-UTRAN FDD – UTRAN FDD cell re-selection
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· Cell re-selection delay period is undefined

· Cell specific requirements confirmed (e.g. 6 cells and 2 cells are working assumption)

· The Initial Conditions including UE setup are not complete
· The Message contents are undefined

· The specific test parameters requirements defined in 36.133 Annex A are undefined
· The specific cell re-selection parameters requirements are undefined
· Physical channels used are undefined
· The Test system uncertainties applicable to this test are undefined
· Statistical testing of cell re-selection delay performance requirements are undefined

4.3.1.1
Test purpose

To verify that the UE is able to search and measure neighbouring UTRA FDD cells and compare to the E-UTRA serving cell to meet the inter-RAT cell re-selection requirements.

4.3.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support UTRA FDD UE.
4.3.1.3
Minimum conformance requirements

When the measurement rules indicate that UTRA FDD cells are to be measured, the UE shall measure CPICH Ec/Io and CPICH RSCP of detected UTRA FDD cells in the neighbour cell list at the minimum measurement rate. The parameter NUTRA_carrier is the number of carriers used for all UTRA FDD cells in the neighbour cell list. The UE shall filter CPICH Ec/Io and CPICH RSCP measurements of each measured UTRA FDD cell using at least [2] measurements. Within the set of measurements used for the filtering, at least two measurements shall be spaced by at least half the minimum specified measurement period.
If the SServingCell of the E-UTRA serving cell (or other cells on the same frequency layer) is greater than Snonintrasearchthen:

- 
The UE may not search for, or measure inter-RAT layers of equal or lower priority

- 
The UE shall search for inter-RAT layers of higher priority at least every Thigher_priority_search where Thigher_priority_search is described in TS 36.133 [4] clause 4.2.2 as Thigher_priority_search = (60 * Nlayers) seconds, where the parameter Nlayers is the total number of configured higher priority carrier frequencies.

If the SServingCell of the E-UTRA serving cell is less than or equal to Snonintrasearch then the UE shall search for and measure inter-RAT layers of higher, equal or lower priority in preparation for possible re-selection. In this scenario, the minimum rate at which the UE is required to search for and measure such layers is not reduced and shall be the same as that defined below for lower priority RATs.

The UE shall evaluate whether newly detectable UTRA FDD cells have met the re-selection criteria in TS 36.304 [6] within time NUTRA_carrier * TdetectUTRA_FDD (as defined in table 4.2.2.5.1-1 of TS 36.133 [4] clause 4.2.2.5.1) except when UTRA FDD is of higher priority than the currently selected E-UTRA frequency layer and the SServingCell of the E-UTRA serving cell (or other cells on the same frequency layer) is greater than Snonintrasearch when TreselectionRAT = 0. 
Cells which have been detected shall be measured at least every NUTRA_carrier * TmeasureUTRA_FDD except when UTRA FDD is of higher priority than the currently selected E-UTRA frequency layer and the SServingCell of the E-UTRA serving cell (or other cells o the same frequency layer) is greater than Snonintrasearch.. 

When higher priority UTRA FDD cells are found by the higher priority search, they shall be measured at least every TmeasureUTRA_FDD . If re-selection to any higher priority cell is not triggered within (TevaluateUTRA_FDD + TreselectionRAT) after it is found in a higher priority search, the UE is not required to continue making measurements of the cell to evaluate the ongoing possibility of re-selection.

For a cell that has been already detected, but that has not been re-selected to, the filtering shall be such that the UE shall be capable of evaluating that an already identified UTRA FDD cell has met re-selection criterion defined in TS 36.304 [6] within NUTRA_carrier * TevaluateUTRA_FDD as defined in table 4.2.2.5-1 of TS 36.133 [4] clause 4.2.2.5 when TreselectionRAT = 0.

For non-identified UTRA FDD cells, the filtering shall be such that the UE shall be capable of evaluating that a non-identified a UTRA FDD cell has met re-selection criterion defined in 3GPP TS 36.304 [6] within TdetectUTRA_FDD  = 60 seconds from the moment the UTRA FDD cell has met the re-selection criterion.

The normative reference for this requirement is TS 36.133 [4] clause 4.2.2.5.1 and A.4.3.1.
4.3.1.4
Test description
4.3.1.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested:  Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidth to be tested: [Lowest, 5MHz, and Highest channel bandwidth as defined in TS 36.508 [7] clause 4.3.1.1.]
1. Connect the SS and AWGN noise source to the UE antenna connectors as shown in Figure [FFS in clause FFS of this document].

2. The general test parameter settings are set up according to [clause FFS in reference FFS].

3. The parameter settings for the cells are set up according to [clause FFS in reference FFS].

4. Downlink signals are initially set up according to [clause FFS in reference FFS].

5. Propagation conditions are set according to Annex B clause B.1.1.

6. The parameters for cell re-selection are set up according to [clause FFS in reference FFS]

7. The UTRAN cell re-selection parameters are set up according to [clause FFS in reference FFS].

8. Message contents are as defined in clause 4.3.1.4.3.

4.3.1.4.2
Test procedure

[FFS]

4.3.1.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].
4.3.1.5
Test requirement
For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

[FFS]

4.3.2
E-UTRAN FDD – UTRAN TDD cell re-selection

4.3.3
E-UTRAN TDD – UTRAN FDD cell re-selection

4.3.4
E-UTRAN TDD – UTRAN TDD cell re-selection

4.4
E-UTRAN to GSM Cell Re-Selection

4.4.1
E-UTRAN FDD – GSM cell re-selection

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· Cell re-selection delay period is undefined

· Cell specific requirements confirmed (e.g. 6 cells and 2 cells are working assumption)

· The Initial Conditions including UE setup are not complete
· The Message contents are undefined

· The specific test parameters requirements defined in 36.133 Annex A are undefined
· The specific cell re-selection parameters requirements are indefined
· Physical channels used are undefined
· The Test system uncertainties applicable to this test are undefined
· Statistical testing of cell re-selection delay performance requirements are undefined

4.4.1.1
Test purpose

To verify that the UE is able to search and measure neighbouring GSM cells and compare to the E-UTRA serving cell to meet the inter-RAT cell re-selection requirements.

4.4.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support GERAN UE.
4.4.1.3
Minimum conformance requirements

If the SServingCell of the E-UTRA serving cell (or other cells on the same frequency layer) is greater than Snonintrasearch then:

- 
The UE may not search for, or measure GSM cells if the priority of GSM is lower than the serving cell.
- 
The UE shall search for and measure GSM cells if the priority of GSM is higher than the serving cell. The minimum rate at which the UE is required to search for and measure such layers may be reduced in this scenario to maintain UE battery life.

If the SServingCell of the E-UTRA serving cell is less than or equal to Snonintrasearch then the UE shall measure, according to the measurement rules defined in TS36.304 [6] at least every Tmeasure,GSM as defined in table 4.2.2.5.3-1 of TS 36.133 [4] clause 4.2.2.5.3:

- 
If a detailed neighbour cell list is provided, the signal level of the GSM BCCH carrier of each GSM neighbour cell indicated in the measurement control system information of the serving cell; or

- 
If only BCCH carriers are provided, the signal level of the GSM BCCH carriers indicated in the measurement control system information of the serving cell

If the RSRP of the E-UTRA serving cell is greater than Snonintrasearch then the UE shall search for GSM BCCH carrier at least every Thigher_priority_search where Thigher_priority_search is described in TS 36.133 [4] clause 4.2.2 as Thigher_priority_search = (60 * Nlayers) seconds, where the parameter Nlayers is the total number of configured higher priority carrier frequencies. When higher priority GSM BCCH carriers are found by the higher priority search, they shall be measured at least every Tmeasure,GSM, and the UE shall decode the BSIC of the GSM BCCH carrier. If re-selection to any higher priority cell is not triggered within (4 * Tmeasure_GSM + TreselectionRAT) after it has been found in a higher priority search, the UE is not required to continue make measurements of the BCCH carrier  to evaluate the ongoing possibility of re-selection, or to continuously verify the BSIC of the GSM BCCH carrier every 30s.
The UE shall maintain a running average of 4 measurements for each GSM BCCH carrier. The measurement samples for each cell shall be as far as possible uniformly distributed over the averaging period.

If continuous GSM measurements are required by the measurement rules in TS 36.304 [6], the UE shall attempt to verify the BSIC at least every 30 seconds for each of the 4 strongest GSM BCCH carriers. If a change of BSIC is detected for one GSM cell then that GSM BCCH carrier shall be treated as a new GSM neighbour cell. If the UE detects on a BCCH carrier a BSIC which is indicated as not allowed for that carrier in the measurement control system information of the serving cell, the UE is not required to perform BSIC re-confirmation for that cell.  

The UE shall not consider the GSM BCCH carrier in cell re-selection, if the UE cannot demodulate the BSIC of that GSM BCCH carrier. Additionally, the UE shall not consider a GSM neighbour cell in cell re-selection, if it is indicated as not allowed in the measurement control system information of the serving cell.

The normative reference for this requirement is TS 36.133 [4] clause 4.2.2.5.3 and A.4.4.1.
4.4.1.4
Test description

4.4.1.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidth to be tested: [Lowest, 5MHz, and Highest channel bandwidth as defined in TS 36.508 [7] clause 4.3.1.1.]
 1. Connect the SS and AWGN noise source to the UE antenna connectors as shown in Figure [FFS in clause FFS of this document].

2. The general test parameter settings are set up according to [clause FFS in reference FFS].

3. The parameter settings for the cells are set up according to [clause FFS in reference FFS].

4. Downlink signals are initially set up according to [clause FFS in reference FFS].

5. Propagation conditions are set according to Annex B clause B.1.1.

6. The parameters for cell re-selection are set up according to [clause FFS in reference FFS]

7. The GSM cell re-selection parameters are set up according to [clause FFS in reference FFS].

8. Message contents are as defined in clause 4.4.1.4.3.

4.4.1.4.2
Test procedure

[FFS]

4.4.1.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].
4.4.1.5
Test requirement
For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

[FFS]

4.4.2
E-UTRAN TDD – GSM cell re-selection
4.5
E-UTRAN to HRPD Cell Re-Selection
4.5.1
E-UTRAN FDD – HRPD Cell re-selection

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The intra-frequency cell reselection criteria related to scaling of measurement rules parameters need to be specified when parameters are finalized

· The intra-frequency cell reselection criteria related to exact scaling parameters for different mobility states are undefined
· Measurement bandwidth (current assumption is 6RB) is undefined
· The “out of service” criteria is undefined

· The DRX cycles are undefined
· 
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 test parameter values are undefined
· The evaluation period of cell re-selection criteria for inter-frequency is undefined

· The test requirements themselves defined in 36.133 Annex A are undefined
· The transmission scheme (1Tx or 2Tx) undefined

· The Initial Conditions including UE setup are undefined

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· Test tolerances have not yet been applied to the wanted and interfering signal levels
4.5.1.1
Test purpose

To verify that the UE is able to search and measure neighboring HRPD cells and compare to the E-UTRA serving cell to meet the inter-RAT cell re-selection requirements. 

4.5.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support HRPD
4.5.1.3
Minimum conformance requirements

In order to perform measurement and cell reselection to HRPD cell, the UE shall acquire the timing of HRPD cells. 

When the measurement rules indicate that HRPD cells are to be measured, the UE shall measure CDMA2000 HRPD Pilot Strength of HRPD cells in the neighbour cell list at the minimum measurement rate specified in this section. 
The parameter ‘Number of HRPD Neighbor Frequency’, which is transmitted on E-UTRAN BCCH, is the number of carriers used for all HRPD cells in the neighbour cell list. 
When the RSRP of the E-UTRA serving cell (or other cells on the same frequency layer) is lower than ‘HRPD Start Measuring E-UTRAN Rx Power Strength Threshold’ and HRPD is of lower priority than the currently selected E-UTRAN frequency layer, the UE shall measure CDMA2000 HRPD Pilot Strength of the HRPD cells at least every (Number of HRPD Neighbor Frequency)*TmeasureHRPD. In case HRPD is of higher priority than the currently selected E-UTRAN frequency layer the UE shall measure HRPD cells at least every (Number of HRPD Neighbor Frequency)* Thigher_proirty_searchThigher_priority_measure. The parameter Thigher_proirty_search Thigher_priority_measure is defined in section 4.2.2 of TS 36.133 [4].

The UE shall be capable of evaluating that the HRPD cell has met cell reselection criterion defined in TS 36.304 [6] within TevaluateHRPD. 

Table 4.2.2.5.4-1 of TS 36.133 [4] clause 4.2.2.5.4 gives values of TmeasureHRPD and TevaluateHRPD .
4.5.1.4
Test description

4.5.1.4.1
Initial conditions

Test Environment: Normal, [FFS: Other combinations of temperature and voltage, as specified in clauses FFS of this document]

Frequencies to be tested: [FFS: According to channel bandwidth and frequency band, as specified in clause FFS of this document]

1. Connect the SS and interfering source to the UE antenna connectors as shown in Figure [FFS in clause FFS of this document].

2. The general test parameter settings are set up according to [clause FFS in reference FFS].

3. The parameter settings for the cells are set up according to [clause FFS in reference FFS].

4. Downlink signals are initially set up according to [clause FFS in reference FFS].

5. Propagation conditions are set according to [FFS in clause FFS of this document].

6. The parameters for cell re-selection are set up according to [clause FFS in reference FFS].

7. The HRPD cell re-selection parameters are set up according to [clause FFS in reference FFS].

8. Message contents are as defined in clause 4.5.1.4.3

[FFS]
4.5.1.4.2
Test procedure

[FFS]
4.5.1.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].

4.5.1.5

Test requirement

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

[FFS]
4.6
E-UTRAN to cdma200 1xRTT Cell Re-Selection

4.6.1
E-UTRAN FDD – cdma2000 1xRTT Cell re-selection

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The intra-frequency cell reselection criteria related to scaling of measurement rules parameters need to be specified when parameters are finalized

· The intra-frequency cell reselection criteria related to exact scaling parameters for different mobility states are undefined
· Measurement bandwidth (current assumption is 6RB) is undefined
· The “out of service” criteria is undefined

· The DRX cycles are undefined
· 
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 test parameter values are undefined
· The evaluation period of cell re-selection criteria for inter-frequency is undefined

· The test requirements themselves defined in 36.133 Annex A are undefined
· The transmission scheme (1Tx or 2Tx) undefined

· The Initial Conditions including UE setup are undefined

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· Test tolerances have not yet been applied to the wanted and interfering signal levels
4.6.1.1
Test purpose

To verify that the UE is able to search and measure neighboring cdma2000 1xRTT cells and compare to the E-UTRA serving cell to meet the inter-RAT cell re-selection requirements. 

4.6.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support cdma2000 1xRTT.
4.6.1.3
Minimum conformance requirements

In order to perform measurement and cell reselection to cdma2000 1X cell, the UE shall acquire the timing of cdma2000 1X cells. 

When the measurement rules indicate that cdma2000 1X cells are to be measured, the UE shall measure cdma2000 1x RTT Pilot Strength of cdma2000 1X cells in the neighbour cell list at the minimum measurement rate specified in this section. 
The parameter ‘Number of CDMA2000 1X Neighbor Frequency’, which is transmitted on E-UTRAN BCCH, is the number of carriers used for all cdma2000 1X cells in the neighbour cell list. 
When the RSRP of the E-UTRA serving cell (or other cells on the same frequency layer) is lower than ‘CDMA2000 1X Start Measuring E-UTRAN Rx Power Strength Threshold’ and cdma2000 1X is of lower priority than the currently selected E-UTRAN frequency layer, the UE shall measure Pilot Ec/Io of the CDMA2000 1X cells at least every (Number of CDMA2000 1X Neighbor Frequency)*TmeasureCDMA2000 1X. In case cdma2000 1X is of higher priority than the currently selected E-UTRAN frequency layer, the UE shall measure cdma2000 1X cells at least every (Number of CDMA2000 1X Neighbor Frequency)* Thigher_proirty_searchThigher_priority_measure. The parameter Thigher_proirty_search Thigher_priority_measure is defined in section 4.2.2 of TS 36.133 [4].
The UE shall be capable of evaluating that the cdma2000 1X cell has met cell reselection criterion defined in TS 36.304 [6] within TevaluateCDMA2000 1X. 

Table 4.2.2.5.5-1 of TS 36.133 [4] clause 4.2.2.5.5 gives values of TmeasureCDMA2000 1X and TevaluateCDMA2000 1X .

4.6.1.4
Test description

4.6.1.4.1
Initial conditions

Test Environment: Normal, [FFS: Other combinations of temperature and voltage, as specified in clauses FFS of this document]

Frequencies to be tested: [FFS: According to channel bandwidth and frequency band, as specified in clause FFS of this document]

1. Connect the SS and interfering source to the UE antenna connectors as shown in Figure [FFS in clause FFS of this document].

2. The general test parameter settings are set up according to [clause FFS in reference FFS].

3. The parameter settings for the cells are set up according to [clause FFS in reference FFS].

4. Downlink signals are initially set up according to [clause FFS in reference FFS].

5. Propagation conditions are set according to [FFS in clause FFS of this document].

6. The parameters for cell re-selection are set up according to [clause FFS in reference FFS].

7. The cdma2000 1xRTT cell re-selection parameters are set up according to [clause FFS in reference FFS].

8. Message contents are as defined in clause 4.6.1.4.3

[FFS]
4.6.1.4.2
Test procedure

[FFS]
4.6.1.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].

4.6.1.5
Test description

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

[FFS]
5
E-UTRAN RRC_CONNECTED State Mobility 

When the UE is in RRC_CONNECTED state on a cell, network-controlled UE-assisted handovers are performed. The UE makes measurements of attributes of the serving and neighbour cells to enable the handover process. This process allows the UE to transfer a connection between the UE and current cell to target cell.
5.1
E-UTRAN Handover
5.1.1
E-UTRAN FDD – FDD 
5.1.1.1
E-UTRAN FDD-FDD Handover intra frequency case

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· Timing requirements are undefined

· The specific test parameters requirements defined in TS 36.133 Annex A are undefined
· Physical channels  used are undefined
· Confirmation that the type of measurement reporting triggering events used in the tests is Event A3
· 
· The Message contents are undefined
· The Test system uncertainties applicable to this test are undefined

· Statistical testing of Handover delay performance requirements are undefined
5.1.1.1.1
Test purpose

To verify the UE’s ability to perform handover in RRC_CONNECTED state when an intra-frequency handover is commanded by meeting the UE maximum RRC procedure delay and interruption time requirements.

5.1.1.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.

5.1.1.1.3
Minimum conformance requirements

The handover delay Dhandover shall be less than maximum RRC procedure delay + Tinterrupt in RRC_CONNECTED state.

When the UE receive a RRC message implying handover the UE shall be ready to start the transmission of the new uplink PRACH channel within Dhandover seconds from the end of the last TTI containing the RRC command.

Where:


Dhandover equals the maximum RRC procedure delay defined in TS 36.331 [5] clause 11.2 plus the interruption time stated in TS 36.133 [4] clause 5.1.2.1.2.
The interruption time is the time between end of the last TTI containing the RRC command on the old PDSCH and the time the UE starts transmission of the new PRACH, excluding the RRC procedure delay. This requirement applies when UE is not required to perform any synchronisation procedure before transmitting on the new PRACH.
When intra-frequency handover is commanded, the interruption time shall be less than Tinterrupt.  The Tinterrupt equation is defined as:

 


Tinterrupt = Tsearch + TIU + 20 ms
Where:

Tsearch is the time required to search the target cell when the target cell is not already known when the handover command is received by the UE. If the target cell is known, then Tsearch = 0 ms. Regardless of whether DRX is in use by the UE, Tsearch shall still be bsed on non-DRX target cell search times.
TIU is the interruption uncertainty in acquiring the first available PRACH occasion in new cell. TIU can be up to [FFS].
In the interruption requirement a cell is know if it has been meeting the relevant cell identification requirement during the last 5 seconds otherwise it is unknown. Relevant cell identification requirements. Relevant cell identificaiton requirements are described in TS 36.133 [4] clause 8.1.2.2.1 for intra-frequency handover.
The normative reference for this requirement is TS 36.133 [4] clause 5.1.2.1 and A.5.1.2
5.1.1.1.4
Test description

5.1.1.1.4.1
Initial conditions
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1. 
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. The general test parameter settings are set up according to Table 5.1.1.1.4.1-1.

3. The parameter settings for the cells are set up according to Table 5.1.1.1.5-1. Propagation conditions are set according to Annex B clause B.1.1.
4. Downlink signals are initially set up according to Table 5.1.1.1.5-1.

5. Message contents are defined in clause 5.1.1.1.4.3.

6. There is one E-UTRA FDD carrier and two cells specified in the test. 
Table 5.1.1.1.4.1-1: General Test Parameters for E-UTRAN FDD/FDD Intra Frequency Handover case

[Table FFS]

Table 5.1.1.1.4.1-2: Cell Specific Test Parameters for E-UTRAN FDD/FDD Intra Frequency Handover case
[Table FFS]
5.1.1.1.4.2
Test procedure

The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of cell 2. Starting T2, cell 2 becomes detectable and the UE is expected to detect and send a measurement report. 
1. Set the parameters according to T1 in Table 5.1.1.1.5-1.

2. Ensure the UE is in State 3 according to TS 36.508 [7] clause 4.5.3 on the strongest cell.

3. [FFS seconds] after step 2 has completed, the SS shall switch the power setting from T1 to T2 as specified in Table 5.1.1.1.5-1. 
4. SS shall transmit an RRCConnectionReconfiguration message.
5. The UE shall transmit RRCConnectionReconfigurationComplete message.
6. UE shall transmit a MeasurementReport message triggered by Event A3.

7. SS shall transmit an RRCConnectionReconfiguration message implying handover  to cell 2. The start of T3 is the instant when the last TTI containing the RRC Connection reconfiguration message implying handover is sent to the UE. 
8. The UE shall transmit RRCConnectionReconfigurationComplete message.
9. The SS shall switch the power settings from T2 to T3 as specified in Table 5.1.1.1.5-1.
10. If the UE transmits the uplink PRACH channel to cell 2 less than [FFS ms] from the beginning of time period T3 then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one.
11. After [FFS seconds] from the beginning of time period T3, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources. Any timing information of cell 2 is deleted in the UE.

12. Repeat step 1-11 until the confidence level according to Tables [FFS] in Annex G clause [FFS] is achieved. 
5.1.1.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: [FFS].

5.1.1.1.5
Test requirement

Tables 5.1.1.1.4.1-1 and 5.1.1.1.5-1 define the primary level settings including test tolerances for E-UTRAN FDD/FDD Intra Frequency Handover test. 
Table 5.1.1.1.5-1: Cell Specific Test requirement Parameters for E-UTRAN FDD/FDD Intra Frequency Handover case

[Table FFS]

The maximum RRC procedure delay test requirement in this case is [10ms; as specified in TS 36.331 [5] clause 11.2].

The Tinterrupt test requirement in this case is [35 ms] expressed as:

Tinterrupt = Tsearch + TIU + 20 ms

Tsearch = 0, since cell 2 is known prior to the test

TIU = 15 ms, since 10 ms due to uncertainty in frame and 5 ms additional delay due to PRACH transmission occasion

The handover delay Dhandover shall be less than a total of [45 ms] in this test case.

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

5.1.1.2
E-UTRAN FDD-FDD Handover inter frequency case

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· Timing requirements are undefined

· The specific test parameters requirements defined in TS 36.133 Annex A are undefined
· Physical channels  used are undefined
· Confirmation that the type of measurement reporting triggering events used in the tests is Event A3
· 
· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined
· Statistical testing of Handover delay performance requirements are undefined

5.1.1.2.1
Test purpose

To verify the UE’s ability to perform handover in RRC_CONNECTED state when an inter-frequency handover is commanded by meeting the UE maximum RRC procedure delay and interruption time requirements.

5.1.1.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.

5.1.1.2.3
Minimum conformance requirements

The handover delay Dhandover shall be less than maximum RRC procedure delay + Tinterrupt in RRC_CONNECTED state.

When the UE receive a RRC message implying handover the UE shall be ready to start the transmission of the new uplink PRACH channel within Dhandover seconds from the end of the last TTI containing the RRC command.

Where:


Dhandover equals the maximum RRC procedure delay defined in TS 36.331 [5] clause 11.2 plus the interruption time stated in TS 36.133 [4] clause 5.1.2.1.2.
The interruption time is the time between end of the last TTI containing the RRC command on the old PDSCH and the time the UE starts transmission of the new PRACH, excluding the RRC procedure delay. This requirement applies when UE is not required to perform any synchronisation procedure before transmitting on the new PRACH.
When inter-frequency handover is commanded, the interruption time shall be less than Tinterrupt.  The Tinterrupt equation is defined as:
 


Tinterrupt = Tsearch + TIU + 20 ms
Where:

Tsearch is the time required to search the target cell when the target cell is not already known when the handover command is received by the UE. If the target cell is known, then Tsearch = 0 ms. Regardless of whether DRX is in use by the UE, Tsearch shall still be based on non-DRX target cell serach times.
TIU is the interruption uncertainty in acquiring the first available PRACH occasion in the new cell. TIU can be up to [FFS].
In the interruption requirement a cell is know if it has been meeting the relevant cell identification requirement during the last 5 seconds otherwise it is unknown. Relevant cell identification requirements. Relevant cell identificaiton requirements are described in TS 36.133 [4] clause 8.1.2.3.1 for inter-frequency handover. 
Inter-frequency measurement requirements rely on the UE being configured with one monitoring gap pattern. UEs shall only support those measurement gap patterns listed in TS 36.133 [4] Table 8.1.2.1-1 that are relevant to its measurement capabilities.
The normative reference for this requirement is TS 36.133 [4] clause 5.1.2.1 and A.5.2.1.
5.1.1.2.4
Test description
5.1.1.2.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidth to be tested: 10MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. The general test parameter settings are set up according to Table 5.1.1.2.4.1-1.

3. The parameter settings for the cells are set up according to Table 5.1.1.2.5-1. Propagation conditions are set according to Annex B clause B.1.1.
4. Downlink signals are initially set up according to Table 5.1.1.2.5-1.

5. Message contents are defined in clause 5.1.1.2.4.3. 
6. There are two E-UTRA FDD carriers and one cell on each carrier specified in the test. 
Table 5.1.1.2.4.1-1: General Test Parameters for E-UTRAN FDD/FDD Inter Frequency Handover case

[Table FFS]

Table 5.1.1.2.4.1-2: Cell Specific Test Parameters for E-UTRAN FDD/FDD Inter Frequency Handover case

[Table FFS]
5.1.1.2.4.2
Test procedure

The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of cell 2. Starting T2, cell 2 becomes detectable and the UE is expected to detect and send a measurement report. Gap pattern configuration is configured before T2 begins to enable inter-frequency monitoring.
1. Set the parameters according to T1 in Table 5.1.1.2.5-1.

2. Ensure the UE is in State 3 according to TS 36.508 [7] clause 4.5.3 on the strongest cell.

3. [FFS seconds] after step 2 has completed, the SS shall switch the power setting from T1 to T2 as specified in Table 5.1.1.2.5-1. Gap pattern configuration is configured before T2 begins to enable inter-frequency monitoring.
4. SS shall transmit an RRCConnectionReconfiguration message.
5. The UE shall transmit RRCConnectionReconfigurationComplete message.
6. UE shall transmit a MeasurementReport message triggered by Event A3. 

7. SS shall transmit an RRCConnectionReconfiguration message implying handover to cell 2. The start of T3 is the instant when the last TTI containing the RRC connection reconfiguration message implying handover is sent to the UE. 
8. The UE shall transmit RRCConnectionReconfigurationComplete message.

9. The SS shall switch the power settings from T2 to T3 as specified in Table 5.1.1.2.5-1.
10. If the UE transmits the uplink PRACH channel to cell 2 less than [FFS ms] from the beginning of time period T3 then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one.
11. After [FFS seconds] from the beginning of time period T3, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources. Any timing information of cell 2 is deleted in the UE.

12. Repeat step 1-11 until the confidence level according to Tables [FFS] in Annex G clause [FFS] is achieved. 
5.1.1.2.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions [FFS].

5.1.1.2.5
Test requirement
Tables 5.1.1.2.4.1-1 and 5.1.1.2.5-1 define the primary level settings including test tolerances for E-UTRAN FDD/FDD Inter Frequency Handover test. 
Table 5.1.1.2.5-1: Cell Specific Test requirement Parameters for E-UTRAN FDD/FDD Inter Frequency Handover case

[Table FFS]

The maximum RRC procedure delay test requirement in this case is [10ms; as specified in TS 36.331 [5] clause 11.2].

The Tinterrupt test requirement in this case is [35 ms] expressed as:

Tinterrupt = Tsearch + TIU + 20 ms

Tsearch = 0, since cell 2 is known prior to the test

TIU = 15 ms, since 10 ms due to uncertainty in frame and 5 ms additional delay due to PRACH transmission occasion

The handover delay Dhandover shall be less than a total of [45 ms] in this test case.

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

5.1.2
E-UTRAN FDD – TDD  

5.1.3
E-UTRAN TDD – FDD  

5.1.4
E-UTRAN TDD – TDD

5.1.4.1
E-UTRAN TDD-TDD Handover intra frequency case

5.1.4.2
E-UTRAN TDD-TDD Handover inter frequency case
5.2
Handover from E-UTRAN to other RATs
5.2.1
Inter-RAT Handover from E-UTRAN to UTRAN
5.2.1.1
E-UTRAN FDD – UTRAN FDD handover

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· Handover delay period requirements are undefined

· RRC procedure delay requirements are undefined

· Cell specific requirements confirmed (e.g. 2 cells is working assumption)

· The Mobility From EUTRA Command message parameters are undefined
· interRAT-Target and inerRAT-Meassage field description is FFS
· The type of reporting events used in the tests are undefined (e.g. Event A1, Event A2, etc)

· The Initial Conditions including UE setup are not complete
· The Message contents are undefined

· The specific test parameters requirements defined in 36.133 Annex A are undefined
· Physical channels used are undefined
· The number of test scenarios are undefined (e.g. Test1, Test2, Test3, etc)
· The Test system uncertainties applicable to this test are undefined
· Statistical testing of Handover delay performance requirements are undefined

5.2.1.1.1
Test purpose

To verify the UE’s ability to transfer a connection between the UE and E-UTRAN to UTRAN in RRC_CONNECTED state by meeting the UE RRC procedure delay and interruption time requirements.

5.2.1.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support UTRA FDD UE.

5.2.1.1.3
Minimum conformance requirements

The hard handover delay Dhandover shall be less than [FFS] in RRC_CONNECTED state.

When the UE receives a RRC message implying handover to UTRAN with the activation time "now" or earlier than RRC procedure delay seconds from the end of the last E-UTRAN TTI containing the RRC command, the UE shall be ready to start the transmission of the new UTRA uplink DPCCH within Dhandover seconds from the end of the last E-UTRAN TTI containing the RRC MOBILITY FROM E-UTRA command.

If the access is delayed to an indicated activation time later than E-UTRAN RRC procedure delay seconds from the end of the last TTI containing the E-UTRAN RRC command, the UE shall be ready to start the transmission of the new uplink DPCCH at the designated activation time + interruption time.

Where:

Dhandover equals the RRC procedure delay defined in TS 36.331 [5] clause 11.2 plus the interruption time stated in TS 36.133 [4] clause 5.3.1.1.2.
The interruption time, i.e. the time between the last TTI containing a transport block on the E-UTRAN PDSCH and the time the UE starts transmission of the new uplink DPCCH depends on whether the target cell is known for the UE or not. The target cell is known if it has been measured by the UE during the last 5 seconds otherwise it is unknown. The UE shall always perform a UTRA synchronisation procedure as part of the handover procedure.

If the target cell is known the interruption time shall be less than Tinterrupt1. The Tinterrupt1 equation is defined as:
Tinterrupt1 =  TIU + Tsync+ 50 + 10*Fmax ms
If the target cell is known the interruption time shall be less than Tinterrupt2. The Tinterrupt2 equation is defined as:
Tinterrupt2 =  TIU + Tsync+ 150 + 10*Fmax ms
This requirement shall be met, provided that there is one target cell in the MOBILITY FROM E-UTRA command.

Where:

TIU is the interruption uncertainty when changing the timing from the E-UTRAN to the new UTRAN cell. TIU can be up to one UTRA frame (10 ms).

Fmax denotes the maximum number of radio frames within the transmission time intervals of all transport channels that are multiplexed into the same CCTrCH on the UTRA target cell.
Tsync is the time required for measuring the downlink DPCCH channel as stated in TS 25.214 [12] clause 4.3.1.2. In case higher layers indicate the usage of a post-verification period Tsync = 0 ms. Otherwise Tsync = 40 ms.
The phase reference is the UTRA primary CPICH.

The requirements assume that N312 has the smallest possible value i.e. only one “in_sync” is required. 

The normative reference for this requirement is TS 36.133 [4] clause 5.3.1 and A.x.x.

5.2.1.1.4
Test description

5.2.1.1.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidth to be tested: [Lowest, 5MHz, and Highest channel bandwidth as defined in TS 36.508 [7] clause 4.3.1.1.]
1. Connect the SS and AWGN noise source to the UE antenna connectors as shown in Figure [FFS in clause FFS of this document].

2. The general test parameter settings are set up according to Annex B clause B.1.1.

3. The parameter settings for the E-UTRAN cell are set up according to [clause FFS in reference FFS].

3. The parameter settings for the UTRAN cell are set up according to [clause FFS in reference FFS].

4. Downlink signals are initially set up according to [clause FFS in reference FFS].

5. Propagation conditions are set according to [FFS in clause FFS of this document].

6. Ensure the UE is in State 3 according to TS 36.508 [7] clause 4.5.3. Message contents are defined in clause 5.2.1.1.4.3.

7. The E-UTRAN shall send an RRC MOBILITY FROM E-UTRA command with active cell, cell [FFS].

5.2.1.1.4.2
Test procedure

[FFS]

5.2.1.1.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].

5.2.1.1.5
Test requirement

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

[FFS]

5.2.1.2
E-UTRAN FDD – UTRAN TDD handover

5.2.1.3
E-UTRAN TDD – UTRAN FDD handover

5.2.1.4
E-UTRAN TDD – UTRAN TDD handover

5.2.2

Inter-RAT Handover from E-UTRAN to GSM

5.2.2.1
E-UTRAN FDD – GSM handover

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· Handover delay period requirements are undefined

· Cell specific requirements confirmed (e.g. 2 cells is working assumption)

· The Mobility From EUTRA Command message parameters are undefined
· interRAT-Target and inerRAT-Meassage field description is FFS
· The type of reporting events used in the tests are undefined (e.g. Event A1, Event A2, etc)

· The Initial Conditions including UE setup are not complete
· The Message contents are undefined

· The specific test parameters requirements defined in 36.133 Annex A are undefined
· Physical channels used are undefined
· The number of test scenarios are undefined (e.g. Test1, Test2, Test3, etc)
· The Test system uncertainties applicable to this test are undefined
· Statistical testing of Handover delay performance requirements are undefined

5.2.2.1.1
Test purpose

To verify the UE’s ability to transfer a connection between the UE and E-UTRAN to GSM in RRC_CONNECTED state by meeting the UE handover delay and interruption time requirements.

5.2.2.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support GSM UE.

5.2.2.1.3
Minimum conformance requirements

The handover delay given in table 5.2.2.1.3-1 and interruption time given in table 5.2.2.1.3-2 requirements for the case where the UE has not synchronised to the GSM cell before receiving the RRC MOBILITY FROM E-UTRA command are valid when the signal quality of the GSM cell is sufficient for successful synchronisation with one attempt. If the UE is unable to synchronise to the GSM cell on the first attempt, it shall continue to search for synchronisation information for up to 800 ms duration. If after 800 ms the UE has not synchronised to the GSM cell it shall follow the handover failure procedure specified in TS 36.331 [5].

When the UE receives a RRC MOBILITY FROM E-UTRA command with the activation time "now" or earlier than RRC procedure delay (see below) from the end of the last TTI containing the RRC command, the UE shall be ready to transmit (as specified in 3GPP TS 45.010 [13]) on the channel of the new RAT within the value defined in TS 36.133 [4] clause 5.3.3.2.1 and shown in table 5.2.2.1.3-1 from the end of the last TTI containing the RRC command. 
If the access is delayed to an indicated activation time later than RRC procedure delay from the end of the last TTI containing the RRC command, the UE shall be ready to transmit (as specified in 3GPP TS 45.010 [13]) on the channel of the new RAT at the designated activation time + interruption time.
The UE shall process the RRC procedures for the MOBILITY FROM E-UTRA command within 50 ms, which is noted as RRC procedure delay. If the activation time is used, it corresponds to the CFN of the E-UTRAN channel.

Table 5.2.2.1.3-1: E-UTRAN/GSM handover - handover delay

	UE synchronisation status
	handover delay [ms]

	The UE has synchronised to the GSM cell before the RRC MOBILITY FROM E-UTRA COMMAND is received
	90

	The UE has not synchronised to the GSM cell before RRC the MOBILITY FROM E-UTRA COMMAND is received
	190


The interruption time, i.e. the time between the end of the last TTI containing a transport block on the old channel and the time the UE is ready to transmit on the new channel, shall be less than the value defined in TS 36.133 [4] clause 5.3.3.2.1 and shown in table 5.2.2.1.3-2:

Table 5.2.2.1.3-2: E-UTRAN/GSM handover - interruption time

	Synchronisation status
	Interruption time [ms]

	The UE has synchronised to the GSM cell before the RRC MOBILITY FROM E-UTRA COMMAND is received
	40

	The UE has not synchronised to the GSM cell before the RRC MOBILITY FROM E-UTRA COMMAND is received
	140


The normative reference for this requirement is TS 36.133 [4] clause 5.3.3 and A.x.x.

5.2.2.1.4
Test description

5.2.2.1.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidth to be tested: [Lowest, 5MHz, and Highest channel bandwidth as defined in TS 36.508 [7] clause 4.3.1.1.]
1. Connect the SS and AWGN noise source to the UE antenna connectors as shown in Figure [FFS in clause FFS of this document].

2. The general test parameter settings are set up according to [clause FFS in reference FFS].

3. The parameter settings for the E-UTRAN cell are set up according to [clause FFS in reference FFS].

4. The parameter settings for the GSM cell are set up according to [clause FFS in reference FFS].

5. Downlink signals are initially set up according to [clause FFS in reference FFS].

6. Propagation conditions are set according to Annex B clause B.1.1.

7. Ensure the UE is in State 3 according to TS 36.508 [7] clause 4.5.3. Message contents are defined in clause 5.2.2.1.4.3.

8. The E-UTRAN shall send an RRC MOBILITY FROM E-UTRA command with active cell, cell [FFS].

5.2.2.1.4.2
Test procedure

[FFS]

5.2.2.1.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].

5.2.2.1.5
Test requirement

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

[FFS]

5.2.2.2
E-UTRAN TDD – GSM handover

5.3
Handover from E-UTRAN to non-3GPP RATs
5.3.1

Inter-RAT Handover from E-UTRAN to HRPD

5.3.2

Inter-RAT Handover from E-UTRAN to cdma2000 1xRTT
Clauses 6 and 7 skipped
8
UE Measurements Procedures

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· Test frameworks are incomplete

· Some parameters for E-UTRAN FDD/TDD  intra frequency measurement are not confirmed

· Some parameters for E-UTRAN FDD inter frequency measurement are not confirmed 

· Requirements for other E-UTRAN FDD/TDD inter frequency measurements undefined

· Inter-RAT measurements requirements for E-UTRAN/UTRAN (FDD/TDD) undefined

· Some parameters for Inter-RAT measurements for E-UTRAN/GSM are not confirmed

· It is not clear if test scenarios such as: E-UTRA intra frequency, E-UTRA inter frequency, Inter-RAT UTRA FDD, UTRA TDD and GSM measurements will test in multiple propagation conditions (e.g. AWGN, Fading) or one propagation condition only

When the UE is in RRC_CONNECTED state on a cell, UE reports measurement information in accordance with the measurement configuration as provided by the System Simulator. To initiate a specific measurement, the System Simulator sends a ‘RRC Connection Reconfiguration message’ to the UE including a measurement ID and type, a command (setup, modify, release), the measurement objects, the measurement quantity, the reporting quantities and the reporting criteria (periodical/event-triggered), after that the measurement reporting process takes place. In this process when the reporting criteria are fulfilled the UE sends a ‘Measurement Report message’ to the System Simulator including the measurement ID and the results. The reporting criteria that trigger the UE to send a ‘Measurement Report message’ to the System Simulator is event-triggered as defined in TS 36.331 [5] clause 5.5.3.  The measurement reporting succeeds only if the measurement report is sent within the specified measurement reporting delay period.

8.1
E-UTRAN intra frequency measurements


8.1.1
E-UTRAN FDD intra frequency measurements
8.1.1.1

E-UTRAN FDD intra freq Event triggered reporting under fading propagation conditions in asynchronous cells
Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· Cell specific configurations for intra-frequency cells requirements are undefined

· The specific test parameters requirements defined in 36.133 Annex A are undefined
· Physical channels  used are undefined
· Confirmation that the type of measurement reporting triggering events used in the tests is Event A3
· 
· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· Statistical testing of UE measurement performance requirements are undefined
8.1.1.1.1
Test purpose

To verify the UE’s ability to make a correct reporting of an event under fading propagation conditions in asynchronous cells within the E-UTRA FDD intra-frequency cell search requirements.

8.1.1.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.
8.1.1.1.3
Minimum conformance requirements

The measurement reporting delay shall be less than [Tbasic_identify_E-UTRA_FDD, intra + TTI insertion uncertainty] in RRC_CONNECTED state.

When no DRX is in use the UE shall be able to identify a new detectable FDD intra frequency cell within
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Where:

Tbasic_identify_E-UTRA_FDD, intra is 800 ms.

TMeasurement_Period,Intra = 200 ms. The measurement period for intra-frequency RSRP measurements.

TIntra: This is the minimum time that is available for intra-frequency measurements, during the measurement period with an arbitrarily chosen timing. Time is assumed to be available for performing intra-frequency measurements whenever the receiver is guaranteed to be active on the intra-frequency carrier.
A cell shall be considered detectable when

- 
RSRP related side condition given in TS 36.133 [4] clause 9.1 are fulfilled for a corresponding Band,

-
SCH_RP > [-127] dBm for Bands [1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40] and SCH  Ês/Iot  > [- 6] dB,

-
SCH_RP |dBm( [-126] dBm for Band [9] and SCH_RP/Iot > [- 6] dB,
-
SCH_RP |dBm( [-125] dBm for Bands [2, 5, 7 and 11] and SCH_RP/Iot > [- 6] dB,
-
SCH_RP SCH_RP |dBm( [-124] dBm for Bands [3, 8, 13 …] and SCH_RP/Iot > [- 6] dB.
Identification of a cell shall include detection of the cell and additionally performing a single measurement with measurement period of TMeasurement_Period Intra. If higher layer filtering is used, an additional cell identification delay can be expected.

In the RRC_CONNECTED state the measurement period for intra-frequency measurements is 200 ms. When no measurement gaps are activated, the UE shall be capable of performing RSRP and RSRQ measurements for 8 identified intra-frequency cells, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of 200 ms. When measurement gaps are activated, the UE shall be capable of performing measurements for at least Ymeasurement intra cells, where Ymeasurement intra is defined in the following equation. If the UE has identified more than Ymeasurement intra cells, the UE shall perform measurements of all identified cells but the reporting rate of RSRP and RSRQ measurements of cells from UE physical layer to higher layers may be decreased.
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Where:

Xbasic measurement FDD = 8 (cells).

TMeasurement_Period Intra = 200 ms. The measurement period for intra-frequency RSRP measurements.
TIntra: This is the time that is available for intra-frequency measurements, during the measurement period with an arbitrarily chosen timing. Time is assumed to be available for performing intra- frequency measurements whenever the receiver is guaranteed to be active on the intra frequency carrier.
The measurement accuracy for all measured cells shall be as specified in TS 36.133 [4] clause 9.1.

Reported measurements contained in event triggered measurement reports shall meet the requirements in TS 36.133 [4] clause 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: [2] x TTIDCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.
The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify intra defined in TS 36.133 [4] clause 8.1.2.2.1.1. When L3 filtering is used an additional delay can be expected.
If a cell has been detectable at least for the time period Tidentify_intra and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than TMeasurement_Period Intra provided the timing to that cell has not changed more than [FFS] while transmission gap has not been available and the L3 filter has not been used
The normative reference for this requirement is TS 36.133 [4] clause 8.1.2.2.1 and A.8.1.1.
8.1.1.1.4
Test description

8.1.1.1.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1. 
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.15 for UEs that support receive diversity or figure A.13 for UEs that do not support receive diversity.
2. The general test parameter settings are set up according to Table 8.1.1.1.4.1-1.
3. The parameter settings for the cells are set up according to Table 8.1.1.1.5-1. Propagation conditions are set according to Annex B clauses B.1.1 and B.2.2.
4. Downlink signals are initially set up according to Table 8.1.1.1.5-1.

5. Message contents are defined in clause 8.1.1.1.4.3.
6. There is one E-UTRA FDD carrier and two cells specified in the test.
Table 8.1.1.1.4.1-1: General Test Parameters for event triggered reporting under fading propagation conditions in asynchronous cells case

[Table FFS]

Table 8.1.1.1.4.1-2: Cell Specific Test Parameters for event triggered reporting under fading propagation conditions in asynchronous cells case

[Table FFS]
8.1.1.1.4.2
Test procedure

The test consists of two successive time periods, with time durations of T1 and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 2.
1. Set the parameters according to T1 in Table 8.1.1.1.5-1. 
2. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS on the strongest cell.

3. [FFS seconds] after the beginning of T1, the SS shall switch the power setting from T1 to T2 as specified in Table 8.1.1.1.5-1. 
4. SS shall transmit an RRCConnectionReconfiguration message.
5. The UE shall transmit RRCConnectionReconfigurationComplete message.
6. UE shall transmit a MeasurementReport message triggered by Event A3. If the measurement reporting delay from the beginning of time period T2 is less than [FFS ms] then the number of successful tests is increased by one. If the UE fails to report the event within the measurement reporting delay requirement then the number of failure tests is increased by one.
7. After [FFS seconds] from the beginning of time period T2, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.
8. Repeat step 1-7 until the confidence level according to Tables [FFS] in Annex G clause [FFS] is achieved. 
8.1.1.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions [FSS]:

8.1.1.1.5
Test requirement
Tables 8.1.1.1.4.1-1 and 8.1.1.1.5-1 define the primary level settings including test tolerances for event triggered reporting under fading propagation conditions in asynchronous cells test. 
Table 8.1.1.1.5-1: Cell Specific Test requirement Parameters for event triggered reporting under fading propagation conditions in asynchronous cells case

[Table FFS]
The Tbasic_identify_E-UTRA_FDD, intra test requirement in this case is [800ms; as specified in TS 36.133 [4] clause A.8.1.1].

The TTI insertion uncertainty test requirement in this case is [FFS ms] expressed as:

[2] x TTIDCCH = [FFS ms]
The measurement reporting delay shall be less than a total of [FFS ms] in this test case.
For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

8.1.1.2

E-UTRAN FDD intra freq Event triggered reporting under fading propagation conditions in synchronous cells

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· Cell specific configurations for intra-frequency cells requirements are undefined

· The specific test parameters requirements defined in 36.133 Annex A are undefined
· Physical channels  used are undefined
· Confirmation that the type of measurement reporting triggering events used in the tests is Event A3
· 
· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· Statistical testing of UE measurement performance requirements are undefined
8.1.1.2.1
Test purpose

To verify the UE’s ability to make a correct reporting of an event under fading propagation conditions in synchronous cells within the E-UTRA FDD intra-frequency cell search requirements.

8.1.1.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.
8.1.1.2.3
Minimum conformance requirements

The measurement reporting delay shall be less than [Tbasic_identify_E-UTRA_FDD, intra + TTI insertion uncertainty] in RRC_CONNECTED state.

When no DRX is in use the UE shall be able to identify a new detectable FDD intra frequency cell within


[image: image5.wmf]ms

UTRA

E

Intra

Intra

 

Period,

t

Measuremen

intra

 

FDD,

_

identify

basic

intra

 

identify

T

T

T

T

×

=

-


Where:

Tbasic_identify_E-UTRA_FDD, intra is 800 ms.

TMeasurement_Period,Intra = 200 ms. The measurement period for intra-frequency RSRP measurements.

TIntra: This is the minimum time that is available for intra-frequency measurements, during the measurement period with an arbitrarily chosen timing. Time is assumed to be available for performing intra-frequency measurements whenever the receiver is guaranteed to be active on the intra-frequency carrier.
A cell shall be considered detectable when

- 
RSRP related side condition given in TS 36.133 [4] clause 9.1 are fulfilled for a corresponding Band,

-
SCH_RP > [-127] dBm for Bands [1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40] and SCH  Ês/Iot  > [- 6] dB,

-
SCH_RP |dBm( [-126] dBm for Band [9] and SCH_RP/Iot > [- 6] dB,
-
SCH_RP |dBm( [-125] dBm for Bands [2, 5, 7 and 11] and SCH_RP/Iot > [- 6] dB,
-
SCH_RP SCH_RP |dBm( [-124] dBm for Bands [3, 8, 13 …] and SCH_RP/Iot > [- 6] dB.
Identification of a cell shall include detection of the cell and additionally performing a single measurement with measurement period of TMeasurement_Period Intra. If higher layer filtering is used, an additional cell identification delay can be expected.

In the RRC_CONNECTED state the measurement period for intra-frequency measurements is 200 ms. When no measurement gaps are activated, the UE shall be capable of performing RSRP and RSRQ measurements for 8 identified intra-frequency cells, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of 200 ms. When measurement gaps are activated, the UE shall be capable of performing measurements for at least Ymeasurement intra cells, where Ymeasurement intra is defined in the following equation. If the UE has identified more than Ymeasurement intra cells, the UE shall perform measurements of all identified cells but the reporting rate of RSRP and RSRQ measurements of cells from UE physical layer to higher layers may be decreased.
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Where:

Xbasic measurement FDD = 8 (cells).

TMeasurement_Period Intra = 200 ms. The measurement period for intra-frequency RSRP measurements.
TIntra: This is the time that is available for intra-frequency measurements, during the measurement period with an arbitrarily chosen timing. Time is assumed to be available for performing intra- frequency measurements whenever the receiver is guaranteed to be active on the intra frequency carrier.
The measurement accuracy for all measured cells shall be as specified in TS 36.133 [4] clause 9.1.

Reported measurements contained in event triggered measurement reports shall meet the requirements in TS 36.133 [4] clause 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: [2] x TTIDCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.
The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify intra defined in TS 36.133 [4] clause 8.1.2.2.1.1. When L3 filtering is used an additional delay can be expected.

If a cell has been detectable at least for the time period Tidentify_intra and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than TMeasurement_Period Intra provided the timing to that cell has not changed more than [FFS] while transmission gap has not been available and the L3 filter has not been used.
The normative reference for this requirement is TS 36.133 [4] clause 8.1.2.2.1 and A.8.1.2.
8.1.1.2.4
Test description

8.1.1.2.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1. 
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.15 for UEs that support receive diversity or figure A.13 for UEs that do not support receive diversity.
2. The general test parameter settings are set up according to Table 8.1.1.2.4.1-1.
3. The parameter settings for the cells are set up according to Table 8.1.1.2.5-1. Propagation conditions are set according to Annex B clauses B.1.1 and B.2.2.

4. Downlink signals are initially set up according to Table 8.1.1.2.5-1.
5. Message contents are defined in clause 8.1.1.2.4.3.
6. There is one E-UTRA FDD carrier and two cells specified in the test.
Table 8.1.1.2.4.1-1: General Test Parameters for event triggered reporting under fading propagation conditions in synchronous cells case

[Table FFS]

Table 8.1.1.2.4.1-2: Cell Specific Test Parameters for event triggered reporting under fading propagation conditions in synchronous cells case

[Table FFS]
8.1.1.2.4.2
Test procedure

The test consists of two successive time periods, with time durations of T1 and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 2.
1. Set the parameters according to T1 in Table 8.1.1.2.5-1.  
2. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS on the strongest cell.

3. [FFS seconds] after the beginning of T1, the SS shall switch the power setting from T1 to T2 as specified in Table 8.1.1.2.5-1. 
4. SS shall transmit an RRCConnectionReconfiguration message.
5. The UE shall transmit RRCConnectionReconfigurationComplete message.
6. UE shall transmit a MeasurementReport message triggered by Event A3. If the measurement reporting delay from the beginning of time period T2 is less than [FFS ms] then the number of successful tests is increased by one. If the UE fails to report the event within the measurement reporting delay requirement then the number of failure tests is increased by one.
7. After [FFS seconds] from the beginning of time period T2, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.
8. Repeat step 1-7 until the confidence level according to Tables [FFS] in Annex G clause [FFS] is achieved. 
8.1.1.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions [FSS]:

8.1.1.2.5
Test requirement
Tables 8.1.1.2.4.1-1 and 8.1.1.2.5-1 define the primary level settings including test tolerances for event triggered reporting under fading propagation conditions in synchronous cells test. 
Table 8.1.1.2.5-1: Cell Specific Test requirement Parameters for event triggered reporting under fading propagation conditions in synchronous cells case

[Table FFS]
The Tbasic_identify_E-UTRA_FDD, intra test requirement in this case is [800ms; as specified in TS 36.133 [4] clause A.8.1.2].

The TTI insertion uncertainty test requirement in this case is [FFS ms] expressed as:

[2] x TTIDCCH = [FFS ms]
The measurement reporting delay shall be less than a total of [FFS ms] in this test case.
For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

8.1.2

E-UTRAN TDD intra frequency measurements

[FFS]

8.2
E-UTRAN inter frequency measurements


8.2.1

E-UTRAN FDD - FDD inter frequency measurements

[FFS]

8.2.2

E-UTRAN FDD - TDD inter frequency measurements

[FFS]

8.2.3

E-UTRAN TDD - FDD inter frequency measurements

[FFS]

8.2.4

E-UTRAN TDD - TDD inter frequency measurements

[FFS]

8.3
Inter-RAT measurements


8.3.1

E-UTRAN FDD – UTRAN FDD measurements
[FFS]
8.3.2

E-UTRAN TDD – UTRAN FDD measurements
[FFS]
8.3.3

E-UTRAN FDD – UTRAN TDD measurements
[FFS]
8.3.4

E-UTRAN TDD – UTRAN TDD measurements
[FFS]

8.3.5

E-UTRAN FDD – GSM measurements
[FFS]

8.3.6

E-UTRAN TDD – GSM measurements
[FFS]

9
Measurement Performance Requirements

When the UE is in RRC_CONNECTED state on a cell, physical layer measurements as defined in TS 36.214 [12] clause 5 are initiated and reported to higher layers. To initiate a specific measurement, the System Simulator sends a ‘RRC Connection Reconfiguration message’ to the UE including a measurement ID and type, a command (setup, modify, release), the measurement objects, the measurement quantity, the reporting quantities and the reporting criteria (periodical/event-triggered), the physical layer measurement process takes place. In this process when the reporting criteria are fulfilled the UE sends a ‘Measurement Report message’ to the System Simulator including the measurement ID and the results. The reporting criteria that trigger the UE to send a ‘Measurement Report message’ to the System Simulator is periodical as defined in TS 36.331 [5] clause 5.5.3. The physical layer measurements succeed only if the performance results in terms of accuracy are within the specified limits.
9.1
E-UTRAN Measurements
Unless explicitly stated:

-
In state RRC_CONNECTED

-
Reported measurements shall be within defined range in 90 % of the cases.
-
Measurement channel is FFS as defined in Annex A. This measurement channel is used both in active cell and cells to be measured.

-
Propagation condition is AWGN as defined in Annex B.
-
Physical channels used as defined in Annex C.
-
Cell 1 is the active cell.

-
Single task reporting.

-
Power control is active.
9.1.1
Intra frequency RSRP Accuracy

9.1.1.1
FDD Intra Frequency Absolute RSRP Accuracy
Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The intra-frequency RSRP absolute accuracy requirements parameters are undefined 

· Cell specific configurations for intra-frequency cells requirements are undefined 

· The specific test parameters requirements defined in 36.133 Annex A are undefined
· Physical channels and signals transmitted in the test are undefined

· Measurement channel used is undefined
· The reporting interval of the periodic measurement reports are undefined

· Control of measurement reporting message are undefined

· The requirements for the reported values of the intra-frequency absolute RSRP accuracy measurement are undefined

· RSRP measurement report mapping is missing
· The number of test scenarios are undefined (e.g. Test1, Test2, Test3, etc)
· The Initial Conditions including UE setup are undefined

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· Statistical testing of UE measurement performance requirements are undefined
9.1.1.1.1
Test purpose

To verify that the intra-frequency absolute RSRP measurement accuracy is within the specified limit for all bands.

9.1.1.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.
9.1.1.1.3
Minimum conformance requirements

The absolute accuracy of RSRP is defined as the RSRP measured from a cell on the same frequency as that of the serving cell.
The accuracy requirements in table 9.1.1.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

RSRP|dBm( [-127] dBm for Bands [1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40], 
RSRP|dBm( [-126] dBm for Bands [9], 

RSRP|dBm( [-125] dBm for Bands [2, 5, 7 and 11],

RSRP|dBm( [-124] dBm for Bands [3, 8, 13 …].

Table 9.1.1.1.3-1: RSRP Intra frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40
	Bands 2, 5, 7 and 11
	Bands 3, 8, 13 …
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot ( -6 dB
	dBm
	([6] 
	([9]
	 [-121dBm/15kHz … -70dBm/ BWChannel]
	[-119dBm/15kHz … -50dBm/ BWChannel]
	[-118dBm/15kHz … -50dBm/ BWChannel]
	[-120dBm/15kHz … -50dBm/ BWChannel]

	RSRP for Ês/Iot ( -6 dB
	dBm
	([8] 
	([11]
	[-70dBm/ BWChannel … -50dBm/ BWChannel]
	[-119dBm/15kHz … -50dBm/ BWChannel]
	[-118dBm/15kHz … -50dBm/ BWChannel]
	[-120dBm/15kHz … -50dBm/ BWChannel]

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The normative reference for this requirement is TS 36.133 [4] clause 9.1.2.1 and A.x.x.x.
9.1.1.1.4
Test description
9.1.1.1.4.1
Initial conditions

Test Environment: Normal, [TL/VL, TL/VH, TH/VL, TH/VH]; as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.
Channel Bandwidth to be tested: [Lowest, 5MHz, and Highest] channel bandwidth as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. The parameter settings for the cells are set up according to [clause FFS in reference FFS].

3. Downlink signals are initially set up according to [clause FFS in reference FFS].

4. Propagation conditions are set according to Annex B clause B.1.1.

5. Ensure the UE is in State 4 according to TS 36.508 [Ref FFS] clause FFS and receiving payload data from the SS. Message contents are defined in clause 9.1.1.1.4.3.

9.1.1.1.4.2
Test procedure

[FFS]
9.1.1.1.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].
9.1.1.1.5
Test requirement
Table [FFS] define the primary level settings including test tolerances for all tests. 

Each RSRP intra-frequency relative accuracy test shall meet the accuracy test requirements in table 9.1.1.1.5-1 and the reported values test requirements in table [FFS].
Table 9.1.1.1.5-1: RSRP Intra frequency absolute accuracy, test requirements
	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40
	Bands 2, 5, 7 and 11
	Bands 3, 8, 13 …
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot ( -6 dB
	dBm
	([6] + TT
	([9] + TT
	 [-121dBm/15kHz … -70dBm/ BWChannel]
	[-119dBm/15kHz … -50dBm/ BWChannel]
	[-118dBm/15kHz … -50dBm/ BWChannel]
	[-120dBm/15kHz … -50dBm/ BWChannel]

	RSRP for Ês/Iot ( -6 dB
	dBm
	([8] + TT
	([11] + TT
	[-70dBm/ BWChannel … -50dBm/ BWChannel]
	[-119dBm/15kHz … -50dBm/ BWChannel]
	[-118dBm/15kHz … -50dBm/ BWChannel]
	[-120dBm/15kHz … -50dBm/ BWChannel]

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


9.1.1.2
FDD Intra Frequency Relative Accuracy of RSRP
Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The intra-frequency RSRP relative accuracy requirements parameters are undefined 

· Cell specific configurations for intra-frequency cells requirements are undefined. 

· The specific test parameters requirements defined in 36.133 Annex A are undefined
· Physical channels and signals transmitted in the test are undefined

· Measurement channel used is undefined
· The reporting interval of the periodic measurement reports are undefined

· Control of measurement reporting message are undefined

· The requirements for the reported values of the intra-frequency relative RSRP accuracy measurement are undefined

· RSRP measurement report mapping is missing
· The number of test scenarios are undefined (e.g. Test1, Test2, Test3, etc)
· The Initial Conditions including UE setup are undefined

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· Statistical testing of UE measurement performance requirements are undefined
9.1.1.2.1
Test purpose

To verify that the intra-frequency relative accuracy measurement of RSRP is within the specified limit for all bands. 

9.1.1.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.
9.1.1.2.3
Minimum conformance requirements

The relative accuracy of RSRP is defined as the RSRP measured from one cell compared to the RSRP measured from another cell on the same frequency.
The accuracy requirements in table 9.1.1.2.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

RSRP1,2|dBm( [-127] dBm for Bands [1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40], 
RSRP1,2|dBm( [-126] dBm for Bands [9], 

RSRP1,2|dBm( [-125] dBm for Bands [2, 5, 7 and 11],

RSRP1,2|dBm( [-124] dBm for Bands [3, 8, 13 …].

Table 9.1.1.2.3-1: RSRP Intra frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40
	Bands 2, 5, 7 and 11
	Bands 3, 8, 13 …
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot > -3 dB
	dBm
	([2] 
	([3]
	[-121dBm/15kHz … -50dBm/ BWChannel]
	[-119dBm/15kHz … -50dBm/ BWChannel]
	[-118dBm/15kHz … -50dBm/ BWChannel]
	[-120dBm/15kHz … -50dBm/ BWChannel]

	RSRP for Ês/Iot ≥ -6 dB
	dBm
	([3] 
	([3]
	[-121dBm/15kHz … -50dBm/ BWChannel]
	[-119dBm/15kHz … -50dBm/ BWChannel]
	[-118dBm/15kHz … -50dBm/ BWChannel]
	[-120dBm/15kHz … -50dBm/ BWChannel]

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The normative reference for this requirement is TS 36.133 [4] clause 9.1.2.2 and A.x.x.x.
9.1.1.2.4
Test description
9.1.1.2.4.1
Initial conditions

Test Environment: Normal, [TL/VL, TL/VH, TH/VL, TH/VH]; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.
Channel Bandwidth to be tested: [Lowest, 5MHz, and Highest] channel bandwidth as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. The parameter settings for the cells are set up according to [clause FFS in reference FFS].

3. Downlink signals are initially set up according to [clause FFS in reference FFS].

4. Propagation conditions are set according to Annex B clause B.1.1.

5. Ensure the UE is in State 4 according to TS 36.508 [Ref FFS] clause FFS and receiving payload data from the SS. Message contents are defined in clause 9.1.1.2.4.3.

9.1.1.2.4.2
Test procedure

[FFS]
9.1.1.2.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].
9.1.1.2.5
Test requirement
Table [FFS] define the primary level settings including test tolerances for all tests. 

Each RSRP intra-frequency relative accuracy test shall meet the accuracy test requirements in table 9.1.1.2.5-1 and the reported values test requirements in table [FFS].
Table 9.1.1.2.5-1: RSRP Intra frequency relative accuracy, test requirements
	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40
	Bands 2, 5, 7 and 11
	Bands 3, 8, 13 …
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot > -3 dB
	dBm
	([2] + TT
	([3] + TT
	[-121dBm/15kHz … -50dBm/ BWChannel]
	[-119dBm/15kHz … -50dBm/ BWChannel]
	[-118dBm/15kHz … -50dBm/ BWChannel]
	[-120dBm/15kHz … -50dBm/ BWChannel]

	RSRP for Ês/Iot ≥ -6 dB
	dBm
	([3] + TT
	([3] + TT
	[-121dBm/15kHz … -50dBm/ BWChannel]
	[-119dBm/15kHz … -50dBm/ BWChannel]
	[-118dBm/15kHz … -50dBm/ BWChannel]
	[-120dBm/15kHz … -50dBm/ BWChannel]

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


9.1.2
Inter frequency RSRP Accuracy

9.1.2.1
FDD Inter Frequency Absolute RSRP Accuracy
Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The inter-frequency RSRP absolute accuracy requirements parameters are not confirmed
· Cell specific configurations for intra-frequency cells requirements are undefined.

· The specific test parameters requirements defined in 36.133 Annex A are undefined
· Physical channels and signals transmitted in the test are undefined

· Measurement channel used is undefined
· The reporting interval of the periodic measurement reports are undefined

· Control of measurement reporting message are undefined

· The requirements for the reported values of the inter-frequency absolute RSRP accuracy measurement are undefined

· RSRP measurement report mapping is missing
· The number of test scenarios are undefined (e.g. Test1, Test2, Test3, etc)
· The Initial Conditions including UE setup are undefined

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· Statistical testing of UE measurement performance requirements are undefined
9.1.2.1.1
Test purpose

To verify that the inter-frequency absolute RSRP measurement accuracy is within the specified limit for all bands.
9.1.2.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.
9.1.2.1.3
Minimum conformance requirements

The absolute accuracy of RSRP is defined as the RSRP measured from a cell that has different carrier frequency from the serving cell.
The accuracy requirements in table 9.1.2.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

RSRP|dBm( [-127] dBm for Bands [1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40], 

RSRP|dBm( [-126] dBm for Bands [9], 

RSRP|dBm( [-125] dBm for Bands [2, 5, 7 and 11],

RSRP|dBm( [-124] dBm for Bands [3, 8, 13 …].

Table 9.1.2.1.3-1: RSRP Inter frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40
	Bands 2, 5, 7 and 11
	Bands 3, 8, 13 …
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot ( -6 dB
	dBm
	([6] 
	([9]
	 [-121dBm/15kHz … -70dBm/ BWChannel]
	 [-119dBm/15kHz … -70dBm/ BWChannel]
	 [-118dBm/15kHz … -70dBm/ BWChannel]
	 [-120dBm/15kHz … -70dBm/ BWChannel]

	RSRP for Ês/Iot ( -6 dB
	dBm
	([8] 
	([11]
	[-70dBm/ BWChannel … -50dBm/ BWChannel]
	[-70dBm/ BWChannel … -50dBm/ BWChannel]
	[-70dBm/ BWChannel … -50dBm/ BWChannel]
	[-70dBm/ BWChannel … -50dBm/ BWChannel]

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The normative reference for this requirement is TS 36.133 [4] clause 9.1.3.1 and A.x.x.x.
9.1.2.1.4
Test description
9.1.2.1.4.1
Initial conditions

Test Environment: Normal, [TL/VL, TL/VH, TH/VL, TH/VH]; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.
Channel Bandwidth to be tested: [Lowest, 5MHz, and Highest] channel bandwidth as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. The parameter settings for the cells are set up according to [clause FFS in reference FFS].

3. Downlink signals are initially set up according to [clause FFS in reference FFS].

4. Propagation conditions are set according to Annex B clause B.1.1.

5. Ensure the UE is in State 3 according to TS 36.508 [7] clause 4.5.3. Message contents are defined in clause 9.1.2.1.4.3.

9.1.2.1.4.2
Test procedure

[FFS]
9.1.2.1.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].
9.1.2.1.5
Test requirement
Table [FFS] define the primary level settings including test tolerances for all tests. 

Each RSRP inter-frequency absolute accuracy test shall meet the accuracy test requirements in table 9.1.2.1.5-1 and the reported values test requirements in table [FFS].
Table 9.1.2.1.5-1: RSRP Inter frequency absolute accuracy, test requirements
	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40
	Bands 2, 5, 7 and 11
	Bands 3, 8, 13 …
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot ( -6 dB
	dBm
	([6] + TT
	([9] + TT
	 [-121dBm/15kHz … -70dBm/ BWChannel]
	 [-119dBm/15kHz … -70dBm/ BWChannel]
	 [-118dBm/15kHz … -70dBm/ BWChannel]
	 [-120dBm/15kHz … -70dBm/ BWChannel]

	RSRP for Ês/Iot ( -6 dB
	dBm
	([8] + TT
	([11] + TT
	[-70dBm/ BWChannel … -50dBm/ BWChannel]
	[-70dBm/ BWChannel … -50dBm/ BWChannel]
	[-70dBm/ BWChannel … -50dBm/ BWChannel]
	[-70dBm/ BWChannel … -50dBm/ BWChannel]

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


9.1.2.2
FDD Inter Frequency Relative Accuracy of RSRP
Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The inter-frequency RSRP relative accuracy requirements parameters are not confirmed
· Cell specific configurations for intra-frequency cells requirements are undefined.

· The specific test parameters requirements defined in 36.133 Annex A are undefined
· Physical channels and signals transmitted in the test are undefined

· Measurement channel used is undefined
· The reporting interval of the periodic measurement reports are undefined

· Control of measurement reporting message are undefined

· The requirements for the reported values of the inter-frequency relative RSRP accuracy measurement are undefined

· RSRP measurement report mapping is missing
· The number of test scenarios are undefined (e.g. Test1, Test2, Test3, etc)
· The Initial Conditions including UE setup are undefined

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· Statistical testing of UE measurement performance requirements are undefined
9.1.2.2.1
Test purpose

To verify that the inter-frequency relative accuracy measurement of RSRP is within the specified limit for all bands.
9.1.2.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.
9.1.2.2.3
Minimum conformance requirements

The relative accuracy of RSRP in inter frequency case is defined as the RSRP measured from one cell compared to the RSRP measured from another cell on a different frequency.
The accuracy requirements in table 9.1.2.2.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.
RSRP1|dBm ( [-127] dBm if RSRP1 is on Bands [1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40],
RSRP1|dBm ( [-126] dBm if RSRP1 is on Band [9],
RSRP1|dBm ( [-125] dBm if RSRP1 is on Bands [2, 5, 7 and 11],
RSRP1|dBm ( [-124] dBm if RSRP1 is on Bands [3, 8, 13 …],
RSRP2|dBm ( [-127] dBm if RSRP2 is on Bands [1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40],
RSRP2|dBm ( [-126] dBm if RSRP2 is on Band [9],
RSRP2|dBm ( [-125] dBm if RSRP2 is on Bands [2, 5, 7 and 11],
RSRP2|dBm ( [-125] dBm if RSRP2 is on Bands [3, 8, 13 …].
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Table 9.1.2.2.3-1: RSRP Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	RSRP is on Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40
	RSRP is on Bands 2, 5, 7 and 11
	RSRP is on Bands 3, 8, 13 …
	RSRP is on Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot > -6dB
	dBm
	([6] 
	([6]
	[-121dBm/15kHz … -50dBm/ BWChannel]
	[-119dBm/15kHz … -50dBm/ BWChannel]
	[-118dBm/15kHz … -50dBm/ BWChannel]
	[-120dBm/15kHz … -50dBm/ BWChannel]

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The normative reference for this requirement is TS 36.133 [4] clause 9.1.3.2 and A.x.x.x.
9.1.2.2.4
Test description
9.1.2.2.4.1
Initial conditions

Test Environment: Normal, [TL/VL, TL/VH, TH/VL, TH/VH]; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.
Channel Bandwidth to be tested: [Lowest, 5MHz, and Highest] channel bandwidth as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. The parameter settings for the cells are set up according to [clause FFS in reference FFS].

3. Downlink signals are initially set up according to [clause FFS in reference FFS].

4. Propagation conditions are set according to Annex B clause B.1.1.

5. Ensure the UE is in State 4 according to TS 36.508 [Ref FFS] clause FFS and receiving payload data from the SS. Message contents are defined in clause 9.1.2.2.4.3.

9.1.2.2.4.2
Test procedure

[FFS]
9.1.2.2.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].
9.1.2.2.5
Test requirement
Table [FFS] define the primary level settings including test tolerances for all tests. 

Each RSRP inter-frequency relative accuracy test shall meet the accuracy test requirements in table 9.1.2.2.5-1 and the reported values test requirements in table [FFS].
Table 9.1.2.2.5-1: RSRP Inter frequency relative accuracy, test requirements
	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	RSRP is on Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40
	RSRP is on Bands 2, 5, 7 and 11
	RSRP is on Bands 3, 8, 13 …
	RSRP is on Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot > -6dB
	dBm
	([6] + TT
	([6] + TT
	[-121dBm/15kHz … -50dBm/ BWChannel]
	[-119dBm/15kHz … -50dBm/ BWChannel]
	[-118dBm/15kHz … -50dBm/ BWChannel]
	[-120dBm/15kHz … -50dBm/ BWChannel]

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


9.1.3
Intra frequency RSRQ Accuracy

9.1.3.1
FDD Intra Frequency Absolute RSRQ Accuracy
Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· Cell specific configurations for intra-frequency cells requirements are undefined

· The specific test parameters requirements defined in 36.133 Annex A are undefined
· Physical channels used are undefined
· The reporting interval of the periodic measurement reports are undefined

· Control of measurement reporting message are undefined

· The requirements for the reported values of the intra-frequency absolute RSRQ accuracy measurement are undefined

· The number of test scenarios are undefined (e.g. Test1, Test2, Test3, etc)
· 
· Test environment(s) used need to be confirmed

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· Statistical testing of UE measurement performance requirements are undefined

9.1.3.1.1
Test purpose

To verify that the intra-frequency absolute RSRQ measurement accuracy is within the specified limit for all bands.  

9.1.3.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.
9.1.3.1.3
Minimum conformance requirements

The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell on the same frequency as that of the serving cell.
The accuracy requirements in table 9.1.3.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

RSRP|dBm( [-127] dBm for Bands [1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40],

RSRP|dBm( [-126] dBm for Bands [9], 

RSRP|dBm( [-125] dBm for Bands [2, 5, 7 and 11],

RSRP|dBm( [-124] dBm for Bands [3, 8, 13 …]. 
Table 9.1.3.1.3-1: RSRQ Intra frequency absolute accuracy
	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40
	Bands 2, 5, 7 and 11
	Bands 3, 8, 13 …
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( [2.5] 
	( [4] 
	[-121dBm/15kHz … -50dBm/ BWChannel]
	[-119dBm/15kHz … -50dBm/ BWChannel]
	[-118dBm/15kHz … -50dBm/ BWChannel]
	[-120dBm/15kHz … -50dBm/ BWChannel]

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( [3.5] 
	( [4]
	[-121dBm/15kHz … -50dBm/ BWChannel]
	[-119dBm/15kHz … -50dBm/ BWChannel]
	[-118dBm/15kHz … -50dBm/ BWChannel]
	[-120dBm/15kHz … -50dBm/ BWChannel]

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The normative reference for this requirement is TS 36.133 [4] clause 9.1.5.1 and A.x.x.x.
9.1.3.1.4
Test description
9.1.3.1.4.1
Initial conditions

Test Environment: Normal, [TL/VL, TL/VH, TH/VL, TH/VH]; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. The parameter settings for the cells are set up according to Table 9.1.3.1.5-2.

3. Downlink signals are initially set up according to Table 9.1.3.1.5-2.

4. Propagation conditions are set according to Annex B clause B.1.1.

5. Message contents are defined in clause 9.1.3.1.4.3. 
6. There is one E-UTRA FDD carrier and two cells specified in each test.
Table 9.1.3.1.4.1-1: Cell Specific Test Parameters for RSRQ Intra frequency absolute accuracy case
[Table FFS]

Table 9.1.3.1.4.1-2: RSRQ measurement report mapping

[Table FFS]
9.1.3.1.4.2
Test procedure

1. Set the parameters according to Table 9.1.3.1.5-2 as appropriate.

2. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS on the strongest cell.
3. SS shall transmit an RRCConnectionReconfiguration message on cell.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check RSRQ reported value in MeasurementReport messages. According to Table 9.1.3.1.5-3 the SS shall calculate the RSRQ measurement value of cell [FFS; selective cell during Test selected that is on the same frequency as that of the serving cell] as defined in TS 36.214 [12] clause 5.1.3 which is compared to the actual RSRQ reported value from the same cell for each MeasurementReport message.

7. If the actual RSRQ reported value in MeasurementReport message and the calculated RSRQ measurement value are within the specified limits then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one.

8. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to Tables [FFS] in Annex G clause [FFS] is achieved.

9. Repeat step 1-8 for each sub-test in Table 9.1.3.1.5-2 as appropriate.
9.1.3.1.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Editor’s note: The IE ReportConfigEUTRA which specifies the criteria that triggers the UE to send a measurement report using periodical reporting configuration will be most likely needed for the absolute RSRQ accuracy test. Also, the measurement report message measuredResults IE need rsrqResult value reported. The RRCConnectionReconfiguration message specific parameter settings for MeasurementConfiguration and RadioResourceConfigDedicated may need to be set for test. 
 9.1.3.1.5
Test requirement
Table 9.1.3.1.5-2 defines the primary level settings including test tolerances for all tests. 

Each RSRQ intra-frequency absolute accuracy test shall meet the accuracy test requirements in Table 9.1.3.1.5-1. 
The RSRQ intra-frequency absolute accuracy test for the reported values shall meet the requirements in Table 9.1.3.1.5-3.
Table 9.1.3.1.5-1: RSRQ Intra frequency absolute accuracy, test requirements

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40
	Bands 2, 5, 7 and 11
	Bands 3, 8, 13 …
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( [2.5] + TT
	( [4] + TT
	[-121dBm/15kHz … -50dBm/ BWChannel]
	[-119dBm/15kHz … -50dBm/ BWChannel]
	[-118dBm/15kHz … -50dBm/ BWChannel]
	[-120dBm/15kHz … -50dBm/ BWChannel]

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( [3.5] + TT
	( [4] + TT
	[-121dBm/15kHz … -50dBm/ BWChannel]
	[-119dBm/15kHz … -50dBm/ BWChannel]
	[-118dBm/15kHz … -50dBm/ BWChannel]
	[-120dBm/15kHz … -50dBm/ BWChannel]

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.1.3.1.5-2: Cell Specific Test requirement Parameters for RSRQ Intra frequency absolute accuracy case

[Table FFS]

Table 9.1.3.1.5-3: RSRQ Intra frequency absolute accuracy requirements for the reported values

[Table FFS]

9.1.4
Inter frequency RSRQ Accuracy

9.1.4.1
FDD Inter Frequency Absolute RSRQ Accuracy
Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· Cell specific configurations for intra-frequency cells requirements are undefined

· The specific test parameters requirements defined in 36.133 Annex A are undefined
· Physical channels  used are undefined
· The reporting interval of the periodic measurement reports are undefined

· Control of measurement reporting message are undefined

· The requirements for the reported values of the inter-frequency absolute RSRQ accuracy measurement are undefined

· The number of test scenarios are undefined (e.g. Test1, Test2, Test3, etc)
· 
· Test environment(s) used need to be confirmed

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· Statistical testing of UE measurement performance requirements are undefined

9.1.4.1.1
Test purpose

To verify that the inter-frequency absolute RSRQ measurement accuracy is within the specified limit for all bands.  

9.1.4.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.
9.1.4.1.3
Minimum conformance requirements

The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell that has different carrier frequency from the serving cell.
The accuracy requirements in table 9.1.4.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

RSRP|dBm( [-127] dBm for Bands [1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40], 

RSRP|dBm( [-126] dBm for Bands [9], 

RSRP|dBm( [-125] dBm for Bands [2, 5, 7 and 11],

RSRP|dBm( [-124] dBm for Bands [3, 8, 13 …].
Table 9.1.4.1.3-1: RSRQ Inter frequency absolute accuracy
	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40
	Bands 2, 5, 7 and 11
	Bands 3, 8, 13 …
	Bands 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( [2.5] + TT
	( [4] + TT
	[-121dBm/15kHz … -50dBm/ BWChannel]
	[-119dBm/15kHz … -50dBm/ BWChannel]
	[-118dBm/15kHz … -50dBm/ BWChannel]
	[-120dBm/15kHz … -50dBm/ BWChannel]

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( [3.5] + TT
	( [4] + TT
	[-121dBm/15kHz … -50dBm/ BWChannel]
	[-119dBm/15kHz … -50dBm/ BWChannel]
	[-118dBm/15kHz … -50dBm/ BWChannel]
	[-120dBm/15kHz … -50dBm/ BWChannel]

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The normative reference for this requirement is TS 36.133 [4] clause 9.1.6.1 and A.x.x.x.
9.1.4.1.4
Test description
9.1.4.1.4.1
Initial conditions

Test Environment: Normal, [TL/VL, TL/VH, TH/VL, TH/VH]; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. The parameter settings for the cells are set up according to Table 9.1.4.1.5-2.

3. Downlink signals are initially set up according to Table 9.1.4.1.5-2.

4. Propagation conditions are set according to Annex B clause B.1.1.

5. Message contents are defined in clause 9.1.4.1.4.3. 
6. There are two E-UTRA FDD carriers and one cell on each carrier specified in each test. 
Table 9.1.4.1.4.1-1: Cell Specific Test Parameters for RSRQ Inter frequency absolute accuracy case
[Table FFS]

Table 9.1.4.1.4.1-2: RSRQ measurement report mapping

[Table FFS]
9.1.4.1.4.2
Test procedure

1. Set the parameters according to Table 9.1.4.1.5-2 for the test interval as appropriate.

2. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS on the strongest cell.
3. SS shall transmit an RRCConnectionReconfiguration message.
4. The UE shall transmit RRCConnectionReconfigurationComplete message.
5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check RSRQ reported value in MeasurementReport messages. According to Table 9.1.4.1.5-3 the SS shall calculate the RSRQ measurement value of cell [FFS; selective cell during Test that has different carrier frequency from the serving cell] as defined in TS 36.214 [12] clause 5.1.3 which is compared to the actual RSRQ reported value from the same cell for each MeasurementReport message.

7. If the actual RSRQ reported value in MeasurementReport message and the calculated RSRQ measurement value are within the specified limits then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one.
8. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to Tables [FFS] in Annex G clause [FFS] is achieved.

9. Repeat step 1-8 for each test interval in Table 9.1.4.1.5-2 as appropriate.

9.1.4.1.4.3
Message contents
Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Editor’s note: The IE ReportConfigEUTRA which specifies the criteria that triggers the UE to send a measurement report using periodical reporting configuration will be most likely needed for the absolute RSRQ accuracy test. Also, the measurement report message measuredResults IE need rsrqResult value reported. The RRCConnectionReconfiguration message specific parameter settings for MeasurementConfiguration and RadioResourceConfigDedicated may need to be set for test.

9.1.4.1.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].
9.1.4.1.5
Test requirement
Table  9.1.4.1.5-2 defines the primary level settings including test tolerances for all tests. 

Each RSRQ inter-frequency absolute accuracy test shall meet the accuracy test requirements in Table 9.1.4.1.5-1. 
The RSRQ inter-frequency absolute accuracy test for the reported values shall meet the requirements in Table 9.1.4.2.5-3.
Table 9.1.4.1.5-1: RSRQ Inter frequency absolute accuracy, test requirements

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40
	Bands 2, 5, 7 and 11
	Bands 3, 8, 13 …
	Bands 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( [2.5] + TT
	( [4] + TT
	[-121dBm/15kHz … -50dBm/ BWChannel]
	[-119dBm/15kHz … -50dBm/ BWChannel]
	[-118dBm/15kHz … -50dBm/ BWChannel]
	[-120dBm/15kHz … -50dBm/ BWChannel]

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( [3.5] + TT
	( [4] + TT
	[-121dBm/15kHz … -50dBm/ BWChannel]
	[-119dBm/15kHz … -50dBm/ BWChannel]
	[-118dBm/15kHz … -50dBm/ BWChannel]
	[-120dBm/15kHz … -50dBm/ BWChannel]

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.1.4.1.5-2: Cell Specific Test requirement Parameters for RSRQ Inter frequency absolute accuracy case

[Table FFS]

Table 9.1.4.1.5-3: RSRQ Inter frequency absolute accuracy requirements for the reported values

[Table FFS]

9.1.4.2
FDD Inter Frequency Relative Accuracy of RSRQ
Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The specific test parameters requirements defined in 36.133 Annex A are undefined
· Physical channels used are undefined

· The reporting interval of the periodic measurement reports are undefined

· Control of measurement reporting message are undefined

· The requirements for the reported values of the inter-frequency relative RSRQ accuracy measurement are undefined

· The number of test scenarios are undefined (e.g. Test1, Test2, Test3, etc)
· 
· Test environment(s) used need to be confirmed

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· Statistical testing of UE measurement performance requirements are undefined

9.1.4.2.1
Test purpose

To verify that the inter-frequency relative accuracy measurement of RSRQ is within the specified limit for all bands. 

9.1.4.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.
9.1.4.2.3
Minimum conformance requirements

The relative accuracy of RSRQ in inter frequency case is defined as the RSRQ measured from one cell compared to the RSRQ measured from another cell on a different frequency.
The accuracy requirements in table 9.1.4.2.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.
RSRP1|dBm ( [-127] dBm if RSRP1 is on Band [1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40],
RSRP1|dBm ( [-126] dBm if RSRP1 is on Band [9],
RSRP1|dBm ( [-125] dBm if RSRP1 is on Bands [2, 5, 7 and 11],
RSRP1|dBm ( [-124] dBm if RSRP1 is on Bands [3, 8, 13 …],
RSRP2|dBm ( [-127] dBm if RSRP2 is on Bands [1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40],

RSRP2|dBm ( [-126] dBm if RSRP2 is on Band [9],
RSRP2|dBm ( [-125] dBm if RSRP2 is on Bands [2, 5, 7 and 11],
RSRP2|dBm ( [-125] dBm if RSRP2 is on Bands [3, 8, 13 …].
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Table 9.1.4.2.3-1: RSRQ Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	RSRQ is on Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40
	RSRQ is on Bands 2, 5, 7 and 11
	RSRQ is on Bands 3, 8, 13 …
	RSRQ is on Band 9

	
	
	
	
	Io
	Io
	
	

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( [3] + TT
	( [4] + TT
	[-121dBm/15kHz … -50dBm]
	[-119dBm/15kHz … -50dBm/ BWChannel]
	[-118dBm/15kHz … -50dBm/ BWChannel]
	[-120dBm/15kHz … -50dBm/ BWChannel]

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( [4] + TT
	( [4] + TT
	[-121dBm/15kHz … -50dBm]
	[-119dBm/15kHz … -50dBm/ BWChannel]
	[-118dBm/15kHz … -50dBm/ BWChannel]
	[-120dBm/15kHz … -50dBm/ BWChannel]

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The normative reference for this requirement is TS 36.133 [4] clause 9.1.6.2 and A.x.x.x.
9.1.4.2.4
Test description
9.1.4.2.4.1
Initial conditions

Test Environment: Normal, [TL/VL, TL/VH, TH/VL, TH/VH]; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. The parameter settings for the cells are set up according to Table 9.1.4.2.5-2.

3. Downlink signals are initially set up according to Table 9.1.4.2.5-2.

4. Propagation conditions are set according to Annex B clause B.1.1.

5. Message contents are defined in clause 9.1.4.2.4.3. 
6. There are two E-UTRA FDD carriers and one cell on each carrier specified in the test.
Table 9.1.4.2.4.1-1: Cell Specific Test Parameters for RSRQ Inter frequency relative accuracy case
[Table FFS]

Table 9.1.4.2.4.1-2: RSRQ measurement report mapping

[Table FFS]
9.1.4.2.4.2
Test procedure

1. Set the parameters according to Table 9.1.4.2.5-2 for the test interval as appropriate.

2. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS on the strongest cell.
3. SS shall transmit an RRCConnectionReconfiguration message.
4. The UE shall transmit RRCConnectionReconfigurationComplete message.
5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check RSRQ reported value of cell [FFS; cell 1] and cell [FFS; cell 2] in MeasurementReport messages. According to Table 9.1.4.2.5-3 the SS shall calculate the RSRQ measurement value as defined in TS 36.214 [12] clause 5.1.3 of cell [FFS; cell 1] and cell [FFS; cell 2]. The RSRQ measurement value measured from cell [FFS; cell 1] is compared to the RSRQ measurement value measured from cell [FFS; cell 2] for each MeasurementReport message.

7. The results from the power level difference of calculated RSRQ measurement value of cell [FFS; cell 1] and cell [FFS; cell 2] is compared to the actual power level difference of RSRQ reported value of cell [FFS; cell 1] and cell [FFS; cell 2].

8. If the actual power level difference of RSRQ reported value of cell [FFS; cell 1] and cell [FFS; cell 2] and the power level difference of calculated RSRQ measurement value of cell [FFS; cell 1] and cell [FFS; cell 2] are within the specified limits then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one.

9. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to Tables [FFS] in Annex G clause [FFS] is achieved.

10. Repeat step 1-9 for each test interval in Table 9.1.4.2.5-2 as appropriate.
9.1.4.2.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Editor’s note: The IE ReportConfigEUTRA which specifies the criteria that triggers the UE to send a measurement report using periodical reporting configuration will be most likely needed for the absolute RSRQ accuracy test. Also, the measurement report message measuredResults IE need rsrqResult value reported. The RRCConnectionReconfiguration message specific parameter settings for MeasurementConfiguration and RadioResourceConfigDedicated may need to be set for test.

9.1.4.2.5
Test requirement
Table 9.1.4.2.5-2 defines the primary level settings including test tolerances for all tests. 

Each RSRQ inter-frequency relative accuracy test shall meet the accuracy test requirements in Table 9.1.4.2.5-1. 
The RSRQ inter-frequency relative accuracy test for the reported values shall meet the requirements in Table 9.1.4.2.5-3.
Table 9.1.4.2.5-1: RSRQ Inter frequency relative accuracy, test requirements
	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	RSRQ is on Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40
	RSRQ is on Bands 2, 5, 7 and 11
	RSRQ is on Bands 3, 8, 13 …
	RSRQ is on Band 9

	
	
	
	
	Io
	Io
	
	

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( [3] + TT
	( [4] + TT
	[-121dBm/15kHz … -50dBm]
	[-119dBm/15kHz … -50dBm/ BWChannel]
	[-118dBm/15kHz … -50dBm/ BWChannel]
	[-120dBm/15kHz … -50dBm/ BWChannel]

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( [4] + TT
	( [4] + TT
	[-121dBm/15kHz … -50dBm]
	[-119dBm/15kHz … -50dBm/ BWChannel]
	[-118dBm/15kHz … -50dBm/ BWChannel]
	[-120dBm/15kHz … -50dBm/ BWChannel]

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.1.4.2.5-2: Cell Specific Test requirement Parameters for RSRQ Inter frequency relative accuracy case

[Table FFS]

Table 9.1.4.2.5-3: RSRQ Inter frequency relative accuracy requirements for the reported values

[Table FFS]

9.2
UTRAN FDD Measurements
9.2.1

UTRAN FDD CPICH RSCP

[FFS]

9.2.2

UTRAN FDD carrier RSSI

[FFS]

9.2.3

UTRAN FDD CPICH Ec/No

[FFS]

9.3
UTRAN TDD Measurements
9.3.1

UTRAN TDD P-CCPCH RSCP

[FFS]

9.3.2

UTRAN TDD carrier RSSI

[FFS]

9.3.3

UTRAN TDD P-CCPCH RSCP

[FFS]
9.4
GSM Measurements
9.4.1

GSM carrier RSSI

[FFS] 
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