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7.2.2.1
UM RLC / Segmentation and Reassembly / 5-bit SN / 11-bit "Length Indicators" / "Framing Info Field"
7.2.2.1.1
Test Purpose (TP)
(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {
  when { UE receives a 5 bit SN configured UMD PDU containing a FI field set to 00 }

    then { UE correctly decodes the received UMD PDU }

            }

(2)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {
  when { UE receives a 5 bit SN configured UMD PDU containing a FI field set to 01 }

    then { UE correctly decodes the received UMD PDU }

            }

(3)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {
  when { UE receives a 5 bit SN configured UMD PDU containing a FI field set to 11 }

    then { UE correctly decodes the received UMD PDU }

            }

(4)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {
  when { UE receives a 5 bit SN configured UMD PDU containing a FI field set to 10 }

    then { UE correctly decodes the received UMD PDU }

            }

7.2.2.1.2 Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 36.322, clause 6.2.1.3 and 6.2.2.6.
[TS 36.322, clause 6.2.1.3]
An UM RLC entity is configured by RRC to use either a 5 bit SN or a 10 bit SN. When the 5 bit SN is configured, the length of the fixed part of the UMD PDU header is one byte. When the 10 bit SN is configured, the fixed part of the UMD PDU header is identical to the fixed part of the AMD PDU header, except for D/C, RF and P fields all being replaced with R1 fields. The extension part of the UMD PDU header is identical to the extension part of the AMD PDU header (regardless of the configured SN size).
[TS 36.322, clause 6.2.2.6]
Length: 2 bits.

The FI field indicates whether a RLC SDU is segmented at the beginning and/or at the end of the Data field. Specifically, the FI field indicates whether the first byte of the Data field corresponds to the first byte of a RLC SDU, and whether the last byte of the Data field corresponds to the last byte of a RLC SDU. The interpretation of the FI field is provided in Table 6.2.2.6-1.

Table 6.2.2.6-1: FI field interpretation
	Value
	Description

	00
	First byte of the Data field corresponds to the first byte of a RLC SDU.

Last byte of the Data field corresponds to the last byte of a RLC SDU.

	01
	First byte of the Data field corresponds to the first byte of a RLC SDU.

Last byte of the Data field does not correspond to the last byte of a RLC SDU.

	10
	First byte of the Data field does not correspond to the first byte of a RLC SDU.

Last byte of the Data field corresponds to the last byte of a RLC SDU.

	11
	First byte of the Data field does not correspond to the first byte of a RLC SDU.

Last byte of the Data field does not correspond to the last byte of a RLC SDU.


7.2.2.1.3
Test description

7.2.2.1.3.1
Pre-test conditions

System Simulator:

-
Cell 1 (FDD or TDD).

UE:

-
None.
Preamble:
-
The UE is brought to state Loopback Activated (state 4) according to TS 36.508 clause 4.5 [18].
7.2.2.1.3.2
Test procedure sequence
Table 7.2.2.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits UMD PDU#1 containing a complete RLC SDU#1 (FI field = 00).
	<--
	UMD PDU#1
	1
	-

	2
	Check: Does the UE transmit RLC SDU#1.
	-->
	(RLC SDU#1)
	1
	P

	3
	The SS transmits UMD PDU#2 containing the first segment of RLC SDU#2 (FI field = 01).
	<--
	UMD PDU#2
	2
	-

	4
	The SS transmits UMD PDU#3 containing the second segment of RLC SDU#2 (FI field = 11).
	<--
	UMD PDU#3
	3
	-

	5
	The SS transmits UMD PDU#4 containing the last segment of RLC SDU#2 (FI field = 10).
	<--
	UMD PDU#4
	4
	-

	6
	Check: Does the UE transmit RLC SDU#2.
	-->
	(RLC SDU#2)
	2,3,4
	P


7.2.2.1.3.3
Specific message contents

None.
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