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<Start of modified section for SPS Configuration in 4.6.3>
-
SystemInformationBlockType8

The IE SystemInformationBlockType8 contains information relevant only for inter-RAT cell re-selection i.e. information about CDMA2000 frequencies and CDMA2000 neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.
Table 4.4.3.3-7: SystemInformationBlockType8
	Derivation Path: 36.331 clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType8 ::= SEQUENCE {
	
	
	

	  cdma2000-SystemTimeInfo SEQUENCE {
	
	
	

	    cdma-EUTRA-Synchronisation
	TRUE
	
	

	    cdma-SystemTime CHOICE {
	
	
	

	      cdma-SynchronousSystemTime
	A valid value as per TS 36.331 and calculated by the SS
	
	

	    }
	
	
	

	  }
	
	
	

	  searchWindowSize
	5
	
	

	  hrpd-Parameters SEQUENCE {}
	Not present
	
	1XRTT

	  hrpd-Parameters SEQUENCE {
	
	
	HRPD

	    hrpd-PreRegistrationInfo SEQUENCE {
	
	
	

	      hrpd-PreRegistrationAllowed
	FALSE
	
	

	      hrpd-PreRegistrationZoneId
	Not present
	
	

	      hrpd-SecondaryPreRegistrationZoneIdList SEQUENCE (SIZE (1..2)) OF SEQUENCE {
	Set the number of entries according to specific test case
	
	

	        hrpd-SecondaryPreRegistrationZoneId
	Set according to specific test case
	
	

	      }
	
	
	

	    }
	
	
	

	    hrpd-CellReselectionParameters SEQUENCE {
	
	
	

	      hrpd-BandClassList SEQUENCE (SIZE (1..maxCDMA -BandClass)) OF SEQUENCE {
	The same number of entries as the configured HRPD carriers
	
	

	        hrpd-BandClass
	FFS 
	
	

	        hrpd-CellReselectionPriority
	[Set according to specific test case]
	[3 is applicable when HRPD is lower priority than E-UTRA. 5 is applicable when HRPD is higher priority than E-UTRA]
	

	        threshX-High
	FFS
	INTEGER (0..63)
	

	        threshX-Low
	FFS
	INTEGER (0..63)
	

	      }
	
	
	

	      hrpd-NeighborCellList SEQUENCE (SIZE (1..16)) OF SEQUENCE {
	The same number of entries as the configured HRPD neighbor cells
	
	

	       
	
	
	

	         
	
	
	

	            bandClass 
	FFS 
	
	

	            frequencyList SEQUENCE (SIZE (1..16)) OF SEQUENCE {
	
	
	

	                     frequency
	FFS
	
	

	                     cellIdList SEQUENCE (SIZE (1..16)) OF {INTEGER (0..maxPNOffset)  }
	FFS
	INTEGER (0..maxPNOffset)
	

	                               
	
	
	

	                    
	
	
	

	             }
	
	
	

	      t-ReselectionCDMA-HRPD
	FFS
	INTEGER (0..7)
	

	      speedDependentScalingParameters SEQUENCE {}
	Not Present
	
	

	    }
	
	
	

	  }
	
	
	

	  oneXRTT-Parameters SEQUENCE {}
	Not present
	
	HRPD

	  oneXRTT-Parameters SEQUENCE {
	
	
	1XRTT

	    oneXRTT-CSFB-RegistrationInfo SEQUENCE {
	
	
	

	      oneXRTT-CSFB-RegistrationAllowed
	FFS
	BOOLEAN
	

	      oneXRTT-RegistrationParameters SEQUENCE {}
	FFS
	
	

	    }
	
	
	

	    oneXRTT-LongCodeState
	FFS
	BIT STRING (SIZE (42)) OPTIONAL
	

	    oneXRTT-CellReselectionParameters SEQUENCE {
	
	
	

	      oneXRTT-BandClassList SEQUENCE (SIZE (1..maxCDMA -BandClass)) OF SEQUENCE {
	The same number of entries as the configured 1xRTT carriers
	
	

	        oneXRTT-BandClass
	FFS
	ENUMERATED { bc0, bc1, bc2, bc3, bc4, bc5, bc6, bc7, bc8, bc9, bc10, bc11, bc12, bc13, bc14, bc15, bc16, bc17, spare14, spare13, spare12, spare11, spare10, spare9, spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1, ...}
	

	        oneXRTT-CellReselectionPriority
	[Set according to specific test case]
	[3 is applicable when HRPD is lower priority than E-UTRA. 5 is applicable when HRPD is higher priority than E-UTRA]
	

	        threshX-High
	FFS
	INTEGER (0..63)
	

	        threshX-Low
	FFS
	INTEGER (0..63)
	

	      }
	
	
	

	      oneXRTT-NeighborCellList SEQUENCE (SIZE (1..16)) OF SEQUENCE {
	The same number of entries as the configured 1xRTT neighbor cells
	
	

	        
	
	
	

	          
	
	
	

	            bandClass
	FFS
	ENUMERATED { bc0, bc1, bc2, bc3, bc4, bc5, bc6, bc7, bc8, bc9, bc10, bc11, bc12, bc13, bc14, bc15, bc16, bc17, spare14, spare13, spare12, spare11, spare10, spare9, spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1, ...}
	

	            frequencyList SEQUENCE (SIZE (1..16)) OF SEQUENCE {
	FFS
	INTEGER (0..2047)
	

	                    frequency
	FFS
	
	

	                    cellIdList SEQUENCE (SIZE (1..16)) OF {INTEGER (0..maxPNOffset)  }
	FFS
	INTEGER (0..maxPNOffset)
	

	          }
	
	
	

	       
	
	
	

	       
	
	
	

	      }
	
	
	

	      t-ReselectionCDMA-OneXRTT
	FFS
	INTEGER (0..7),
	

	      speedDependentScalingParameters
	Not Present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	HRPD
	CDMA2000 HRPD cell environment

	1XRTT
	CDMA2000 1XRTT cell environment


Editor’s note: Need for condition ‘HRPD-1XRTT’ where both CDMA2000 HRPD cell and CDMA2000 1xRTT cell exist simultaneously is FFS.
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